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	Reason for change:
	1. To enable configuration of additional coreset in SIB1 for NR the bandwidth of the additional coreset shall be within the bandwidth of CORESET#0 (Ref: TS 38.331 clause 6.3.2 for IE field description for commonControlResourceSet in PDCCH-ConfigCommon). As the bandwidth for both CORESET#0 (chosen in test frequency tables for the NR band) and CORESET#1 (frequencyDomainResources set to ‘111100…’ in commonControlResourceSet) is 24 RBs in TS 38.508-1 there is a need to align the CORESET#0 lower edge with the lower edge of the additional coreset (which is in muliple of 6 RBs as specified by TS 38.213 clause 10.1).
 
Core specification source:

-
Draft_38331-f40_v3

-
Draft_38101-1-f40 FR1

	
	

	Summary of change:
	1. offsetToCarrier parameter updated to be an multiple of 6RBs to achive that the addional coreset will start at the same PRB as CORESET#0 lowest PRB, which is chosen to be at PRB0 of the carrier in the test frequency tables), i.e. offsetToCarrier value changed as: 1->6, 101 -> 102 and 500 -> 502. 
The change of the offsetToCarrier value impacts the values of point A and offsetToPointA. 
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	1. Additional coreset of 24RB not possible to configure in SIB1.
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4.3.1.1.1.51
Reference test frequencies for NR operating band n51

Table 4.3.1.1.1.51-1: Test frequencies for NR operating band n51 and SCS 15 kHz

	Bandwidth [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	5
	25
	Downlink
	Low
	1429.5
	285900
	1427.25
	285450
	0
	15
	3573
	285870
	20
	0
	0
	0

	
	
	&
	Mid
	1429.5
	285900
	1408.89
	281778
	102
	
	3573
	285870
	20
	0
	0
	102

	
	
	Uplink
	High
	1429.5
	285900
	1336.89
	267378
	502
	
	3573
	285870
	20
	0
	0
	502

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-1 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in the four most significant bits of the IE pdcch-ConfigSIB1 in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.
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