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[Start of modification]
7.1.1.4.1.1.3.2
Test procedure sequence

Table 7.1.1.4.1.1.3.2-1: Maximum TBS for different UE categories

	UE Category
	Maximum number of bits of a UL-SCH transport block received within a TTI

	TS 38.306 [23] clause 4.1.2 require UE without ue-CategoryDL and ue-CategoryUL, to support Max TBS achievable based on max bandwidth of the Band under test.


Table 7.1.1.4.1.1.3.2-2: Number of downlink PDCP SDUs and PDCP SDU size used as test data

	TBS 

[bits]
	Number of PDCP SDUs
	PDCP SDU size

[bits]

(Note 1)

	136 ≤ TBS ≤12128 note 2
	1
	8*FLOOR((TBS – 128)/8)

	12129 ≤ TBS ≤24200
	2
	8*FLOOR((TBS – 200)/16)

	24201 ≤ TBS ≤ 36272
	3
	8*FLOOR((TBS – 272)/24)

	36273 ≤ TBS ≤48344
	4
	8*FLOOR((TBS – 344)/32)

	48345≤ TBS ≤60416
	5
	8*FLOOR((TBS – 416)/40)

	60417 ≤ TBS ≤ 72488
	6
	8*FLOOR((TBS – 488)/48)

	72489 ≤ TBS ≤84560
	7
	8*FLOOR((TBS – 560)/56)

	84561 ≤ TBS ≤96632
	8
	8*FLOOR((TBS – 632)/64)

	96633< TBS ≤108704
	9
	8*FLOOR((TBS – 704)/72)

	10705 ≤ TBS ≤120776
	10
	8*FLOOR((TBS – 776)/80)

	120777≤ TBS ≤132848
	11
	8*FLOOR((TBS – 848)/88)

	132849 ≤ TBS ≤ 144920
	12
	8*FLOOR((TBS – 920)/96)

	TBS> 144920
	13
	8*FLOOR((TBS – 992)/104)

	Note 1:
Each PDCP SDU is limited to 1500 octets (to keep below maximum SDU size of ESM as specified in TS 24.301 [21] clause 9.9.4.12).

The PDCP SDU size of each PDCP SDU is

PDCP SDU size = (TBS – N*PDCP header size – N*AMD PDU header size  - N*MAC header size – Size of Timing Advance – RLC Status PDU size- MAC header for RLC Status PDU) / N, where

PDCP header size is 24 bits for the RLC AM and 18-bit SN case;
AMD PDU header size is 24 bits with 18 bit SN;

MAC header size for AMD PDU = 16 or 24 bits depending on L=8 or 16 bits. Worst case 24 is taken.

Size of Timing Advance MAC CE with header is 16 bits (if no Timing Advance and/or RLC status needs to be sent, padding will occur instead).

RLC Status PDU size = 24 bits with 1 ACK_SN, With a MAC header of 16 bits.

This gives: 

PDCP SDU size = 8*FLOOR((TBS – N*24- N*24 – N*24 -56 )/(8*N)) bits.


Note 2:
According to the final PDCP SDU size formula in Note 1, the smallest TBS that can be tested is 136 bits.


Table 7.1.1.4.1.1.3.2-3: Specific Parameters
[Skip unchanged text]
7.1.1.4.2.1.3.2
Test procedure sequence

Table 7.1.1.4.2.1.3.2-1: Maximum TBS for different UE categories

	UE Category
	Maximum number of bits of a UL-SCH transport block received within a TTI

	TS 38.306 [23] clause 4.1.2 require UE without ue-CategoryDL and ue-CategoryUL, to support Max TBS achievable based on max bandwidth of the Band under test. 


Table 7.1.1.4.2.1.3.2-2: Number of uplink PDCP SDUs and PDCP SDU size used as test data

	TBS 

[bits]
	Number of PDCP SDUs
	PDCP SDU size

[bits]

(Note 1)

	136 ≤ TBS ≤12128 note 2
	1
	8*FLOOR((TBS – 128)/8)

	12129 ≤ TBS ≤24200
	2
	8*FLOOR((TBS – 200)/16)

	24201 ≤ TBS ≤ 36272
	3
	8*FLOOR((TBS – 272)/24)

	36273 ≤ TBS ≤48344
	4
	8*FLOOR((TBS – 344)/32)

	48345≤ TBS ≤60416
	5
	8*FLOOR((TBS – 416)/40)

	60417 ≤ TBS ≤ 72488
	6
	8*FLOOR((TBS – 488)/48)

	72489 ≤ TBS ≤84560
	7
	8*FLOOR((TBS – 560)/56)

	84561 ≤ TBS ≤96632
	8
	8*FLOOR((TBS – 632)/64)

	96633< TBS ≤108704
	9
	8*FLOOR((TBS – 704)/72)

	10705 ≤ TBS ≤120776
	10
	8*FLOOR((TBS – 776)/80)

	120777≤ TBS ≤132848
	11
	8*FLOOR((TBS – 848)/88)

	132849 ≤ TBS ≤ 144920
	12
	8*FLOOR((TBS – 920)/96)

	TBS> 144920
	13
	8*FLOOR((TBS – 992)/104)

	Note 1:
Each PDCP SDU is limited to 1500 octets (to keep below maximum SDU size of ESM as specified in TS 24.301 [21] clause 9.9.4.12).

The PDCP SDU size of each PDCP SDU is

PDCP SDU size = (TBS – N*PDCP header size – N*AMD PDU header size  - N*MAC header size – Size of Timing Advance – RLC Status PDU size- MAC header for RLC Status PDU) / N, where

PDCP header size is 24 bits for the RLC AM and 18-bit SN case;
AMD PDU header size is 24 bits with 18 bit SN; 

MAC header size for AMD PDU = 16 or 24 bits depending on L=8 or 16 bits. Worst case 24 is taken.

Size of Timing Advance MAC CE with header is 16 bits (if no Timing Advance and/or RLC status needs to be sent, padding will occur instead).

RLC Status PDU size = 24 bits with 1 ACK_SN, With a MAC header of 16 bits.

This gives: 

PDCP SDU size = 8*FLOOR((TBS – N*24- N*24 – N*24 -56 )/(8*N)) bits.


Note 2:
According to the final PDCP SDU size formula in Note 1, the smallest TBS that can be tested is 136 bits.


Table 7.1.1.4.2.1.3.2-3: Specific Parameters
[Skip unchanged text]
7.1.1.4.2.3.3.2
Test procedure sequence

Table 7.1.1.4.2.3.3.2-1: Maximum TBS for different UE categories

	UE Category
	Maximum number of bits of a UL-SCH transport block received within a TTI

	TS 38.306 [23] clause 4.1.2 require UE without ue-CategoryDL and ue-CategoryUL, to support Max TBS achievable based on max bandwidth of the Band under test.


Table 7.1.1.4.2.3.3.2-2: Number of downlink PDCP SDUs and PDCP SDU size used as test data

	TBS

[bits]
	Number of PDCP SDUs
	PDCP SDU size

[bits]

(Note 1)

	136 ≤ TBS ≤12128 note 2
	1
	8*FLOOR((TBS – 128)/8)

	12129 ≤ TBS ≤24200
	2
	8*FLOOR((TBS – 200)/16)

	24201 ≤ TBS ≤ 36272
	3
	8*FLOOR((TBS – 272)/24)

	36273 ≤ TBS ≤48344
	4
	8*FLOOR((TBS – 344)/32)

	48345≤ TBS ≤60416
	5
	8*FLOOR((TBS – 416)/40)

	60417 ≤ TBS ≤ 72488
	6
	8*FLOOR((TBS – 488)/48)

	72489 ≤ TBS ≤84560
	7
	8*FLOOR((TBS – 560)/56)

	84561 ≤ TBS ≤96632
	8
	8*FLOOR((TBS – 632)/64)

	96633< TBS ≤108704
	9
	8*FLOOR((TBS – 704)/72)

	10705 ≤ TBS ≤120776
	10
	8*FLOOR((TBS – 776)/80)

	120777≤ TBS ≤132848
	11
	8*FLOOR((TBS – 848)/88)

	132849 ≤ TBS ≤ 144920
	12
	8*FLOOR((TBS – 920)/96)

	TBS> 144920
	13
	8*FLOOR((TBS – 992)/104)

	Note 1:
Each PDCP SDU is limited to 1500 octets (to keep below maximum SDU size of ESM as specified in TS 24.301 [21] clause 9.9.4.12).

The PDCP SDU size of each PDCP SDU is

PDCP SDU size = (TBS – N*PDCP header size – N*AMD PDU header size  - N*MAC header size – Size of Timing Advance – RLC Status PDU size- MAC header for RLC Status PDU) / N, where

PDCP header size is 24 bits for the RLC AM and 18-bit SN case;
AMD PDU header size is 24 bits with 18 bit SN; 

MAC header size for AMD PDU = 16 or 24 bits depending on L=8 or 16 bits. Worst case 24 is taken.

Size of Timing Advance MAC CE with header is 16 bits (if no Timing Advance and/or RLC status needs to be sent, padding will occur instead).

RLC Status PDU size = 24 bits with 1 ACK_SN, With a MAC header of 16 bits.

This gives: 

PDCP SDU size = 8*FLOOR((TBS – N*24- N*24 – N*24 -56 )/(8*N)) bits.


Note 2:
According to the final PDCP SDU size formula in Note 1, the smallest TBS that can be tested is 136 bits.


Table 7.1.1.4.2.3.3.2-2A: Bandwidth part Dependent Parameters for Resource allocation 0 with start of BWP assumed as 0

 [Skip unchanged text]
7.1.1.4.2.4.3.2
Test procedure sequence

Table 7.1.1.4.2.4.3.2-1: Maximum TBS for different UE categories

	UE Category
	Maximum number of bits of a UL-SCH transport block received within a TTI

	TS 38.306 [23] clause 4.1.2 require UE without ue-CategoryDL and ue-CategoryUL, to support Max TBS achievable based on max bandwidth of the Band under test.


Table 7.1.1.4.2.4.3.2-2: Number of downlink PDCP SDUs and PDCP SDU size used as test data

	TBS

[bits]
	Number of PDCP SDUs
	PDCP SDU size

[bits]

(Note 1)

	136 ≤ TBS ≤12128 note 2
	1
	8*FLOOR((TBS – 128)/8)

	12129 ≤ TBS ≤24200
	2
	8*FLOOR((TBS – 200)/16)

	24201 ≤ TBS ≤ 36272
	3
	8*FLOOR((TBS – 272)/24)

	36273 ≤ TBS ≤48344
	4
	8*FLOOR((TBS – 344)/32)

	48345≤ TBS ≤60416
	5
	8*FLOOR((TBS – 416)/40)

	60417 ≤ TBS ≤ 72488
	6
	8*FLOOR((TBS – 488)/48)

	72489 ≤ TBS ≤84560
	7
	8*FLOOR((TBS – 560)/56)

	84561 ≤ TBS ≤96632
	8
	8*FLOOR((TBS – 632)/64)

	96633< TBS ≤108704
	9
	8*FLOOR((TBS – 704)/72)

	10705 ≤ TBS ≤120776
	10
	8*FLOOR((TBS – 776)/80)

	120777≤ TBS ≤132848
	11
	8*FLOOR((TBS – 848)/88)

	132849 ≤ TBS ≤ 144920
	12
	8*FLOOR((TBS – 920)/96)

	TBS> 144920
	13
	8*FLOOR((TBS – 992)/104)

	Note 1:
Each PDCP SDU is limited to 1500 octets (to keep below maximum SDU size of ESM as specified in TS 24.301 [21] clause 9.9.4.12).

The PDCP SDU size of each PDCP SDU is

PDCP SDU size = (TBS – N*PDCP header size – N*AMD PDU header size  - N*MAC header size – Size of Timing Advance – RLC Status PDU size- MAC header for RLC Status PDU) / N, where

PDCP header size is 24 bits for the RLC AM and 18-bit SN case;
AMD PDU header size is 24 bits with 18 bit SN; 

MAC header size for AMD PDU = 16 or 24 bits depending on L=8 or 16 bits. Worst case 24 is taken.

Size of Timing Advance MAC CE with header is 16 bits (if no Timing Advance and/or RLC status needs to be sent, padding will occur instead).

RLC Status PDU size = 24 bits with 1 ACK_SN, With a MAC header of 16 bits.

This gives: 

PDCP SDU size = 8*FLOOR((TBS – N*24- N*24 – N*24 -56 )/(8*N)) bits.


Note 2:
According to the final PDCP SDU size formula in Note 1, the smallest TBS that can be tested is 136 bits.


Table 7.1.1.4.2.4.3.2-2A: Bandwidth part Dependent Parameters for Resource allocation 0 with start of BWP assumed as 0

 [Skip unchanged text]
7.1.1.4.2.5.3.2
Test procedure sequence

Table 7.1.1.4.2.5.3.2-1: Maximum TBS for different UE categories

	UE Category
	Maximum number of bits of a UL-SCH transport block received within a TTI

	TS 38.306 [23] clause 4.1.2 require UE without ue-CategoryDL and ue-CategoryUL, to support Max TBS achievable based on max bandwidth of the Band under test. 


Table 7.1.1.4.2.5.3.2-2: Number of uplink PDCP SDUs and PDCP SDU size used as test data

	TBS

[bits]
	Number of PDCP SDUs
	PDCP SDU size

[bits]

(Note 1)

	136 ≤ TBS ≤12128 note 2
	1
	8*FLOOR((TBS – 128)/8)

	12129 ≤ TBS ≤24200
	2
	8*FLOOR((TBS – 200)/16)

	24201 ≤ TBS ≤ 36272
	3
	8*FLOOR((TBS – 272)/24)

	36273 ≤ TBS ≤48344
	4
	8*FLOOR((TBS – 344)/32)

	48345≤ TBS ≤60416
	5
	8*FLOOR((TBS – 416)/40)

	60417 ≤ TBS ≤ 72488
	6
	8*FLOOR((TBS – 488)/48)

	72489 ≤ TBS ≤84560
	7
	8*FLOOR((TBS – 560)/56)

	84561 ≤ TBS ≤96632
	8
	8*FLOOR((TBS – 632)/64)

	96633< TBS ≤108704
	9
	8*FLOOR((TBS – 704)/72)

	10705 ≤ TBS ≤120776
	10
	8*FLOOR((TBS – 776)/80)

	120777≤ TBS ≤132848
	11
	8*FLOOR((TBS – 848)/88)

	132849 ≤ TBS ≤ 144920
	12
	8*FLOOR((TBS – 920)/96)

	TBS> 144920
	13
	8*FLOOR((TBS – 992)/104)

	Note 1:
Each PDCP SDU is limited to 1500 octets (to keep below maximum SDU size of ESM as specified in TS 24.301 [21] clause 9.9.4.12).

The PDCP SDU size of each PDCP SDU is

PDCP SDU size = (TBS – N*PDCP header size – N*AMD PDU header size  - N*MAC header size – Size of Timing Advance – RLC Status PDU size- MAC header for RLC Status PDU) / N, where

PDCP header size is 24 bits for the RLC AM and 18-bit SN case;
AMD PDU header size is 24 bits with 18 bit SN; 

MAC header size for AMD PDU = 16 or 24 bits depending on L=8 or 16 bits. Worst case 24 is taken.

Size of Timing Advance MAC CE with header is 16 bits (if no Timing Advance and/or RLC status needs to be sent, padding will occur instead).

RLC Status PDU size = 24 bits with 1 ACK_SN, With a MAC header of 16 bits.

This gives: 

PDCP SDU size = 8*FLOOR((TBS – N*24- N*24 – N*24 -56 )/(8*N)) bits.


Note 2:
According to the final PDCP SDU size formula in Note 1, the smallest TBS that can be tested is 136 bits.


Table 7.1.1.4.2.5.3.2-3: Specific Parameters

 [End of modification]

