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2
Reference

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

●
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

●
For a specific reference, subsequent revisions do not apply.

●
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

Editor’s note: intended to capture more references

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 38.101-1: "NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone".

[3]
3GPP TS 38.101-2: " NR; User Equipment (UE) radio transmission and reception; Part 2: Range 2 Standalone".

[4]
3GPP TS 38.101-3: " NR; User Equipment (UE) radio transmission and reception; Part 3: Range 1 and Range 2 Interworking operation with other radios".

[5]
3GPP TS 38.508-1: "5GS; User Equipment (UE) conformance specification; Part 1: Common test environment ".

[6]
3GPP TS 38.331: "NR; Radio Resource Control (RRC); Protocol specification".

[7]
Recommendation ITU-R M.1545: "Measurement uncertainty as it applies to test limits for the terrestrial component of International Mobile Telecommunications-2000".

[8]
3GPP TS 38.211: "NR; Physical channels and modulation".

[9]
3GPP TS 38.213: "NR; Physical layer procedures for control".

[10]
3GPP TR 38.903: "NR; Derivation of test tolerances and measurement uncertainty for User Equipment (UE) conformance tests".

[11]
3GPP TR 38.905: "NR; Derivation of test points for radio transmission and reception conformance test cases".

[12]
3GPP TS 38.214: "NR; Physical layer procedures for data".

[13]
3GPP TS 38.521-2: “NR; User Equipment (UE) conformance specification; Radio transmission and reception; Part 2: Range 2 Standalone”.

[14]
3GPP TS 38.521-3: “NR; User Equipment (UE) conformance specification; Radio transmission and reception; Part 3: Range 1 and Range 2 Interworking operation with other radios”.

[15]
3GPP TS 38.521-4: “NR; User Equipment (UE) conformance specification; Radio transmission and reception; Part 4: Performance”.

[16]
3GPP TS 38.522: "NR; User Equipment (UE) conformance specification; Applicability of RF and RRM test cases".

[17]
3GPP TS 38.533: "NR; User Equipment (UE) conformance specification; Applicability of RF and RRM test cases".
[z1]
3GPP TS 38.215: "NR; Physical layer measurements".
3
Definitions, symbols and abbreviations

<Unchanged sections skipped>
5.3.4
RB alignment

For each numerology, its common resource blocks are specified in Section 4.4.4.3 in [8], and the starting point of its transmission bandwidth configuration on the common resource block grid for a given channel bandwidth is indicated by an offset to “Reference point A” in the unit of the numerology. The UE transmission bandwidth configuration is indicated by the higher layer parameter carrierBandwidth [z1] and will fulfil the minimum UE guard band requirement specified in Section 5.3.3. 
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