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5	Test environments for RF test
<Several sections unchanged>
[bookmark: _Toc4403509]5.4.1	Radio resource control information elements
<Skipped content>
Table 5.4.1-3: P-Max-PC2_Testing_PC3
	Derivation Path: Table 4.6.3-89 with condition FR1_RF_PC2_Testing_PC3



5.5 Single PDU configuration for RF testing
For RF test case execution on  5G SA UE's, IMS shall not be considered and UE's shall be able use RRC (IDLE, CONNECTED) preambles defined in TS38.508-1 Section 4.5. Before entering RRC_CONNECTED or RRC_IDLE state during initial conditions or test procedure, it is recommended that UE is pre-configured with only 1 PDU (non-IMS) along with appropriate settings to ensure UE operates and stay on NR cell.
<Several sections unchanged>

[bookmark: _Toc4403539]7	Test environments for RRM tests
<Several sections unchanged>
[bookmark: _Toc4403547]7.2.1.2	Signal Levels for OTA testing
TBD
7.3 Single PDU configuration for RRM testing
For RRM test case execution on  5G SA UE's, IMS shall not be considered and UE's shall be able use RRC (IDLE, CONNECTED) preambles defined in TS38.508-1 Section 4.5. Before entering RRC_CONNECTED or RRC_IDLE state during initial conditions or test procedure, it is recommended that UE is pre-configured with only 1 PDU (non-IMS) along with appropriate settings to ensure UE operates and stay on NR cell.
<End of changes>


