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	Reason for change:
	It is proposed to use the max Wgap as the default test frequencies for test cases where there is no specific requirement on the Wgap.
For cases when test frequencies with specific requirement on Wgap then those test frequencies need to be specified by the test case or if the same test frequncies will be used in multiple test cases then may the additional test frequencies be added later on to TS 38.508-1.

	
	

	Summary of change:
	Replaced current table of test frequencies for CA_41A_n41A with table based on max Wgap. 

	
	

	Consequences if not approved:
	Default test frequencies suitable for test cases with no requirement on Wgap ot specified.
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4.3.1.4.3.41
Intra-band non-contiguous EN-DC configurations DC_41_n41

4.3.1.4.3.41.1
DC_41A_n41A

Editor’s note: Additional test frequencies for intra-band non-contiguous CA configuration DC_41A_41A may be added to this clause as required by the RF test cases.



	
	
	
	

	


	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


Table 4.3.1.4.41.1-1: Test frequencies for EN-DC combination DC_41A_n41A, SCS=30kHz, Max Wgap.
	Test Frequency ID
	NR channel bandwidth
[MHz]
	NR scs 

[kHz]
	NR test frequency range

(Note 1)
	E-UTRA channel bandwidth [MHz]
	E-UTRA
frequency range

(Note 2)

	Low with maxWgap
	40
	30
	Low
	20
	High

	(NR – E-UTRA)
	60
	
	
	
	

	
	80
	
	
	
	

	
	100
	
	
	
	

	High with maxWgap
	40
	
	High
	20
	Low

	(E-UTRA - NR)
	60
	
	
	
	

	
	80
	
	
	
	

	
	100
	
	
	
	

	Note 1:
The NR test frequencies are specified in clause 4.3.1.1.1.41 for the NR Channel Bandwidth, NR scs and NR test frequency range as given in the table.

Note 2:
The E-UTRA test frequencies are specified in TS 36.508 [2], clause 4.3.1.2.9 for the E-UTRA channel bandwidth and E-UTRA test frequency range as given in the table.


