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5.4
Default NG-RAN RRC message and information elements contents

5.4.1
Radio resource control information elements

As defined in clause 4.6.3 with the following exceptions:

For Tx test cases in which Power Class 3 UEs verifying Power Class 3 requirements, refer to Table 5.4.1-1; For Tx test cases in which Power Class 2 UEs verifying Power Class 2 requirements, refer to Table 5.4.1-2; And for Tx test cases in which Power Class 2 UEs verifying Power Class 3 requirements, refer to Table 5.4.1-3.

Table 5.4.1-1: P-Max-PC3

	Derivation Path: Table 4.6.3-89 with condition FR1_RF_PC3


Table 5.4.1-2: P-Max-PC2

	Derivation Path: Table 4.6.3-89 with condition FR1_RF_PC2


Table 5.4.1-3: P-Max-PC2_Testing_PC3

	Derivation Path: Table 4.6.3-89 with condition FR1_RF_PC2_Testing_PC3


5.5
Common procedures for RF testing
5.5.1 
Procedure to configure SCC(s) for NR RF CA testing
5.5.1.1
Scope

The purpose of this procedure is to establish one or more SCC(s) for NR CA testing.

5.5.1.2
Procedure description

5.5.1.2.1
Initial conditions

UE is operating in NR RRC_CONNECTED state without any SCell configured.

5.5.1.2.2
Procedure sequence

Table 5.5.1.2.2-1: Procedure to configure SCC
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message/PDU/SDU
	
	

	1
	The SS transmits an RRCReconfiguration message including sCellToAddModList with SCell addition for the SCC(s) under test.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	2
	The UE transmits an RRCReconfigurationComplete message.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-


5.5.1.2.3
Specific message contents

Table 5.5.1.2.3-1: CellGroupConfig (Table 5.5.1.2.2-1)

	Derivation Path: 38.508-1 [4] Table 4.6.3-13 with condition [FFS]

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


<Skipped clauses>
7.2
Reference test conditions

7.2.1
Signal levels

7.2.1.1
Signal Levels for conducted testing

TBD

7.2.1.2
Signal Levels for OTA testing

TBD

7.3 – 7.4 FFS
7.5
Common procedures for RRM testing
7.5.1 
Procedure to configure SCC(s) for NR RRM CA testing
Same procedure as described in clause 5.5.1.

