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The Upper Tester (UT) interface is the same as specified in TS 36.523-3 [12] clause 5.
In addition, the following MMI commands are defined.
Table 6.1-1: MMI commands
	Command
	Parameters

	
	Name
	Value

	"CAPABILIBY_ENQUIRY"
	"Freq. Band List"
	<charstring>

	
	"Two-Way"
	"TRUE" / "FALSE"

	"CHANGE_RAC_ID"
	(none)

	"CLEAR_RSNPN"
	(none)

	"NO_PRECONDITIONS"
	(none)

	"PERIODICAL_ MEASUREMENT_PSBCH_RSRP"
	"Report Interval"
	<charstring>

	"SL_CSI_RS_CONFIGURATION"
	"Freq. allocation One antenna Port"
	<charstring>

	
	“First symbol"
	<charstring>

	
	"Latency Bound"
	<charstring>

	"SL_CSI_REPORT"
	(none)

	"SNPN_AUTOMATIC"
	(none)

	"SNPN_MANUAL"
	"PLMN"
	<PLMN ID>

	
	"N_ID"
	<N ID>

	"SNPN_SUBSCRIBER_DATA"
	"PLMN"
	<PLMN ID>

	
	"N_ID"
	<N ID>

	
	"ACCESS_ID"
	"ACCESS_ID"

	"UEAI"
	"SL-QoS Flow ID"
	<charstring>

	"UNICAST_SLDRB"
	"Action"
	"ESTABLISH" / "MODIFY" / "RELEASE"



The following AT commands are also applied in the TTCN.
Table 6.1-2: AT Commands
	Command

	AT+C5GNSSAI

	AT+C5GNSSAIRDP

	AT+C5GQOS

	AT+CGBRRREQ

	AT+CLCCS

	AT+CMICO

	AT+CPSDO



[bookmark: _Toc27473451]AT commands are referred to TS 27.007 [49].
<SECTIONS SKIPPED>
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The maximum number of resource blocks as defined in table 7.3.3.2-1 are used to broadcast the system information.
Table 7.3.3.2-1: Maximum number of resource blocks
	
	Maximum number of resource blocks assigned
	Number of symbols assigned

	SIB1
	7
	12

	for all SIs
	7
	12



The slot offset values defined in Table 7.3.3.2-1A are used for all SI messages, including SIs containing posSIBs when OffsetToSI-Used is not configured, with their respective SI-window. The slotOffset list depends on the SSB index the cell is configured with.
Table 7.3.3.2-1A: SubframelotOffset values
	Configuration
	subframelotOffset list for SSB#0
	slotOffset list for SSB#1

	FR1 FDD & TDD SCS=15kHz
	{5, 6, 15, 16}
	{6}

	FR1 TDD SCS=30kHz
	{5, 6}
	{6}

	FR2 TDD SCS=120kHz
	{5}
	{6}



When OffetToSI-Used is configured, the slot offset values defined in Table 7.3.3.2-1B are used for all SIs containing posSIBs with their respective SI-window. The slotOffset list depends on the SSB index the cell is configured with.
Table 7.3.3.2-1B: PosSI SlotubframeOffset values when offsetToSI-Used is configured
	Configuration
	slotubframeOffset list for SSB#0
	slotOffset list for SSB#1

	FR1 FDD & TDD SCS=15kHz
	{25}
	{26}

	FR1 TDD SCS=30kHz
	{15}
	{16}

	FR2 TDD SCS=120kHz
	{65}
	{6}



All System Information messages are sent only once within the SI-window and redundancy version 0 is selected.
SIB1 is broadcasted in slot#1 in frames with even SFN in cells configured with SSB#0 and in slot#2 in frames with even SFN in cells configured with SSB#1.
Tables 7.3.3.2-2 to 7.3.3.2-4 give the SFN's and subframe numbers in which the MIB, SIB1 and other SIs are actually scheduled as per default parameters for si-WindowLength s80 for FR1 and s160 for FR2, periodicity for SI are defined in TS 38.508-1 [5]. These SI schedulings are applied to all SIs, including SIs containing posSIBs when OffsetToSI_Used is not configured.
Table 7.3.3.2-2: MIB, SIB1 and SI scheduling for FR1: FDD and TDD, SCS=15kHz
	SFN
	Frame

	0
	Subframe 0
	Subframe 1
	Subframe 2
	Subframe 3
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 7
	Subframe 8
	Subframe 9

	
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	SI1
SSB#0
	Sl0
	SI1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	

	1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	SI1
	Sl0
	SI1
	Sl0
	
	Sl0
	
	Sl0
	

	2
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	3
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	4
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	5
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	6
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	7
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	8
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	SI2
SSB#0
	Sl0
	SI2
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	

	9
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	SI2
	Sl0
	SI2
	Sl0
	
	Sl0
	
	Sl0
	

	10
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	11
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	12
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	13
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	14
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	15
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	16
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	SI3
SSB#0
	Sl0
	SI3
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	

	17
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	SI3
	Sl0
	SI3
	Sl0
	
	Sl0
	
	Sl0
	

	18
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	19
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	20
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	21
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	22
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	23
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	24
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	SI4
SSB#0
	Sl0
	SI4
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	

	25
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	SI4
	Sl0
	SI4
	Sl0
	
	Sl0
	
	Sl0
	



Table 7.3.3.2-3: MIB, SIB1 and SI scheduling for FR1 TDD, SCS=30kHz
	SFN
	Frame

	0

	Subframe 0
	Subframe 1
	Subframe 2
	Subframe 3
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 7
	Subframe 8
	Subframe 9

	
	Sl0
	MIB
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	SI1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	SI1
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	2
	Sl0
	MIB
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	3
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	4
	Sl0
	MIB
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	SI2
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	SI2
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	5
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	6
	Sl0
	MIB
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	7
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	8
	Sl0
	MIB
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	SI3
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	SI3
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	9
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	10
	Sl0
	MIB
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	11
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	12
	Sl0
	MIB
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	SI4
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	SI4
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	13
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	14
	Sl0
	MIB
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	15
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	



Table 7.3.3.2-4: MIB, SIB1 and SI scheduling for FR2: TDD, SCS=120kHz
	SFN
	Frame

	
	Subframe 0
	Subframe 1
	Subframe 2
	Subframe 3
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 7
	Subframe 8
	Subframe 9

	0
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	SIB1
SSB#1
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	SI1
SSB#0
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	SI1
SSB#1
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	2
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	SIB1
SSB#1
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	SI2
SSB#0
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	SI2
SSB#1
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	3
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	4
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	SIB1
SSB#1
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	SI3
SSB#0
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	SI3
SSB#1
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	5
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	6
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	SIB1
SSB#1
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	SI4
SSB#0
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	SI4
SSB#1
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	



When SIs containing posSIBs with OffsetToSI-Used configured are scheduled, Tables 7.3.3.2-5 to 7.3.3.2-7 give the SFN's and subframe numbers in which the MIB, SIB1, other SIs are actually scheduled. Other SIs containing posSIBs are hereafter named PosSIs. Per default parameters for si-WindowLength s80 for FR1 and s160 for FR2, periodicity for SI are defined in TS 38.508-1 [5].
Table 7.3.3.2-5: MIB, SIB1, SI and PosSI with OffsetToSI-Used configured scheduling for FR1: FDD and TDD, SCS=15kHz
	SFN
	Frame

	0
	Subframe 0
	Subframe 1
	Subframe 2
	Subframe 3
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 7
	Subframe 8
	Subframe 9

	
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	SI1
SSB#0
	Sl0
	SI1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	

	1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	SI1
	Sl0
	SI1
	Sl0
	
	Sl0
	
	Sl0
	

	2
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	3
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	4
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	5
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	6
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	7
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	8
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	SI2
SSB#0
	Sl0
	SI2
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	

	9
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	SI2
	Sl0
	SI2
	Sl0
	
	Sl0
	
	Sl0
	

	10
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	PosSI1
SSB#0
	Sl0
	PosSI1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	

	11
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	12
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	13
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	14
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	15
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	16
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	SI3
SSB#0
	Sl0
	SI3
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	

	17
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	SI3
	Sl0
	SI3
	Sl0
	
	Sl0
	
	Sl0
	

	18
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	PosSI2
SSB#0
	Sl0
	PosSI2
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	

	19
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	20
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	21
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	22
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	23
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	24
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	SI4
SSB#0
	Sl0
	SI4
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	

	25
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	SI4
	Sl0
	SI4
	Sl0
	
	Sl0
	
	Sl0
	

	26
	Sl0
	MIB
	Sl0
	SIB1
SSB#0
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	PosSI3
SSB#0
	Sl0
	PosSI3
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	

	27
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	



Table 7.3.3.2-6: MIB, SIB1, SI and PosSI with OffsetToSI-Used configured scheduling for FR1 TDD, SCS=30kHz
	SFN
	Frame

	0
	Subframe 0
	Subframe 1
	Subframe 2
	Subframe 3
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 7
	Subframe 8
	Subframe 9

	
	Sl0
	MIB
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	SI1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	SI1
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	2
	Sl0
	MIB
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	3
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	4
	Sl0
	MIB
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	SI2
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	SI2
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	5
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	6
	Sl0
	MIB
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	7
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	8
	Sl0
	MIB
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	SI3
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	PosSI1
SSB#1
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	SI3
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	PosSI1
SSB#0
	Sl1
	
	Sl1
	

	9
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	10
	Sl0
	MIB
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	11
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	12
	Sl0
	MIB
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	SI4
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	PosSI2
SSB#1
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	SI4
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	PosSI2
SSB#0
	Sl1
	
	Sl1
	

	13
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	14
	Sl0
	MIB
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	15
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	16
	Sl0
	MIB
	Sl0
	SIB1
SSB#1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	PosSI3
SSB#1
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	PosSI3
SSB#0
	Sl1
	
	Sl1
	

	17
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	



Table 7.3.3.2-7: MIB, SIB1, SI and PosSI with OffsetToSI-Used configured scheduling for FR2: TDD, SCS=120kHz
	SFN
	Frame

	
	Subframe 0
	Subframe 1
	Subframe 2
	Subframe 3
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 7
	Subframe 8
	Subframe 9

	0
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	SIB1
SSB#1
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	SI1
SSB#0
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	SI1
SSB#1
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	2
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	SIB1
SSB#1
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	SI2
SSB#0
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	SI2
SSB#1
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	3
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	4
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	SIB1
SSB#1
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	SI3
SSB#0
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	SI3
SSB#1
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	5
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	6
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	SIB1
SSB#1
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	SI4
SSB#0
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	SI4
SSB#1
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	




	SFN
	Frame

	7
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	8
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
SSB#0
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	SIB1
SSB#1
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	PosSI1
SSB#0
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	PosSI1
SSB#1
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	9
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
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11	Guidelines on test execution
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Clause 11 provides the guidelines on test executions.
The restriction on test case execution is due to the number of frequencies available for the specific band under test specified in TS 38.508-1[5] and the number of frequencies used by the test cases specified in TS 38.523-1[8].
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This clause provides the guidelines for the EN-DC test cases.
A test case using more than one radio frequency on NR, i.e. using the radio frequencies NRf2 or NRf3 or NRf4 specified in TS 38.508-1 [5], shall not be executed on:
Band combination DC_21A_n28A Band combination DC_41A_n41A
The list of test cases is given below:
8.2.3.6.1a, 8.2.3.7.1a, 8.2.3.8.1a, 8.2.3.10.1, 8.2.3.11.1
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[bookmark: _Toc27473548][bookmark: _Toc29377819][bookmark: _Toc29378192][bookmark: _Toc36040526][bookmark: _Toc43923601][bookmark: _Toc51925577][bookmark: _Toc52278668][bookmark: _Toc58250783][bookmark: _Toc68072554][bookmark: _Toc75372683][bookmark: _Toc90561871][bookmark: _Toc90578752][bookmark: _Toc100004004][bookmark: _Toc106705575][bookmark: _Toc138846541]11.3.1	NR/5GC single RAT
[bookmark: _Toc51925578][bookmark: _Toc52278669][bookmark: _Toc58250784][bookmark: _Toc68072555][bookmark: _Toc75372684][bookmark: _Toc90561872][bookmark: _Toc90578753][bookmark: _Toc100004005][bookmark: _Toc106705576][bookmark: _Toc138846542]11.3.1.1	Single NR carrier
This clause provides the guidelines for the NR/5GC test cases.
A test case using more than one radio frequency, i.e. using the radio frequencies NRf2 or NRf3 or NRf4 specified in TS 38.508-1 [5], shall not be executed on:
Band n51
Band n91
Band n93
Band n94
The list of test cases is given below:
6.1.1.1, 6.1.1.2, 6.1.1.3, 6.1.1.5, 6.1.1.6, 6.1.1.7, 6.1.1.8, 6.1.2.3a, 6.1.2.7, 6.1.2.11, 6.1.2.13, 6.1.2.14, 6.1.2.16, 6.1.2.18, 6.1.2.20, 6.1.2.21, 6.1.2.22, 6.1.2.24, 6.1.2.25, 6.1.2.27, 6.3.1.1, 6.3.1.2, 6.3.1.3, 6.3.1.4, 6.3.1.5, 6.3.1.8, 6.3.1.9, 6.3.1.10, 6.3.2.1, 6.3.2.2, 6.3.2.3, 6.3.2.4, 6.3.2.5, 6.3.2.6, 6.4.1.1, 6.4.1.2, 6.4.2.2, 6.4.2.3, 6.5.1.2, 6.5.2.4, 6.5.2.6,
7.1.3.6.5, 7.1.3.4.4
8.1.1.2.1, 8.1.1.3.1, 8.1.1.3.3, 8.1.1.3.7, 8.1.1.3.7b, 8.1.1.3.8, 8.1.3.1.3, 8.1.3.1.6, 8.1.3.1.9, 8.1.3.1.11, 8.1.3.1.12, 8.1.3.1.14A, 8.1.3.1.15A, 8.1.3.1.20, 8.1.3.21, 8.1.4.1.2, 8.1.4.1.10, 8.1.4.3.4, 8.1.4.3.5, 8.1.5.11.1, 8.1.5.11.3, 8.1.5.11.4, 8.1.6.1.2.2, 8.1.6.1.2.10, 8.1.6.1.3.2, 8.1.6.1.3.3, 8.1.6.1.3.7, 8.1.6.1.4.3, 8.1.6.1.4.7, 8.1.6.1.4.9,
9.1.4.1, 9.1.5.1.1, 9.1.5.1.2, 9.1.5.1.4, 9.1.5.1.8, 9.1.5.1.10, 9.1.5.1.12, 9.1.5.1.14, 9.1.9.3, 9.1.12.3
11.3.5, 11.3.6, 11.3.6a, 11.3.8, 11.3.9, 11.3.9a
11.4.7, 11.4.8.
A test case using more than two radio frequencies, i.e. using the radio frequencies NRf3 or NRf4 specified in TS 38.508-1 [5], shall not be executed on:
Band n13
Band n14
Band n24
Band n30
Band n53
The list of test cases is given below:
6.1.1.1, 6.1.1.2, 6.1.1.3, 6.1.1.5, 6.1.1.6, 6.1.1.7, 6.1.1.8, 6.1.2.7, 6.1.2.11, 6.1.2.20, 6.1.2.24, 6.1.2.25, 6.3.1.1, 6.3.1.2, 6.3.1.3, 6.3.1.5, 6.3.1.8, 6.4.1.1, 6.4.1.2, 6.4.2.2, 6.4.2.3, 6.5.2.4, 6.5.2.6,
8.1.1.3.3, 8.1.6.1.3.3,
9.1.5.1.2, 9.1.5.1.8.
[bookmark: _Toc51925579][bookmark: _Toc52278670][bookmark: _Toc58250785][bookmark: _Toc68072556][bookmark: _Toc75372685][bookmark: _Toc90561873][bookmark: _Toc90578754][bookmark: _Toc100004006][bookmark: _Toc106705577][bookmark: _Toc138846543][bookmark: _Toc27473549][bookmark: _Toc29377820][bookmark: _Toc29378193][bookmark: _Toc36040527][bookmark: _Toc43923602]11.3.1.2	NR carrier aggregation
The restriction on NR CA test case execution as listed in this clause is due to the restriction of bandwidth of an NR CA configuration accommodating the necessary number of NR radio frequencies.
These test cases with switched allocation of PCell and SCell shall avoid to be executed on an NR CA inter-band combination with a frequency for the SCell having no UL:
CA_n29A_n66A
CA_n29A_n70A
CA_n29A_n71A
The list of test cases is given below:
8.1.4.1.7.2, 8.1.4.1.9.2.
These test cases with switched allocation of PCell and SCell shall avoid to be executed on an NR CA intra-band contiguous combination with a frequency for the SCell having no UL:
CA_n66B
The list of test cases is given below:
8.1.4.1.7.1, 8.1.4.1.9.1
[bookmark: _Toc51925580][bookmark: _Toc52278671][bookmark: _Toc58250786][bookmark: _Toc68072557][bookmark: _Toc75372686][bookmark: _Toc90561874][bookmark: _Toc90578755][bookmark: _Toc100004007][bookmark: _Toc106705578][bookmark: _Toc138846544]11.3.2	NR/5GC Inter-RAT
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This clause contains the guidelines for the NR/5GC and E-UTRA inter-RAT test cases executed on the different bands. According to TS 38.508-1 [5] clause 6.2.3.3, it is assumed that the NR and E-UTRA bands under test are not overlapping.
A test case using more than one radio frequency on E-UTRA, i.e. using the radio frequencies f2, f3 or f4 specified in TS 36.508 [10], shall not be executed on:
Band 13
Band 18
Band 31
Band 54
Band 72
Band 73
Band 87
Band 88
The list of test cases is given below:
6.4.3.1,
8.1.1.3.4,
11.1.4, 11.1.5.
[bookmark: _Toc27473551][bookmark: _Toc29377822][bookmark: _Toc29378195]A test case using more than one radio frequency on NR, i.e. using the radio frequencies NRf2 or NRf3 or NRf4 specified in TS 38.508-1 [5], shall not be executed on:
Band n51
Band n91
Band n93
Band n94
The list of test cases is given below:
6.2.1.1, 6.2.1.2, 6.2.1.3, 6.2.1.4,
8.1.1.3.7a.
A test case using more than two radio frequencies on NR, i.e. using the radio frequencies NRf3 or NRf4 specified in TS 38.508-1 [5], shall not be executed on:
Band n13
Band n14
Band n24
Band n30
Band n53
The list of test cases is given below:
6.2.1.1.
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This clause contains the guidelines for the NR/5GC and EN-DC inter-RAT test cases.
A test case using more than one radio frequency on NR, i.e. using the radio frequencies NRf2 or NRf3 or NRf4 specified in TS 38.508-1 [5], shall not be executed on:
Band combination DC_21A_n28A Band combination DC_41A_n41A
The list of test cases is given below:
8.1.4.2.1.2
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The following NR MFBI test case shall be executed using the combinations specified in Table 11.3.3-1 for px_NR_OverlappingNotSupportedBand_MFBI and px_NR_PrimaryBand:
6.1.2.23.
Table 11.3.3-1: NR MFBI bands combinations
	px_NR_OverlappingNotSupportedBand_MFBI
	px_NR_PrimaryBand (Note)

	n2
	n25

	n25
	n2

	n38
	n41

	n41
	n38

	n77
	n78

	n78
	n77

	n257
	n258, n261

	n258
	n257

	n261
	n257

	Note:	The UE supports one or more of the listed MFBI bands and does not support at least one overlapping band. If the UE supports all overlapping bands, these test cases are not applicable.



