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Table 4-9: Applicability of tests and additional information for testing for test cases in TS 37.571-2 [6] for NR
	Clause
	TC Title
	Release of LPP
	Applicability
	
	

	
	
	
	Condition
	Comment(4)
	Release RAT

	9.4.5_26s
	Pre-configured PRS processing window procedures: Subtest 26
	Rel-17
	C32ns
	All UEs supporting UE-Assisted Multi-RTT and DL-PRS Processing Capability outside MG and at least supporting one of prs-ProcessingWindowType1A or prs-ProcessingWindowType1B or prs-ProcessingWindowType2
	Rel-17

	9.4.5_27s
	Pre-configured PRS processing window procedures: Subtest 27
	Rel-17
	C33ns
	All UEs supporting UE-Based or UE-Assisted DL-AoD and DL-PRS Processing Capability outside MG and at least supporting one of prs-ProcessingWindowType1A or prs-ProcessingWindowType1B or prs-ProcessingWindowType2
	Rel-17

	9.4.5_28s
	Pre-configured PRS processing window procedures: Subtest 28
	Rel-17
	C34ns
	All UEs supporting UE-Based or UE-Assisted DL-TDOA and DL-PRS Processing Capability outside MG and at least supporting one of prs-ProcessingWindowType1A or prs-ProcessingWindowType1B or prs-ProcessingWindowType2
	Rel-17

	9.4.6
	UE Positioning Assistance Information
	Rel-17
	C35ns
	All UEs supporting UE-Assisted UL-TDOA and nr-UE-RxTxTEG-ID
	Rel-17

	NOTE 1: The GNSS combination of GPS, GLONASS, Galileo, BDS supported by the UE
NOTE 2: If the GNSS combination supported by the UE includes Galileo and/or BDS then Rel-12 of LPP is required
NOTE 3: Void
NOTE 4: The required support of RAN-CN Interface Options is given in Table 4-10.
NOTE 5: If the UE-Assisted DL-TDOA or UE-Assisted DL-AoD or UE-Assisted Multi-RTT or UE-Assisted NR E-CID supported by the UE then Rel-16 LPP is required.
NOTE 6: For UEs supporting NG-RAN NR (Option 2) support of inter-RAT RSTD for EUTRA measurements is also required.



Table 4-10: Applicability of tests Conditions for test cases in TS 37.571-2 [6] for NR
	C01ns	IF (A.4.1-4/1 OR A.4.1-4/4) AND A.4.2-1/1 THEN R ELSE N/A

	C02ns	IF (A.4.1-4/1 AND A.4.3-2/4 AND A.4.3-3A/18) OR (A.4.1-4/4 AND A.4.3-2/4) THEN R ELSE N/A

	C03ns	IF (A.4.1-4/1 OR A.4.1-4/4) AND A.4.3-2/22 THEN R ELSE N/A

	C04ns	IF (A.4.1-4/1 OR A.4.1-4/4) AND (A.4.3-2/1 OR A.4.3-2/2) THEN R ELSE N/A

	C05ns	IF (A.4.1-4/1 OR A.4.1-4/4) AND A.4.3-2/20 THEN R ELSE N/A

	C06ns	IF (A.4.1-4/1 OR A.4.1-4/4) AND A.4.3-2/21 THEN R ELSE N/A

	C07ns	IF (A.4.1-4/1 OR A.4.1-4/4) AND A.4.2-1/1 AND A.4.4-1/1 THEN R ELSE N/A

	C08ns	IF (A.4.1-4/1 AND (A.4.3-2/2 OR (A.4.3-2/4 AND A.4.3-3A/18) OR A.4.3-2/20 OR A.4.3-2/21 OR A.4.3-2/22 OR A.4.3-2/23 OR A.4.3-2/29 OR A.4.3-2/30 OR A.4.3-2/32 OR A.4.3-2/34) AND NOT (A.4.3-2/2 AND (A.4.3-2/4 AND A.4.3-3A/18) AND A.4.3-2/20 AND A.4.3-2/21 AND A.4.3-2/22 AND A.4.3-2/23 AND A.4.3-2/29 AND A.4.3-2/30 AND A.4.3-2/32 AND A.4.3-2/34)) OR (A.4.1-4/4 AND (A.4.3-2/2 OR A.4.3-2/4 OR A.4.3-2/5 OR A.4.3-2/20 OR A.4.3-2/21 OR A.4.3-2/22 OR A.4.3-2/23) AND NOT (A.4.3-2/2 AND A.4.3-2/4 AND A.4.3-2/5 AND A.4.3-2/20 AND A.4.3-2/21 AND A.4.3-2/22 AND A.4.3-2/23)) THEN R ELSE N/A

	C09ns	IF (A.4.1-4/1 OR A.4.1-4/4) AND A.4.3-2/23 THEN R ELSE N/A

	C10ns	IF (A.4.1-4/1 OR A.4.1-4/4) AND A.4.3-2/1 THEN R ELSE N/A

	C11ns	IF (A.4.1-4/1 OR A.4.1-4/4) AND A.4.3-2/26 THEN R ELSE N/A

	C12ns	IF (A.4.1-4/1 OR A.4.1-4/4) AND A.4.3-2/27 THEN R ELSE N/A

	C13ns	IF (A.4.1-4/1 OR A.4.1-4/4) AND A.4.3-2/28 THEN R ELSE N/A

	C14ns	IF (A.4.1-4/1 OR A.4.1-4/4) AND A.4.3-2/2 THEN R ELSE N/A

	C15ns	IF A.4.1-4/4 AND A.4.3-2/5 THEN R ELSE N/A

	C16ns	IF (A.4.1-4/1 AND A.4.3-2/2 AND A.4.3-2/4 AND A.4.3-3A/18) OR (A.4.1-4/4 AND A.4.3-2/2 AND A.4.3-2/4) THEN R ELSE N/A

	C17ns	Void

	C18ns	Void

	C19ns	IF A.4.1-4/1 AND A.4.3-2/29 THEN R ELSE N/A

	C20ns	IF A.4.1-4/1 AND (A.4.3-2/30 OR A.4.3-2/31) THEN R ELSE N/A

	C21ns	IF A.4.1-4/1 AND (A.4.3-2/32 OR A.4.3-2/33) THEN R ELSE N/A

	C22ns	IF A.4.1-4/1 AND A.4.3-2/31 THEN R ELSE N/A

	C23ns	IF A.4.1-4/1 AND A.4.3-2/33 THEN R ELSE N/A

	C24ns	IF A.4.1-4/1 AND A.4.3-2/30 THEN R ELSE N/A

	C25ns	IF A.4.1-4/1 AND A.4.3-2/32 THEN R ELSE N/A

	C26ns	IF A.4.1-4/1 AND A.4.3-2/34 THEN R ELSE N/A

	C27ns	IF A.4.1-4/1 AND (A.4.3-2/20 OR A.4.3-2/26) THEN R ELSE N/A

	C28ns	IF A.4.1-4/1 AND (A.4.3-2/23 OR A.4.3-2/28) THEN R ELSE N/A

	C29ns	IF A.4.1-4/1 AND A.4.3-2/29 AND A.4.3-2/45 AND A.4.3-2/46 AND A.4.3-2/47 THEN R ELSE N/A

	C30ns	IF A.4.1-4/1 AND (A.4.3-2/30 OR A.4.3-2/31) AND A.4.3-2/45 AND A.4.3-2/46 AND A.4.3-2/47 THEN R ELSE N/A

	C31ns	IF A.4.1-4/1 AND (A.4.3-2/32 OR A.4.3-2/33) AND A.4.3-2/45 AND A.4.3-2/46 AND A.4.3-2/47 THEN R ELSE N/A

	C32ns	IF A.4.1-4/1 AND A.4.3-2/29 AND A.4.3-2/48 AND (A.4.3-2/49 OR A.4.3-2/50 OR A.4.3-2/51) THEN R ELSE N/A

	C33ns	IF A.4.1-4/1 AND (A.4.3-2/30 OR A.4.3-2/31) AND A.4.3-2/48 AND (A.4.3-2/49 OR A.4.3-2/50 OR A.4.3-2/51) THEN R ELSE N/A

	C34ns	IF A.4.1-4/1 AND (A.4.3-2/32 OR A.4.3-2/33) AND A.4.3-2/48 AND (A.4.3-2/49 OR A.4.3-2/50 OR A.4.3-2/51) THEN R ELSE N/A

	C35ns	IF A.4.1-4/1 AND (A.4.3-2/32 OR A.4.3-2/33) AND A.4.3-2/48 44 AND A.4.3-6G/2THEN R ELSE N/A





	

Unchanged sections omitted >
[bookmark: OLE_LINK5][bookmark: OLE_LINK6][bookmark: OLE_LINK25][bookmark: OLE_LINK26]Table A.4.3-6B: NR DL-PRS Capability
	Item
	NR DL-PRS Capability
	Ref.
	Release
	Mnemonic
	Comments

	1
	maxNrOfDL-PRS-ResourceSetPerTrpPerFrequencyLayer
	37.355, 6.4.3
	Rel-16
	pc_maxNrOfDL_PRS_ResourceSetPerTrpPerFrequencyLayer
	

	2
	maxNrOfTRP-AcrossFreqs
	37.355, 6.4.3
	Rel-16
	pc_maxNrOfTRP_AcrossFreqs
	

	3
	maxNrOfPosLayer
	37.355, 6.4.3
	Rel-16
	pc_maxNrOfPosLayer
	

	4
	maxNrOfDL-PRS-ResourcesPerResourceSet
	37.355, 6.4.3
	Rel-16
	pc_maxNrOfDL_PRS_ResourcesPerResourceSet
	

	5
	maxNrOfDL-PRS-ResourcesPerPositioningFrequencylayer
	37.355, 6.4.3
	Rel-16
	pc_maxNrOfDL_PRS_ResourcesPerPositioningFrequencylayer
	

	6
	maxNrOfDL-PRS-ResourcesAcrossAllFL-TRP-ResourceSet-fr1-Only
	37.355, 6.4.3
	Rel-16
	pc_maxNrOfDL_PRS_ResourcesAcrossAllFL_TRP_ResourceSet_fr1_Only
	

	7
	maxNrOfDL-PRS-ResourcesAcrossAllFL-TRP-ResourceSet-fr2-Only
	37.355, 6.4.3
	Rel-16
	pc_maxNrOfDL_PRS_ResourcesAcrossAllFL_TRP_ResourceSet_fr2_Only
	

	8
	maxNrOfDL-PRS-ResourcesAcrossAllFL-TRP-ResourceSet - fr1-FR2Mix-fr1
	37.355, 6.4.3
	Rel-16
	pc_maxNrOfDL_PRS_ResourcesAcrossAllFL_TRP_ResourceSet_fr1_FR2Mix_fr1
	

	9
	Support of ssb-FromNeighCellAsQCL for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_ssb_FromNeighCellAsQCL
	

	10
	Support of prs-FromServNeighCellAsQCL for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_prs_FromServNeighCellAsQCL
	

	11
	maxSupportedFreqLayers
	37.355, 6.4.3
	Rel-16
	pc_maxSupportedFreqLayers
	

	12
	Support of simulLTE-NR-PRS
	37.355, 6.4.3
	Rel-16
	pc_simulLTE_NR_PRS
	

	13
	supportedBandwidthPRS in FR1 for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_supportedBandwidthPRS_FR1
	

	14
	supportedBandwidthPRS in FR2 for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_supportedBandwidthPRS_FR2
	

	15
	dl-PRS-BufferType for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_dl_PRS_BufferType
	

	16
	durationOfPRS-ProcessingSymbols for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_durationOfPRS_ProcessingSymbols
	

	17
	PRS-ProcessingSymbolsInEveryTms for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_PRS_ProcessingSymbolsInEveryTms
	

	18
	maxNumOfDL-PRS-ResProcessedPerSlot in 15kHz SCS for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_maxNumOfDL_PRS_ResProcessedPerSlot_SCS15
	

	19
	maxNumOfDL-PRS-ResProcessedPerSlot in 30kHz SCS for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_maxNumOfDL_PRS_ResProcessedPerSlot_SCS30
	

	20
	maxNumOfDL-PRS-ResProcessedPerSlot in 60kHz SCS for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_maxNumOfDL_PRS_ResProcessedPerSlot_SCS60
	

	21
	maxNumOfDL-PRS-ResProcessedPerSlot in 120kHz SCS for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_maxNumOfDL_PRS_ResProcessedPerSlot_SCS120
	

	22
	maxNrOfDL-PRS-ResourcesAcrossAllFL-TRP-ResourceSet-fr1-FR2Mix-fr2
	37.355, 6.4.3
	Rel-16
	pc_maxNrOfDL_PRS_ResourcesAcrossAllFL_TRP_ResourceSet_fr1_FR2Mix_fr2
	

	23
	supportedDL-PRS-ProcessingSamples-RRC-CONNECTED for at least one NR band
	37.355, 6.4.3
	Rel-17
	pc_supportedDL_PRS_ProcessingSamples_RRC_CONNECTED
	

	24
	prsProcessingType for at least one NR band
	37.355, 6.4.3
	Rel-17
	pc_prsProcessingType
	

	25
	ppw-dl-PRS-BufferType for at least one NR band
	37.355, 6.4.3
	Rel-17
	pc_ppw_dl_PRS_BufferType
	

	26
	ppw-durationOfPRS-ProcessingSymbolsN for at least one NR band
	37.355, 6.4.3
	Rel-17
	pc_ppw_durationOfPRS_ProcessingSymbolsN
	

	27
	ppw-durationOfPRS-ProcessingSymbolsT for at least one NR band
	37.355, 6.4.3
	Rel-17
	pc_ppw_durationOfPRS_ProcessingSymbolsT
	

	28
	ppw-durationOfPRS-ProcessingSymbolsN2 for at least one NR band
	37.355, 6.4.3
	Rel-17
	pc_ppw_durationOfPRS_ProcessingSymbolsN2
	

	29
	[bookmark: OLE_LINK3][bookmark: OLE_LINK4]ppw-durationOfPRS-ProcessingSymbolsT2 for at least one NR band
	37.355, 6.4.3
	Rel-17
	pc_ppw_durationOfPRS_ProcessingSymbolsT2
	

	30
	ppw-maxNumOfDL-PRS-ResProcessedPerSlot in 15kHz SCS for at least one NR band
	37.355, 6.4.3
	Rel-17
	pc_ppw_maxNumOfDL_PRS_ResProcessedPerSlot_SCS15
	

	31
	ppw-maxNumOfDL-PRS-ResProcessedPerSlot in 30kHz SCS for at least one NR band
	37.355, 6.4.3
	Rel-17
	pc_ppw_maxNumOfDL_PRS_ResProcessedPerSlot_SCS30
	

	32
	ppw-maxNumOfDL-PRS-ResProcessedPerSlot in 60kHz SCS for at least one NR band
	37.355, 6.4.3
	Rel-17
	pc_ppw_maxNumOfDL_PRS_ResProcessedPerSlot_SCS60
	

	33
	ppw-maxNumOfDL-PRS-ResProcessedPerSlot in 120kHz SCS for at least one NR band
	37.355, 6.4.3
	Rel-17
	pc_ppw_maxNumOfDL_PRS_ResProcessedPerSlot_SCS120
	

	34
	ppw-maxNumOfDL-Bandwidth in FR1 for at least one NR band
	37.355, 6.4.3
	Rel-17
	pc_ppw_maxNumOfDL_Bandwidth_FR1
	

	35
	ppw-maxNumOfDL-Bandwidth in FR2 for at least one NR band
	37.355, 6.4.3
	Rel-17
	pc_ppw_maxNumOfDL_Bandwidth_FR2
	



Table A.4.3-6C: NR Multi-RTT Measurements
	Item
	NR Multi-RTT Measurements
	Ref.
	Release
	Mnemonic
	Comments

	1
	maxNrOfRx-TX-MeasFR1
	37.355, 6.5.12.6
	Rel-16
	pc_maxNrOfRx_TX_MeasFR1
	

	2
	maxNrOfRx-TX-MeasFR2
	37.355, 6.5.12.6
	Rel-16
	pc_maxNrOfRx_TX_MeasFR2
	

	3
	Support of RSRP-MeasFR1
	37.355, 6.5.12.6
	Rel-16
	pc_RSRP_MeasFR1
	

	4
	Support of RSRP-MeasFR2
	37.355, 6.5.12.6
	Rel-16
	pc_RSRP_MeasFR2
	

	5
	Support of srs-AssocPRS-MultiLayersFR1
	37.355, 6.5.12.6
	Rel-16
	pc_srs_AssocPRS_MultiLayersFR1
	

	6
	Support of srs-AssocPRS-MultiLayersFR2
	37.355, 6.5.12.6
	Rel-16
	pc_srs_AssocPRS_MultiLayersFR2
	

	7
	Support of additionalPathsReport
	37.355, 6.5.12.6
	Rel-16
	pc_Multi_RTT_additionalPathsReport
	

	8
	Support of periodicalReporting
	37.355, 6.5.12.6
	Rel-16
	pc_Multi_RTT_periodicalReporting
	

	9
	Support of mg-ActivationRequest for Multi-RTT positioning method
	37.355, 6.5.12.6
	Rel-17
	pc_mg_ActivationRequest_Multi_RTT
	

	10
	posMeasGapSupport for Multi-RTT positioning method
	37.355, 6.5.12.6
	Rel-17
	pc_posMeasGapSupport_Multi_RTT
	



Table A.4.3-6D: NR UL-SRS Capability
	Item
	NR UL-SRS Capability
	Ref.
	Release
	Mnemonic
	Comments

	1
	maxNumberSRS-PosPathLossEstimateAllServingCells
	37.355, 6.4.3
	Rel-16
	pc_maxNumberSRS_PosPathLossEstimateAllServingCells
	

	2
	maxNumberSRS-PosSpatialRelationsAllServingCells
	37.355, 6.4.3
	Rel-16
	pc_maxNumberSRS_PosSpatialRelationsAllServingCell
	

	3
	Support of olpc-SRS-PosBasedOnPRS-Serving for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_olpc_SRS_PosBasedOnPRS_Serving
	

	4
	Support of olpc-SRS-PosBasedOnSSB-Neigh for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_olpc_SRS_PosBasedOnSSB_Neigh
	

	5
	Support of olpc-SRS-PosBasedOnPRS-Neigh for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_olpc_SRS_PosBasedOnPRS_Neigh
	

	6
	maxNumberPathLossEstimatePerServing for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_maxNumberPathLossEstimatePerServing
	

	7
	Support of spatialRelation-SRS-PosBasedOnSSB-Serving for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_spatialRelation_SRS_PosBasedOnSSB_Serving
	

	8
	Support of spatialRelation-SRS-PosBasedOnCSI-RS-Serving for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_spatialRelation_SRS_PosBasedOnCSI_RS_Serving
	

	9
	Support of spatialRelation-SRS-PosBasedOnPRS-Serving for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_spatialRelation_SRS_PosBasedOnPRS_Serving
	

	10
	Support of spatialRelation-SRS-PosBasedOnSRS for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_spatialRelation_SRS_PosBasedOnSRS
	

	11
	Support of spatialRelation-SRS-PosBasedOnSSB-Neigh for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_spatialRelation_SRS_PosBasedOnSSB_Neigh
	

	12
	Support of spatialRelation-SRS-PosBasedOnPRS-Neigh for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_spatialRelation_SRS_PosBasedOnPRS_Neigh
	

	13
	maxNumberSRS-PosResourceSetsPerBWP for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_maxNumberSRS_PosResourceSetsPerBWP
	

	14
	maxNumberSRS-PosResourcesPerBWP for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_maxNumberSRS_PosResourcesPerBWP
	

	15
	maxNumberPeriodicSRS-PosResourcesPerBWP for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_maxNumberPeriodicSRS_PosResourcesPerBWP
	

	16
	maxNumberAP-SRS-PosResourcesPerBWP for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_maxNumberAP_SRS_PosResourcesPerBWP
	

	17
	maxNumberSP-SRS-PosResourcesPerBWP for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_maxNumberSP_SRS_PosResourcesPerBWP
	



Table A.4.3-6E: NR DL-AoD Measurements
	Item
	NR DL-AoD Measurements
	Ref.
	Release
	Mnemonic
	Comments

	1
	maxDL-PRS-RSRP-MeasurementFR1
	37.355, 6.5.11.6
	Rel-16
	pc_maxDL_PRS_RSRP_MeasurementFR1
	

	2
	maxDL-PRS-RSRP-MeasurementFR2
	37.355, 6.5.11.6
	Rel-16
	pc_maxDL_PRS_RSRP_MeasurementFR2
	

	3
	Support of simul-NR-DL-AoD-DL-TDOA for at least one NR band
	37.355, 6.5.11.6
	Rel-16
	pc_simul_NR_DL_AoD_DL_TDOA
	

	4
	Support of simul-NR-DL-AoD-Multi-RTT for at least one NR band
	37.355, 6.5.11.6
	Rel-16
	pc_simul_NR_DL_AoD_Multi_RTT
	

	5
	Support of periodicalReporting in standalone mode
	37.355, 6.5.11.6
	Rel-16
	pc_DL_AoD_periodicalReporting_standalone
	

	6
	Support of periodicalReporting in UE-based mode
	37.355, 6.5.11.6
	Rel-16
	pc_DL_AoD_periodicalReporting_UEB
	

	7
	Support of periodicalReporting in UE-assisted mode
	37.355, 6.5.11.6
	Rel-16
	pc_DL_AoD_periodicalReporting_UEA
	

	8
	Support of mg-ActivationRequest for DL-AoD positioning method
	37.355, 6.5.12.6
	Rel-17
	pc_mg_ActivationRequest_DL_AoD
	

	9
	posMeasGapSupport for DL-AoD positioning method
	37.355, 6.5.12.6
	Rel-17
	pc_posMeasGapSupport_DL_AoD
	


  
[bookmark: OLE_LINK11][bookmark: OLE_LINK12]Table A.4.3-6F: NR DL-TDOA Measurements
	Item
	NR DL-TDOA Measurements
	Ref.
	Release
	Mnemonic
	Comments

	1
	dl-RSTD-MeasurementPerPairOfTRP-FR1
	37.355, 6.5.10.6
	Rel-16
	pc_dl_RSTD_MeasurementPerPairOfTRP_FR1
	

	2
	dl-RSTD-MeasurementPerPairOfTRP-FR2
	37.355, 6.5.10.6
	Rel-16
	pc_dl_RSTD_MeasurementPerPairOfTRP_FR2
	

	3
	Support of DL-PRS-RSRP-MeasFR1
	37.355, 6.5.10.6
	Rel-16
	pc_DL_PRS_RSRP_MeasFR1
	

	4
	Support of DL-PRS-RSRP-MeasFR2
	37.355, 6.5.10.6
	Rel-16
	pc_DL_PRS_RSRP_MeasFR2
	

	5
	Support of additionalPathsReport
	37.355, 6.5.10.6
	Rel-16
	pc_DL_TDOA_additionalPathsReport
	

	6
	Support of periodicalReporting in standalone mode
	37.355, 6.5.10.6
	Rel-16
	pc_DL_TDOA_periodicalReporting_standalone
	

	7
	Support of periodicalReporting in UE-based mode
	37.355, 6.5.10.6
	Rel-16
	pc_DL_TDOA_periodicalReporting_UEB
	

	8
	Support of periodicalReporting in UE-assisted mode
	37.355, 6.5.10.6
	Rel-16
	pc_DL_TDOA_periodicalReporting_UEA
	

	9
	Support of mg-ActivationRequest for DL-TDOA positioning method
	37.355, 6.5.10.6
	Rel-17
	pc_mg_ActivationRequest_DL_TDOA
	

	10
	posMeasGapSupport for DL-TDOA positioning method
	37.355, 6.5.10.6
	Rel-17
	pc_posMeasGapSupport_DL_TDOA
	



Table A.4.3-6G: NR UE TEG Capabilities
	Item
	NR UE TEG Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support at least one UE-RxTEGnr-UE-RxTEG-ID-MaxSupport for at least one NR band
	37.355, 6.4.3
	Rel-17
	pc_nr_UE_RxTEG_ID_MaxSupport
	

	2
	Support at least one UE-TxTEG nr-UE-TxTEG-ID-MaxSupport for at least one NR band
	37.355, 6.4.3
	Rel-17
	pc_nr_UE_TxTEG_ID_MaxSupport
	

	3
	Support at least one UE-RxTxTEG nr-UE-RxTxTEG-ID-MaxSupport for at least one NR band
	37.355, 6.4.3
	Rel-17
	pc_nr_UE_RxTxTEG_ID_MaxSupport
	

	4
	measureSameDL-PRS-ResourceWithDifferentRxTEGs for at least one NR band
	37.355, 6.4.3
	Rel-17
	pc_measureSameDL_PRS_ResourceWithDifferentRxTEGs
	

	5
	measureSameDL-PRS-ResourceWithDifferentRxTEGsSimul for at least one NR band
	37.355, 6.4.3
	Rel-17
	pc_measureSameDL_PRS_ResourceWithDifferentRxTEGsSimul
	



