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<Start of first modified section>
[bookmark: _Toc90490557][bookmark: _Toc100141930][bookmark: _Toc114918856]4	Recommended Test Case Applicability
[bookmark: _Toc90490558][bookmark: _Toc100141931][bookmark: _Toc114918857]4.0	Introduction
The applicability of each individual test is identified in subclause 4.1. This is just a recommendation based on the purpose for which the test case was written.
<<<Skipped part >>>
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	8
	RRC
	
	
	

	8.1
	NR RRC
	
	
	

	8.1.1
	RRC connection management procedures
	
	
	

	8.1.1.1
	Paging
	
	
	

	8.1.1.1.1
	RRC / Paging for connection / Multiple paging records
	Rel-15
	C21
	UEs supporting 5G Core



<<<Skipped part >>>
	8.1.2
	RRC reconfiguration
	
	
	

	8.1.2.1
	Radio bearer establishment / reconfiguration / release
	
	
	

	8.1.2.1.1
	RRC reconfiguration / DRB / SRB / Establishment / Modification / Release / Success
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.2.1.2
	RRC reconfiguration / RRC bearer establishment / uplinkTxDirectCurrentList
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.2.1.3
	Void
	
	
	

	8.1.2.1.4
	RRC reconfiguration / Dedicated RLF timer
	Rel-15
	C21
	UEs supporting 5GCore

	8.1.2.1.5
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success
	
	
	

	8.1.2.1.5.1
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.2.1.5.2
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.2.1.5.3
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Intra-band non-contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.2.1.5.4
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Active MCG SCell addition / Intra-band Contiguous CA
	Rel-16
	C226
	UEs supporting 5G Core and direct NR MCG SCell activation and intra-band contiguous CA

	[bookmark: _Hlk118111104]8.1.2.1.5.5
	[bookmark: _Hlk118111122]NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Active MCG SCell addition / Intra-band non-contiguous CA
	Rel-16
	C227
	UEs supporting 5G Core and direct NR MCG SCell activation and intra-band non-contiguous CA

	[bookmark: _Hlk118111173]8.1.2.1.5.6
	[bookmark: _Hlk118111188]NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Active MCG SCell addition / Inter-band CA
	Rel-16
	C228
	UEs supporting 5G Core and direct NR MCG SCell activation and inter-band CA

	8.1.2.1.6
	RRC reconfiguration/ MUSIM / MUSIM- gap / Addition / Modification / Release
	Rel-17
	C246
	UEs supporting 5G Core and MUSIM gap feature

	8.1.2.1.7
	RRC reconfiguration / SRB4 / QoE
	Rel-17
	C21
	UEs supporting 5G Core



<End of modified section>
