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<Start of Changes>

6.4A.2.1.1.5	Test requirement
The PUSCH EVM, derived in Annex E.4.2, shall not exceed the values in Table 6.4A.2.1.1.5-1.

The PUSCH,derived in Annex E.4.6.2, shall not exceed the values in Table 6.4A.2.1.1.5-1 when embedded with data symbols of the respective modulation scheme.
Table 6.4A.2.1.1.5-1: Test requirements for Error Vector Magnitude
	
Parameter
	Unit
	Average EVM Level

	Pi/2-BPSK
	%
	30+TT

	QPSK
	%
	17.5+TT

	16QAM
	%
	12.5+TT

	64QAM
	%
	8+TT

	256 QAM
	%
	3.58+TT for 15 dBm< PUL
4.3+TT for -25 dBm< PUL≤ 15 dBm
4.6+TT for -40dBm ≤ PUL≤ -25dBm



Table 6.4A.2.1.1.5-2: Test Tolerance for Error Vector Magnitude
	Parameter
	f ≤ 6.0GHz, BW ≤ 100MHz

	
	15dBm < PUL
	-25dBm < PUL ≤ 15dBm
	-40dBm ≤ PUL ≤ -25dBm

	Pi/2-BPSK
	0%
	0%
	0%

	QPSK
	0%
	0%
	0%

	16QAM
	0%
	0%
	0%

	64QAM
	0%
	0%
	0%

	256 QAM
	0.3%
	0.8%
	1.1%





< End of Changes >
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