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<<Unchanged sections skipped>>
[bookmark: _Toc21621467][bookmark: _Toc29297081][bookmark: _Toc36149273][bookmark: _Toc44092851][bookmark: _Toc44093400][bookmark: _Toc44094223][bookmark: _Toc44094502][bookmark: _Toc52295918][bookmark: _Toc59027624][bookmark: _Toc69328118][bookmark: _Toc75989755][bookmark: _Toc75992861][bookmark: _Toc76018638][bookmark: _Toc84513705][bookmark: _Toc84514269]4.6.4.1	EN-DC FR1 SSB-based L1-RSRP measurement in non-DRX
<<Unchanged sections skipped>>
4.6.4.1.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 7.3 with the following exceptions: 
Table 4.6.4.1.4.3-1: Common Exception messages EN-DC SSB based L1-RSRP measurement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.6-2 with conditions PERIODIC and SS-RSRP
Table H.3.6-3 with conditions SSB and PERIODIC
Table H.3.6-10
Table H.3.4-1


<<Unchanged sections skipped>>
[bookmark: _Toc21621500][bookmark: _Toc29297114][bookmark: _Toc36149315][bookmark: _Toc44092893][bookmark: _Toc44093442][bookmark: _Toc44094265][bookmark: _Toc44094544][bookmark: _Toc52295960][bookmark: _Toc59027666][bookmark: _Toc69328160][bookmark: _Toc75989798][bookmark: _Toc75992904][bookmark: _Toc76018681][bookmark: _Toc84513754][bookmark: _Toc84514318]4.7.4.1.1	EN-DC FR1 SSB-based L1-RSRP absolute measurement accuracy
<<Unchanged sections skipped>>
4.7.4.1.1.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 7.3 with the following exceptions:
Table 4.7.4.1.1.4.3-1: Common Exception messages EN-DC SSB based L1-RSRP measurement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.6-2 with conditions PERIODIC and SS-RSRP
Table H.3.6-3 with conditions SSB and PERIODIC
Table H.3.6-10
Table H.3.4-1
Table 7.3.1-3 in TS 38.508-1 [14] with condition SMTC.1
Table H.3.5-8


<<Unchanged sections skipped>>
[bookmark: _Toc21621589][bookmark: _Toc29297204][bookmark: _Toc36149405][bookmark: _Toc44092993][bookmark: _Toc44093542][bookmark: _Toc44094365][bookmark: _Toc44094644][bookmark: _Toc52296060][bookmark: _Toc59027772][bookmark: _Toc69328266][bookmark: _Toc75989906][bookmark: _Toc75993012][bookmark: _Toc76018789][bookmark: _Toc84513864][bookmark: _Toc84514428]5.6.3.1	EN-DC FR2 SSB-based L1-RSRP measurement in non-DRX
<<Unchanged sections skipped>>
5.6.3.1.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 7.3 with the following exceptions: 
Table 5.6.3.1.4.3-1: Common Exception messages EN-DC SSB based L1-RSRP measurement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.6-2 with conditions PERIODIC and SS-RSRP
Table H.3.6-3 with condition SSB 
Table H.3.6-10
Table H.3.4-1


<<Unchanged sections skipped>>
5.7.4.1	EN-DC FR2 SSB based L1-RSRP measurement accuracy
<<Unchanged sections skipped>>
5.7.4.1.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 7.3 with the following exceptions:
Table 5.7.4.1.4.3-1: Common Exception messages EN-DC SSB based L1-RSRP measurement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.6-2 with conditions PERIODIC and SS-RSRP
Table H.3.6-3 with conditions SSB and PERIODIC 
Table H.3.6-10
Table H.3.4-1
Table 7.3.1-3 in TS 38.508-1 [14] with condition SMTC.1


<<Unchanged sections skipped>>
6.6.4.1	NR SA FR1 SSB-based L1-RSRP measurement in non-DRX
<<Unchanged sections skipped>>
6.6.4.1.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 7.3 with the following exceptions: 
Table 6.6.4.1.4.3-1: Common Exception messages NR SA SSB based L1-RSRP measurement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.6-2 with conditions PERIODIC and SS-RSRP
Table H.3.6-3 with condition SSB 
Table H.3.6-10


<<Unchanged sections skipped>>
6.6.4.5	NR SA FR1 SSB-based L1-RSRP measurement in DRX for UE configured with highSpeedMeasFlag-r16
<<Unchanged sections skipped>>
6.6.4.5.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 7.3 with the following exceptions: 
Table 6.6.4.5.4.3-1: Common Exception messages NR SA SSB based L1-RSRP measurement
	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.1-3 with Condition HighSpeedMeas

	Default RRC messages and information elements contents exceptions
	Table H.3.6-2 with conditions PERIODIC and SS-RSRP
Table H.3.6-3 with conditions SSB 
Table H.3.6-10
Table H.3.7-1 with condition DRX.3


<<Unchanged sections skipped>>
6.7.4.1.1	NR SA FR1 SSB based L1-RSRP absolute measurement accuracy
<<Unchanged sections skipped>>
6.7.4.1.1.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 7.3 with the following exceptions: 
Table 6.7.4.1.1.4.3-1: Common Exception messages NR SA SSB based L1-RSRP measurement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.6-2 with conditions PERIODIC and SS-RSRP
Table H.3.6-3 with conditions SSB and PERIODIC
Table H.3.6-10
Table H.3.5-8
Table 7.3.1-3 in TS 38.508-1 [14] with condition SMTC.1


<<Unchanged sections skipped>>
H.3.6	RRC messages and IE content exceptions for L1-RSRP measurement for beam reporting
<<Unchanged sections skipped>>
Table H.3.6-4 to H.3.6-9: Void

CSI-MeasConfig: Default generic resource configuration for L1-RSRP measurements
Table H.3.6-10: CSI-MeasConfig
	Derivation Path: TS 38.508-1 [14], Table 7.3.1-6

	Information Element
	Value/remark
	Comment
	Condition

	CSI-MeasConfig::= SEQUENCE {
	
	
	

	  csi-SSB-ResourceSetToAddModList SEQUENCE (SIZE (1..maxNrofCSI-SSB-ResourceSets)) OF CSI-SSB-ResourceSet {
	
	
	

	    CSI-SSB-ResourceSet[1]
	CSI-SSB-ResourceSet-RRM
	TS 38.508-1 Table 4.6.3-127
	

	  }
	
	
	

	}
	
	
	



<<End of change>>

