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Table A.3.2.1.1-8: PDSCH Reference Channel for FDD HST scenario
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-8.1 FDD
	R.PDSCH.1-8.2 FDD
	R.PDSCH.1-8.3 FDD
	R.PDSCH.1-8.4 FDD
	R.PDSCH.1-8.5 FDD

	Channel bandwidth
	MHz
	10
	10
	10
	10
	10

	Subcarrier spacing
	kHz
	15
	15
	15
	15
	15

	Number of allocated resource blocks
	PRBs
	52
	52
	52
	52
	52

	Number of consecutive PDSCH symbols
	
	12
	12
	12
	12
	12

	Allocated slots per 2 frames
	Slots
	19
	19
	19
	19
	19

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	MCS index
	
	13
	17
	13
	17
	13

	Modulation
	
	16QAM
	64QAM
	16QAM
	64QAM
	16QAM

	Target Coding Rate
	
	0.48
	0.43
	0.48
	0.43
	0.48

	Number of MIMO layers
	
	1
	1
	2
	2
	2

	Number of DMRS REs
	
	18
	18
	18
	18
	18

	Overhead for TBS determination
	
	0
	0
	0
	0
	0

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,…, 19
	Bits
	12552
	16896
	25104
	28680
	25104

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,…, 19
	Bits
	24
	24
	24
	24
	24

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,…, 19
	CBs
	2
	3
	3
	4
	5

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,2,11,12
	Bits
	24960
	37440
	51168
	76752
	47424

	  For Slots i = 3,…, 10, 13, …, 19
	Bits
	26208
	39312
	52416
	78624
	52416

	Max. Throughput averaged over 2 frames
	Mbps
	11.924
	16.0512
	23.8488
	27.246
	23.8488

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.1.1-9: PDSCH Reference Channel for FDD CC and CA scenario
FFS
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-9.1 FDD
	R.PDSCH.1-9.2 FDD
	R.PDSCH.1-9.3 FDD
	R.PDSCH.1-9.4 FDD
	R.PDSCH.1-9.5 FDD

	Channel bandwidth
	MHz
	5
	15
	20
	25
	30

	Subcarrier spacing
	kHz
	15
	15
	15
	15
	15

	Number of allocated resource blocks
	PRBs
	25
	79
	106
	133
	160

	Number of consecutive PDSCH symbols
	
	12
	12
	12
	12
	12

	Allocated slots per 2 frames
	Slots
	19
	19
	19
	19
	19

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	MCS index
	
	13
	13
	13
	13
	13

	Modulation
	
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Target Coding Rate
	
	0.48
	0.48
	0.48
	0.48
	0.48

	Number of MIMO layers
	
	2
	2
	2
	2
	2

	Number of DMRS REs
	
	12
	12
	12
	12
	12

	Overhead for TBS determination
	
	0
	0
	0
	0
	0

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,…, 19
	Bits
	12552
	39936
	53288
	67584
	79896

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,…, 19
	Bits
	24
	24
	24
	24
	24

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,…, 19
	CBs
	2
	5
	7
	9
	10

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 10, 11
	Bits
	25200
	79632
	106848
	134064
	161280

	  For Slots i =1,…, 9, 12, …, 19
	Bits
	26400
	83424
	111936
	140448
	168960

	Max. Throughput averaged over 2 frames
	Mbps
	11.924
	37.939
	50.624
	64.205
	75.901

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.1.1-10: PDSCH Reference Channel for FDD CC and CA scenario
FFS
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-10.1 FDD
	R.PDSCH.1-10.2 FDD
	R.PDSCH.1-10.3 FDD
	R.PDSCH.1-10.4 FDD
	

	Channel bandwidth
	MHz
	40
	50
	35
	45
	

	Subcarrier spacing
	kHz
	15
	15
	15
	15
	

	Number of allocated resource blocks
	PRBs
	216
	270
	188
	242
	

	Number of consecutive PDSCH symbols
	
	12
	12
	12
	12
	

	Allocated slots per 2 frames
	Slots
	19
	19
	19
	19
	

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAM
	

	MCS index
	
	13
	13
	13
	13
	

	Modulation
	
	16QAM
	16QAM
	16QAM
	16QAM
	

	Target Coding Rate
	
	0.48
	0.48
	0.48
	0.48
	

	Number of MIMO layers
	
	2
	2
	2
	2
	

	Number of DMRS REs
	
	12
	12
	12
	12
	

	Overhead for TBS determination
	
	0
	0
	0
	0
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 1,…, 19
	Bits
	108552
	135296
	94248
	122976
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 1,…, 19
	Bits
	24
	24
	24
	24
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 1,…, 19
	CBs
	13
	17
	12
	15
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 10, 11
	Bits
	217728
	272160
	189504
	243936
	

	  For Slots i =1,…, 9, 12, …, 19
	Bits
	228096
	285120
	198528
	255552
	

	Max. Throughput averaged over 2 frames
	Mbps
	103.124
	128.531
	89.536
	116.827
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.1.1-11: PDSCH Reference Channel for FDD
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-11.1 FDD
	R.PDSCH.1-11.2 FDD
	
	
	

	Channel bandwidth
	MHz
	10
	10
	
	
	

	Subcarrier spacing
	kHz
	15
	15
	
	
	

	Number of allocated resource blocks
	PRBs
	52
	52
	
	
	

	Number of consecutive PDSCH symbols
	
	12
	12
	
	
	

	Allocated slots per 2 frames
	Slots
	18
	18
	
	
	

	MCS table
	
	64QAMLowSE
	64QAMLowSE
	
	
	

	MCS index
	
	19
	19
	
	
	

	Modulation
	
	16QAM
	16QAM
	
	
	

	Target Coding Rate
	
	0.54
	0.54
	
	
	

	Number of MIMO layers
	
	1
	1
	
	
	

	Number of DMRS REs
	
	12
	12
	
	
	

	Overhead for TBS determination
	
	0
	0
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i = 0,1
	Bits
	N/A
	N/A
	
	
	

	  For Slots i = 2,…, 19
	Bits
	14856
	14856
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i = 0,1
	Bits
	N/A
	N/A
	
	
	

	  For Slots i = 2,…, 19
	Bits
	24
	24
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i = 0,1
	CBs
	N/A
	N/A
	
	
	

	  For Slots i = 2,…, 19
	CBs
	2
	2
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i = 0,1
	Bits
	N/A
	N/A
	
	
	

	  For Slots i = 10, 11
	Bits
	26208
	24960
	
	
	

	  For Slots i =2,…, 9, 12, …, 19
	Bits
	27456
	27456
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	6.685
(NOTE 3)
	6.685
(NOTE 4)
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	Throughput is calculated under assumption of aggregation factor 2.
Note 4:	Throughput is calculated under assumption of repetition number 2.


<<< Skip unchanged sections >>>
A.3.2.2	TDD
[bookmark: _Toc27479663][bookmark: _Toc36058863][bookmark: _Toc44067787][bookmark: _Toc52716714][bookmark: _Toc58239366][bookmark: _Toc68246955][bookmark: _Toc75790272]A.3.2.2.1	Reference measurement channels for SCS 15 kHz FR1
Table A.3.2.2.1-1: PDSCH Reference Channel for TDD UL-DL pattern FR1.15-1 and LTE-NR coexistence scenario
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-1.1 TDD
	R.PDSCH.1-1.2 TDD
	R.PDSCH.1-1.3 TDD
	
	

	Channel bandwidth
	MHz
	10
	10
	20
	
	

	Subcarrier spacing
	kHz
	15
	15
	15
	
	

	Allocated resource blocks
	PRBs
	52
	52
	106
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {2,3,4} for i from {0,…,19}
	
	N/A
	N/A
	N/A
	
	

	  For Slot i, if mod(i, 5) = {0,1} for i from {1,…,19}
	
	9
	11
	9
	
	

	Allocated slots per 2 frames
	
	7
	7
	7
	
	

	MCS table
	
	64QAM
	64QAM
	64QAM
	
	

	MCS index
	
	4
	4
	13
	
	

	Modulation
	
	QPSK
	QPSK
	16QAM
	
	

	Target Coding Rate
	
	0.30
	0.30
	0.48
	
	

	Number of MIMO layers
	
	1
	1
	1
	
	

	Number of DMRS REs
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {2,3,4} for i from {0,…,19}
	
	N/A
	N/A
	N/A
	
	

	  For Slot i, if mod(i, 5) = {0,1} for i from {1,…,19}
	
	12
	12
	12
	
	

	Overhead for TBS determination
	
	18
	18
	18
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = {2,3,4} for i from {0,…,19}
	Bits
	N/A
	N/A
	N/A
	
	

	  For Slot i, if mod(i, 5) = {0,1} for i from {1,…,19}
	Bits
	2472
	3240
	15880
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = {2,3,4} for i from {0,…,19}
	Bits
	N/A
	N/A
	N/A
	
	

	  For Slot i, if mod(i, 5) = {0,1} for i from {1,…,19}
	Bits
	16
	16
	24
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = {2,3,4} for i from {0,…,19}
	CBs
	N/A
	N/A
	N/A
	
	

	  For Slot i, if mod(i, 5) = {0,1} for i from {1,…,19}
	CBs
	1
	1
	2
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = {2,3,4} for i from {0,…,19}
	Bits
	N/A
	N/A
	N/A
	
	

	  For Slots i = 10, 11
	Bits
	7760
	10256
	32672
	
	

	  For Slot i, if mod(i, 5) = {0,1} for i from {1,…,9,12,…,19}
	Bits
	8384
	10880
	33920
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	0.865
	1.134
	5.558
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	No user data is scheduled on slots with LTE PBCH/PSS/SSS



-2, -3??Table A.3.2.2.1-2: PDSCH Reference Channel for TDD CC with UL-DL pattern FR1.15-1 and CA scenario
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-2.1 TDD
	R.PDSCH.1-2.2 TDD
	R.PDSCH.1-2.3 TDD
	R.PDSCH.1-2.4 TDD
	R.PDSCH.1-2.5 TDD

	Channel bandwidth
	MHz
	5
	10
	15
	20
	25

	Subcarrier spacing
	kHz
	15
	15
	15
	15
	15

	Number of allocated resource blocks
	PRBs
	25
	52
	79
	106
	133

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	
	8
	8
	8
	8
	8

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	
	12
	12
	12
	12
	12

	Allocated slots per 2 frames
	Slots
	15
	15
	15
	15
	15

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	MCS index
	
	13
	13
	13
	13
	13

	Modulation
	
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Target Coding Rate
	
	0.48
	0.48
	0.48
	0.48
	0.48

	Number of MIMO layers
	
	2
	2
	2
	2
	2

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	
	12
	12
	12
	12
	12

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	
	12
	12
	12
	12
	12

	Overhead for TBS determination
	
	0
	0
	0
	0
	0

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	Bits
	8064
	16896
	25608
	33816
	43032

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	Bits
	12552
	26120
	39936
	53288
	67584

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	Bits
	24
	24
	24
	24
	24

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	Bits
	24
	24
	24
	24
	24

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	CBs
	1
	3
	4
	5
	6

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	CBs
	2
	4
	5
	7
	9

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 10, 11
	Bits
	25200
	52416
	79632
	106848
	134064

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	Bits
	16800
	34944
	53088
	71232
	89376

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,9,12,…,19}
	Bits
	26400
	54912
	83424
	111936
	140448

	Max. Throughput averaged over 2 frames
	Mbps
	8.516
	17.745
	27.086
	36.072
	45.778

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.2.1-3: PDSCH Reference Channel for TDD CC with UL-DL pattern FR1.15-1 and CA scenario
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-3.1 TDD
	R.PDSCH.1-3.2 TDD
	R.PDSCH.1-3.3 TDD
	
	

	Channel bandwidth
	MHz
	30
	40
	50
	
	

	Subcarrier spacing
	kHz
	15
	15
	15
	
	

	Number of allocated resource blocks
	PRBs
	160
	216
	270
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	
	8
	8
	8
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	
	12
	12
	12
	
	

	Allocated slots per 2 frames
	Slots
	15
	15
	15
	
	

	MCS table
	
	64QAM
	64QAM
	64QAM
	
	

	MCS index
	
	13
	13
	13
	
	

	Modulation
	
	16QAM
	16QAM
	16QAM
	
	

	Target Coding Rate
	
	0.48
	0.48
	0.48
	
	

	Number of MIMO layers
	
	2
	2
	2
	
	

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	
	12
	12
	12
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	
	12
	12
	12
	
	

	Overhead for TBS determination
	
	0
	0
	0
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	Bits
	51216
	69672
	86040
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	Bits
	79896
	108552
	135296
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	Bits
	24
	24
	24
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	Bits
	24
	24
	24
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	N/A
	N/A
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	CBs
	7
	9
	11
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	CBs
	10
	13
	17
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	
	

	  For Slots i = 10, 11
	Bits
	161280
	217728
	272160
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	Bits
	107520
	145152
	181440
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,9,12,…,19}
	Bits
	168960
	228096
	285120
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	54.186
	73.638
	91.621
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames




Table A.3.2.2.1-4: PDSCH Reference Channel for TDD CRS interference mitigation for NR scenario
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-4.1 TDD
	
	
	
	

	Channel bandwidth
	MHz
	20
	
	
	
	

	Subcarrier spacing
	kHz
	15
	
	
	
	

	Allocated resource blocks
	PRBs
	106
	
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = {2,3,4} for i from {0,…,19}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	
	12
	
	
	
	

	Allocated slots per 2 frames
	
	7
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	13
	
	
	
	

	Modulation
	
	16QAM
	
	
	
	

	Target Coding Rate
	
	0.48
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = {2,3,4} for i from {0,…,19}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1} for i from {1,…,19}
	
	12
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = {2,3,4} for i from {0,…,19}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1} for i from {1,…,19}
	Bits
	26632
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = {2,3,4} for i from {0,…,19}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1} for i from {1,…,19}
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = {2,3,4} for i from {0,…,19}
	CBs
	N/A
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1} for i from {1,…,19}
	CBs
	4
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = {2,3,4} for i from {0,…,19}
	Bits
	N/A
	
	
	
	

	  For Slots i = 10, 11
	Bits
	47936
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1} for i from {1,…,9,12,…,19}
	Bits
	49184
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	9.3212
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	No user data is scheduled on slots with PBCH/PSS/SSS on the interference LTE cell
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Table A.3.2.2.2-12: PDSCH Reference Channel for TDD UL-DL pattern FR1.30-6
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-12.1 TDD
	
	
	
	

	Channel bandwidth
	MHz
	40
	
	
	
	

	Subcarrier spacing
	kHz
	30
	
	
	
	

	Allocated resource blocks
	PRBs
	106
	
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,39}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 0 for i from {1,…,39}
	
	12
	
	
	
	

	  For Slot i, if mod(i, 4) = 1 for i from {0,…,39}
	
	8
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {0,…,39}
	
	10
	
	
	
	

	Allocated slots per 2 frames
	
	31
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	4
	
	
	
	

	Modulation
	
	QPSK
	
	
	
	

	Target Coding Rate
	
	0.30
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,39}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 0 for i from {1,…,39}
	
	18
	
	
	
	

	  For Slot i, if mod(i, 4) = 1 for i from {0,…,39}
	
	18
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {0,…,39}
	
	18
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 0 for i from {1,…,39}
	Bits
	8064
	
	
	
	

	  For Slot i, if mod(i, 4) = 1 for i from {0,…,39}
	Bits
	4992
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {0,…,39}
	Bits
	6528
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 0 for i from {1,…,39}
	Bits
	24
	
	
	
	

	  For Slot i, if mod(i, 4) = 1 for i from {0,…,39}
	Bits
	24
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {0,…,39}
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,39}
	CBs
	N/A
	
	
	
	

	  For Slot i, if mod(i, 4) = 0 for i from {1,…,39}
	CBs
	1
	
	
	
	

	  For Slot i, if mod(i, 4) = 1 for i from {0,…,39}
	CBs
	1
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {0,…,39}
	CBs
	1
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 4) = 3 for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i = 20
	Bits
	25440
	
	
	
	

	  For Slot i = 21
	Bits
	15264
	
	
	
	

	  For Slot i, if mod(i, 4) = 0 for i from {1,…,19,22,…,39}
	Bits
	26712
	
	
	
	

	  For Slot i, if mod(i, 4) = 1 for i from {1,…,19,22,…,39}
	Bits
	16536
	
	
	
	

	  For Slot i, if mod(i, 4) = 2 for i from {0,…,39}
	Bits
	21624
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	9.389
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.2.2-13: PDSCH Reference Channel for TDD CC with UL-DL pattern FR1.30-1 and CA scenario
FFS
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-13.1 TDD
	R.PDSCH.2-13.2 TDD
	R.PDSCH.2-13.3 TDD
	R.PDSCH.2-13.4 TDD
	R.PDSCH.2-13.5 TDD

	Channel bandwidth
	MHz
	5
	10
	15
	20
	25

	Subcarrier spacing
	kHz
	30
	30
	30
	30
	30

	Allocated resource blocks
	PRBs
	11
	24
	38
	51
	65

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	4
	4
	4
	4
	4

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	12
	12
	12
	12

	Allocated slots per 2 frames
	
	31
	31
	31
	31
	31

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	MCS index
	
	13
	13
	13
	13
	13

	Modulation
	
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Target Coding Rate
	
	0.48
	0.48
	0.48
	0.48
	0.48

	Number of MIMO layers
	
	2
	2
	2
	2
	2

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	6
	6
	6
	6
	6

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	12
	12
	12
	12

	Overhead for TBS determination
	
	0
	0
	0
	0
	0

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	1800
	3840
	6144
	8192
	10504

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	5504
	12040
	18960
	25608
	32776

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	16
	24
	24
	24
	24

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	24
	24
	24
	24
	24

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	CBs
	1
	1
	1
	1
	2

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	CBs
	1
	2
	3
	4
	4

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 20, 21
	Bits
	11088
	24192
	38304
	51408
	65520

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	3696
	8064
	12768
	17136
	21840

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,19,22,…,39}
	Bits
	11616
	25344
	40128
	53856
	68640

	Max. Throughput averaged over 2 frames
	Mbps
	7.790
	17.022
	26.825
	36.209
	46.348

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.2.2-14: PDSCH Reference Channel for TDD CC with UL-DL pattern FR1.30-1 and CA scenario
FFS
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-14.1 TDD
	R.PDSCH.2-14.2 TDD
	R.PDSCH.2-14.3 TDD
	R.PDSCH.2-14.4 TDD
	R.PDSCH.2-14.5 TDD

	Channel bandwidth
	MHz
	30
	50
	60
	80
	90

	Subcarrier spacing
	kHz
	30
	30
	30
	30
	30

	Allocated resource blocks
	PRBs
	78
	133
	162
	217
	245

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	4
	4
	4
	4
	4

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	12
	12
	12
	12

	Allocated slots per 2 frames
	
	31
	31
	31
	31
	31

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	MCS index
	
	13
	13
	13
	13
	13

	Modulation
	
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Target Coding Rate
	
	0.48
	0.48
	0.48
	0.48
	0.48

	Number of MIMO layers
	
	2
	2
	2
	2
	2

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	6
	6
	6
	6
	6

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	12
	12
	12
	12

	Overhead for TBS determination
	
	0
	0
	0
	0
	0

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	12552
	21504
	26120
	34816
	38936

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	38936
	67584
	81976
	110632
	122976

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	24
	24
	24
	24
	24

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	24
	24
	24
	24
	24

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	CBs
	2
	3
	4
	5
	5

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	CBs
	5
	9
	10
	14
	15

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 20, 21
	Bits
	78624
	134064
	163296
	218736
	246960

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	26208
	44688
	54432
	72912
	82320

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,19,22,…,39}
	Bits
	82368
	140448
	171072
	229152
	258720

	Max. Throughput averaged over 2 frames
	Mbps
	55.074
	95.539
	115.892
	156.316
	173.805

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.2.2-15: PDSCH Reference Channel for TDD CC with UL-DL pattern FR1.30-1 and CA scenario
FFS
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-15.1 TDD
	
	
	
	

	Channel bandwidth
	MHz
	100
	
	
	
	

	Subcarrier spacing
	kHz
	30
	
	
	
	

	Allocated resource blocks
	PRBs
	273
	
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	4
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	
	
	
	

	Allocated slots per 2 frames
	
	31
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	13
	
	
	
	

	Modulation
	
	16QAM
	
	
	
	

	Target Coding Rate
	
	0.48
	
	
	
	

	Number of MIMO layers
	
	2
	
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	6
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	44040
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	139376
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	24
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	CBs
	N/A
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	CBs
	6
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	CBs
	17
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Slots i = 20, 21
	Bits
	275184
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	91728
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,19,22,…,39}
	Bits
	288288
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	196.966
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.2.2-16: PDSCH Reference Channel for TDD UL-DL pattern FR1.30-1
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-16.1 TDD
	R.PDSCH.2-16.2 TDD
	
	
	

	Channel bandwidth
	MHz
	40
	40
	
	
	

	Subcarrier spacing
	kHz
	30
	30
	
	
	

	Allocated resource blocks
	PRBs
	106
	106
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = {0, 7} for i from {0,…,39}
	
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 10) = {1,2,3,4,5,6} for i from {1,…,39}
	
	12
	12
	
	
	

	Allocated slots per 2 frames
	
	24
	24
	
	
	

	MCS table
	
	64QAMLowSE
	64QAMLowSE
	
	
	

	MCS index
	
	19
	19
	
	
	

	Modulation
	
	16QAM
	16QAM
	
	
	

	Target Coding Rate
	
	0.54
	0.54
	
	
	

	Number of MIMO layers
	
	1
	1
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = {0, 7} for i from {0,…,39}
	
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	12
	
	
	

	Overhead for TBS determination
	
	0
	0
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,7,8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 10) = {1,2,3,4,5,6} for i from {1,…,39}
	Bits
	30216
	30216
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,7,8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 10) = {1,2,3,4,5,6} for i from {1,…,39}
	Bits
	24
	24
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,7,8,9} for i from {0,…,39}
	CBs
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 10) = {1,2,3,4,5,6} for i from {1,…,39}
	CBs
	2
	4
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = {0,7,8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	
	
	

	  For Slot i = 21
	Bits
	53424
	50880
	
	
	

	  For Slot i, if mod(i, 10) = {1,2,3,4,5,6} for i from {1,…,19,22,…,39}
	Bits
	55968
	55968
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	18.130
(NOTE 3)
	18.130
(NOTE 3)
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	Throughput is calculated under assumption of aggregation factor 2.
Note 4:	Throughput is calculated under assumption of repetition number 2.



<<< Skip unchanged sections >>>
[bookmark: _Toc27479753][bookmark: _Toc36058952][bookmark: _Toc44067886][bookmark: _Toc52716813][bookmark: _Toc58239465][bookmark: _Toc68247056][bookmark: _Toc75790373]G.1.5	Minimum Test time
Editor's Note: Simulation method to derive minimum test time for FR2 needs to be evaluated.
If a pass fail decision in clause G.1.4 can be achieved earlier than the minimum test time, then the test shall not be decided, but continued until the minimum test time is elapsed.
The tables below contain the minimum number of slots for FDD and TDD.
By simulations the minimum number of active subframes (carrying DL payload) was derived (MNAS), then adding inactive subframes to the active ones. (for TDD additional subframes contain no DL payload), then rounding up to full thousand.
Simulation method to derive minimum test time:
With a level, corresponding a throughput at the test limit (here 30 % or 70 % of the max. throughput) the preliminary throughput versus time converges towards the final throughput. The allowance of ± 0.2 dB around the above mentioned level is predefined by RAN5 to find the minimum test time. The allowance of ±0.2 dB maps through the function "final throughput versus level" into a throughput corridor. The minimum test time is achieved when the preliminary throughput escapes the corridor the last time. The two functions "final throughput versus level" and "preliminary throughput versus time" are simulation results, which are done individual for each demodulation scenario. 

Figure G.1.5-1: Simulation method to derive minimum test time

Table G.1.5-1: Minimum Test time for PDSCH demodulation
	TDD UL-DL pattern
	Reference Channel
	Propagation condition
	Demodulation scenario (doppler speed)
	Minimum number of active subframes (MNAS)
	MNAS to MNS Scaling factor (Note 3)
	Minimum Number of Subframes
(MNS) after rounding up to nearest thousand

MNS=

	NA
	R.PDSCH.1-8.1 FDD
	HST-750
	750 Hz
	6000 (Note 1)
	1.0526
	6400

	NA
	R.PDSCH.1-8.2 FDD
	HST-972
	972 Hz
	6000 (Note 1)
	1.0526
	6400

	NA
	R.PDSCH.1-8.1 FDD
	TDLC300-600
	600 Hz
	8000 (Note 1)
	1.0526
	9000

	NA
	R.PDSCH.1-1.1 FDD
	TDLB100-400
	400 Hz
	10000 (Note 1)
	1.0526
	11000

	NA
	R.PDSCH.1-1.1 HD-FDD
	TDLB100-400
	400 Hz
	10000 (Note 1)
	1.3333
	14000

	NA
	R.PDSCH.1-1.2 FDD, R.PDSCH.1-2.1 FDD, R.PDSCH.1-5.1 FDD
	TDLC300-100
	100 Hz
	20000 (Note 1)
	1.0526
	22000

	NA
	R.PDSCH.1-1.2 HD-FDD
	TDLC300-100
	100 Hz
	20000 (Note 1)
	1.3333
	27000

	NA
	[bookmark: _Hlk18617447]R.PDSCH.1-1.3 FDD, R.PDSCH.1-2.2 FDD, R.PDSCH.1-2.3 FDD, R.PDSCH.1-2.4 FDD, R.PDSCH.1-2.5 FDD, R.PDSCH.1-3.1 FDD, R.PDSCH.1-3.2 FDD, R.PDSCH.1-3.3 FDD, R.PDSCH.1-3.4 FDD, R.PDSCH.1-4.1 FDD,
R.PDSCH.1-4.2 FDD,
R.PDSCH.1-12.1 FDD, R.PDSCH.2-1.1 FDD
	TDLA30-10
	10 Hz
	75000 (Note 1)
	1.0526
	79000

	NA
	R.PDSCH.1-1.3 HD-FDD,
R.PDSCH.1-1.4 HD-FDD,
R.PDSCH.1-1.5 HD-FDD,
R.PDSCH.1-2.1 HD-FDD
	TDLA30-10
	10 Hz
	75000 (Note 1)
	1.3333
	100000

	NA
	R.PDSCH.1-7.1 FDD, R.PDSCH.1-7.2 FDD
	TDLA30-10
	10 Hz
	75000 (Note 1)
	1.25
	94000

	NA
	R.PDSCH.1-8.3 FDD,
R.PDSCH.1-13.1 FDD,
R.PDSCH.1-13.2 FDD,
R.PDSCH.1-13.3 FDD,
R.PDSCH.1-13.4 FDD,
R.PDSCH.1-13.5 FDD,
R.PDSCH.1-14.1 FDD,
R.PDSCH.1-14.2 FDD,
R.PDSCH.1-14.3 FDD,
R.PDSCH.1-14.4 FDD
	HST-SFN
	870 Hz
	30000 (Note 1)
	1.0526
	32000

	NA
	R.PDSCH.1-8.5 FDD
	HST-SFN Scheme A
HST-SFN Scheme B
	870 Hz
	[30000 (Note 1)]
	1.0526
	[32000]

	NA
	R.PDSCH.1-8.4 FDD,
R.PDSCH.1-15.1 FDD,
R.PDSCH.1-15.2 FDD,
R.PDSCH.1-15.3 FDD,
R.PDSCH.1-15.4 FDD,
R.PDSCH.1-15.5 FDD,
R.PDSCH.1-16.1 FDD,
R.PDSCH.1-16.2 FDD,
R.PDSCH.1-16.3 FDD,
R.PDSCH.1-16.4 FDD
	HST-DPS
	870 Hz
	30000 (Note 1)
	1.0526
	32000

	NA
	R.PDSCH.1-9.1 FDD,
R.PDSCH.1-9.2 FDD,
R.PDSCH.1-9.3 FDD,
R.PDSCH.1-9.4 FDD,
R.PDSCH.1-9.5 FDD,
R.PDSCH.1-10.1 FDD,
R.PDSCH.1-10.2 FDD
	TDLA30-10
	10Hz
	75000 (Note 1)
	1.0526
	79000

	FR1.15-1
	R.PDSCH.1-1.1 TDD, R.PDSCH.1-1.2 TDD
	TDLA30-10
	10Hz
	75000 (Note 1)
	2.8571
	215000

	FR1.15-1
	R.PDSCH.1-2.1 TDD,
R.PDSCH.1-2.2 TDD,
R.PDSCH.1-2.3 TDD,
R.PDSCH.1-2.4 TDD,
R.PDSCH.1-2.5 TDD,
R.PDSCH.1-3.1 TDD,
R.PDSCH.1-3.2 TDD,
R.PDSCH.1-3.3 TDD
	TDLA30-10
	10Hz
	75000 (Note 1)
	2.8571
	215000

	[bookmark: _Hlk18617620]FR1.30-1A
	R.PDSCH.2-1.1 TDD,
R.PDSCH.2-1.5 TDD
	TDLB100-400
	400 Hz
	10000 (Note 1)
	1.2903
	13000

	FR1.30-1
	R.PDSCH.2-1.2 TDD, R.PDSCH.2-2.1 TDD, R.PDSCH.2-7.1 TDD,
R.PDSCH.2-26.1 TDD
	TDLC300-100
	100 Hz
	20000 (Note 1)
	1.2903
	26000

	FR1.30-1
	R.PDSCH.2-2.2 TDD, R.PDSCH.2-2.3 TDD, R.PDSCH.2-2.4 TDD, R.PDSCH.2-2.5 TDD, R.PDSCH.2-3.1 TDD, R.PDSCH.2-3.2 TDD, R.PDSCH.2-3.3 TDD, R.PDSCH.2-3.4 TDD,
R.PDSCH.2-3.5 TDD, R.PDSCH.2-4.1 TDD,
R.PDSCH.2-4.3 TDD
	TDLA30-10
	10 Hz
	75000 (Note 1)
	1.2903
	97000

	FR1.30-1
	R.PDSCH.2-1.3 TDD
	TDLA30-10
	10 Hz
	75000 (Note 1)
	1.4815
	112000

	FR1.30-2
	R.PDSCH.2-5.1 TDD
	TDLA30-10
	10 Hz
	75000 (Note 1)
	1.2903
	97000

	FR1.30-2
	R.PDSCH.2-17.1 TDD
	TDLA30-10
	10 Hz
	75000 (Note 1)
	5
	375000

	FR1.30-3
	[bookmark: _Hlk18618539]R.PDSCH.2-6.1 TDD
	TDLA30-10
	10 Hz
	75000 (Note 1)
	1.4815
	112000

	FR1.30-4
	R.PDSCH.2-9.1 TDD
	TDLA30-10
	10 Hz
	75000 (Note 1)
	1.2903
	97000

	FR1.30-5
	R.PDSCH.2-11.1 TDD
	TDLB100-400
	400Hz
	10000 (Note 1)
	1.2903
	13000

	FR1.30-6
	R.PDSCH.2-12.1 TDD
	TDLB100-400
	400Hz
	10000 (Note 1)
	1.2903
	13000

	FR1.30-1
	R.PDSCH.2-10.1 TDD
	HST-1000
	1000 Hz
	15000 (Note 1)
	1.4815
	23000

	FR1.30-1
	R.PDSCH.2-10.1 TDD
	HST-1667
	1667 Hz
	15000 (Note 1)
	1.4815
	23000

	FR1.30-1
	R.PDSCH.2-10.4 TDD,
R.PDSCH.2-19.1 TDD,
R.PDSCH.2-19.2 TDD,
R.PDSCH.2-19.3 TDD,
R.PDSCH.2-19.4 TDD,
R.PDSCH.2-19.5 TDD,
R.PDSCH.2-20.1 TDD,
R.PDSCH.2-20.2 TDD,
R.PDSCH.2-20.3 TDD,
R.PDSCH.2-20.4 TDD,
R.PDSCH.2-20.5 TDD,
R.PDSCH.2-21.1 TDD
	HST-SFN
	1667 Hz
	30000 (Note 1)
	1.4815
	45000

	FR1.30-1
	R.PDSCH.2-10.5 TDD,
 R.PDSCH.2-22.1 TDD,
R.PDSCH.2-22.2 TDD,
R.PDSCH.2-22.3 TDD,
R.PDSCH.2-22.4 TDD,
R.PDSCH.2-22.5 TDD,
R.PDSCH.2-23.1 TDD,
R.PDSCH.2-23.2 TDD,
R.PDSCH.2-23.3 TDD,
R.PDSCH.2-23.4 TDD,
R.PDSCH.2-23.5 TDD,
R.PDSCH.2-24.1 TDD
	HST-DPS
	1667 Hz
	30000 (Note 1)
	1.4815
	45000

	FR1.30-1
	R.PDSCH.2-30.1 TDD
	HST-SFN Scheme A
HST-SFN Scheme B
	1667 Hz
	[30000 (Note 1)]
	1.4815
	[45000]

	FR1.30-1
	R.PDSCH.2-13.1 TDD,
R.PDSCH.2-13.2 TDD,
R.PDSCH.2-13.3 TDD,
R.PDSCH.2-13.4 TDD,
R.PDSCH.2-13.5 TDD,
R.PDSCH.2-14.1 TDD,
R.PDSCH.2-14.2 TDD,
R.PDSCH.2-14.3 TDD,
R.PDSCH.2-14.4 TDD,
R.PDSCH.2-14.5 TDD,
R.PDSCH.2-15.1 TDD
	TDLA30-10
	10 Hz
	75000 (Note 1)
	1.2903
	97000

	FR2.60-1
	R.PDSCH.4-1.1 TDD
	TDLA30-75
	75 Hz
	20000 (Note 2)
	1.33
	27000

	FR2.120-1A
	R.PDSCH.5-1.1 TDD
	TDLC60-300
	300 Hz
	10000 (Note 2)
	1.25
	13000

	FR2.120-1
	R.PDSCH.5-2.1 TDD, R.PDSCH.5-2.2 TDD, R.PDSCH.5-2.3 TDD, R.PDSCH.5-3.1 TDD
	TDLA30-300
	300 Hz
	10000 (Note 2)
	1.25
	13000

	FR2.120-1
	R.PDSCH.5-1.2 TDD
	TDLA30-75
	75 Hz
	20000 (Note 2)
	1.25
	25000

	FR2.120-2
	R.PDSCH.5-4.1 TDD, R.PDSCH.5-5.1 TDD, R.PDSCH.5-5.2 TDD, R.PDSCH.5-6.1 TDD
	TDLA30-75
	75 Hz
	20000 (Note 2)
	1.33
	27000

	FR2.120-1
	R.PDSCH.5-10.1 TDD
	TDLD30-75
	75 Hz
	20000 (Note 2)
	1.26
	26000

	Note 1:	MNAS determined by simulations.
Note 2:	For cases where MNS is not determined by simulations, use same MNAS as the similar case simulated (same doppler speed)
Note 3:	MNS/MNAS ratio decided by scheduling pattern and is ratio of all slots to DL slots.




<<< END OF CHANGES >>>
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