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<<< START OF CHANGES >>>
[bookmark: _Toc27477791][bookmark: _Toc36226470][bookmark: _Toc44323725][bookmark: _Toc52989890][bookmark: _Toc60823081][bookmark: _Toc60825003][bookmark: _Toc69305900]6.2.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.2.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in TS 38.521-1 [2] Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in TS 38.521-1 [2] Annex C.2.
Table 6.2.1.4.1-1: Test Configuration Table 
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [12] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [12] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [12] subclause 4.3.1
	Lowest, Mid, Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A for maximum output 
	Modulation (NOTE 2)
	RB allocation (NOTE 1)

	1
	power test case
	DFT-s-OFDM PI/2 BPSK
	Inner Full

	2
	
	DFT-s-OFDM PI/2 BPSK
	Inner 1RB Left

	3
	
	DFT-s-OFDM PI/2 BPSK
	Inner 1RB Right

	4
	
	DFT-s-OFDM QPSK
	Inner Full

	5
	
	DFT-s-OFDM QPSK
	Inner 1RB Left

	6
	
	DFT-s-OFDM QPSK
	Inner 1RB Right

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [12] Annex A, Figure A.3.1.1.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [12] subclause 4.4.3.
3.	Downlink signals are initially set up according to TS 38.521-1 [2] Annex C.0, C.1, C.2, and uplink signals according to TS 38.521-1 [2] Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.2.1.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	UE location according to TS 38.508-1 [12] clause [TBD] is provided to the UE through AT commands or any other preconfigured means. 
7.	Test equipment shall emulate Zero Doppler conditions in service link and Common TA delay according to SIB19 configuration in TS 38.508-1 [12].
8.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [12] clause 4.5. Message contents are defined in clause 6.2.1.4.3.
<<< END OF CHANGES >>>

<<< START OF CHANGES >>>
[bookmark: _Toc27477800][bookmark: _Toc36226479][bookmark: _Toc44323734][bookmark: _Toc52989899][bookmark: _Toc60823090][bookmark: _Toc60825012][bookmark: _Toc69305909]6.2.2.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in Table 6.2.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in TS 38.521-1 [2] Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in TS 38.521-1 [2] Annex C.2.
Table 6.2.2.4.1-1: Test Configuration Table for power class 3 (contiguous allocation)
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [12] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [12] subclause 4.3.1
	Low range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [12] subclause 4.3.1
	Lowest, Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	Test ID
	Freq
	Downlink Configuration
	Uplink Configuration

	
	
	
	Modulation (NOTE 2)
	RB allocation (NOTE 1)

	1
	Default
	N/A for Maximum Power
	DFT-s-OFDM Pi/2 BPSK
	Inner Full

	2
	Low
	Reduction (MPR) test case
	DFT-s-OFDM Pi/2 BPSK
	Edge_1RB_Left

	3
	High
	
	DFT-s-OFDM Pi/2 BPSK
	Edge_1RB_Right

	4
	Default
	
	DFT-s-OFDM Pi/2 BPSK
	Outer Full

	5
	Default
	
	DFT-s-OFDM QPSK
	Inner Full

	6
	Low
	
	DFT-s-OFDM QPSK
	Edge_1RB_Left

	7
	High
	
	DFT-s-OFDM QPSK
	Edge_1RB_Right

	8
	Default
	
	DFT-s-OFDM QPSK
	Outer Full

	9
	Default
	
	DFT-s-OFDM 16 QAM
	Inner Full

	10
	Low
	
	DFT-s-OFDM 16 QAM
	Edge_1RB_Left

	11
	High
	
	DFT-s-OFDM 16 QAM
	Edge_1RB_Right

	12
	Default
	
	DFT-s-OFDM 16 QAM
	Outer Full

	13
	Low
	
	DFT-s-OFDM 64 QAM
	Edge_1RB_Left

	14
	High
	
	DFT-s-OFDM 64 QAM
	Edge_1RB_Right

	15
	Default
	
	DFT-s-OFDM 64 QAM
	Outer Full

	16
	Low
	
	DFT-s-OFDM 256 QAM
	Edge_1RB_Left

	17
	High
	
	DFT-s-OFDM 256 QAM
	Edge_1RB_Right

	18
	Default
	
	DFT-s-OFDM 256 QAM
	Outer Full

	19
	Default
	
	CP-OFDM QPSK
	Inner Full

	20
	Low
	
	CP-OFDM QPSK
	Edge_1RB_Left

	21
	High
	
	CP-OFDM QPSK
	Edge_1RB_Right

	22
	Default
	
	CP-OFDM QPSK
	Outer Full

	23
	Default
	
	CP-OFDM 16 QAM
	Inner Full

	24
	Low
	
	CP-OFDM 16 QAM
	Edge_1RB_Left

	25
	High
	
	CP-OFDM 16 QAM
	Edge_1RB_Right

	26
	Default
	
	CP-OFDM 16 QAM
	Outer Full

	27
	Low
	
	CP-OFDM 64 QAM
	Edge_1RB_Left

	28
	High
	
	CP-OFDM 64 QAM
	Edge_1RB_Right

	29
	Default
	
	CP-OFDM 64 QAM
	Outer Full

	30
	Low
	
	CP-OFDM 256 QAM
	Edge_1RB_Left

	31
	High
	
	CP-OFDM 256 QAM
	Edge_1RB_Right

	32
	Default
	
	CP-OFDM 256 QAM
	Outer Full

	333
	Low
	
	DFT-s-OFDM Pi/2 BPSK w Pi/2 BPSK DMRS
	Edge_1RB_Left

	343
	High
	
	DFT-s-OFDM Pi/2 BPSK w Pi/2 BPSK DMRS
	Edge_1RB_Right

	353
	Default
	
	DFT-s-OFDM Pi/2 BPSK w Pi/2 BPSK DMRS
	Outer Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	DFT-s-OFDM Pi/2 BPSK test applies only for UEs which supports Pi/2 BPSK in FR1.
NOTE 3:	Applicable to UEs indicating support for UE capability lowPAPR-DMRS-PUSCHwithPrecoding-r16.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [12] Annex A, Figure A.3.1.2.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [12] subclause 4.4.3.
3.	Downlink signals are initially set up according to TS 38.521-1 [2] Annex C.0, C.1, C.2, and uplink signals according to TS 38.521-1 [2] Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.2.2.4.1-1.
5.	Propagation conditions are set according to TS 38.521-1 [2] Annex B.0.
6.	UE location according to TS 38.508-1 [12] clause [TBD] is provided to the UE through AT commands or any other preconfigured means. 
7.	Test equipment shall emulate Zero Doppler conditions in service link and Common TA delay according to SIB19 configuration in TS 38.508-1 [12].
8.	Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [12] clause 4.5. Message contents are defined in clause 6.2.2.4.3.
<<< END OF CHANGES >>>
<<< START OF CHANGES >>>
[bookmark: _Toc27477924][bookmark: _Toc36226617][bookmark: _Toc44323874][bookmark: _Toc52990057][bookmark: _Toc60823256][bookmark: _Toc60825178][bookmark: _Toc69306075]6.3.1.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.3.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.3.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest

	Test SCS as specified in Table 5.3.5-1
	Highest

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A for minimum output power 
	Modulation
	RB allocation (NOTE 1)

	1
	test case
	DFT-s-OFDM QPSK
	Outer Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [TBD] Annex A, Figure A.3.1.1.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [TBD] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C.0, C.1, C.2, and uplink signals according to Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.3.1.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	UE location according to TS 38.508-1 [12] clause [TBD] is provided to the UE through AT commands or any other preconfigured means. 
7.	Test equipment shall emulate Zero Doppler conditions in service link and Common TA delay according to SIB19 configuration in TS 38.508-1 [12].
8.	Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [TBD] clause 4.5. Message contents are defined in clause 6.3.1.4.3.
<<< END OF CHANGES >>>
<<< START OF CHANGES >>>
[bookmark: _Toc27477830][bookmark: _Toc36226514][bookmark: _Toc44323771][bookmark: _Toc52989939][bookmark: _Toc60823135][bookmark: _Toc60825057][bookmark: _Toc69305954][bookmark: _Toc69309783][bookmark: _Toc76020095][bookmark: _Toc83720568][bookmark: _Toc90916424][bookmark: _Toc90916621][bookmark: _Toc90917377]6.2.4.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.2.4.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.2.4.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [12] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [12] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [12] subclause 4.3.1
	Lowest, Mid, Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A
	Modulation (NOTE 2)
	RB allocation (NOTE 1)

	1
	
	DFT-s-OFDM Pi/2 BPSK
	Inner Full

	2
	
	DFT-s-OFDM QPSK
	Inner Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK. 



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [12] Annex A, Figure A.3.1.1.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [12] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C.0, C.1, C.2, and uplink signals according to Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.2.4.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	UE location according to TS 38.508-1 [12] clause [TBD] is provided to the UE through AT commands or any other preconfigured means. 
7.	Test equipment shall emulate Zero Doppler conditions in service link and Common TA delay according to SIB19 configuration in TS 38.508-1 [12].
8.	Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [12] clause 4.5. Message contents are defined in clause 6.2.4.4.3.
<<< END OF CHANGES >>>
<<< START OF CHANGES >>>
6.3.3.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in Table 6.2.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in TS 38.521-1 [2] Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in TS 38.521-1 [2] Annex C.2.
Table 6.2.2.4.1-1: Test Configuration Table for power class 3
FFS
1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [12] Annex A, Figure A.3.1.1.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [12] subclause 4.4.3.
3.	Downlink signals are initially set up according to TS 38.521-1 [2] Annex C.0, C.1, C.2, and uplink signals according to TS 38.521-1 [2] Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.2.2.4.1-1.
5.	Propagation conditions are set according to TS 38.521-1 [2] Annex B.0.
6.	UE location according to TS 38.508-1 [12] clause [TBD] is provided to the UE through AT commands or any other preconfigured means. 
7.	Test equipment shall emulate Zero Doppler conditions in service link and Common TA delay according to SIB19 configuration in TS 38.508-1 [12].
8.	Ensure the UE is in State [TBD] with generic procedure parameters [TBD], Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [TBD] clause 4.5. Message contents are defined in clause 6.2.2.4.3.
<<< END OF CHANGES >>>
<<< START OF CHANGES >>>
6.5.2.2.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in Table 6.2.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in TS 38.521-1 [2] Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in TS 38.521-1 [2] Annex C.2.
Table 6.2.2.4.1-1: Test Configuration Table for power class 3
FFS
1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [12] Annex A, Figure A.3.1.1.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [12] subclause 4.4.3.
3.	Downlink signals are initially set up according to TS 38.521-1 [2] Annex C.0, C.1, C.2, and uplink signals according to TS 38.521-1 [2] Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.2.2.4.1-1.
5.	Propagation conditions are set according to TS 38.521-1 [2] Annex B.0.
6.	UE location according to TS 38.508-1 [12] clause [TBD] is provided to the UE through AT commands or any other preconfigured means. 
7.	Test equipment shall emulate Zero Doppler conditions in service link and Common TA delay according to SIB19 configuration in TS 38.508-1 [12].
8.	Ensure the UE is in State [TBD] with generic procedure parameters [TBD], Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [12] clause 4.5. Message contents are defined in clause 6.2.2.4.3.
<<< END OF CHANGES >>>
<<< START OF CHANGES >>>
6.5.2.4.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in Table 6.2.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in TS 38.521-1 [2] Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in TS 38.521-1 [2] Annex C.2.
Table 6.2.2.4.1-1: Test Configuration Table for power class 3
FFS
1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [12] Annex A, Figure A.3.1.2.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [12] subclause 4.4.3.
3.	Downlink signals are initially set up according to TS 38.521-1 [2] Annex C.0, C.1, C.2, and uplink signals according to TS 38.521-1 [2] Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.2.2.4.1-1.
5.	Propagation conditions are set according to TS 38.521-1 [2] Annex B.0.
6.	UE location according to TS 38.508-1 [12] clause [TBD] is provided to the UE through AT commands or any other preconfigured means. 
7.	Test equipment shall emulate Zero Doppler conditions in service link and Common TA delay according to SIB19 configuration in TS 38.508-1 [12].
8.	Ensure the UE is in State [TBD] with generic procedure parameters according to TS 38.508-1 [12] clause TBD, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [12] clause 4.5. Message contents are defined in clause 6.2.2.4.3.
<<< END OF CHANGES >>>
<<< START OF CHANGES >>>
6.5.2.4.2.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in Table 6.2.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in TS 38.521-1 [2] Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in TS 38.521-1 [2] Annex C.2.
Table 6.2.2.4.2-1: Test Configuration Table for power class 3
FFS
1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [TBD] Annex A, Figure A.3.1.2.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [TBD] subclause 4.4.3.
3.	Downlink signals are initially set up according to TS 38.521-1 [2] Annex C.0, C.1, C.2, and uplink signals according to TS 38.521-1 [2] Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.2.2.4.1-1.
5.	Propagation conditions are set according to TS 38.521-1 [2] Annex B.0.
6.	UE location according to TS 38.508-1 [12] clause [TBD] is provided to the UE through AT commands or any other preconfigured means. 
7.	Test equipment shall emulate Zero Doppler conditions in service link and Common TA delay according to SIB19 configuration in TS 38.508-1 [12].
8.	Ensure the UE is in State [TBD] with generic procedure parameters [TBD], Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [TBD] clause 4.5. Message contents are defined in clause 6.2.2.4.3.
<<< END OF CHANGES >>>
<<< START OF CHANGES >>>
6.5.3.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
[bookmark: _Hlk513652897]The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in Table 6.5.3.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in [TBD]. Configurations of PDSCH and PDCCH before measurement are specified in [TBD]. 
[bookmark: _Hlk507671847]Table 6.5.3.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1.
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1.
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1.
	Lowest, Mid, Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest 

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A for Spurious Emissions testing
	Modulation
	RB allocation (NOTE 1)

	1
	
	CP-OFDM QPSK 
	OuterFull

	2
	
	CP-OFDM QPSK
	Edge_1RB_Left

	3
	
	CP-OFDM QPSK
	Edge_1RB_Right

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 Common UL configuration.



[bookmark: _Hlk127471829]1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [12] Annex A, Figure [TBD] for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [12] subclause 4.4.3.
[bookmark: _Hlk127471863]3.	Downlink signals are initially set up according to Annex [TBD]
4.	The UL Reference Measurement channels are set according to Table 6.5.3.1.4.1-1.
[bookmark: _Hlk517549223][bookmark: _Hlk127471983]5.	Propagation conditions are set according to Annex [TBD]. 
6.	UE location according to TS 38.508-1 [12] clause [TBD] is provided to the UE through AT commands or any other preconfigured means. 
7.	Test equipment shall emulate Zero Doppler conditions in service link and Common TA delay according to SIB19 configuration in TS 38.508-1 [12].
8.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [12] clause 4.5. Message contents are defined in clause 6.5.3.1.4.3.
<<< END OF CHANGES >>>
<<< START OF CHANGES >>>
6.5.3.2.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in Table 6.5.3.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in [TBD]. Configurations of PDSCH and PDCCH before measurement are specified in [TBD]. 
Table 6.5.3.2.4.1-1: Test Configuration Table
FFS
1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [TBD] Annex A, Figure [TBD] for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [TBD] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex [TBD]
4.	The UL Reference Measurement channels are set according to Table 6.5.3.2.4.1-1.
5.	Propagation conditions are set according to Annex [TBD]. 
6.	UE location according to TS 38.508-1 [12] clause [TBD] is provided to the UE through AT commands or any other preconfigured means. 
7.	Test equipment shall emulate Zero Doppler conditions in service link and Common TA delay according to SIB19 configuration in TS 38.508-1 [12].
8.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [TBD] clause 4.5. Message contents are defined in clause 6.5.3.2.4.3.
<<< END OF CHANGES >>>
<<< START OF CHANGES >>>
[bookmark: _Toc27478346][bookmark: _Toc36227060]7.3.2.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in Table 7.3.2.4.1-1, Table 7.3.2.4.1-2, and Table 7.3.2.4.1-3 The details of the uplink reference measurement channels (RMCs) are specified in Annexe [TBD]. Configurations of PDSCH and PDCCH before measurement are specified in Annex [TBD].
Table 7.3.2.4.1-1: Test Configuration Table
FFS
Table 7.3.2.4.1-2: Downlink Configuration of each RB allocation
	Channel Bandwidth
	SCS(kHz)
	LCRBmax
	Outer RB allocation / Normal RB allocation

	5MHz
	15
	25
	25@0

	
	30
	11
	11@0

	
	60
	N/A
	N/A

	10MHz
	15
	52
	52@0

	
	30
	24
	24@0

	
	60
	11
	11@0

	15MHz
	15
	79
	79@0

	
	30
	38
	38@0

	
	60
	18
	18@0

	20MHz
	15
	106
	106@0

	
	30
	51
	51@0

	
	60
	24
	24@0

	NOTE 1:	Test Channel Bandwidths are checked separately for each NR band, the applicable channel bandwidths are specified in Table 5.3.5-1.



Table 7.3.2.4.1-3: Uplink configuration for reference sensitivity, LCRB @ RBstart format
	Operating
Band
	SCS
kHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz

	n256
	15
	25@0
	50@0
	75@0
	100@0

	
	30
	
	24@0
	36@0
	50@0

	
	60
	
	10@0
	18@0
	24@0

	n255
	15
	25@0
	50@0
	75@0
	[75@0]

	
	30
	10@11
	24@0
	36@0
	[36@0]

	
	60
	
	10@0
	18@0
	[18@0]

	



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [TBD] Annex A, Figure [TBD] for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [TBD] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex [TBD]
4.	The UL and Reference Measurement Channel is set according to Table 7.3.2.4.1-1, Table 7.3.2.4.1-2, and Table 7.3.2.4.1-3. 
5.	Propagation conditions are set according to Annex [TBD]. 
6.	UE location according to TS 38.508-1 [12] clause [TBD] is provided to the UE through AT commands or any other preconfigured means. 
7.	Test equipment shall emulate Zero Doppler conditions in service link and Common TA delay according to SIB19 configuration in TS 38.508-1 [12].
8.	Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 7.3.2.4.3
<<< END OF CHANGES >>>
<<< START OF CHANGES >>>
[bookmark: _Toc27478411][bookmark: _Toc36227125]7.4.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in table 7.4.4.1-1. The details of the uplink and downlink reference measurement channels (RMC) are specified in Annexes A.2 and A.3. The details of the OCNG patterns used are specified in Annex A.5. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.4.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest


	Test SCS as specified in Table 5.3.5-1
	Lowest

	Test Parameters for Channel Bandwidths

	Downlink Configuration
	Uplink Configuration

	Modulation
	RB allocation 
	Modulation
	RB allocation 

	CP-OFDM 64 QAM
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 2

	NOTE 1:	The specific configuration of downlink RB allocation is defined in Table 7.3.2.4.1-2.
NOTE 2:	The specific configuration of uplink RB allocation is defined in Table 7.3.2.4.1-3.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [12] Annex A, Figure A.3.1.1.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [12] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C.0, C.1, C.2, and C.3.1, and uplink signals according to Annex G.0, G.1, G.2, and G.3.1.
4.	The DL and UL Reference Measurement Channels are set according to Table 7.4.4.1-1. 
5.	Propagation conditions are set according to Annex B.0.
6.	UE location according to TS 38.508-1 [12] clause [TBD] is provided to the UE through AT commands or any other preconfigured means. 
7.	Test equipment shall emulate Zero Doppler conditions in service link and Common TA delay according to SIB19 configuration in TS 38.508-1 [12].
8.	Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [12] clause 4.5. Message contents are defined in clause 7.4.4.3. 
<<< END OF CHANGES >>>
<<< START OF CHANGES >>>
[bookmark: _Toc27478435][bookmark: _Toc36227154]7.5.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in Table 7.5.4.1-1. The details of the uplink and downlink reference measurement channels (RMC) are specified in Annexes A.2 and A.3. Configuration of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.5.4.1-1: Test Configuration Table
FFS
1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [12] Annex A, in Figure A.3.1.4.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [12] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C.1, C.2, C.3.1, and uplink signals according to TS 38.521-1 [2] Annex G.0, G.1, G.2, G.3.1.
4.	The DL and UL Reference Measurement channels are set according to Table 7.5.4.1-1.
5.	Propagation conditions are set according to [Annex B.0].
6.	UE location according to TS 38.508-1 [12] clause [TBD] is provided to the UE through AT commands or any other preconfigured means. 
7.	Test equipment shall emulate Zero Doppler conditions in service link and Common TA delay according to SIB19 configuration in TS 38.508-1 [12].
8.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [12] clause 4.5. Message contents are defined in clause 7.5.4.3.
<<< END OF CHANGES >>>
<<< START OF CHANGES >>>
7.6.3.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in Table 6.2.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in TS 38.521-1 [2] Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in TS 38.521-1 [2] Annex C.2.
Table 7.6.3.4.1-1: Test Configuration Table for power class 3
FFS
1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [TBD] Annex A, Figure A.3.1.2.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [TBD] subclause 4.4.3.
3.	Downlink signals are initially set up according to TS 38.521-1 [2] Annex C.0, C.1, C.2, and uplink signals according to TS 38.521-1 [2] Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.2.2.4.1-1.
5.	Propagation conditions are set according to TS 38.521-1 [2] Annex B.0.
6.	UE location according to TS 38.508-1 [12] clause [TBD] is provided to the UE through AT commands or any other preconfigured means. 
7.	Test equipment shall emulate Zero Doppler conditions in service link and Common TA delay according to SIB19 configuration in TS 38.508-1 [12].
8.	Ensure the UE is in State [TBD] with generic procedure parameters [TBD], Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [TBD] clause 4.5. Message contents are defined in clause 6.2.2.4.3.
<<< END OF CHANGES >>>
<<< START OF CHANGES >>>
[bookmark: _Toc36227369][bookmark: _Toc27478655]7.9.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in Table 7.9.4.1-1. The details of the uplink and downlink reference measurement channels (RMC) are specified in Annexes A.2 and A.3. Configuration of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.9.4.1-1: Test Configuration Table
	Default Conditions

	Test Environment as specified in TS 38.508-1 [12] subclause 4.1
	[Normal]

	Test Frequencies as specified in TS 38.508-1 [12] subclause 4.3.1
	[Low range, Mid range, High range]

	Test Channel Bandwidths as specified in TS 38.508-1 [12] subclause 4.3.1
	[Highest]

	Test SCS as specified in Table 5.3.5-1 
	[Highest]

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	Mod'n
	RB allocation 
	Mod'n
	RB allocation

	1
	N/A
	0
	N/A
	0



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [12] Annex A, in Figure A.3.1.5.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [12] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C.1, C.2 , C.3.1, and uplink signals according to TS 38.521-1 [2] Annex G.0, G.1, G.2, G.3.1.
4.	The DL and UL Reference Measurement channels are set according to Table 7.9.4.1-1.
5.	Propagation conditions are set according to [Annex B.0].
6.	UE location according to TS 38.508-1 [12] clause [TBD] is provided to the UE through AT commands or any other preconfigured means. 
7.	Test equipment shall emulate Zero Doppler conditions in service link and Common TA delay according to SIB19 configuration in TS 38.508-1 [12].
8.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [12] clause 4.5. Message contents are defined in clause 7.9.4.3.
<<< END OF CHANGES >>>
