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<Start of modified section>
Table 4.1-1a: Applicability of Protocol conformance Idle mode test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	6
	Idle mode operations
	
	
	

	6.1
	NR idle mode operations
	
	
	

	6.1.1
	NG-RAN Only PLMN Selection
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.1.2
	PLMN selection of "Other PLMN/access technology combinations" / Automatic mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.1.3
	Cell reselection of ePLMN in manual mode
	Rel-15
	C21
	UEs supporting 5G Core

	…
	
	
	
	

	6.5.1.3
	SNPN / User Reselection in Automatic Mode
	Rel-16
	C167
	UEs supporting 5G Core and SNPN and user initiated SNPN reselection in automatic mode on NR

	6.5.2
	CAG (Closed Acccess Group)
	
	
	

	6.5.2.1
	CAG Selection in Manual Mode
	Rel-16
	C132
	UEs supporting 5G Core and CAG

	6.5.2.2
	CAG Selection in Automatic Mode
	Rel-16
	C132
	UEs supporting 5G Core and CAG

	6.5.2.3
	CAG / Limited Service / No Suitable cell
	Rel-16
	C132
	UEs supporting 5G Core and CAG

	6.5.2.4
	CAG / cell reselection / Within allowed CAG/ non-CAG cell to CAG cell
	Rel-16
	C168
	UEs supporting 5G Core and CAG and Autonomous search function on NR

	6.5.2.5
	Void
	
	
	

	6.5.2.6
	CAG / Cell Reservation
	Rel-16
	C132
	UEs supporting 5G Core and CAG

	6.6
	Idle mode operations
	
	
	

	6.6.1
	NR unlicensed cell selection
	
	
	

	6.6.1.1
	Cell selection / next strongest cell / Intra frequency reselection not allowed
	Rel-16
	C217
	UEs supporting 5G Core and NR standalone shared spectrum channel access

	6.6.1.2
	Cell selection / next strongest cell / Intra frequency reselection not allowed / RRC Inactive
	Rel-16
	C247
	UEs supporting 5G Core and NR standalone shared spectrum channel access and RRC_INACTIVE

	6.6.2
	NR unlicensed cell reselection
	
	
	

	6.6.2.1
	Cell reselection / next best cell / intra frequency
	Rel-16
	C217
	UEs supporting 5G Core and NR standalone shared spectrum channel access

	6.6.2.2
	Cell reselection / next best cell not suitable / inter frequency
	Rel-16
	C217
	UEs supporting 5G Core and NR standalone shared spectrum channel access

	6.6.2.3
	Cell reselection / next best cell / intra frequency / RRC Inactive
	Rel-16
	C247
	UEs supporting 5G Core and NR standalone shared spectrum channel access and RRC_INACTIVE

	6.6.2.4
	Cell reselection / next best cell not suitable / inter frequency / RRC Inactive
	Rel-16
	C247
	UEs supporting 5G Core and NR standalone shared spectrum channel access and RRC_INACTIVE


<End of modified section>
<Start of modified section>
[bookmark: _Hlk515458350]Table 4.1-2a: Applicability of Protocol conformance Layer 2 test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	7
	Layer 2
	
	
	

	7.1
	NR Layer 2
	
	
	

	7.1.1
	MAC
	
	
	

	7.1.1.1
	Random Access Procedures
	
	
	

	7.1.1.1.1
	Correct selection of RACH parameters / Random access preamble and PRACH resource explicitly signalled to the UE by RRC / contention free random access procedure
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.1.1a
	Correct selection of RACH parameters / Random access preamble and PRACH resource explicitly signalled to the UE by PDCCH Order / contention free random access procedure
	Rel-15
	R
	UEs supporting 5GS

	…
	
	
	
	

	7.1.1.8
	Bandwidth Part (BWP) operation
	
	
	

	7.1.1.8.1
	Bandwidth Part (BWP) operation UL/DL
	Rel-15
	C66
	UEs supporting 5GS and (DCI and timer based active BWP switching delay type1 or type2) and ((BWP adaptation upto2 NR FR1 FDD or NR FR1 TDD or NR FR2) or (BWP adaptation up to 4 NR FR1 FDD or NR FR1 TDD or NR FR2))

	7.1.1.8.3
	Separate BWP / IDLE / RedCap
	Rel-17
	C212
	UEs supporting 5G Core and RedCap

	7.1.1.9
	MAC Reconfiguration and Reset
	
	
	

	7.1.1.9.1
	MAC Reset
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.10
	Other Procedures
	
	
	

	7.1.1.10.1
	DataInactivityTimer expiry
	Rel-15
	C21
	UEs supporting 5G Core

	7.1.1.10.2
	Recommended Bit Rate
	Rel-15
	C100
	UEs supporting 5G Core and MTSI speech and bit rate recommendation query message

	7.1.1.10.3
	NR CA / LBT failure on Scell / MAC CE indication
	Rel-16
	Cabc
	UEs supporting 5G Core and NR CA with NR shared spectrum channel access and UL NR CA with 2 carriers

	7.1.1.11
	NR Dual Connectivity
	
	
	


<End of modified section>
<Start of modified section>
4.2	Protocol conformance test cases Applicability Condition
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	C02
	IF (A.4.3.4-1/2 OR A.4.3.4-1/3) THEN R ELSE N/A
	UEs supporting 5GS and RLC UM Mode

	…
	
	

	C216
	IF A.4.1-5/1 AND A.4.3.14-1/2 AND A.4.3.14-1/3 AND A.4.3.14-1/4 THEN R ELSE N/A
	UE supporting 5G Core and dynamic scheduling for multicast for PCell and ACK/NACK based HARQ-ACK feedback and RRC-based enabling/disabling ACK/NACK-based feedback for dynamic scheduling for multicast and PTP retransmission for multicast on the same cell as multicast initial transmission

	C217
	IF A.4.1-5/1 AND A.4.3.2-21/349 THEN R ELSE N/A
	UEs supporting 5G Core and NR standalone shared spectrum channel access

	C218
	IF A.4.1-5/1 AND A.4.3.2-21/349 AND A.4.43.2-21/193 THEN R ELSE N/A
	UEs supporting 5G Core and NR standalone shared spectrum channel access and RSSI measurements and channel occupancy reporting

	…
	
	

	C242
	IF A.4.1-5/1 AND A.4.3.13-1/2 THEN R ELSE N/A
	UEs supporting 5G Core and Multi-SIM N1 NAS signalling connection release

	C243
	IF A.4.1-5/1 AND A.4.3.2-21/248 THEN R ELSE N/A
	UEs supporting 5G Core and EN-DC with NR shared spectrum channel access

	C244
	IF A.4.1-5/1 AND A.4.3.2-21/51 THEN R ELSE N/A
	UEs supporting 5G Core and NR-DC with NR shared spectrum channel access

	C245
	IF A.4.1-5/1 AND A.4.3.13-1/1 AND A.4.3.7-1/29 THEN R ELSE N/A
	UEs supporting 5G Core and Multi-SIM features and release preference assistance information

	C246
	IF A.4.1-5/1 AND A.4.3.13/6 THEN R ELSE N/A
	UEs supporting 5G Core and MUSIM gap feature.

	C247
	IF A.4.1-5/1 AND A.4.3.2-21/349 AND A.4.3.7-1/19 THEN R ELSE N/A
	UEs supporting 5G Core and NR standalone shared spectrum channel access and RRC_INACTIVE

	…
	
	

	C290
	IF A.4.3.2-1/116 AND A.4.3.2-1/113 THEN R ELSE N/A
	UEs supporting PUSCH repetitions based on available slots and dynamic indication of the number of repetitions for PUSCH

	C291
	IF A.4.3.2-1/116 AND (A.4.3.2-1/111 OR A.4.3.2-1/112) THEN R ELSE N/A
	UEs supporting PUSCH repetitions based on available slots and PUSCH transmissions with configured grant

	C292
	IF A.4.3.2-1/117 THEN R ELSE N/A
	UEs supporting TB processing over multi-slot PUSCH

	C293
	IF A.4.3.2-1/118 THEN R ELSE N/A
	UEs supporting repetition of TB processing over multi-slot PUSCH

	C294
	IF A.4.1-5/1 AND A.4.3.13-1/1 AND A.4.3.13-1/6 AND A.4.3.13-1/7 THEN R ELSE N/A C29
	UEs supporting 5G Core and Multi-SIM features and MUSIM related assistance information

	Cabc
	IF A.4.1-5/1 AND A.4.3.2-2/1 AND A.4.3.2A.1-2/1 THEN R ELSE N/A
	UEs supporting 5G Core and NR CA with NR shared spectrum channel access and UL NR CA with 2 carriers


<End of modified section>
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