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<Unchanged sections skipped>

Table 4.1.1.1-1: NR UE transmitter test point selection for FR1
	Subclause
	Number of test points
	Justification in attachment
	Comments

	6.2.1	UE maximum output power
	540
	“38.521-1_TPanalysis_6.2.1_MaxOP_v3.zip”
	RAN5#89-e

	6.2.2	Maximum Output Power Reduction (MPR)
	contiguous allocation: 920 (10401,10002,3)
almost contiguous allocation: 120
	”38.521-1_TPanalysis_6.2.2_MPR_6.5.2.2_SEM_6.5.2.4.1_NR_ACLR_v5.zip”
	RAN5#99

	6.2.3	UE A-MPR
	See clause 4.1.2.1
	See clause 4.1.2.1
	See clause 4.1.2.1

	6.2.4	Configured Transmitted Power
	30
	“38.521-1_TPanalysis_6.2.4_ConfigTP_v1.zip”
	RAN5#91-e

	6.2A.1.1	UE maximum output power for CA (2UL CA)
	240
	“38.521-1_TPanalysis_6.2A.1_MOP”
	RAN5#83

	6.2A.2.1	Maximum power reduction (MPR) for CA (2UL CA)
	For inter-band CA:1480
For intra-band contiguous CA: 720 (contiguous RB allocation)
1080 (non-contiguous RB allocation)
For intra-band non-contiguous CA: 2880
	“38.521-1_TPanalysis_6.2A.2_MPR_6.5A.2.4.1_ACLR_6.5A.2.2.1_SEM”
	RAN5#98

	6.2A.4	Configured transmitted power for CA
	Inter-band CA:20
Intra-band contiguous CA (contiguous RB allocation): 20
	“38.521-1_TPanalysis_6.2A.4_ConfigTP_v1.zip”
	RAN5#88-e

	6.2C.1	Configured UE transmitted Output Power
	270
	“38.521-1_TPanalysis_6.2C.1_ConfigOPSUL.zip”
	RAN5#80

	6.2D.1	UE maximum output power for UL-MIMO
	UL MIMO with ULFPTx: 540
UL MIMO with 2-layer: 0
	“38.521-1_TPanalysis_6.2.1_MaxOP_v3.zip”
	RAN5#89-e

	6.2D.2	Maximum Power Reduction (MPR) for UL MIMO
	UL MIMO with 2-layer: 400
UL MIMO with ULFPTx: 920
	“38.521-1_TPanalysis_6.2.2_MPR_6.5.2.2_SEM_6.5.2.4.1_NR_ACLR_v5.zip
	RAN5#99

	6.2D.3	UE additional maximum output power reduction for UL-MIMO
	Table 4.1.2.1-1
	Table 4.1.2.1-1
	See Table 4.1.2.1-1

	6.2D.4	Configured Transmitted Power for UL-MIMO
	15
	“38.521-1_TPanalysis_6.2.4_ConfigTP_v1.zip”
	RAN5#91-e

	6.3.1	Minimum output power
	45
	“38.521-1_TPanalysis_6.3.1_MinOP_v3.zip”
	RAN5#5-5G-NR Adhoc

	6.3.3.2	General ON/OFF time mask
	180
	“38.521-1_TPanalysis_6.3.3.2_OnOff_M_v2.zip”
	RAN5#5-5G-NR Adhoc

	6.3.3.4	PRACH time mask
	
	“38.521-1_TPanalysis_6.3.3.4_PRACH.zip”
	RAN5#96-e

	6.3.3.6	SRS time mask
	30
	“38.521-1_TPanalysis_6.3.3.3_SRS.zip”
	RAN5#82

	6.3.4.2	Absolute power tolerance
	6
	“38.521-1_TPanalysis_6.3.4.2_AbsPtol_v2.zip”
	RAN5#83

	6.3.4.3	Relative power tolerance
	TBD
	“38.521-1_TPanalysis_6.3.4.3_RelPtol_v2.zip”
	RAN5#83

	6.3.4.4	Aggregate power tolerance
	PUCCH: 6
PUSCH: 6
	“38.521-1_TPanalysis_6.3.4.4_AggPtol_v2.zip”
	RAN5#83

	6.3A.1.1	Minimum output power for CA (2UL CA)
	20
	38.521-1_TPanalysis_6.3A.1.1_MinOP_CA.zip
	RAN5#83

	6.3A.3.1	Transmit ON/OFF time mask for CA (2UL CA)
	40
	“38.521-1_TPanalysis_6.3A.3.1_OnOff_M_CA_v1.zip”
	RAN5#99

	6.3A.3.1_1	Time mask for switching between two uplink carriers
	1
	“38.521-1_TPanalysis_6.3A.3.1_1_TxSwitch_M_v1.zip”
	RAN5#96-e

	6.3A.4.1	Absolute power tolerance for CA (2UL CA)
	Intra-band contiguous CA:4
Intra-band non-contiguous CA:2
	[bookmark: _Hlk54712482]“38.521-1_TPanalysis_6.3A.4.1_Abs_PTol_CA_v3.zip”
	RAN5#95-e

	[bookmark: _Hlk57697947]6.3A.4.2	Relative power tolerance for CA (2UL CA)
	TBD
	“38.521-1_TPanalysis_6.3A.4.2_Rel_PTol_CA_v1.zip”
	RAN5#92-e

	6.3A.4.3	Aggregate power tolerance for CA (2UL CA)
	PUCCH:4
PUSCH:4
	“38.521-1_TPanalysis_6.3A.4.3_Agg_PTol_CA_v1.zip”
	RAN5#92-e

	6.3D.1	Minimum output power for UL-MIMO
	45
	“38.521-1_TPanalysis_6.3.1_MinOP_v3.zip”
	RAN5#5-5G-NR Adhoc

	6.3D.3	Transmit ON/OFF time mask for UL-MIMO
	TBD
	“38.521-1_TPanalysis_6.3.3.2_OnOff_M_v2.zip”
	RAN5#5-5G-NR Adhoc

	6.3D.4.1	Absolute Power tolerance for UL-MIMO
	6
	“38.521-1_TPanalysis_6.3.4.2_AbsPtol_v2.zip”
	RAN5#83

	6.3D.4.2	Relative Power Tolerance for UL-MIMO
	TBD
	“38.521-1_TPanalysis_6.3.4.3_RelPtol_v2.zip”
	RAN5#83

	6.3D.4.3	Aggregate Power tolerance for UL-MIMO
	PUCCH: 6
PUSCH: 6
	“38.521-1_TPanalysis_6.3.4.4_AggPtol_v2.zip”
	RAN5#83

	6.4.1	Frequency error
	5
	“38.521-1_TPanalysis_6.4.1_FreqErr_v3.zip”
	RAN5#84

	6.4.2.1	Error Vector Magnitude
	PUSCH: 252
PUCCH: 36
PRACH: 36
	“38.521-1_TPanalysis_6.4.2.1_EVM_v3.zip”
	RAN5#94-e

	6.4.2.1a	Error Vector Magnitude including symbols with transient period
	PUSCH: 36 
	“38.521-1_TPanalysis_6.4.2.1_EVM_v3.zip”
	RAN5#94e

	6.4.2.2	Carrier leakage
	3
	“38.521-1_TPanalysis_6.4.2.2_CarrLeak_v2.zip”
	RAN5#84

	6.4.2.3	In-band emissions
	36
	“38.521-1_TPanalysis_6.4.2.3_IE_2.zip”
	RAN5#84

	6.4.2.4	EVM equalizer spectrum flatness
	90
	“38.521-1 TPanalysis_6.4.2.4_EVMequalizerSpectrumFlatness_v3.zip”
	RAN5#84

	6.4.2.5	EVM equalizer spectrum flatness for Pi/2 BPSK
	9
	“38.521-1 TPanalysis_6.4.2.5_EVMequalizerSpectrumFlatness_BPSK_v2.zip”
	RAN5#92-e

	6.4.2.6 
	90
	38.521-1_TPanalysis_6.4.2.6_Phase_Continuity_v1.zip
	RAN5#100
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