

	
3GPP TSG WG RAN5 Meeting #100	R5-234122r1
[bookmark: OLE_LINK14]Toulouse, France, 21 – 25 August 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.521-3
	CR
	1639
	rev
	-
	Current version:
	17.9.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Correction of requirements of Spurious emissions for UE co-existence of intra band ENDC

	
	

	Source to WG:
	CAICT

	Source to TSG:
	R5

	
	

	Work item code:
	TEI15_Test, 5GS_NR_LTE-UEConTest
	
	Date:
	2023-08-11

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	Spurious emissions for UE co-existence of intra-band EN-DC are tested for the whole frequency range of all protected co-existence bands with both UL carrier active. LTE anchor agnostic approach is not needed as the more rigorous scenario has already been tested.

	
	

	Summary of change:
	LTE anchor agnostic approach was removed.

	
	

	Consequences if not approved:
	Redundant testing will remain.

	
	

	Clauses affected:
	6.5B.3.1.2, 6.5B.3.2.2

	
	

	
	Y
	N
	
	

	Other specs
	
	
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	r1: Revisions for the discussion topic in R5-234114 were removed.



Page 1


<< Unchanged sections omitted >>
6.5B.3.1.2.4.2	Test Procedure
1.	E-UTRA SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 6.5B.3.1.2.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
2.	NR SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 6.5B.3.1.2.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
3.	Both NR and E-UTRA SS send continuously uplink power control "up" commands in the uplink scheduling information to the UE until the UE transmits at PUMAX level; allow at least 200 ms starting from the first TPC command in this step for the UE to reach PUMAX level.
4.	Measure the power of the transmitted signal with a measurement filter of bandwidths according to Table 6.5B.3.1.2.3-1. The centre frequency of the filter shall be stepped in contiguous steps according to Table 6.5B.3.1.2.3-1. The measured power shall be verified for each step. The measurement period shall capture the active time slots. During measurement the spectrum analyser shall be set to 'Detector' = RMS.
In addition to test configuration and test procedure above, EN-DC only capable UEs and UEs not supporting NR/5GC mode in the tested band need to be tested according to test description as in clause 6.5.3.2.4 in TS 38.521-1 [8] for the NR carrier with the following exceptions:
LTE anchor agnostic approach as specified in section 4.6.
6.5B.3.1.2.4.3	Message Contents
Message contents are according to TS 36.508 [11] clause 4.6 and TS 38.508-1 [6] clause 4.6.1 with the following exceptions:
Table 6.5B.3.1.2.4.3-1: RRCConnectionReconfiguration: nr-Config-r15
	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	p-MaxEUTRA-r15
	23
	
	Power Class 2 UE

	
	20
	
	Power Class 3 UE



Table 6.5B.3.1.2.4.3-2: PhysicalCellGroupConfig
	Derivation Path: TS 38.508-1 [6] Table 4.6.3-106 

	Information Element
	Value/remark
	Comment
	Condition

	p-NR-FR1
	23
	
	Power Class 2 UE

	
	20
	
	Power Class 3 UE



Table 6.5B.3.1.2.4.3-3: SystemInfomationBlockType1: tdd-Config if operating on TDD band
	Derivation Path: TS 36.508 [11], Table 4.6.3-23

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	Operating on TDD band
	

	  subframeAssignment
	sa2
	
	

	  specialSubframePatterns
	ssp7
	
	

	}
	
	
	



6.5B.3.1.2.5	Test Requirement
Test requirements for Spurious Emissions UE Co-existence for intra-band contiguous EN-DC are the same as the minimum requirements described in clause 6.5B.3.1.2.3 minimum requirements and are not repeated in this clause.
[bookmark: _Toc27475812][bookmark: _Toc29495340][bookmark: _Toc36116385][bookmark: _Toc36118434][bookmark: _Toc36560549][bookmark: _Toc43977066][bookmark: _Toc52213642][bookmark: _Toc60743107][bookmark: _Toc68206295]For EN-DC only capable devices, in addition to Table 6.5B.3.1.2.3-1, test requirements for NR carrier are the same as Table 6.5.3.2.5-1 in TS 38.521-1 [8].
[bookmark: _Toc75972096][bookmark: _Toc85051531][bookmark: _Toc90493550][bookmark: _Toc90494190][bookmark: _Toc100094229][bookmark: _Toc106872904][bookmark: _Toc139022485]6.5B.3.2	Spurious Emissions for intra-band non-contiguous EN-DC
<< Unchanged sections omitted >>
6.5B.3.2.2.4.2	Test Procedure
1.	E-UTRA SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 6.5B.3.2.2.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
2.	NR SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 6.5B.3.2.2.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
3.	Send continuously uplink power control "up" commands to the UE for both NR and E-UTRA carriers until the UE transmits at its PUMAX level; allow at least 200 ms starting from the first TPC command in this step for the UE to reach PUMAX level.
[bookmark: _Hlk528860525]4.	Measure the power of the transmitted signal with a measurement filter of bandwidths according to Table 6.5B.3.2.2.3-1. The centre frequency of the filter shall be stepped in contiguous steps according to the same table. The measured power shall be verified for each step. The measurement period shall capture the active time slots. During measurement the spectrum analyser shall be set to 'Detector' = RMS.
In addition to test configuration and test procedure above, EN-DC only capable UEs and UEs not supporting NR/5GC mode in the tested band need to be tested according to test description as in clause 6.5.3.2.4 in TS 38.521-1 [8] for the NR carrier with the following exceptions:
LTE anchor agnostic approach as specified in section 4.6.
6.5B.3.2.2.4.3	Message Contents
Message contents are according to TS 36.508 [11] clause 4.6 and TS 38.508-1 [6] clause 4.6.1 with the following exceptions.
Table 6.5B.3.2.2.4.3-1: RRCConnectionReconfiguration: nr-Config-r15.
	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	p-MaxEUTRA-r15
	23
	
	Power Class 2 UE

	
	20
	
	Power Class 3 UE



Table 6.5B.3.2.2.4.3-2: PhysicalCellGroupConfig
	Derivation Path: TS 38.508-1 [6] Table 4.6.3-106 

	Information Element
	Value/remark
	Comment
	Condition

	p-NR-FR1
	23
	
	Power Class 2 UE

	
	20
	
	Power Class 3 UE



Table 6.5B.3.2.2.4.3-3: SystemInfomationBlockType1: tdd-Config if operating on TDD band
	Derivation Path: TS 36.508 [11], Table 4.6.3-23

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	Operating on TDD band
	

	  subframeAssignment
	sa2
	
	

	  specialSubframePatterns
	ssp7
	
	

	}
	
	
	



6.5B.3.2.2.5	Test Requirement
Test requirements for Spurious Emissions UE Co-existence for intra-band non-contiguous EN-DC are the same as the minimum requirements described in clause 6.5B.3.2.2.3 and are not repeated in this clause.
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<< End of changes >>
