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[bookmark: _Toc524968914][bookmark: _Toc524968908]<< Start of changes >>
[bookmark: _Toc90916515][bookmark: _Toc83720464][bookmark: _Toc90917271][bookmark: _Toc60824931][bookmark: _Toc44323678][bookmark: _Toc27477744][bookmark: _Toc60823008][bookmark: _Toc90916318][bookmark: _Toc52989819][bookmark: _Toc76019994][bookmark: _Toc36226423][bookmark: _Toc69305828][bookmark: _Toc69309683]5.2A.2	Inter-band CA
NR inter-band carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.2.1-1, 5.2A.2.2-1 and Table 5.2A.2.3-1, where all operating bands are within FR1.
If the mandatory simultaneous Rx/Tx capability applies for a lower order band combination, when the applicable lower order band combination is a band pair in a higher order band combination, the mandatory simultaneous Rx/Tx capability also applies for the band pair in the higher order band combination.
Table 5.2A.2-1: Void
Table 5.2A.2-2: Void
Table 5.2A.2-3: Void

[bookmark: _Toc76019995][bookmark: _Toc60823009][bookmark: _Toc60824932][bookmark: _Toc52989820][bookmark: _Toc69305829][bookmark: _Toc90917272][bookmark: _Toc45888004][bookmark: _Toc90916516][bookmark: _Toc69309684][bookmark: _Toc45888603][bookmark: _Toc90916319][bookmark: _Toc83720465]5.2A.2.1	Inter-band CA (two bands)
Table 5.2A.2.1-1: Inter-band CA operating bands involving FR1 (two bands)
	NR CA Band
	NR Band
(Table 5.2-1)
	DL interruption allowed (Note 8)

	CA_n1-n3
	n1, n3
	

	CA_n1-n8
	n1, n8
	

	CA_n1-n771
	n1, n77
	No

	CA_n1-n781
	n1, n78
	No

	CA_n1-n791
	n1, n79
	No

	CA_n2-n5
	n2, n5
	

	CA_n2-n48
	n2, n48
	

	CA_n2-n66
	n2, n66
	

	CA_n2-n77
	n2, n77
	

	CA_n3-n5
	n3, n5
	

	CA_n3-n8
	n3, n8
	

	CA_n3-n411
	n3, n41
	No

	CA_n3-n771
	n3, n77
	No

	CA_n3-n781
	n3, n78
	No

	CA_n5-n7
	n5, n7
	

	CA_n5-n48
	n5, n48
	

	CA_n5-n66
	n5, n66
	

	CA_n5-n771
	n5, n77
	

	CA_n5-n781
	n5, n78
	No

	CA_n7-n781
	n7, n78
	

	CA n8-n781
	n8, n78
	No

	CA_n20-n78
	n20, n78
	

	CA_n24-n41
	n24, n41
	

	CA_n24-n48
	n24, n48
	

	CA_n24-n77
	n24, n77
	

	CA_n25-n466
	n25, n46
	

	CA_n26-n66
	n26, n66
	

	CA_n26-n70
	n26, n70
	

	CA_n28-n411
	n28, n41
	

	CA_n28-n771
	n28, n77
	No

	CA_n28_n781
	n28, n78
	No

	CA_n28-n791
	n28, n79
	

	CA_n29-n66
	n29, n66
	

	CA_n29-n70
	n29, n70
	

	CA_n29-n71
	n29, n71
	

	CA_n39-n41
	n39, n41
	No

	CA_n41-n66
	n41, n66
	

	CA_n41-n711
	n41, n71
	

	CA_n41-n791,3
	n41, n79
	No

	CA_n46-n481,6
	n46, n48
	

	CA_n46-n666
	n46, n66
	

	CA_n48-n66
	n48, n66
	

	CA_n48-n70
	n48, n70
	

	CA_n48-n71
	n48, n71
	

	CA_n48-n7713,14,18
	n48, n77
	

	CA_n66-n70
	n66, n70
	

	CA_n66-n71
	n66, n71
	

	CA_n66-n77
	n66, n77
	

	CA_n70-n71
	n70, n71
	

	CA_n71-n77
	n70, n71
	

	CA_n77-n795,7
	n77, n79
	

	CA_n78-n795
	n78, n79
	

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.
NOTE 2:	FFS.
NOTE 3:	The frequency range below 2506MHz for Band n41 is not used in this combination.
NOTE 4:	Applicable for frequency range above 4800 MHz for Band n79 in this combination.
NOTE 5:	For UEs supporting band n77, the minimum requirements apply only when there is non-simultaneous Rx/Tx operation between n78-n79 NR carriers. This restriction applies also for these carriers when applicable NR CA configuration is part of a higher order configuration.
NOTE 6:	The PCell is allocated in the licensed band in this combination.
NOTE 7:	The minimum requirements apply only when there is non-simultaneous Rx/Tx operation between n77-n79 NR carriers. This restriction applies also for these carriers when applicable NR CA configuration is part of a higher order configuration.
NOTE 8:	Applicable when dynamic Tx switching is conducted. The DL interruption requirement is specified in clause 8.2.2.2.10 of 38.133 [13].
NOTE 9:	FFS
NOTE 10	FFS
NOTE 11:	FFS
NOTE 12:	FFS
NOTE 13:	Simultaneous Rx/Tx capability for TDD combinations does not apply for UEs supporting band n48 with an n77 implementation.
NOTE 14:	The band n48 and n77 will synchronize their uplink and downlink configurations and in commonly TDD network coordination
NOTE 15:	FFS
NOTE 16:	FFS
NOTE 17:	FFS
NOTE 18:	The minimum requirements for inter-band CA apply when the maximum power spectral density imbalance between downlink carriers is within 6 dB. The power spectral density imbalance condition also applies for these carriers when applicable CA configuration is a subset of a higher order CA configuration.




<<Unchanged sections skipped>>
[bookmark: _Toc27477780][bookmark: _Toc83720518][bookmark: _Toc69305885][bookmark: _Toc90916569][bookmark: _Toc60824988][bookmark: _Toc36226459][bookmark: _Toc44323714][bookmark: _Toc76020048][bookmark: _Toc90916372][bookmark: _Toc90917325][bookmark: _Toc60823066][bookmark: _Toc69309737][bookmark: _Toc52989875]5.5A.3	Configurations for inter-band CA
Table 5.5A.3-1: Void
Table 5.5A.3-2: Void
Table 5.5A.3-3: Void
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[bookmark: _Toc76020049][bookmark: _Toc83720519][bookmark: _Toc60823067][bookmark: _Toc90916373][bookmark: _Toc90917326][bookmark: _Toc52989876][bookmark: _Toc45888659][bookmark: _Toc90916570][bookmark: _Toc45888060][bookmark: _Toc69309738][bookmark: _Toc69305886][bookmark: _Toc60824989][bookmark: _Hlk515992150]5.5A.3.1	Configurations for inter-band CA (two bands)
Table 5.5A.3.1-1: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier5
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n1A-n3A
	CA_n1A-n3A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20, 25, 30
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	CA_n1(2A)-n3A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	CA_n1(2A)-n5A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n5
	5, 10, 15, 20
	

	CA_n1A-n8A
	CA_n1A-n8A
	n1
	5, 10, 15, 20
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n8
	5, 10, 15, 20
	

	CA_n1(2A)-n8A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n8
	5, 10, 15, 20
	

	CA_n1A-n77A
	-
	n1
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n1A-n78A
	n784
CA_n1A-n78A
	n1
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40
	2

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n1A-n78(2A)
	CA_n1A-n78A
	n1
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n78
	CA_n78(2A)_BCS1
	

	
	
	n1
	5, 10, 15, 20
	2

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n1A-n78C
	CA_n1A-n78A
	n1
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78C_BCS0
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n78
	CA_n78C_BCS0
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40
	2

	
	
	n78
	CA_n78C_BCS0
	

	CA_n1(2A)-n78A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n79A
	CA_n1A-n79A
	n1
	5, 10, 15, 20
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n2A-n5A
	CA_n2A-n5A
	n2
	5, 10, 15, 20
	0

	
	
	n5
	5, 10, 15, 20
	

	CA_n2A-n48A
	CA_n2A-n48A
	n2
	5, 10, 15, 20
	0

	
	
	n48
	5, 10, 15, 20, 40, 501, 601, 801, 901, 1001
	

	CA_n2A-n66A
	-
	n2
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	CA_n2A-n66A
	n2
	5, 10, 15, 20
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n2A-n77A
	-
CA_n2A-n77A
	n2
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3A-n5A
	CA_n3A-n5A
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n5
	5, 10, 15, 20
	

	CA_n3(2A)-n5A
	-
	n3
	CA_n3(2A)_BCS0
	0

	
	
	n5
	5, 10, 15,
	

	CA_n3A-n8A
	CA_n3A-n8A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n8
	5, 10, 15, 20
	

	CA_n3(2A)-n8A
	-
	n3
	CA_n3(2A)_BCS0
	0

	
	
	n8
	5, 10, 15, 20
	

	CA_n3A-n41A
	n414
CA_n3A-n41A4
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n3A-n77A
	CA_n3A-n77A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n3A-n78A
	n784
CA_n3A-n78A4
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n3
	5, 10, 15, 20, 25, 30, 40,
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3A-n78(2A)
	CA_n3A-n78A
CA_n78(2A)
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	CA_n3A-n78A
	n3
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n3(2A)-n78A
	-
	n3
	CA_n3(2A)_BCS0
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3A-n79A
	CA_n3A-n79A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n5A-n7A
	-
	n5
	5, 10, 15, 20
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n5A-n48A
	CA_n5A-n48A
	n5
	5, 10, 15, 20
	0

	
	
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n5A-n66A
	CA_n5A-n66A
	n5
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n5A-n77A
	-
CA_n5A-n77A
	n5
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n78A
	CA_n5A-n78A
	n5
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n78(2A)
	CA_n5A-n78A
	n5
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n7A-n78A
	CA_n7A-n78A
	n7
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n8A-n78A
	CA_n8A-n78A
	n8
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n8
	5, 10, 15, 20
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	

	CA_n8A-n78(2A)
	CA_n8A-n78A
	n8
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS1
	

	CA_n20A-n78A
	CA_n20A-n78A
	n20
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n24A-n41A
	CA_n24A-n41A
	n24
	5, 10
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	CA_n24A-n41(2A)
	CA_n24A-n41A
	n24
	5, 10
	0

	
	
	n41
	CA_n41(2A)_BCS1
	

	CA_n24A-n48A
	CA_n24A-n48A
	n24
	5, 10
	0

	
	
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n24A-n48B
	CA_n24A-n48A
	n24
	5, 10
	0

	
	
	n48
	CA_n48B_BCS1
	

	CA_n24A-n48(2A)
	CA_n24A-n48A
	n24
	5, 10
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	CA_n24A-n77A
	CA_n24A-n77A
	n24
	5, 10
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n24A-n77C
	CA_n24A-n77A
	n24
	5, 10
	0

	
	
	n77
	CA_n77C_BCS1
	

	CA_n25A-n46A
	-
	n25
	5, 10, 15, 20
	0

	
	
	n46
	20, 40, 60, 80
	

	CA_n26A-n66A
	CA_n26A-n66A
	n26
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n26A-n66(2A)
	CA_n26A-n66A
	n26
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	CA_n26A-n70A
	CA_n26A-n70A
	n26
	5, 10, 15, 20
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n28A-n41A
	CA_n28A-n41A
	n28
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n28
	5, 10, 15, 20,30
	1

	
	
	n41
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	

	CA_n28A-n77A
	CA_n28A-n77A
	n28
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n28A-n78A
	CA_n28A-n78A
	n28
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n28A-n78(2A)
	CA_n28A-n78A
	n28
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS0
	

	CA_n28A-n79A
	CA_n28A-n79A
	n28
	5, 10, 15, 20, 30
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n29A-n66A
	-
	n29
	5, 10
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	CA_n29A-n66B
	-
	n29
	5, 10
	0

	
	
	n66
	CA_n66B_BCS0
	

	CA_n29A-n66(2A)
	-
	n29
	5, 10
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	CA_n29A-n70A
	-
	n29
	5, 10
	0

	
	
	n70
	5, 10, 15, 201,, 251
	

	CA_n29A-n71A
	-
	n29
	5, 10
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n39A-n41A
	CA_n39A-n41A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n41A-n66A
	-
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	CA_n41A-n71A
	-
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n41A-n79A
	CA_n41A-n79A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n41
	10, 15, 20, 40, 50, 60
	1

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	2

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n41C-n79A
	CA_n41A-n79A
CA_n41C
	n41
	CA_n41C_BCS0
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n46A-n48A
	CA_n46A-n48A
	n46
	20, 40, 60, 80
	0

	
	
	n48
	20
	

	CA_n46B-n48A
	CA_n46A-n48A
	n46
	CA_n46B_BCS0
	0

	
	
	n48
	20
	

	CA_n46C-n48A
	CA_n46A-n48A
	n46
	CA_n46C_BCS0
	0

	
	
	n48
	20
	

	CA_n46D-n48A
	CA_n46A-n48A
	n46
	CA_n46D_BCS0
	0

	
	
	n48
	20
	

	CA_n46A-n66A
	-
	n46
	20, 40, 60, 80
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n48A-n66A
	CA_n48A-n66A
	n48
	5, 10, 15, 20, 40, 501, 601, 801, 901, 1001
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n48
	5, 10, 15, 20, 40, 501, 601, 801, 901, 1001
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n48
	5, 10, 15, 20, 30, 40, 501, 601, 701 , 801, 901, 1001
	2

	
	
	n66
	5, 10, 15, 20, 25, 30, 40,
	

	CA_n48A-n66(2A)
	CA_n48A-n66A
	n48
	5, 10, 15, 20, 30, 40, 501, 601, 701 , 801, 901, 1001
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	CA_n48B-n66A
	CA_n48A-n66A

	n48
	CA_n48B_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n48
	CA_n48B_BCS1
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n48
	CA_n48B_BCS2
	2

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n48(2A)-n66A
	CA_n48A-n66A
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n48
	CA_n48(2A)_BCS0
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n48
	CA_n48(2A)_BCS1
	2

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n48(2A)-n66(2A)
	CA_n48A-n66A
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	CA_n48A-n70A6
	CA_n48A-n70A
	n48
	5, 10, 15, 20, 30, 40, 501, 601, 701 , 801, 901, 1001
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n48(2A)-n70A
	CA_n48A-n70A
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n48B-n70A
	CA_n48A-n70A
	n48
	CA_n48B_BCS2
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n48A-n71A
	CA_n48A-n71A
	n48
	5, 10, 15, 20, 30, 40, 501, 601, 701, 801, 901, 1001
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n48A-n71(2A)
	CA_n48A-n71A
	n48
	5, 10, 15, 20, 30, 40, 501, 601, 701 , 801, 901, 1001
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	CA_n48(2A)-n71A
	CA_n48A-n71A
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n48(2A)-n71(2A)
	CA_n48A-n71A
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	CA_n48B-n71A
	CA_n48A-n71A
	n48
	CA_n48B_BCS2
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n48A-n77A
	n774
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n66A-n70A
	-
	n66
	5, 10, 15, 20, 25
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n66B-n70A
	-
	n66
	CA_n66B_BCS0
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n66(2A)-n70A
	-
	n66
	CA_n66(2A)_BCS0
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n66A-n71A
	CA_n66A-n71A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	5, 10, 15, 20
	

	CA_n66A-n71(2A)
	-
	n66
	5, 10, 15, 20, 40
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	CA_n66A-n71A
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	CA_n71(2A)_BCS0
	

	CA_n66(2A)-n71A
	CA_n66A-n71A
	n66
	CA_n66(2A)_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n66(2A)-n71(2A)
	CA_n66A-n71A
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	CA_n66B-n71A
	CA_n66A-n71A
	n66
	CA_n66B_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n66A-n77A

	-
CA_n66A-n77A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n70A-n71A
	CA_n70A-n71A
	n70
	5, 10, 15, 201, 251
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n70A-n71(2A)
	CA_n70A-n71A
	n70
	5, 10, 15, 201
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	CA_n71A-n77A
	n774
CA_n71A-n77A4
	n71
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n77A-n79A
	-
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n78A-n79A
	-
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	NOTE 1:	This UE channel bandwidth is applicable only to downlink.
NOTE 2:	The minimum requirements for intra-band contiguous or non-contiguous CA apply.
NOTE 3:	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.
NOTE 4:	Power Class 2 is allowed for this uplink combination or single uplink carrier in this downlink/uplink combination
NOTE 5:	Only single uplink carriers with power class other than PC3 are listed.
NOTE 6:	The same configuration applies to corresponding NR-DC configuration in Table 5.5B.1-1. If UE supporting  NR-DC configuration do not support the corresponding CA configuration, NR-DC configuration is used in CA test cases





<<End of changes>>
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