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<Start of Change>
6.2.3_5.5	Test requirements
The maximum output power, derived in step 2 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2.3_5.5-1.
Table 6.2.3_5.5-1: UE Power Class test requirements
	E-UTRA Band
	Class 1 (dBm)
	Tol. (Db)
	Class 2 (dBm)
	Tol. (dB)
	Class 3 (dBm)
	256QAM partial RB allocation Tol. (dB)

	1
	
	
	
	
	23
	+2.7 /
-7.7 

	2
	
	
	
	
	23
	+2.7 / 1,2
-7.7

	3
	
	
	
	
	23
	+2.7 / 1,2
-7.7

	4
	
	
	
	
	23
	+2.7 /
-7.7

	5
	
	
	
	
	23
	+2.7 /
-7.7

	6
	
	
	
	
	23
	+2.7 /
-7.7

	7
	
	
	
	
	23
	+2.7 / 1,2
-7.7

	8
	
	
	
	
	23
	+2.7 / 1,2
-7.7

	9
	
	
	
	
	23
	+2.7 /
-7.7

	10
	
	
	
	
	23
	+2.7 /
-7.7

	11
	
	
	
	
	23
	+2.7 /
-7.7

	12
	
	
	
	
	23
	+2.7 / 1,2
-7.7

	13
	
	
	
	
	23
	+2.7 /
-7.7

	14
	
	
	
	
	23
	+2.7 /
-7.7

	…
	
	
	
	
	
	

	17
	
	
	
	
	23
	+2.7 /
-7.7

	18
	
	
	
	
	23
	+2.7 / 3
-7.7

	19
	
	
	
	
	23
	+2.7 /
-7.7

	20
	
	
	
	
	23
	+2.7 / 1,2
-7.7

	21
	
	
	
	
	23
	+2.7 /
-7.7

	22
	
	
	
	
	23
	+3.0 / 1,2
-9.2-6.5

	23
	
	
	
	
	23
	+2.7 /
-7.7

	24
	
	
	
	
	23
	+2.7 / 1,2
-8.7

	25
	
	
	
	
	23
	+2.7 / 1,2
-7.7

	26
	
	
	
	
	23
	+2.7 / 1,2
-7.7

	27
	
	
	
	
	23
	+2.7 /
-7.7

	28
	
	
	
	
	23
	+2.7 / 
-8.2-5.2

	31
	
	
	
	
	23
	+2.7 /
-7.7

	...
	
	
	
	
	
	

	33
	
	
	
	
	23
	+2.7 /
-7.7

	34
	
	
	
	
	23
	+2.7 /
-7.7

	35
	
	
	
	
	23
	+2.7 /
-7.7

	36
	
	
	
	
	23
	+2.7 /
-7.7

	37
	
	
	
	
	23
	+2.7 /
-7.7

	38
	
	
	
	
	23
	+2.7 /
-7.7

	39
	
	
	
	
	23
	+2.7 /
-7.7

	40
	
	
	
	
	23
	+2.7 /
-7.7

	41
	
	
	
	
	23
	+2.7 / 1,2
-7.7

	42
	
	
	
	
	23
	+3.0 /
-9.0

	43
	
	
	
	
	23
	+3.0 /
-9.0

	44
	
	
	
	
	23
	+2.7 /
[-8.7]

	45
	
	
	
	
	23
	+2.7 /
-7.7

	…
	
	
	
	
	
	

	54
	
	
	
	
	23
	+2.7 /
-7.7

	…
	
	
	
	
	
	

	65
	
	
	
	
	23
	+2.7 /
-7.7 

	66
	
	
	
	
	23
	+2.7 /
-7.7

	…
	
	
	
	
	
	

	70
	
	
	
	
	23
	+2.7 /
-7.7

	72
	
	
	
	
	23
	+2.7 /
-7.7

	…
	
	
	
	
	
	

	74
	
	
	
	
	23
	+2.7 /
-7.7

	85
	
	
	
	
	23
	+2.7 / 1,2
-7.7

	87
	
	
	
	
	23
	+2.7 /
-7.7

	88
	
	
	
	
	23
	+2.7 /
-7.7

	Note 1:	For transmission bandwidths (Figure 5.4.2-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB.
Note 2:	For the UE maximum output power modified by MPR, the power limits specified in Table 6.2.5.3-1 apply
Note 3:	For a UE that supports both Band 18 and Band 26, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5dB for transmission bandwidths confined within 815 MHz and 818 MHz



<End of Change>

