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8.1.6.1.2.16	Logged MDT / RRC_IDLE / sig-based logged MDT
8.1.6.1.2.16.1	Test Purpose (TP)
(1)
with { UE in NR RRC_IDLE state with logged measurements available for NR and T330 timer is running }
ensure that {
  when { The sigLoggedMeasType is included in VarLogMeasReport }
    then { UE includes the sigLogMeasConfigAvailable set to true in the RRCSetupComplete message after receiving an RRCSetup message }
            }


8.1.6.1.2.16.2	Conformance requirements
References: The conformance requirements covered in the present test case are specified in: TS 38.331, clause 5.3.3.4. Unless otherwise stated these are Rel-17 requirements.
[TS 38.331, clause 5.3.3.4]
The UE shall perform the following actions upon reception of the RRCSetup:
……
1>	set the content of RRCSetupComplete message as follows:
……
2>	if the UE has logged measurements available for NR and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
3>	include the logMeasAvailable in the RRCSetupComplete message;
3>	if Bluetooth measurement results are included in the logged measurements the UE has available for NR:
4>	include the logMeasAvailableBT in the RRCSetupComplete message;
3>	if WLAN measurement results are included in the logged measurements the UE has available for NR:
4>	include the logMeasAvailableWLAN in the RRCSetupComplete message;
2>	if the sigLoggedMeasType in VarLogMeasReport is included:
3>	if T330 timer is running and the logged measurements configuration is for NR:
4>	set sigLogMeasConfigAvailable to true in the RRCSetupComplete message;
3>	else:
4>	if the UE has logged measurements available for NR:
5>	set sigLogMeasConfigAvailable to false in the RRCSetupComplete message;
……

8.1.6.1.2.16.3	Test description
8.1.6.1.2.16.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1.
UE:
-	None
Preamble:
-	The UE is in state 3N-A as defined in TS 38.508-1 [4], subclause 4.4A on NR Cell 1.
8.1.6.1.2.16.3.2	Test procedure sequence
Table 8.1.6.1.2.16.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an LoggedMeasurementConfiguration message with sigLoggedMeasType set to ‘true’.
	<--
	LoggedMeasurementConfiguration
	-
	-

	2
	The SS transmits a RRCRelease message.
	<--
	NR RRC: RRCRelease
	-
	-

	3
	Wait 30 seconds for the UE to perform the logging at regular time intervals.
	-
	-
	-
	-

	4-5
	Steps 1 to 3 of the generic procedure in TS 38.508-1 [4], Table 4.5.4.2-3 are performed.
	-
	-
	-
	-

	7
	Check: Does the UE transmit an RRCSetupComplete message including sigLogMeasConfigAvailable IE set it to true when T330 is running? 
	-->
	NR RRC: RRCSetupComplete

	1
	P



8.1.6.1.2.16.3.3	Specific message contents
Table 8.1.6.1.2.16.3.3-1: LoggedMeasurementConfiguration (step 1, Table 8.1.6.1.2.16.3.2-1)
	Derivation Path: TS 38.508-1 Table 4.6.1-5AA

	Information Element
	Value/remark
	Comment
	Condition

	LoggedMeasurementConfiguration-r16 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    loggedMeasurementConfiguration-r16 SEQUENCE {
	
	
	

	      reportType CHOICE {
	
	
	

	        periodical SEQUENCE {
	
	
	

	          loggingInterval-r16
	ms61440
	61.44s
	

	        }
	
	
	

	      }
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        LoggedMeasurementConfiguration-v1700-IEs
	LoggedMeasurementConfiguration-v1700-IEs with condition SigLogMDT
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.1.2.16.3.3-2: RRCSetupComplete (step 7, Table 8.1.6.1.2.16.3.2-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-22

	Information Element
	Value/remark
	Comment
	Condition

	RRCSetupComplete ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcSetupComplete SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        ue-MeasurementsAvailable-r16
	UE-MeasurementsAvailable-r16 with condition sig_LOG
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
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