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<< Start of changes >>
16.4.1.1	NR SA FR1 NR UE Transmit Timing Test for FR1 for 1Rx RedCap UE
16.4.1.1.1	Test purpose
The purpose of this test is to verify that the UE can follow frame timing change of the connected gNodeb and that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the specified limits. This test will verify the requirements in 38.133 [6] clause 7.1A.2.
16.4.1.1.2	Test applicability
This test applies to all types of NR RedCap UE with 1Rx from Release 17 onwards.
16.4.1.1.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 16.4.1.0.1.
The normative reference for this requirement is TS.38.133 [6] clause A.16.4.1.1
16.4.1.1.4	Test Description
16.4.1.1.4.1	Initial Conditions
Same as the initial conditions given in clause 6.4.1.1.4.1 with following exceptions:
-	Table 6.4.1.1.4.1-1 is replaced by Table 16.4.1.1.4.1-1.
-	Table 6.4.1.1.4.1-2 is replaced by Table 16.4.1.1.4.1-2
Table 16.4.1.1.4.1-1: Supported test configurations for FR1 PCell
	Configuration
	Description

	16.4.1.1-1
	NR FDD, SSB SCS 15 kHz, data SCS 15 kHz, BW 10 MHz

	16.4.1.1-2
	NR TDD, SSB SCS 15 kHz, data SCS 15 kHz, BW 10 MHz

	16.4.1.1-3
	NR TDD, SSB SCS 30 kHz, data SCS 30 kHz, BW 20 MHz

	16.4.1.1-4
	NR HD-FDD, SSB SCS 15 kHz, data SCS 15 kHz, BW 10 MHz

	Note:	The UE is only required to be tested in one of the supported test configurations 



Table 16.4.1.1.4.1-2: Initial conditions for NR SA FR1 transmit timing accuracy
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.4-1 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the test configuration selected from Table 16.3.2.3.1.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.1.8.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.2.2.1
	

	Exceptions to connection diagram
	
	



16.4.1.1.4.2	Test procedure
Same as the test procedure given in clause 6.4.1.1.4.2.
16.4.1.1.4.3	Message contents
Same as the message contents given in clause 6.4.1.1.4.3.
16.4.1.1.5	Test Requirements
Same as the test Requirements given in clause 6.4.1.1.5 with following exceptions:
-	Table 6.4.1.1.5-1 is replaced by Table 16.4.1.1.5-1.
Table 16.4.1.1.5-1: Cell Specific Test Parameters for UL Transmit Timing test
	Parameter
	Unit
	Config
	Test1
	Test2

	SSB ARFCN
	
	1,2,3
	Freq1
	Freq1

	TDD configuration
	
	1,4
	Not Applicable

	
	
	2
	TDDConf.1.1

	
	
	3
	TDDConf.2.1

	BWchannel
	MHz
	1,2,4
	10: NRB,c = 52

	
	
	3
	20: NRB,c = 51

	Initial BWP Configuration
	
	1,2,3,4
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP Configuration
	
	1,2,3,4
	DLBWP.1.1
ULBWP.1.1

	DRX Cycle
	ms
	1,2,3,4
	N/A
	DRX.8Note5

	PDSCH Reference measurement channel
	
	1,4
	SR.1.1 FDD

	
	
	2
	SR.1.1 TDD

	
	
	3
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	
	1,4
	CR.1.1 FDD

	
	
	2
	CR.1.1 TDD

	
	
	3
	CR.2.1 TDD

	Dedicated CORESET Reference 
	
	1,4
	CCR.1.1 FDD

	Channel
	
	2
	CCR.1.1 TDD

	
	
	3
	CCR.2.1 TDD

	OCNG Patterns
	
	1,2,3,4
	OP.1

	SSB configuration
	
	1,2,4
	SSB.1 FR1

	
	
	3
	SSB.1 RedCap FR1

	SMTC Configuration
	
	1,2,4
	SMTC.1

	
	
	3
	SMTC.2

	TRS configuration
	
	1,4
	TRS.1.1 FDD

	
	
	2
	TRS.1.1 TDD

	
	
	3
	TRS.1.2 TDD

	EPRE ratio of PSS to SSS
	dB
	1,2,3,4
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS Note 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	
Note2
	dBm/15 kHz
	1,2,3,4
	-98
	-98

	
Note2
	dBm/SCS
	1,2,4
	-98
	-98

	
	
	3
	-95
	-95

	

	
	1,2,3,4
	3.3
	3.3

	

	
	1,2,3,4
	3.3 Note 7
	3.3 Note 7

	SS-RSRPNote3
	dBm/SCS
	1,2,4
	-94.7
	-94.7

	
	
	3
	-91.7
	-91.7

	IoNote3
	dBm/9.36MHz
	1,2,4
	-65.08
	-65.08

	
	dBm/18.36MHz
	3
	-62.16
	-62.16

	Propagation condition
	
	1,2,3,4
	AWGN

	SRS Config
	
	1,2,4
	SRSConf.1Note6
	SRSConf.3Note6

	
	
	3
	SRSConf.1Note6
	SRSConf.2Note6

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	DRX related parameters are given in Table A.5-1
Note 6:	SRS configs are given in Table 16.4.1.1.5-2
Note 7:	With the test tolerance given in Annex F.



Table 16.4.1.1.5-2: SRS Configuration for Timing Accuracy Test
	
	Field
	SRSConf.1
	SRSConf.2
	SRSConf.3
	Comments

	SRS-ResourceSet
	srs-ResourceSetId
	0
	0
	0
	

	
	srs-ResourceIdList
	0
	0
	0
	

	
	resourceType
	Periodic
	Periodic
	Periodic
	

	
	Usage
	Codebook
	Codebook
	Codebook
	

	SRS-Resource
	SRS-ResourceId
	0
	0
	0
	

	
	nrofSRS-Ports
	Port1
	Port1
	Port1
	

	
	transmissionComb 
	n2
	n2
	n2
	

	
	combOffset-n2
	0
	0
	0
	

	
	cyclicShift-n2
	0
	0
	0
	

	
	resourceMapping
startPosition
	0
	0
	0
	

	
	resourceMapping
nrofSymbols	
	n1
	n1
	n1
	

	
	resourceMapping
repetitionFactor
	n1
	n1
	n1
	

	
	freqDomainPosition
	0
	0
	0
	

	
	freqDomainShift
	0
	0
	0
	

	
	freqHopping
c-SRS
	12 for test configuration 1,2, 3
	12
	12
	

	
	freqHopping
b-SRS
	0
	0
	0
	

	
	freqHopping
b-hop
	0
	0
	0
	

	
	groupOrSequenceHopping
	Neither
	Neither
	Neither
	

	
	resourceType
	Periodic
	Periodic
	Periodic
	

	
	periodicityAndOffset-p
	sl1, 0
	sl640, 0
	sl320, 0
	Offset to align with DRx periodicity 

	
	sequenceId
	0
	0
	0
	Any 10 bit number



16.4.1.2	NR SA FR1 NR UE Transmit Timing Test for FR1 for 2Rx RedCap UE
16.4.1.2.1	Test purpose
The purpose of this test is to verify that the UE can follow frame timing change of the connected gNodeb and that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the specified limits. This test will verify the requirements in 38.133 [6] clause 7.1A.2.
16.4.1.2.2	Test applicability
This test applies to all types of NR RedCap UE with 2Rx from Release 17 onwards.
16.4.1.2.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 16.4.1.0.1.
The normative reference for this requirement is TS.38.133 [6] clause A.16.4.1.2
16.4.1.2.4	Test Description
16.4.1.2.4.1	Initial Conditions
Same as the initial conditions given in clause 6.4.1.1.4.1 with following exceptions:
-	Table 6.4.1.1.4.1-1 is replaced by Table 16.4.1.2.4.1-1.
-	Table 6.4.1.1.4.1-2 is replaced by Table 16.4.1.2.4.1-2
Table 16.4.1.2.4.1-1: Supported test configurations for FR1 PCell
	Configuration
	Description

	16.4.1.2-1
	NR FDD, SSB SCS 15 kHz, data SCS 15 kHz, BW 10 MHz

	16.4.1.2-2
	NR TDD, SSB SCS 15 kHz, data SCS 15 kHz, BW 10 MHz

	16.4.1.2-3
	NR TDD, SSB SCS 30 kHz, data SCS 30 kHz, BW 20 MHz

	16.4.1.2-4
	NR HD-FDD, SSB SCS 15 kHz, data SCS 15 kHz, BW 10 MHz

	Note:	The UE is only required to be tested in one of the supported test configurations 



Table 16.4.1.2.4.1-2: Initial conditions for NR SA FR1 transmit timing accuracy
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.4-1 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the test configuration selected from Table 16.3.2.3.1.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.1.7.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.2.3.4
	

	Exceptions to connection diagram
	Without LTE link
	



16.4.1.2.4.2	Test procedure
Same as the test procedure given in clause 6.4.1.1.4.2.
16.4.1.2.4.3	Message contents
Same as the message contents given in clause 6.4.1.1.4.3.
16.4.1.2.5	Test Requirements
Same as the test Requirements given in clause 6.4.1.1.5 with following exceptions:
-	Table 6.4.1.1.5-1 is replaced by Table 16.4.1.2.5-1.
Table 16.4.1.2.5-1: Cell Specific Test Parameters for UL Transmit Timing test
	Parameter
	Unit
	Config
	Test1
	Test2

	SSB ARFCN
	
	1,2,3
	Freq1
	Freq1

	TDD configuration
	
	1,4
	Not Applicable

	
	
	2
	TDDConf.1.1

	
	
	3
	TDDConf.2.1

	BWchannel
	MHz
	1,2,4
	10: NRB,c = 52

	
	
	3
	20: NRB,c = 51

	Initial BWP Configuration
	
	1,2,3,4
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP Configuration
	
	1,2,3,4
	DLBWP.1.1
ULBWP.1.1

	DRX Cycle
	ms
	1,2,3,4
	N/A
	DRX.8Note5

	PDSCH Reference measurement channel
	
	1,4
	SR.1.1 FDD

	
	
	2
	SR.1.1 TDD

	
	
	3
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	
	1,4
	CR.1.1 FDD

	
	
	2
	CR.1.1 TDD

	
	
	3
	CR.2.1 TDD

	Dedicated CORESET Reference 
	
	1,4
	CCR.1.1 FDD

	Channel
	
	2
	CCR.1.1 TDD

	
	
	3
	CCR.2.1 TDD

	OCNG Patterns
	
	1,2,3,4
	OP.1

	SSB configuration
	
	1,2,4
	SSB.1 FR1

	
	
	3
	SSB.1 RedCap FR1

	SMTC Configuration
	
	1,2,4
	SMTC.1

	
	
	3
	SMTC.2

	TRS configuration
	
	1,4
	TRS.1.1 FDD

	
	
	2
	TRS.1.1 TDD

	
	
	3
	TRS.1.2 TDD

	EPRE ratio of PSS to SSS
	dB
	1,2,3,4
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS Note 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	
Note2
	dBm/15 kHz
	1,2,3,4
	-98
	-98

	
Note2
	dBm/SCS
	1,2,4
	-98
	-98

	
	
	3
	-95
	-95

	

	
	1,2,3,4
	3.3
	3.3

	

	
	1,2,3,4
	3.3 Note 7
	3.3 Note 7

	SS-RSRPNote3
	dBm/SCS
	1,2,4
	-94.7
	-94.7

	
	
	3
	-91.7
	-91.7

	IoNote3
	dBm/9.36MHz
	1,2,4
	-65.08
	-65.08

	
	dBm/18.36MHz
	3
	-62.16
	-62.16

	Propagation condition
	
	1,2,3,4
	AWGN

	SRS Config
	
	1,2,4
	SRSConf.1Note6
	SRSConf.3Note6

	
	
	3
	SRSConf.1Note6
	SRSConf.2Note6

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	DRX related parameters are given in Table A.5-1
Note 6:	SRS configs are given in Table 16.4.1.1.5-2
Note 7:	With the test tolerance given in Annex F.



[bookmark: _Hlk134452801]<< Skip unchanged texts >>
16.4.3.1	NR SA FR1 SA FR1 timing advance adjustment accuracy for 1 Rx UE
16.4.3.1.1	Test purpose
To verify UE timing advance adjustment delay and accuracy requirement defined in TS 38.133 [6] clause 7.3A.
16.4.3.1.2	Test applicability
This test applies to all types of NR RedCap UE with 1 Rx from Release 17 onwards. 
16.4.3.1.3	Minimum conformance requirement
The minimum conformance requirements are specified in clause 16.4.3.0.
The normative reference for this requirement is TS 38.133 [6] clause A.16.4.3.1.
16.4.3.1.4	Test description
16.4.3.1.4.1	Initial conditions
Same as the initial conditions given in sub-clause 6.4.3.1.4.1 with following exceptions:
-	Table 6.4.3.1.4.1-1 is replaced by Table 16.4.3.1.4.1-1.
-	Table 6.4.3.1.4.1-2 is replaced by Table 16.4.3.1.4.1-2.
-	Table 6.4.3.1.4.1-3 is replaced by Table 16.4.3.1.4.1-3.
Table 16.4.3.1.4.1-1: Supported test configurations
	Config
	Description

	16.4.3.1-1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	16.4.3.1-2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	16.4.3.1-3
	NR 30 kHz SSB SCS, 20 MHz bandwidth, TDD duplex mode

	16.4.3.1-4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, HD-FDD duplex mode

	Note: The UE is only required to be tested in one of the supported test configurations



Table 16.4.3.1.4.1-2: Initial conditions
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.14-1 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the test configuration selected from Table 16.4.3.1.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.1.8.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.2.2.1
	

	Exceptions to connection diagram
	Without LTE link
	



Table 16.4.3.1.4.1-3: General test parameters
	Parameter
	Unit
	Value
	Comment

	RF channel number
	
	1
	

	Initial DL BWP
	
	DLBWP.0.1
	As specified in Table A.8.1-1

	Dedicated DL BWP
	
	DLBWP.1.1
	As specified in Table A.8.1-2

	Initial UL BWP
	
	ULBWP.0.1
	As specified in Table A.8.2-1

	Dedicated UL BWP
	
	ULBWP.1.1
	As specified in Table A.8.2-2

	Timing Advance Command (TA) value during T1
	
	31
	NTA_new = NTA_old  for the purpose of establishing a reference value from which the timing advance adjustment accuracy can be measured during T2

	Timing Advance Command (TA) value during T2
	
	39
	For SCS = 15kHz : NTA_new = NTA_old  + 8192*Tc 
For SCS = 30kHz : NTA_new = NTA_old  + 4096*Tc (based on equation in TS 38.213 [8] clause 4.2)

	T1
	s
	5
	

	T2
	s
	5
	



16.4.3.1.4.2	Test Procedure
Same as the test procedure given in sub-clause 6.4.3.1.4.2.
16.4.3.1.4.3	Message Contents
Same as the message contents specified in sub-clause 6.4.3.1.4.3.
16.4.3.1.5	Test Requirement
Same as the test requirements given in sub-clause 6.4.3.1.5 with following exceptions:
-	Table 6.4.3.1.5-1 is replaced by Table 16.4.3.1.5-1.
-	Table 6.4.3.1.5-2 is replaced by Table 16.4.3.1.5-2.
-	Table 6.4.3.1.5-3 is replaced by Table 16.4.3.1.5-3.
Table 16.4.3.1.5-1: Cell specific test parameters
	Parameter
	Unit
	Test1

	
	
	T1
	T2

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	
	Config 4
	
	HD-FDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	20: NRB,c = 51 

	BWP BW
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	20: NRB,c = 51 

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD 

	
	Config 2
	
	SR.1.1 TDD

	
	Config 3
	
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD

	
	Config 2
	
	CR.1.1 TDD

	
	Config 3
	
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	Config 1,4
	
	CCR.1.1 FDD

	
	Config 2
	
	CCR.1.1 TDD

	
	Config 3
	
	CCR.2.1 TDD

	TRS Configuration
	Config 1,4
	
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.2 TDD

	OCNG Patterns
	
	OP.1

	SMTC configuration
	Config 1,2,4
	
	SMTC.1 FR1

	
	Config 3
	
	SMTC.2 FR1

	SSB configuration
	Config 1,2,4
	
	SSB.1 FR1

	
	Config 3
	
	SSB.1 RedCap FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	PUCCH/PUSCH subcarrier spacing
	Config 1,2,4
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS Note 1
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	

	
Note2
	dBm/15kHz
	-98

	
Note2
	Config 1,2,4
	dBm/SCS
	-98

	
	Config 3
	
	-95

	

	dB
	3

	

	dB
	3

	IoNote3
	Config 1,2,4
	dBm/9.36MHz
	-67.57

	
	Config 3
	dBm/18.36MHz
	-65.76

	Propagation condition
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table 16.4.3.1.5-2: Sounding Reference Symbol Configuration
	Field
	Value
	Comment

	c-SRS
	Config 1,2,4
	12
	Frequency hopping is disabled

	
	Config 3
	24
	

	b-SRS
	0
	

	b-hop
	0
	

	c-SRS
	12
	Frequency hopping is disabled

	b-SRS
	0
	

	b-hop
	0
	

	freqDomainPosition
	0
	Frequency domain position of SRS

	freqDomainShift
	0
	

	groupOrSequenceHopping
	neither
	No group or sequence hopping

	SRS-PeriodicityAndOffset
	Config 1,2,4
	sl5=2
	Once every 5 slots

	
	Config 3
	sl5=4
	

	pathlossReferenceRS
	ssb-Index=0
	SSB #0 is used for SRS path loss estimation

	usage
	Codebook
	Codebook based UL transmission

	startPosition
	0
	resourceMapping setting. SRS on last symbol of slot, and 1symbols for SRS without repetition.

	nrofSymbols
	n1
	

	repetitionFactor
	n1
	

	combOffset-n2
	0
	transmissionComb setting

	cyclicShift-n2
	0
	

	nrofSRS-Ports
	port1
	Number of antenna ports used for SRS transmission

	Note: For further information see clause 6.3.2 in TS 38.331.



Table 16.4.3.1.5-3: UE Timing Advance adjustment accuracy
	Sub Carrier Spacing, SCS kHz
	15
	30

	UE Timing Advance adjustment accuracy
	±344 Tc
	±344 Tc



16.4.3.2	NR SA FR1 SA FR1 timing advance adjustment accuracy for 2 Rx UE
16.4.3.2.1	Test purpose
To verify UE timing advance adjustment delay and accuracy requirement defined in TS 38.133 [6] clause 7.3A.
16.4.3.2.2	Test applicability
This test applies to all types of NR RedCap UE with 2 Rx from Release 17 onwards. 
16.4.3.2.3	Minimum conformance requirement
The minimum conformance requirements are specified in clause 16.4.3.0.
The normative reference for this requirement is TS 38.133 [6] clause A.16.4.3.2.
16.4.3.2.4	Test description
16.4.3.2.4.1	Initial conditions
Same as the initial conditions given in sub-clause 6.4.3.1.4.1 with following exceptions:
-	Table 6.4.3.1.4.1-1 is replaced by Table 16.4.3.2.4.1-1.
-	Table 6.4.3.1.4.1-2 is replaced by Table 16.4.3.2.4.1-2.
-	Table 6.4.3.1.4.1-3 is replaced by Table 16.4.3.2.4.1-3.
Table 16.4.3.2.4.1-1: Supported test configurations
	Config
	Description

	16.4.3.2-1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	16.4.3.2-2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	16.4.3.2-3
	NR 30 kHz SSB SCS, 20 MHz bandwidth, TDD duplex mode

	16.4.3.2-4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, HD-FDD duplex mode

	Note: The UE is only required to be tested in one of the supported test configurations



Table 16.4.3.2.4.1-2: Initial conditions
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.14-1 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the test configuration selected from Table 16.4.3.2.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.1.8.2
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.2.3.1
	

	Exceptions to connection diagram
	Without LTE link
	



Table 16.4.3.2.4.1-3: General test parameters
	Parameter
	Unit
	Value
	Comment

	RF channel number
	
	1
	

	Initial DL BWP
	
	DLBWP.0.1
	As specified in Table A.8.1-1

	Dedicated DL BWP
	
	DLBWP.1.1
	As specified in Table A.8.1-2

	Initial UL BWP
	
	ULBWP.0.1
	As specified in Table A.8.2-1

	Dedicated UL BWP
	
	ULBWP.1.1
	As specified in Table A.8.2-2

	Timing Advance Command (TA) value during T1
	
	31
	NTA_new = NTA_old  for the purpose of establishing a reference value from which the timing advance adjustment accuracy can be measured during T2

	Timing Advance Command (TA) value during T2
	
	39
	For SCS = 15kHz : NTA_new = NTA_old  + 8192*Tc 
For SCS = 30kHz : NTA_new = NTA_old  + 4096*Tc (based on equation in TS38.213 section 4.2)

	T1
	s
	5
	

	T2
	s
	5
	



16.4.3.2.4.2	Test Procedure
Same as the test procedure given in sub-clause 6.4.3.1.4.2.
16.4.3.2.4.3	Message Contents
Same as the message contents specified in sub-clause 6.4.3.1.4.3.
16.4.3.2.5	Test Requirement
Same as the test requirements given in sub-clause 6.4.3.1.5 with following exceptions:
-	Table 6.4.3.1.5-1 is replaced by Table 16.4.3.2.5-1.
-	Table 6.4.3.1.5-2 is replaced by Table 16.4.3.2.5-2.
-	Table 6.4.3.1.5-3 is replaced by Table 16.4.3.2.5-3.
Table 16.4.3.2.5-1: Cell specific test parameters
	Parameter
	Unit
	Test1

	
	
	T1
	T2

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	
	Config 4
	
	HD-FDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	20: NRB,c = 51 

	BWP BW
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	20: NRB,c = 51 

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD 

	
	Config 2
	
	SR.1.1 TDD

	
	Config 3
	
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD

	
	Config 2
	
	CR.1.1 TDD

	
	Config 3
	
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	Config 1,4
	
	CCR.1.1 FDD

	
	Config 2
	
	CCR.1.1 TDD

	
	Config 3
	
	CCR.2.1 TDD

	TRS Configuration
	Config 1,4
	
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.2 TDD

	OCNG Patterns
	
	OP.1

	SMTC configuration
	Config 1,2,4
	
	SMTC.1 FR1

	
	Config 3
	
	SMTC.2 FR1

	SSB configuration
	Config 1,2,4
	
	SSB.1 FR1

	
	Config 3
	
	SSB.1 RedCap FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	PUCCH/PUSCH subcarrier spacing
	Config 1,2,4
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS Note 1
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	

	
Note2
	dBm/15kHz
	-98

	
Note2
	Config 1,2,4
	dBm/SCS
	-98

	
	Config 3
	
	-95

	

	dB
	3

	

	dB
	3

	IoNote3
	Config 1,2,4
	dBm/9.36MHz
	-67.57

	
	Config 3
	dBm/18.36MHz
	-65.76

	Propagation condition
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table 16.4.3.2.5-2: Sounding Reference Symbol Configuration
	Field
	Value
	Comment

	c-SRS
	Config 1,2,4
	12
	Frequency hopping is disabled

	
	Config 3
	24
	

	b-SRS
	0
	

	b-hop
	0
	

	c-SRS
	12
	Frequency hopping is disabled

	b-SRS
	0
	

	b-hop
	0
	

	freqDomainPosition
	0
	Frequency domain position of SRS

	freqDomainShift
	0
	

	groupOrSequenceHopping
	neither
	No group or sequence hopping

	SRS-PeriodicityAndOffset
	Config 1,2,4
	sl5=2
	Once every 5 slots

	
	Config 3
	sl5=4
	

	pathlossReferenceRS
	ssb-Index=0
	SSB #0 is used for SRS path loss estimation

	usage
	Codebook
	Codebook based UL transmission

	startPosition
	0
	resourceMapping setting. SRS on last symbol of slot, and 1symbols for SRS without repetition.

	nrofSymbols
	n1
	

	repetitionFactor
	n1
	

	combOffset-n2
	0
	transmissionComb setting

	cyclicShift-n2
	0
	

	nrofSRS-Ports
	port1
	Number of antenna ports used for SRS transmission

	Note: For further information see clause 6.3.2 in TS 38.331.



Table 16.4.3.2.5-3: UE Timing Advance adjustment accuracy
	Sub Carrier Spacing, SCS kHz
	15
	30

	UE Timing Advance adjustment accuracy
	±344 Tc
	±344 Tc



<< Skip unchanged texts >>
16.5.3.1.1	NR SA FR1 DCI-based DL active BWP switch in non-DRX for 1 Rx UE
Editor’s Notes: This test case is incomplete in following aspects:
-	TT analysis is missing.
-	Test Applicability in TS 38.522 is FFS.
16.5.3.1.1.1	Test purpose
The purpose of this test is to verify the DL BWP switch delay requirement for 1Rx RedCap defined in TS 38.133 [6] clause 8.6A.
16.5.3.1.1.2	Test applicability
This test applies to all types of NR RedCap UE with 1 RX from Release 17 onwards supporting BWP adaptation of at least 2 BWPs, DCI and timer-based active BWP switching delay Type1 or Type2.
16.5.3.1.1.3	Minimum conformance requirement
The minimum conformance requirements are specified in clause 16.5.3.0.1 and 16.5.3.0.2.
The normative reference for this requirement is TS 38.133 [6] clause A.16.5.3.1.1.
16.5.3.1.1.4	Test description
Same as the test description given in clause 6.5.6.1.2.4. 
16.5.3.1.1.4.1	Initial conditions
Same as the initial conditions given in clause 6.5.6.1.2.4.1 with following exceptions:
-	Table 6.5.6.1.2.4.1-1 is replaced by Table 16.5.3.1.1.4.1-1.
-	Table 6.5.6.1.2.4.1-2 is replaced by Table 16.5.3.1.1.4.1-2.
-	Table 6.5.6.1.2.4.1-3 is replaced by Table 16.5.3.1.1.4.1-3.
Table 16.5.3.1.1.4.1-1: Supported test configurations for NR SA FR1 DCI-based DL active BWP switch in non-DRX for 1 Rx UE
	Configuration
	Description

	16.5.3.1.1-1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	16.5.3.1.1-2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	16.5.3.1.1-3
	30 kHz SSB SCS, 20 MHz bandwidth, TDD duplex mode

	16.5.3.1.1-4
	15 kHz SSB SCS, 10 MHz bandwidth, HD-FDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table 16.5.3.1.1.4.1-2: Initial conditions for NR SA FR1 DCI-based DL active BWP switch in non-DRX for 1 Rx UE
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.14-1 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the test configuration selected from Table 16.5.3.1.1.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2

	Connection Diagram
	TE Part
	A.3.1.8.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.2.2.1
	

	Exceptions to connection diagram
	
	



Table 16.5.3.1.1.4.1-3: General test parameters for NR SA FR1 DCI-based DL active BWP switch in non-DRX for 1 Rx UE
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1
	One NR radio channel is used for this test

	Active Cell
	
	Cell 1
	Cell1 on RF channel number 1.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	bwp-InactivityTimer
	ms
	200
	

	T1
	s
	0.2
	

	T2
	s
	0.2
	

	T3
	s
	0.2
	



16.5.3.1.1.4.2	Test Procedure
Same as the test procedure given in clause 6.5.6.1.2.4.2.
16.5.3.1.1.4.3	Message Contents
Same as the message contents given in clause 6.5.6.1.2.4.3.
16.5.3.1.1.5	Test Requirement
Tables 16.5.3.1.1.4.1-3 and 16.5.3.1.1.5-1 define the primary level settings including test tolerances.
Table 16.5.3.1.1.5-1: Cell specific test parameters for NR SA FR1 DCI-based DL active BWP switch in non-DRX for 1 Rx UE
	Parameter
	Unit
	Cell 1

	Frequency Range
	
	FR1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	
	10 MHz: NRB,c = 52

	
	Config 2
	
	10 MHz: NRB,c = 52

	
	Config 3
	
	20 MHz: NRB,c = 51 

	
	Config 4
	
	10 MHz: NRB,c = 52

	Active BWP ID
	
	1, 2

	Initial DL BWP Configuration
	Config 1,2,3,4
	
	DLBWP.0.2 Note 4

	Active DL BWP-1 Configuration
	Config 1,2,3,4
	
	DLBWP.1.1 Note 4

	Active DL BWP-2 Configuration
	Config 1,2,3,4
	
	DLBWP.1.1 RedCap Note 4

	Initial UL BWP Configuration
	Config 1,2,3,4
	
	ULBWP.0.2 Note 4

	Active UL BWP-1 Configuration
	Config 1,2,3,4
	
	ULBWP.1.1 Note 4

	Active UL BWP-2 Configuration
	Config 1,4
	
	N/A

	
	Config 2,3
	
	ULBWP.1.1 RedCap Note 4

	PDSCH Reference measurement channel
	Config 1,4
	
	SR.1.1 FDD

	
	Config 2
	
	SR.1.1 TDD

	
	Config 3
	
	SR.2.1 TDD

	RMSI CORESET parameters
	Config 1,4
	
	CR.1.1 FDD

	
	Config 2
	
	CR.1.1 TDD

	
	Config 3
	
	CR.2.1 TDD

	Dedicated CORESET parameters
	Config 1,4
	
	CCR.1.2 FDD

	
	Config 2
	
	CCR.1.2 TDD

	
	Config 3
	
	CCR.2.4 TDD

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Config 1,2,4
	
	SSB.1 FR1

	
	Config 3
	
	SSB.1 RedCap FR1

	SMTC Configuration
	
	
	SMTC.1 

	Correlation Matrix and Antenna Configuration
	
	1x1 Low

	TRS Configuration
	Config 1,4
	
	TRS.1.1 FDD

	
	Config 2,5
	
	TRS.1.1 TDD

	
	Config 3,6
	
	TRS.1.2 TDD

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	Config 1,2,4
	dBm/SCS
	-104+TT

	
	Config 3
	
	-101+TT

	NocNote 2
	dBm/15kHz
	-104+TT

	SS-RSRP Note 3
	Config 1,2,4
	dBm/SCS
	-87+TT

	
	Config 3
	
	-84+TT

	Ês/Iot
	dB
	17+TT

	Ês/Noc
	dB
	17+TT

	IoNote3
	Config 1,2,4
	dBm/
9.36MHz
	-58.96+TT

	
	Config 3
	dBm/
38.16MHz
	-52.86+TT

	Propagation Condition 
	
	AWGN

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.1 RedCap is linked with ULBWP.1.1 RedCap defined in clause 12 of TS 38.213 [8].



During T1, the UE shall start to send the ACK/NACK for Cell 1 from the first UL slot that occurs after the beginning of DL slot (i+TBWPswitchDelay+k1).
During T3, the UE shall start to send the ACK/NACK for Cell 1 from the first UL slot that occurs after the beginning of DL slot (j+TBWPswitchDelay+k1).
Where, k1 is the timing between DL data receiving and acknowledgement as specified in [12]. 
Depending on UE capability bwp-SwitchingDelay [13], UE shall finish BWP switch within the time duration TBWPswitchDelay defined in Table 16.5.3.1.0.1-1.
All of the above test requirements shall be fulfilled in order for the observed Cell1 active BWP switch delay to be counted as correct. 
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	During T1, T3 if there are no uplink resources for reporting the ACK/NACK in the first UL slot that occurs after beginning of DL slot (i+TBWPswitchDelay+k1), (j+TBWPswitchDelay+k1), then the UE shall use the next available uplink resource for reporting the corresponding ACK/NACK.
16.5.3.1.2	NR SA FR1 DCI-based DL active BWP switch in non-DRX for 2 Rx UE
Editor’s Notes: This test case is incomplete in following aspects:
-	TT analysis is missing.
-	Test Applicability in TS 38.522 is FFS.
16.5.3.1.2.1	Test purpose
The purpose of this test is to verify the DL BWP switch delay requirement for 2Rx RedCap defined in TS 38.133 [6] clause 8.6A.
16.5.3.1.2.2	Test applicability
This test applies to all types of NR RedCap UE with 2 RX from Release 17 onwards supporting BWP adaptation of at least 2 BWPs, DCI and timer-based active BWP switching delay Type1 or Type2.
16.5.3.1.2.3	Minimum conformance requirement
The minimum conformance requirements are specified in clause 
The normative reference for this requirement is TS 38.133 [6] clause A.16.5.3.1.2.
16.5.3.1.2.4	Test description
Same as the test description given in clause 6.5.6.1.2.4. 
16.5.3.1.2.4.1	Initial conditions
Same as the initial conditions given in clause 6.5.6.1.2.4.1 with following exceptions:
-	Table 6.5.6.1.2.4.1-1 is replaced by Table 16.5.3.1.2.4.1-1.
-	Table 6.5.6.1.2.4.1-2 is replaced by Table 16.5.3.1.2.4.1-2.
-	Table 6.5.6.1.2.4.1-3 is replaced by Table 16.5.3.1.2.4.1-3.
Table 16.5.3.1.2.4.1-1: Supported test configurations for NR SA FR1 DCI-based DL active BWP switch in non-DRX for 2 Rx UE
	Configuration
	Description

	16.5.3.1.2-1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	16.5.3.1.2-2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	16.5.3.1.2-3
	30 kHz SSB SCS, 20 MHz bandwidth, TDD duplex mode

	16.5.3.1.2-4
	15 kHz SSB SCS, 10 MHz bandwidth, HD-FDD duplex mode,

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table 16.5.3.1.2.4.1-2: Initial conditions for NR SA FR1 DCI-based DL active BWP switch in non-DRX for 2 Rx UE
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.14-1 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the test configuration selected from Table 16.5.3.1.2.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2

	Connection Diagram
	TE Part
	A.3.1.8.2
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.2.3.4
	

	Exceptions to connection diagram
	
	



Table 16.5.3.1.2.4.1-3: General test parameters for NR SA FR1 DCI-based DL active BWP switch in non-DRX for 2 Rx UE
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1
	One NR radio channel is used for this test

	Active Cell
	
	Cell 1
	Cell1 on RF channel number 1.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	bwp-InactivityTimer
	ms
	200
	

	T1
	s
	0.2
	

	T2
	s
	0.2
	

	T3
	s
	0.2
	



16.5.3.1.2.4.2	Test Procedure
Same as the test procedure given in clause 6.5.6.1.2.4.2.
16.5.3.1.2.4.3	Message Contents
Same as the message contents given in clause 6.5.6.1.2.4.3.
16.5.3.1.2.5	Test Requirement
Tables 16.5.3.1.2.4.1-3 and 16.5.3.1.2.5-1 define the primary level settings including test tolerances. 
Table 16.5.3.1.2.5-1: Cell specific test parameters for NR SA FR1 DCI-based DL active BWP switch in non-DRX for 2 Rx UE
	Parameter
	Unit
	Cell 1

	Frequency Range
	
	FR1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	
	10 MHz: NRB,c = 52

	
	Config 2
	
	10 MHz: NRB,c = 52

	
	Config 3
	
	20 MHz: NRB,c = 51 

	
	Config 4
	
	10 MHz: NRB,c = 52

	Active BWP ID
	
	1, 2

	Initial DL BWP Configuration
	Config 1,2,3,4
	
	DLBWP.0.2 Note 4

	Active DL BWP-1 Configuration
	Config 1,2,3,4
	
	DLBWP.1.1 Note 4

	Active DL BWP-2 Configuration
	Config 1,2,3,4
	
	DLBWP.1.1 RedCap Note 4

	Initial UL BWP Configuration
	Config 1,2,3,4
	
	ULBWP.0.2 Note 4

	Active UL BWP-1 Configuration
	Config 1,2,3,4
	
	ULBWP.1.1 Note 4

	Active UL BWP-2 Configuration
	Config 1,4
	
	N/A

	
	Config 2,3
	
	ULBWP.1.1 RedCap Note 4

	PDSCH Reference measurement channel
	Config 1,4
	
	SR.1.1 FDD

	
	Config 2
	
	SR.1.1 TDD

	
	Config 3
	
	SR.2.1 TDD

	RMSI CORESET parameters
	Config 1,4
	
	CR.1.1 FDD

	
	Config 2
	
	CR.1.1 TDD

	
	Config 3
	
	CR.2.1 TDD

	Dedicated CORESET parameters
	Config 1,4
	
	CCR.1.2 FDD

	
	Config 2
	
	CCR.1.2 TDD

	
	Config 3
	
	CCR.2.4 TDD

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Config 1,2,4
	
	SSB.1 FR1

	
	Config 3
	
	SSB.1 RedCap FR1

	SMTC Configuration
	
	
	SMTC.1

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	TRS Configuration
	Config 1,4
	
	TRS.1.1 FDD

	
	Config 2,5
	
	TRS.1.1 TDD

	
	Config 3,6
	
	TRS.1.2 TDD

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	Config 1,2,4
	dBm/SCS
	-104+TT

	
	Config 3
	
	-101+TT

	NocNote 2
	dBm/15kHz
	-104+TT

	SS-RSRP Note 3
	Config 1,2,4
	dBm/SCS
	-87+TT

	
	Config 3
	
	-84+TT

	Ês/Iot
	dB
	17+TT

	Ês/Noc
	dB
	17+TT

	IoNote3
	Config 1,2,4
	dBm/
9.36MHz
	-58.96+TT

	
	Config 3
	dBm/
38.16MHz
	-52.86+TT

	Propagation Condition 
	
	AWGN

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.1 RedCap is linked with ULBWP.1.1 RedCap defined in clause 12 of TS 38.213 [8].



During T1, the UE shall start to send the ACK/NACK for Cell 1 from the first UL slot that occurs after the beginning of DL slot (i+TBWPswitchDelay+k1).
During T3, the UE shall start to send the ACK/NACK for Cell 1 from the first UL slot that occurs after the beginning of DL slot (j+TBWPswitchDelay+k1).
Where, k1 is the timing between DL data receiving and acknowledgement as specified in [12]. 
Depending on UE capability bwp-SwitchingDelay [13], UE shall finish BWP switch within the time duration TBWPswitchDelay defined in Table 16.5.3.1.0.1-1.
All of the above test requirements shall be fulfilled in order for the observed Cell1 active BWP switch delay to be counted as correct. 
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	During T1, T3 if there are no uplink resources for reporting the ACK/NACK in the first UL slot that occurs after beginning of DL slot (i+TBWPswitchDelay+k1), (j+TBWPswitchDelay+k1), then the UE shall use the next available uplink resource for reporting the corresponding ACK/NACK.
<< End of changes >>
<< Informal note for the implementer: Please delete the yellow marked empty row from Table 16.4.3.1.5-2 and Table 16.4.3.2.5-2 during implementation. Delation of the row was not recorded in MS Word due to combined cells and remains in the table.>>
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