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<<< START OF CHANGES 1>>>
[bookmark: _Toc120570022][bookmark: _Toc121162814][bookmark: _Toc368026213][bookmark: _Toc27631][bookmark: _Toc31848][bookmark: _Toc111062026]6.1	General
Unless otherwise stated, the transmitter characteristics are specified at the antenna connector of the UE with a single transmit antenna. For UE with integral antenna only, a reference antenna with a gain of 0 dBi is assumed.
All requirements in this section are applicable to devices supporting GSO and/or NGSO satellites.
All requriements in this section, other than frequency error in clauses 6.4A.1 and 6.4B.1, shall be verified when Doppler conditions are set to zero and delay conditions are set to constant for all types of satellites.
The transient periods due to power steps, OFF/ON and ON/OFF transitions could occur at slot or symbol boundary with transients, on one or both sides of the boundary. The measurement period and whether to exclude the transient periods are specified in the respective sections below.
For testing of category NB1 in all operation bands, standalone is used as default operation mode unless otherwise stated by the test case.
<<< END OF CHANGES 1>>>
<<< START OF CHANGES 2>>>
[bookmark: _Toc368026359][bookmark: _Toc120570089][bookmark: _Toc121162881][bookmark: _Toc111062076][bookmark: _Toc32063][bookmark: _Toc21839]7.1	General
The requirements in clause 7.1 of TS 36.101 [7] shall apply.
All requirements in this section are applicable to devices supporting GSO and/or NGSO satellites.
All requriements in this section shall be verified when Doppler conditions are set to zero and delay conditions are set to constant for all types of satellites.
[bookmark: _Toc121162882][bookmark: _Toc5555][bookmark: _Toc111062077][bookmark: _Toc368026360][bookmark: _Toc120570090][bookmark: _Toc19074]7.2	Diversity characteristics
<<< END OF CHANGES 2>>>
<<< START OF CHANGES 3>>>
[bookmark: _Toc8026][bookmark: _Toc121162910][bookmark: _Toc8866][bookmark: _Toc120570118][bookmark: _Toc111062105]8	Performance requirement
[bookmark: _Toc368026404][bookmark: _Toc137401331][bookmark: _Toc138894855]8.1	General
All requirements in this section shall be verified when Doppler conditions related to satellite motion for DL in service link are set to zero and delay conditions are set to constant for all types of satellites.
<<< END OF CHANGES 3>>>


