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[Start of change]
[bookmark: _Toc114918861][bookmark: _Toc138772500]5.1.1	NB-IoT NTN GSO only UEs
Test cases applicable to NB-IoT NTN GSO only UEs (A.4.4-1/240) are listed in Table 5.1.1-1. The Applicability Condition of each individual test is as identified in clause 4.
Table 5.1.1-1: Protocol conformance test cases applicable to Rel-17 NB-IoT NTN GSO only UEs
	Clause
	Comment

	
	

	22.4.13
	pc_NB_ntn_only_Connectivity_EPC



Editor’s Note: Protocol conformance test cases applicability for NB-IoT NTN NGSO only UEs is FFS.
5.1.2	NB-IoT NTN only UEs in NGSO
Test cases applicable to NB-IoT NTN only UE in NGSO (A.4.4-1/240 AND A.4.4-1/237) are listed in Table 5.1.2-1. The Applicability Condition of each individual test is as identified in clause 4.
Table 5.1.2-1: Protocol conformance test cases applicable to Rel-17 NB-IoT NTN only UEs in NGSO
	Clause
	Comment

	22.1.1.M3
	

	22.2.4
	

	22.3.2.1
	

	22.3.2.2
	

	22.3.2.3
	

	22.3.2.4
	

	22.3.2.5
	

	22.4.1
	

	22.4.4
	

	22.4.5
	

	22.4.6
	

	22.4.8
	

	22.4.9
	

	22.4.14
	

	22.4.19a
	

	22.4.20a
	

	22.4.21
	

	22.4.23
	

	22.4.24
	

	22.5.1
	

	22.5.2
	

	22.5.3
	

	22.5.4
	

	22.5.6
	

	22.5.9
	

	22.5.10
	

	22.5.11
	

	22.5.17
	

	22.5.18
	

	22.5.20
	

	22.6.1a
	



[End of change]
