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<Start of first modified section>
[bookmark: _Toc21353730][bookmark: _Toc27749345]4.6	Default NG-RAN RRC message and information elements contents
[bookmark: _Toc27749346]4.6.0	General
[bookmark: _Toc27749347]4.6.0.1	Global conditions
<<<Lines skipped>>>

4.6.0.2	ASN.1 extension groups
The tables in the subclauses of clause 4.6 specify the default message contents of RRC messages based on the ASN.1 message definitions of TS 38.331 [6] clause 6. 
The ASN.1 of TS 38.331 [6] uses extension groups (also called extension addition groups), with an extension group being defined as a set of non-critical extension fields grouped together using double brackets [[ ]] (also called version brackets).
In general, the default message contents do not need to contain all extension groups. The following rules apply for each table in the subclauses of clause 4.6:
1.	An extension group is contained in the default message contents when at least one of its fields needs to be specified a value. In this case all fields of the extension group shall be specified in the default message contents.
2.	A specific message content (e.g., TS 38.523-1 [12]) of a test case may add extension group(s) in which case all fields of the extension group(s) shall be added.
3.	When an extension group is not specified in a message content then all its fields are considered as being 'Not present' in downlink and 'Not checked' in uplink.
4.	It is up to test implementation (e.g., TS 38.523-3 [23]) whether the fields of extension groups not being specified by the test specifications are explicitly set according to rule 3 or whether they are handled implicitly (e.g., by compilers or other tools).

<End of modified section>

