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[Start of change]
[bookmark: _Toc75886486][bookmark: _Toc75980237]4.6.6	Measurement information elements
[bookmark: _Toc4403191]-	FreqBandIndicatorNR-r15
[Skip unchanged text]
MeasGapConfig-GP1
Table 4.6.6-1A: MeasGapConfig-GP1
	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasGapConfig-GP1 ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    gapOffset CHOICE {
	
	
	

	      gp0 
	0
	TGRP = 40 ms
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[bookmark: _Toc27402967][bookmark: _Toc35976631][bookmark: _Toc35977577][bookmark: _Toc36028885][bookmark: _Toc43822214][bookmark: _Toc52167324][bookmark: _Toc75886489][bookmark: _Toc75980240]-	MeasGapConfig-CE
Table 4.6.6-1BA: MeasGapConfig-CE
	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasGapConfig-CE ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    gapOffset CHOICE {
	
	
	

	      gp0 
	20
	TGRP = 40 ms
	

	      }
	
	
	

	  }
	
	
	

	}
	
	
	



[bookmark: _Toc27402968][bookmark: _Toc35976632][bookmark: _Toc35977578][bookmark: _Toc36028886][bookmark: _Toc43822215][bookmark: _Toc52167325][bookmark: _Toc75886490][bookmark: _Toc75980241]-	MeasGapConfig-GP2
Table 4.6.6-1B: MeasGapConfig-GP2
	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasGapConfig-GP2 ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    gapOffset CHOICE {
	
	
	

	      gp1 
	0
	TGRP = 80 ms
	

	      }
	
	
	

	  }
	
	
	

	}
	
	
	




[End of change]
