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<< Unchanged sections omitted >>
4.5.2.0.4	Minimum conformance requirements for interruptions at NR SRS carrier based switching
[TS 38.133 clause 8.2.1.2.12]
SRS transmission can be configured on a carrier not configured for PUCCH/PUSCH transmission. When a UE needs to transmit periodic, semi-persistent or aperiodic SRS on a carrier of a serving cell not configured for PUCCH/PUSCH transmission, the UE can perform carrier based switching to one or more carriers not configured for PUCCH/PUSCH transmission from a carrier with PUCCH/PUSCH transmission or from a carrier not configured for PUCCH/PUSCH transmission prior to transmitting SRS, provided that:
Many information & Tables are skipped
The normative reference for this requirement is TS 38.133 [6] clause 48.52.21.02.412.
<< Unchanged sections omitted >>
4.5.2.0.5	Minimum conformance requirements for interruptions at E-UTRA SRS carrier based switching
[TS 38.133 clause 8.2.1.2.13]
A PUSCH-less carrier of E-UTRA SCell is a TDD carrier without PUCCH/PUSCH configured. When a UE needs to transmit periodic or aperiodic SRS [23] and/or non-contention based PRACH on a PUSCH-less carrier of E-UTRA SCell, the UE can perform carrier based switching to one or more PUSCH-less carrier of E-UTRA SCells from a E-UTRA carrier with PUSCH or from another PUSCH-less E-UTRA carrier of SCell prior to transmitting SRS and/or PRACH, provided that:
Many information & Tables are skipped
Table 4.5.2.0.5-1: Interruption length X3 (slot)
	[image: ]
	NR Slot 
	Interruption length X3 

	
	length (ms)
	(slots)

	0
	1
	2

	1
	0.5
	3

	2
	0.25
	5

	3
	0.125
	9



The normative reference for this requirement is TS 38.133 [6] clause 48.52.21.02.513.
<< Unchanged sections omitted >>
4.5.2.1	EN-DC FR1 interruptions at transitions between active and non-active during DRX in synchronous EN-DC
Many information & Tables are skipped
4.5.2.1.4.2	Test procedure
The test consists of two cells: Cell1 and Cell2. Cell1 is LTE PCell and Cell2 is NR PSCell. The test consists of one time period, with duration of T1. During T1, NR PSCell is continuously scheduled in DL while LTE PCell is not scheduled and has DRX configured. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell1 and Cell2. Cell1 shall be configured as LTE PCell and Cell2 shall be configured as NR PSCell. Prior to start of T1 the DRX inactivity timer for the LTE PCell has already expired. 
1.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG_and_SCG, Connected without release On and Test Mode Onaccording to TS 38.508-1 [14] clause 4.5.
2.	Configure MCG according to TS 36.521-3 [26] clause C.0, C.1 and SCG according to clause C.1.1 and C.1.2 for all downlink physical channels.
3.	The SS shall transmit an RRCConnectionReconfiguration message to configure PCell (Cell1) and PSCell (Cell2) on the MCG and SCG as per TS 36.508 [7] clause 4.6 with the message content exceptions defined in clause 4.5.2.1.4.3.
4.	The UE shall transmit RRCConnectionReconfigurationComplete message.
5.	The SS would ensure continuous transmission on PSCell, while not scheduling on PCell at least for 200 ms to ensure inactivity timer is expired on the UE for LTE PCell.
65.	Set the parameters according to T1 in Table 4.5.2.1.5-1. Propagation conditions are set according to clause C.2.1. T1 starts.
76.	SS schedules on PSCell continuously and UE shall start sending ACK/NACK reports. The SS shall monitor ACK/NACK/DTX on PSCell.
87.	If more than 99% of uplink transmissions are received by SS then count a success for the event "ACK/NACK". Otherwise count a fail for the event "ACK/NACK".
98.	If no two consecutive DTX is observed by the SS, then count a success for the event "DTX". Otherwise count a fail for the event "DTX".
109.	 The SS shall transmit RRCConnectionReconfiguration message with condition EN-DC_PSCell_Rel according to TS 36.508 [25] Table 4.6.1-8 to release NR cell (PSCell). The UE shall transmit RRCConnectionReconfigurationComplete message.
110.	The SS then shall transmit RRCConnectionReconfiguration message with condition MCG_and_SCG according to TS 36.508 [25] Table 4.6.1-8 to add NR cell (PSCell). The UE shall transmit RRCConnectionReconfigurationComplete message.
121.	If any the reconfiguration fails, switch off and on the UE and ensure the UE is in RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [14] clause 4.5
132.	Repeat step 3-109 until a test verdict has been achieved
Each of the events "ACK/NACK" and "DTX" is evaluated independently for the statistic, resulting in an event verdict: pass or fail. Each event is evaluated only until the confidence level according to Table G.2.3-1 in Annex G.2 is achieved. Different events may require different times for a verdict. If all events pass, the test passes. If one event fails, the test fails.
Many information & Tables are skipped
4.5.2.1.5	Test requirement
Table 4.5.2.1.5-1 defines the NR cell specific primary level settings including test tolerances for E-UTRAN - NR FR1 interruptions at transitions between active and non-active during DRX in synchronous EN-DC test.
Table 4.5.2.1.5-1: NR Cell specific test parameters for E-UTRAN - NR FR1 interruptions at
transitions between active and non-active during DRX in synchronous EN-DC
	Parameter
	Unit
	Cell 2

	Frequency Range
	
	FR1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 

	Initial DL BWP Configuration
	Config 1,4
	
	DLBWP.0. 1

	
	Config 2,5
	
	DLBWP.0.1

	
	Config 3,6
	
	DLBWP.0.1

	Dedicated DL BWP Configuration
	Config 1,4
	
	DLBWP.1.1

	
	Config 2,5
	
	DLBWP.1.1

	
	Config 3,6
	
	DLBWP.1.1

	Initial UL BWP Configuration
	Config 1,4
	
	ULBWP.0.1

	
	Config 2,5
	
	ULBWP.0.1

	
	Config 3,6
	
	ULBWP.0.1

	Dedicated UL BWP Configuration
	Config 1,4
	
	ULBWP.1.1

	
	Config 2,5
	
	ULBWP.1.1

	
	Config 3,6
	
	ULBWP.1.1

	PDSCH Reference measurement channel
	Config 1,4
	
	SR.1.1 FDD

	
	Config 2,5
	
	SR.1.1 TDD

	
	Config 3,6
	
	SR.2.1 TDD

	RMSI CORESET parameters
	Config 1,4
	
	CR.1.1 FDD  

	
	Config 2,5
	
	CR.1.1 TDD

	
	Config 3,6
	
	CR.2.1 TDD

	PDCCH CORESET parameters
	Config 1,4
	
	CCR.1.1 FDD  

	
	Config 2,5
	
	CCR.1.1 TDD

	
	Config 3,6
	
	CCR.2.1 TDD

	OCNG Patterns
	
	OP.1

	SMTC Configuration
	
	SMTC.1

	TRS configuration
	Config 1,4
	
	TRS.1.1 FDD

	
	Config 2,5
	
	TRS.1.1 TDD

	
	Config 3,6
	
	TRS.1.2 TDD

	SSB Configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	dBm/15 kHz
	-104

	SS-RSRP Note 3
	dBm/15 kHz
	-87 

	Ês/Iot
	dB
	17

	Ês/Noc
	dB
	17

	
	
	
	

	
	
	
	

	IoNote3
	Config 1,2,4,5
	dBm/
9.36MHz
	-58.96

	
	Config 3,6
	dBm/
38.16MHz
	-52.86

	Time offset to cell1 Note 4
	s
	3 for intra-band EN-DC,
33 for inter-band EN-DC

	Propagation Condition 
	
	AWGN

	NOTE 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
NOTE 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
NOTE 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
NOTE 4:	Receive time difference of signals received between subframe timing boundary of E-UTRA PCell and slot timing boundary of PSCell at the UE antenna connector including time alignment error between the two cells.



<< Unchanged sections omitted >>
[bookmark: _Toc21621415][bookmark: _Toc29297029][bookmark: _Toc36149220][bookmark: _Toc44092797][bookmark: _Toc44093346][bookmark: _Toc44094169][bookmark: _Toc44094448][bookmark: _Toc52295861][bookmark: _Toc59027564][bookmark: _Toc69328058][bookmark: _Toc75989695][bookmark: _Toc75992801][bookmark: _Toc76018578][bookmark: _Toc84513644][bookmark: _Toc84514208]4.5.2.2	EN-DC FR1 interruptions at transitions between active and non-active during DRX in asynchronous EN-DC
Many information & Tables are skipped
4.5.2.2.4.2	Test procedure
The test consists of two cells: Cell1 and Cell2. Cell1 is LTE PCell and Cell2 is NR PSCell. The test consists of one time period, with duration of T1. During T1, NR PSCell is continuously scheduled in DL while LTE PCell is not scheduled and has DRX configured. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell1 and Cell2. Cell1 shall be configured as LTE PCell and Cell2 shall be configured as NR PSCell. Prior to start of T1 the DRX inactivity timer for the LTE PCell has already expired.
1.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG_and_SCG, Connected without release On and Test Mode On according to TS 38.508-1 [14] clause 4.5.
2.	Configure MCG according to TS 36.521-3 [26] clause C.0, C.1 and SCG according to clause C.1.1 and C.1.2 for all downlink physical channels.
3.	The SS shall transmit an RRCConnectionReconfiguration message to configure PCell (Cell1) and PSCell (Cell2) on the MCG and SCG as per TS 36.508 [7] clause 4.6 with the message content exceptions defined in clause 4.5.2.2.4.3.
4.	The UE shall transmit RRCConnectionReconfigurationComplete message.
5.	The SS would ensure continuous transmission on PSCell, while not scheduling on PCell at least for 200 ms to ensure inactivity timer is expired on the UE for LTE PCell.
65.	Set the parameters according to T1 in Table 4.5.2.2.5-1. Propagation conditions are set according to clause C.2.1. T1 starts.
76.	SS schedules on PSCell continuously and UE shall start sending ACK/NACK reports. The SS shall monitor ACK/NACK/DTX on PSCell.
87.	If more than 99% of uplink transmissions are received by SS then count a success for the event "ACK/NACK". Otherwise count a fail for the event "ACK/NACK".
98.	If no longer than X consecutive DTX is observed by the SS, then count a success for the event "DTX". Otherwise count a fail for the event "DTX". Where 
-	For test configuration 4.5.2.2-1 and 4.5.2.2-4:
-	X = interruption length+k1 if k1 ≤ interruption length, otherwise X = interruption length.
-	For test configuration other than 4.5.2.2-1 and 4.5.2.2-4:
-	X = interruption length.
-	Interruption length is given in Table 4.5.2.2.5-2.
109.	 The SS shall transmit RRCConnectionReconfiguration message with condition EN-DC_PSCell_Rel according to TS 36.508 [25] Table 4.6.1-8 to release NR cell (PSCell). The UE shall transmit RRCConnectionReconfigurationComplete message.
110.	The SS then shall transmit RRCConnectionReconfiguration message with condition MCG_and_SCG according to TS 36.508 [25] Table 4.6.1-8 to add NR cell (PSCell). The UE shall transmit RRCConnectionReconfigurationComplete message.
121.	If any the reconfiguration fails, switch off and on the UE and ensure the UE is in RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [14] clause 4.5
132.	Repeat step 3-109 until a test verdict has been achieved
<< End of changes >>
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