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<<< START OF CHANGES >>>

[bookmark: _Toc27478775][bookmark: _Toc36227489]F.1.3	Measurement of receiver
Table F.1.3-1: Maximum Test System Uncertainty for receiver tests
	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	7.3.2 Reference sensitivity power level
	±0.7 dB, f ≤ 3.0GHz
±1.0 dB, 3.0GHz < f ≤ 4.2GHz
±1.5 dB, 4.2GHz < f ≤ 6GHz
	

	7.3A Reference sensitivity for CA
(Same MU apply to all subsections including 7.3A.1, 7.3A.1_1, 7.3A.2, 7.3A.3, 7.3A.4, etc.)
	Same as 7.3.2 for each component carrier
	

	7.3C.2 Reference sensitivity power level
	Same as 7.3.2
	

	7.3D Reference sensitivity for MIMO
	Same as 7.3.2
	

	7.3D.2_1 Reference sensitivity power level for SUL with UL MIMO
	Same as 7.3D
	

	7.3F.2 Reference sensitivity power level
	±0.7 dB, f ≤ 3.0GHz
±1.0 dB, 3.0GHz < f ≤ 4.2GHz
±1.5 dB, 4.2GHz < f ≤ 5.925GHz 
 TBD , 5.925GHz < f ≤ 7.125GHz
	

	7.4 Maximum input level
	Downlink power
±0.7 dB, f ≤ 3.0GHz
±1.0 dB, 3.0GHz < f ≤ 4.2GHz
±1.5 dB, 4.2GHz < f ≤ 6GHz

Uplink power measurement same as 6.2.1
	

	7.4A Maximum input level for CA
(Same MU apply to all subsections including 7.4A.1, 7.4A.2, 7.4A.3, 7.4A.4, etc.)
	Same as 7.4 for each component carrier
	

	7.4D Maximum input level for UL MIMO
	Downlink power same as 7.4

Uplink power measurement same as 6.2D.1
	The overall UL power is the linear sum of the output powers over all Tx antenna connectors

	7.4D_1 Maximum input level for SUL with UL MIMO
	Downlink power same as 7.4D

Uplink power measurement same as 6.2D.1_1
	Same as 7.4D

	7.5 Adjacent channel selectivity
	ACS value
±1.6 dB, f ≤ 3.0GHz
±2.3 dB, 3.0GHz < f ≤ 4.2GHz
±3.0 dB, 4.2GHz < f ≤ 6.0GHz

Uplink power measurement same as 6.2.1
	Overall ACS uncertainty comprises three quantities:
1. Wanted signal level error
2. Interferer signal level error
3. Additional impact of interferer ACLR
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared to provide the ratio error of the two signals. The interferer ACLR effect is systematic, and is added arithmetically.
Test System uncertainty = [SQRT (wanted_level_error2 + interferer_level_error2)] + ACLR effect.

	7.5A Adjacent channel selectivity for CA
(Same MU apply to all subsections including 7.5A.1, 7.5A.2, 7.5A.3, 7.5A.4, etc.)
	Same as 7.5 for each component carrier
	Same as 7.5
The wanted signal level uncertainty applies for each CC.
Overall ACS uncertainty calculation includes the uncertainty for wanted level error only once, as the uncertainty of other CCs is not expected to have any significant effect.

	7.5D Adjacent channel selectivity for UL MIMO
	ACS value same as 7.5

Uplink power measurement same as 6.2D.1
	The overall UL power is the linear sum of the output powers over all Tx antenna connectors

	7.5D_1 Adjacent channel selectivity for SUL with UL MIMO
	ACS value same as 7.5D

Uplink power measurement same as 6.2D.1_1
	Same as 7.5D

	7.5F.1 Adjacent channel selectivity for shared spectrum channel access
	ACS value
±3.0 dB, 4.2GHz < f ≤ 5.925 GHz
TBD, 5.925 GHz – 7.125 GHz

Uplink power measurement same as 6.2F.1
	Same as 7.5

	7.6.2 Inband Blocking
	Blocking
±1.6 dB, f ≤ 3.0GHz
±2.3 dB, 3.0GHz < f ≤ 4.2GHz
±3.0 dB, 4.2GHz < f ≤ 6.0GHz

Uplink power measurement same as 6.2.1
	Overall blocking uncertainty can have these contributions:
1. Wanted signal level error
2. Interferer signal level error
3. Interferer ACLR
4. Interferer broadband noise
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared to provide the ratio error of the two signals. The Interferer ACLR or Broadband noise effect is systematic, and is added arithmetically.
Test System uncertainty = [SQRT (wanted_level_error2 + interferer_level_error2)] + ACLR effect + Broadband noise effect.
In-band blocking, using modulated interferer:

Broadband noise not applicable

	7.6.3 Out-of-band blocking
	Wanted signal, f ≤ 3.0GHz
±2.0 dB, Blocking, 1MHz < finterferer ≤ 3GHz
±3.9 dB, Blocking, 3GHz < finterferer ≤ 12.75GHz

Wanted signal, 3.0GHz < f ≤ 4.2GHz
±2.2 dB, Blocking, 1MHz < finterferer ≤ 3GHz
±4.0 dB, Blocking, 3GHz < finterferer ≤ 12.75GHz

Wanted signal, 4.2GHz < f ≤ 6GHz
±2.6 dB, Blocking, 1MHz < finterferer ≤ 3GHz
±4.2 dB, Blocking, 3GHz < finterferer ≤ 12.75GHz

Uplink power measurement same as 6.2.1
	Out of band blocking, using CW interferer:

Interferer ACLR not applicable
Impact of interferer Broadband noise 0.8dB
Figures are combined to give Test System uncertainty, using formula given for 7.6.2

	7.6.4 Narrow band blocking
	Blocking
± 2.0dB, f ≤ 3.0GHz
± 2.4dB, 3.0GHz < f ≤ 4.2GHz
± 3.1dB, 4.2GHz < f ≤ 6.0GHz

Uplink power measurement same as 6.2.1
	Narrow band blocking, using CW interferer:

Interferer ACLR not applicable
Impact of interferer Broadband noise 0.8dB
Figures are combined to give Test System uncertainty, using formula given for 7.6.2

	7.6A.2 Inband Blocking for CA
(Same MU apply to all subsections including 7.6A.2.1, 7.6A.2.2, 7.6A.2.3, 7.6A.2.4, etc.)
	Same as 7.6.2 for each component carrier
	Same as 7.6.2
The wanted signal level uncertainty applies for each CC.

Overall blocking uncertainty calculation includes the uncertainty for wanted level error only once, as the uncertainty of other CCs is not expected to have any significant effect.

	7.6A.3 Out-of-band Blocking for CA
(Same MU apply to all subsections including 7.6A.3.1, 7.6A.3.2, 7.6A.3.3, 7.6A.3.4, etc.)
	Same as 7.6.3 for each component carrier
	Same as 7.6.3
The wanted signal level uncertainty applies for each CC.

Overall blocking uncertainty calculation includes the uncertainty for wanted level error only once, as the uncertainty of other CCs is not expected to have any significant effect.

	7.6A.4 Narrow band Blocking for CA
(Same MU apply to all subsections including 7.6A.4.1, 7.6A.4.2, 7.6A.4.3, 7.6A.4.4, etc.)
	Same as 7.6.4 for each component carrier
	Same as 7.6.4
The wanted signal level uncertainty applies for each CC.

Overall blocking uncertainty calculation includes the uncertainty for wanted level error only once, as the uncertainty of other CCs is not expected to have any significant effect.

	7.6C.2 Inband Blocking for SUL
	Same as 7.6.2
	Same as 7.6.2

	7.6C.2_1.1 Inband Blocking for SUL with 2 DL CA
	Same as 7.6A.2
	Same as 7.6A.2

	7.6D.2 Inband blocking for UL MIMO
	Blocking same as 7.6.2

Uplink power measurement same as 6.2D.1
	The overall UL power is the linear sum of the output powers over all Tx antenna connectors






<<< END OF CHANGES >>>



