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[bookmark: _Toc27479593][bookmark: _Toc36058790][bookmark: _Toc44067714][bookmark: _Toc52716641][bookmark: _Toc58239293][bookmark: _Toc68246882][bookmark: _Toc75790199]9.2	Void
[bookmark: _Toc27479594][bookmark: _Toc36058791][bookmark: _Toc44067715][bookmark: _Toc52716642][bookmark: _Toc58239294][bookmark: _Toc68246883][bookmark: _Toc75790200]9.2A	PDSCH Demodulation for CA
[bookmark: _Toc27479595][bookmark: _Toc36058792][bookmark: _Toc44067716][bookmark: _Toc52716643][bookmark: _Toc58239295][bookmark: _Toc68246884][bookmark: _Toc75790201]9.2A.1	NR CA between FR1 and FR2
FFS
[bookmark: _Toc27479596][bookmark: _Toc36058793][bookmark: _Toc44067717][bookmark: _Toc52716644][bookmark: _Toc58239296][bookmark: _Toc68246885][bookmark: _Toc75790202][bookmark: _Hlk8918023]9.2B	PDSCH Demodulation for DC
[bookmark: _Toc27479597][bookmark: _Toc36058794][bookmark: _Toc44067718][bookmark: _Toc52716645][bookmark: _Toc58239297][bookmark: _Toc68246886][bookmark: _Toc75790203]9.2B.1	EN-DC
[bookmark: _Toc27479598][bookmark: _Toc36058795][bookmark: _Toc44067719][bookmark: _Toc52716646][bookmark: _Toc58239298][bookmark: _Toc68246887][bookmark: _Toc75790204]9.2B.1.1	EN-DC within FR1
The NR PDSCH demodulation performance requirements and test case details for this test case are specified in Section 5.2.
During the test, only the PDSCH performance on the NR cell(s) shall be verified
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The NR PDSCH demodulation performance requirements and test case details for this test case are specified in Section 7.2.
During the test, only the PDSCH performance on the NR cell(s) on FR2 carriers shall be verified.
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The demodulation performance requirements are verified according to Section 9.2B.1.1 for EN-DC with FR1 NR carrier only and Section 9.2B.1.2 for EN-DC with FR2 NR carrier only. 
During the test for EN-DC with FR2 NR carriers, only demodulation performance requirements on the FR2 carriers are verified.
No demodulation requirement for FR1 NR or LTE carriers is specified for EN-DC including FR2 carrier(s).
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FFSThe test setup for FR1 Pcell is specified in Table 5.5A.1.1.3-1 with antenna configuration 1x2. PDSCH demodulation performance requirements for NR FR2 cell (s) are specified in clause 7.2. 
During the test, only the PDSCH performance on the NR cell (s) shall be verified. 
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[bookmark: _Toc27479603][bookmark: _Toc36058800][bookmark: _Toc44067724][bookmark: _Toc52716651][bookmark: _Toc58239303][bookmark: _Toc68246892][bookmark: _Toc75790209]9.3A	PDCCH Demodulation for CA
[bookmark: _Toc27479604][bookmark: _Toc36058801][bookmark: _Toc44067725][bookmark: _Toc52716652][bookmark: _Toc58239304][bookmark: _Toc68246893][bookmark: _Toc75790210]9.3A.1	NR CA between FR1 and FR2
FFS
[bookmark: _Toc27479605][bookmark: _Toc36058802][bookmark: _Toc44067726][bookmark: _Toc52716653][bookmark: _Toc58239305][bookmark: _Toc68246894][bookmark: _Toc75790211]9.3B	PDCCH Demodulation for DC
[bookmark: _Toc27479606][bookmark: _Toc36058803][bookmark: _Toc44067727][bookmark: _Toc52716654][bookmark: _Toc58239306][bookmark: _Toc68246895][bookmark: _Toc75790212]9.3B.1	EN-DC
[bookmark: _Toc27479607][bookmark: _Toc36058804][bookmark: _Toc44067728][bookmark: _Toc52716655][bookmark: _Toc58239307][bookmark: _Toc68246896][bookmark: _Toc75790213]9.3B.1.1	EN-DC within FR1
The NR PDCCH demodulation performance requirements and test case details for this test case are specified in Section 5.3.
During the test, only the PDCCH performance on the single NR cell shall be verified.
[bookmark: _Toc27479608][bookmark: _Toc36058805][bookmark: _Toc44067729][bookmark: _Toc52716656][bookmark: _Toc58239308][bookmark: _Toc68246897][bookmark: _Toc75790214]9.3B.1.2	EN-DC including FR2 NR carrier only
The NR PDCCH demodulation performance requirements and test case details for this test case are specified in Section 7.3.
During the test, only the PDCCH performance on the single NR cell shall be verified.
[bookmark: _Toc27479609][bookmark: _Toc36058806][bookmark: _Toc44067730][bookmark: _Toc52716657][bookmark: _Toc58239309][bookmark: _Toc68246898][bookmark: _Toc75790215]9.3B.1.3	EN-DC including FR1 and FR2 NR carriers
The demodulation performance requirements are verified according to Section 9.3B.1.1 for EN-DC with FR1 NR carrier only and Section 9.3B.1.2 for EN-DC with FR2 NR carrier only.  
During the test for EN-DC with FR2 NR carriers, only demodulation performance requirements on the FR2 carriers are verified.
No demodulation requirement for FR1 NR or LTE carriers is specified for EN-DC including FR2 carrier(s).
[bookmark: _Toc27479610][bookmark: _Toc36058807][bookmark: _Toc44067731][bookmark: _Toc52716658][bookmark: _Toc58239310][bookmark: _Toc68246899][bookmark: _Toc75790216]9.3B.2	NR DC between FR1 and FR2
FFS The test setup for FR1 Pcell is specified in Table 5.5A.1.1.3-1 with antenna configuration 1x2. PDCCH demodulation performance requirements for NR FR2 cell (s) are specified in clause 7.3. 
During the test, only the PDCCH performance on the NR cell (s) shall be verified.
<Several sections skipped>
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FFS
[bookmark: _Toc27479621][bookmark: _Toc36058821][bookmark: _Toc44067745][bookmark: _Toc52716672][bookmark: _Toc58239324][bookmark: _Toc68246913][bookmark: _Toc75790230]10.2B	Reporting of Channel Quality Indicator (CQI) for DC
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[bookmark: _Toc27479623][bookmark: _Toc36058823][bookmark: _Toc44067747][bookmark: _Toc52716674][bookmark: _Toc58239326][bookmark: _Toc68246915][bookmark: _Toc75790232]10.2B.1.1	EN-DC within FR1
The NR CQI requirements and test case details for this test case are specified in Section 6.2. 
During the test, only the CQI requirements on the NR cell shall be verified.
[bookmark: _Toc27479624][bookmark: _Toc36058824][bookmark: _Toc44067748][bookmark: _Toc52716675][bookmark: _Toc58239327][bookmark: _Toc68246916][bookmark: _Toc75790233]10.2B.1.2	EN-DC including FR2 NR carrier
The NR CQI requirements and test case details for this test case are specified in Section 8.2. 
During the test, only the CQI performance on the NR cell(s) on FR2 carriers shall be verified.
[bookmark: _Toc27479625][bookmark: _Toc36058825][bookmark: _Toc44067749][bookmark: _Toc52716676][bookmark: _Toc58239328][bookmark: _Toc68246917][bookmark: _Toc75790234]10.2B.1.3	EN-DC including FR1 and FR2 NR carriers
The CSI performance requirements are verified according to section 10.2B.1.1 for EN-DC with FR1 NR carrier only and section 10.2B.1.2 for EN-DC with FR2 NR carrier only.
During the test for EN-DC with FR2 NR carriers, only the CSI performance requirements on the FR2 carriers are verified.
No CSI requirement for FR1 NR or LTE carriers is specified for EN-DC including FR2 carrier(s).
[bookmark: _Toc27479626][bookmark: _Toc36058826][bookmark: _Toc44067750][bookmark: _Toc52716677][bookmark: _Toc58239329][bookmark: _Toc68246918][bookmark: _Toc75790235]10.2B.2	NR DC between FR1 and FR2
FFSThe test setup for FR1 Pcell is specified in table 5.5A.1.1.3-1 with antenna configuration 1x2. 
The test setup for FR2 cell is specified in Clause 8.1.2 and Clause 8.2. 
The NR CQI reporting requirements are specified in Clause 8.2. 
During the test, only the CQI performance based on NR requirements on the NR cell(s) on FR2 carriers shall be verified.
[bookmark: _Toc27479627][bookmark: _Toc36058827][bookmark: _Toc44067751][bookmark: _Toc52716678][bookmark: _Toc58239330][bookmark: _Toc68246919][bookmark: _Toc75790236]10.3A	Reporting of Precoding Matrix Indicator (PMI) for CA
FFS
[bookmark: _Toc27479628][bookmark: _Toc36058828][bookmark: _Toc44067752][bookmark: _Toc52716679][bookmark: _Toc58239331][bookmark: _Toc68246920][bookmark: _Toc75790237]10.3B	Reporting of Precoding Matrix Indicator (PMI) for DC
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[bookmark: _Toc27479630][bookmark: _Toc36058830][bookmark: _Toc44067754][bookmark: _Toc52716681][bookmark: _Toc58239333][bookmark: _Toc68246922][bookmark: _Toc75790239]10.3B.1.1	EN-DC within FR1
The NR PMI requirements and test case details for this test case are specified in Section 6.3. 
During the test, only the PMI requirements on the NR cell shall be verified.
[bookmark: _Toc27479631][bookmark: _Toc36058831][bookmark: _Toc44067755][bookmark: _Toc52716682][bookmark: _Toc58239334][bookmark: _Toc68246923][bookmark: _Toc75790240]10.3B.1.2	EN-DC including FR2 NR carrier
The NR PMI requirements and test case details for this test case are specified in Section 8.3. 
During the test, only the PMI performance on the NR cell(s) on FR2 carriers shall be verified.
[bookmark: _Toc27479632][bookmark: _Toc36058832][bookmark: _Toc44067756][bookmark: _Toc52716683][bookmark: _Toc58239335][bookmark: _Toc68246924][bookmark: _Toc75790241]10.3B.1.3	EN-DC including FR1 and FR2 NR carriers
The PMI performance requirements are verified according to section 10.3B.1.1 for EN-DC with FR1 NR carrier only and section 10.3B.1.2 for EN-DC with FR2 NR carrier only.
During the test for EN-DC with FR2 NR carriers, only the PMI performance requirements on the FR2 carriers are verified.
No PMI requirement for FR1 NR or LTE carriers is specified for EN-DC including FR2 carrier(s).
[bookmark: _Toc27479633][bookmark: _Toc36058833][bookmark: _Toc44067757][bookmark: _Toc52716684][bookmark: _Toc58239336][bookmark: _Toc68246925][bookmark: _Toc75790242]10.3B.2	NR DC between FR1 and FR2
FFSThe test setup for FR1 PCell is specified in Table 5.5A.1.1.3-1 with antenna configuration 1x2. 
The test setup for FR2 cell is specified in Clause 8.1.2 and Clause 8.3. 
The PMI reporting requirements are specified in Clause 8.3. 
During the test, only the PMI performance based on NR requirements on the NR cell(s) on FR2 carriers shall be verified.
[bookmark: _Toc27479634][bookmark: _Toc36058834][bookmark: _Toc44067758][bookmark: _Toc52716685][bookmark: _Toc58239337][bookmark: _Toc68246926][bookmark: _Toc75790243]10.4A	Reporting of Rank Indicator (RI) for CA
FFS
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[bookmark: _Toc27479637][bookmark: _Toc36058837][bookmark: _Toc44067761][bookmark: _Toc52716688][bookmark: _Toc58239340][bookmark: _Toc68246929][bookmark: _Toc75790246]10.4B.1.1	EN-DC within FR1
The NR RI requirements and test case details for this test case are specified in Section 6.4. 
During the test, only the RI requirements on the NR cell shall be verified.
[bookmark: _Toc27479638][bookmark: _Toc36058838][bookmark: _Toc44067762][bookmark: _Toc52716689][bookmark: _Toc58239341][bookmark: _Toc68246930][bookmark: _Toc75790247]10.4B.1.2	EN-DC including FR2 NR carrier
The NR RI requirements and test case details for this test case are specified in Section 8.4. 
During the test, only the RI performance on the NR cell(s) on FR2 carriers shall be verified.
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The RI performance requirements are verified according to section 10.4B.1.1 for EN-DC with FR1 NR carrier only and section 10.4B.1.2 for EN-DC with FR2 NR carrier only.
During the test for EN-DC with FR2 NR carriers, only the RI performance requirements on the FR2 carriers are verified.
No RI requirement for FR1 NR or LTE carriers is specified for EN-DC including FR2 carrier(s).
[bookmark: _Toc27479640][bookmark: _Toc36058840][bookmark: _Toc44067764][bookmark: _Toc52716691][bookmark: _Toc58239343][bookmark: _Toc68246932][bookmark: _Toc75790249]10.4B.2	NR DC between FR1 and FR2
FFSThe test setup for FR1 PCell is specified in Table 5.5A1.1.3-1 with antenna configuration 1x2.
The test setup for FR2 cell is specified in Clause 8.1.2 and Clause 8.4. 
The NR RI reporting requirements for NR FR2 cell are specified in Clause 8.4. 
During the test, only the RI performance based on NR requirements on the NR cell(s) on FR2 carriers shall be verified.


