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	Reason for change:
	New NR-DC PC2 RF Baseline Implementation Capabilities for DC_28A_n78A need to be added

	
	

	Summary of change:
	New EN-DC for DC_28A_n78A PC2 RF Baseline Implementation Capabilities have been added.
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	PC2 RF Baseline Implementation Capabilities will be still incomplete.
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Table A.4.3.2B.2.3.1-3: Inter-band EN-DC within FR1 (two bands) PC2 UE RF Baseline Implementation Capabilities
	Item
	EN-DC configuration
	Inter-band EN-DC within FR1 (two bands) PC2 UE RF Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	DC_39A_n41A
	LTE Frequency band: 1880-1920 MHz
NR Frequency band: 2496-2690 MHz
	38.101-3, 6.2B.1.3
	Rel-16
	pc_Band39_nrBand41_ PC2_Supp
	

	2
	DC_39A_n79A
	LTE Frequency band: 1880-1920 MHz
NR Frequency band: 4400-5000 MHz
	38.101-3, 6.2B.1.3
	Rel-16
	pc_Band39_nrBand79_ PC2_Supp
	

	3
	DC_41A_n79A
	LTE Frequency band: 2496-2690 MHz
NR Frequency band: 4400-5000 MHz
	38.101-3, 6.2B.1.3
	Rel-16
	pc_Band41_nrBand79_ PC2_Supp
	

	4
	DC_3A_n78A
	LTE Frequency band: 1710-1785 MHz (UL), 1805-1880 MHz (DL)
NR Frequency band: 3300-3800 MHz
	38.101-3, 6.2B.1.3
	Rel-16
	pc_Band3_nrBand78_ PC2_Supp
	

	5
	DC_3A_n41A
	LTE Frequency band: 1710-1785 MHz (UL), 1805-1880 MHz (DL)
NR Frequency band: 2496-2690 MHz
	38.101-3, 6.2B.1.3
	Rel-16
	pc_Band3_nrBand41_ PC2_Supp
	

	6
	DC_1A_n78A
	LTE Frequency band: 1920-1980 MHz (UL),2110- 2170 MHz (DL)
NR Frequency band: 3300-3800 MHz
	38.101-3, 6.2B.1.3
	Rel-17
	pc_Band1_nrBand78_ PC2_Supp
	

	7
	Void
	
	
	
	
	

	8
	DC_8A_n78A
	LTE Frequency band: 703-748 MHz (UL), 758-803 MHz (DL)
NR Frequency band: 3300-3800 MHz
	38.101-3, 6.2B.1.3
	Rel-17
	pc_Band8_nrBand78_ PC2_Supp
	

	9
	DC_2A_n77A
	LTE Frequency band: 1850-1910 MHz (UL),1930-1990 MHz (DL)
NR Frequency band: 3300-4200 MHz1
	38.101-3, 6.2B.1.3
	Rel-17
	pc_Band2_nrBand77_ PC2_Supp
	

	10
	DC_5A_n77A
	LTE Frequency band: 824-849 MHz (UL),869- 894 MHz (DL)
NR Frequency band: 3300-4200 MHz1
	38.101-3, 6.2B.1.3
	Rel-17
	pc_Band5_nrBand77_ PC2_Supp
	

	11
	DC_13A_n77A
	LTE Frequency band: 777-787 MHz (UL),746-756 MHz (DL)
NR Frequency band: 3300-4200 MHz1
	38.101-3, 6.2B.1.3
	Rel-17
	pc_Band13_nrBand77_ PC2_Supp
	

	12
	DC_66A_n77A
	LTE Frequency band: 1710-1780 MHz (UL),2110-2200 MHz (DL)
NR Frequency band: 3300-4200 MHz1
	38.101-3, 6.2B.1.3
	Rel-17
	pc_Band66_nrBand77_ PC2_Supp
	

	A
	DC_28A_n78A
	LTE Frequency band: 703-748 MHz (UL),758- 803 MHz (DL)
NR Frequency band: 3300-3800 MHz
	38.101-3, 6.2B.1.3
	Rel-17
	pc_Band28_nrBand78_ PC2_Supp
	

	NOTE 1:	In the USA this band is restricted to 3450 – 3550 MHz and 3700 – 3980 MHz
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