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<Start of first modified section>
[bookmark: _Toc21353942][bookmark: _Toc27749561]–	SCS-SpecificCarrier
Table 4.6.3-160: SCS-SpecificCarrier
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SCS-SpecificCarrier ::= SEQUENCE {
	
	
	

	  offsetToCarrier
	offsetToCarrier as defined for the DL frequency of the cell
	For signalling test cases see subclause 6.2.3. Otherwise, see subclause 4.3.1.
	DL_PointA

	
	offsetToCarrier as defined for the UL frequency of the cell
	For signalling test cases see subclause 6.2.3. Otherwise, see subclause 4.3.1.
	UL_PointA

	
	offsetToCarrier as defined for the SL NRf1 frequency
	For signalling test cases see subclause 6.2.3.7. Otherwise, see subclause 4.3.1.8.
	SL_PointA

	  subcarrierSpacing
	SubcarrierSpacing
	
	

	  carrierBandwidth
	carrierBandwidth as defined for the frequency of the cell
	For signalling test cases see subclause 6.2.3. Otherwise, see subclause 4.3.1.
	

	  txDirectCurrentLocation
	Not present
	
	

	}
	
	
	



	Condition
	Explanation

	DL_PointA
	IE absoluteFrequencyPointA for downlink

	UL_PointA
	IE absoluteFrequencyPointA for uplink

	SL_PointA
	IE absoluteFrequencyPointA for sidelink



<End of modified section>

