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6.1.2.11	Area Specific SIBs using systemInformationAreaID
6.1.2.11.1	Test Purpose (TP)
(1)
with { UE is in NR RRC_IDLE state }
ensure that {
  when { SIB1 does not include si-RequestConfig and si-BroadcastStatus set to notBroadcasting }
    then { UE sends RRCSystemInfoRequest message and acquires the necessary SIBs }
            }

(2)
with { UE in NR_RRC Idle State }
ensure that {
  when { UE reselects to neighbour cell with same systemInformationAreaID and SIB1 does not include si-RequestConfig and si-BroadcastStatus set to notBroadcasting }
    then { UE applies system information parameters of previous cell for reselection purposes }
            }

6.1.2.11.2	Conformance requirements
References: The conformance requirements covered in the present TC are specified in: 3GPP TS 38.304, clause 5.2.4.4, 5.2.4.6 and 5.3.1. Unless otherwise stated these are Rel-15 requirements.
[TS 38.304, clause 5.2.4.2]
Following rules are used by the UE to limit needed measurements:
-	If the serving cell fulfils Srxlev > SIntraSearchP and Squal > SIntraSearchQ, the UE may choose not to perform intra-frequency measurements.
-	Otherwise, the UE shall perform intra-frequency measurements.
-	The UE shall apply the following rules for NR inter-frequencies and inter-RAT frequencies which are indicated in system information and for which the UE has priority provided as defined in 5.2.4.1:
-	For a NR inter-frequency or inter-RAT frequency with a reselection priority higher than the reselection priority of the current NR frequency, the UE shall perform measurements of higher priority NR inter-frequency or inter-RAT frequencies according to TS 38.133 [8].
-	For a NR inter-frequency with an equal or lower reselection priority than the reselection priority of the current NR frequency and for inter-RAT frequency with lower reselection priority than the reselection priority of the current NR frequency:
-	If the serving cell fulfils Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ, the UE may choose not to perform measurements of NR inter-frequencies or inter-RAT frequency cells of equal or lower priority;
-	Otherwise, the UE shall perform measurements of NR inter-frequencies or inter-RAT frequency cells of equal or lower priority according to TS 38.133 [8].
[TS 38.304, clause 5.2.4.6]
If threshServingLowQ is broadcast in system information and more than 1 second has elapsed since the UE camped on the current serving cell, cell reselection to a cell on a higher priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:
-	A cell of a higher priority NR or EUTRAN RAT/frequency fulfils Squal > ThreshX, HighQ during a time interval TreselectionRAT
Otherwise, cell reselection to a cell on a higher priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:
-	A cell of a higher priority RAT/ frequency fulfils Srxlev > ThreshX, HighP during a time interval TreselectionRAT; and
-	More than 1 second has elapsed since the UE camped on the current serving cell.
Cell reselection to a cell on an equal priority NR frequency shall be based on ranking for intra-frequency cell reselection as defined in clause 5.2.4.6.
If threshServingLowQ is broadcast in system information and more than 1 second has elapsed since the UE camped on the current serving cell, cell reselection to a cell on a lower priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:
-	The serving cell fulfils Squal < ThreshServing, LowQ and a cell of a lower priority NR or E-UTRAN RAT/ frequency fulfils Squal > ThreshX, LowQ during a time interval TreselectionRAT.
Otherwise, cell reselection to a cell on a lower priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:
-	The serving cell fulfils Srxlev < ThreshServing, LowP and a cell of a lower priority RAT/ frequency fulfils Srxlev > ThreshX, LowP during a time interval TreselectionRAT; and
-	More than 1 second has elapsed since the UE camped on the current serving cell.
Cell reselection to a higher priority RAT/frequency shall take precedence over a lower priority RAT/frequency if multiple cells of different priorities fulfil the cell reselection criteria.
If more than one cell meets the above criteria, the UE shall reselect a cell as follows:
-	If the highest-priority frequency is an NR frequency, the highest ranked cell among the cells on the highest priority frequency(ies) meeting the criteria according to clause 5.2.4.6;
-	If the highest-priority frequency is from another RAT, the strongest cell among the cells on the highest priority frequency(ies) meeting the criteria of that RAT.
[TS 38.331, clause 5.2.2.2.1]
The UE shall apply the SI acquisition procedure as defined in clause 5.2.2.3 upon cell selection (e.g. upon power on), cell-reselection, return from out of coverage, after reconfiguration with sync completion, after entering the network from another RAT, upon receiving an indication that the system information has changed, upon receiving a PWS notification; and whenever the UE does not have a valid version of a stored SIB.
When the UE acquires a MIB or a SIB1 or an SI message in a serving cell as described in clause 5.2.2.3, and if the UE stores the acquired SIB, then the UE shall store the associated areaScope, if present, the first PLMN-Identity in the PLMN-IdentityInfoList, the cellIdentity, the systemInformationAreaID, if present, and the valueTag, if present, as indicated in the si-SchedulingInfo for the SIB. The UE may use a valid stored version of the SI except MIB, SIB1, SIB6, SIB7 or SIB8 e.g. after cell re-selection, upon return from out of coverage or after the reception of SI change indication.
NOTE:	The storage and management of the stored SIBs in addition to the SIBs valid for the current serving cell is left to UE implementation.
The UE shall:
1>	delete any stored version of a SIB after 3 hours from the moment it was successfully confirmed as valid;
1>	for each stored version of a SIB:
2>	if the areaScope is associated and its value for the stored version of the SIB is the same as the value received in the si-SchedulingInfo for that SIB from the serving cell:
3>	if the first PLMN-Identity included in the PLMN-IdentityInfoList, the systemInformationAreaID and the valueTag that are included in the si-SchedulingInfo for the SIB received from the serving cell are identical to the PLMN-Identity, the systemInformationAreaID and the valueTag associated with the stored version of that SIB:
4>	consider the stored SIB as valid for the cell;
…
[TS 38.331, clause 5.2.2.3.3]
The UE shall:
…
1>	else:
2>	apply the timeAlignmentTimerCommon included in SIB1;
2>	apply the CCCH configuration as specified in 9.1.1.2;
2>	initiate transmission of the RRCSystemInfoRequest message in accordance with 5.2.2.3.4;
2>	if acknowledgement for RRCSystemInfoRequest message is received from lower layers:
3>	acquire the requested SI message(s) as defined in subclause 5.2.2.3.2, immediately;
….
[TS 38.331, clause 5.2.2.3.4]
The UE shall set the contents of RRCSystemInfoRequest message as follows:
1>	set the requested-SI-List to indicate the SI message(s) that the UE requires to operate within the cell, and for which si-BroadcastStatus is set to notBroadcasting.
The UE shall submit the RRCSystemInfoRequest message to lower layers for transmission.
6.1.2.11.3	Test description
6.1.2.11.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1, NR Cell 3 and NR Cell 6.
-	System information combination NR-2 as defined in TS 38.508-1 [4] clause 4.4.3.1.2 is used in NR Cells.
UE:
None.
Preamble:
-	The UE is in NR RRC Idle mode (state 1N-A) on NR Cell 1 according to 38.508-1 [4] Table 4.4A.2-1.
6.1.2.11.3.2	Test procedure sequence
Table 6.1.2.11.3.2-1/2 illustrate the downlink power levels and other changing parameters to be applied for the cell at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause. The configuration T0 indicates the initial conditions for preamble. Configurations marked "T1" and "T2" is applied at the points indicated in the Main behaviour description in Table 6.1.2.11.3.2-3.
Table 6.1.2.11.3.2-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 3
	NR Cell 6
	Remark

	T0
	SS/PBCH
SSS EPRE
	dBm/SCS
	-88
	Off
	Off
	

	T1
	SS/PBCH
SSS EPRE
	dBm/SCS
	-95
	-80
	Off
	The power level values are assigned to satisfy SrxlevNRCell3 > ThreshX, HighP

	T2
	SS/PBCH
SSS EPRE
	dBm/SCS
	Off
	-88
	-80
	The power level values are assigned to satisfy RNRCell 3 < RNRCell 6



Table 6.1.2.11.3.2-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 3
	NR Cell 6
	Remark

	T0
	SS/PBCH
SSS EPRE
	dBm/SCS
	FFS-82
	Off
	Off
	

	T1
	SS/PBCH
SSS EPRE
	dBm/SCS
	FFS-100
	FFS-82
	Off
	The power level values are assigned to satisfy SrxlevNRCell3 > ThreshX, HighP

	T2
	SS/PBCH
SSS EPRE
	dBm/SCS
	Off
	FFS-91
	FFS-82
	The power level values are assigned to satisfy RNRCell 3 < RNRCell 6



Table 6.1.2.11.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	0
	The SS changes SIB1 as specified as Table 6.1.2.11.3.3-1.
Note: The sysinfo combination of NR cell 1 is changed to NR-4.
	-
	-
	-
	-

	0A
	The SS notifies the UE of change of System Information on NR Cell 1 by send Short Message on PDCCH using P-RNTI.
	<--
	NR PDCCH (DCI 1_0): Short Message
	-
	-

	1
	Void
	-
	-
	-
	-

	2
	UE sends RRCSystemInfoRequest message to NR Cell 1 to request SIB4.
	-->
	NR RRC: RRCSystemInfoRequest
	1
	P

	-
	EXCEPTION: After receving RRCSystemInfoRequest message in step 2, the SS ignores the reception of subsequent RRCSystemInfoRequest.
	-
	-
	-
	-

	3
	NR Cell 1 starts broadcasting SystemInformation message which including SIB4.
	<--
	NR RRC: SystemInformation
	-
	-

	3A
	The SS re-adjusts the SS/PBCH EPRE levels and according to row "T1" in table 6.1.2.11.3.2-1/2.
	-
	-
	-
	-

	4
	Wait 34s to let UE to perform inter-frequency cell reselection to NR Cell 3 (Note 1).
	-
	-
	-
	-

	4A
	Does the UE send RRCSystemInfoRequest message on NR Cell 3 to request SIB4 in the next 5s?
	
	
	2
	F

	4B
	The test result of generic test procedure in TS 38.508-1 [4] Table 4.9.4.2.2-1 indicate that the UE is camped on NR Cell 3.
	-
	-
	-
	-

	5
	The SS re-adjusts the SS/PBCH EPRE levels and according to row "T2" in table 6.1.2.11.3.2-1/2.
	-
	-
	-
	-

	6
	Void
	
	
	
	

	6A
	Wait 34s to let UE to perform inter-frequency cell reselection to NR Cell 6.(Note 1)
	-
	-
	-
	-

	7
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.4.2.2-1 indicate that the UE is camped on NR Cell 6?
	-
	-
	2
	P

	Note 1:	The wait time for cell reselection procedure is selected to cover Tdetect, NR_inter (32s) + TSI-NR (1280 ms) = 33.28s rounded up to 34s.



6.1.2.11.3.3	Specific message contents
Table 6.1.2.11.3.3-1: SIB1 of NR cell 1 and NR cell 3 (All steps in Table 6.1.2.11.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-28 with Condition SIG AND FR1

	Information Element
	Value/remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  cellSelectionInfo SEQUENCE {
	
	
	

	[bookmark: _Hlk528089768]  si-SchedulingInfo
	SI-SchedulingInfo-Area
	Table 6.1.2.11.3.3-2
	

	}
	
	
	



Table 6.1.2.11.3.3-2: SI-SchedulingInfo-Area (Table 6.1.2.11.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-173 with Condition FR1

	Information Element
	Value/remark
	Comment
	Condition

	SI-SchedulingInfo ::= SEQUENCE {
	
	
	

	  schedulingInfoList SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfo {
	2 entries
	
	

	    SchedulingInfo[1] SEQUENCE {
	
	entry 1
	

	      si-BroadcastStatus
	broadcasting
	
	

	      si-Periodicity
	rf32
	
	

	      sib-MappingInfo SEQUENCE (SIZE (1..maxSIB)) OF SIB-TypeInfo {
	1 entry
	
	

	        SIB-TypeInfo[1] SEQUENCE {
	
	entry 1
	

	          type
	sibType2
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    SchedulingInfo[2] SEQUENCE {
	
	entry 2
	

	      si-BroadcastStatus
	not broadcasting
	
	

	      si-Periodicity
	rf64
	
	

	      sib-MappingInfo SEQUENCE (SIZE (1..maxSIB)) OF SIB-TypeInfo {
	1 entry
	
	

	        SIB-TypeInfo[1] SEQUENCE {
	
	entry 1
	

	          type
	sibType4
	
	

	          valueTag
	0
	
	

	          areaScope
	true
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  systemInformationAreaID
	’0000 0000 0000 0000 0000 0011’B
	
	

	}
	
	
	



Table 6.1.2.11.3.3-3: RRCSystemInfoRequest (Step 2, Table 6.1.2.11.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-24

	Information Element
	Value/remark
	Comment
	Condition

	RRCSystemInfoRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcSystemInfoRequest-r15 SEQUENCE {
	
	
	

	      requested-SI-List
	01000000000000000000000000000000
	Bit corresponds to SIB4 in schedulingInfoList
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.1.2.11.3.3-4: SystemInformation (Step 3, Table 6.1.2.11.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-29

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    systemInformation-r15 SEQUENCE {
	
	
	

	      sib-TypeAndInfo SEQUENCE (SIZE (1..maxSIB)) OF CHOICE {
	1 entry
	
	

	        SIB4 SEQUENCE {
	As per TS 38.508-1 [4] Table 4.6.2-3
	
	

	          interFreqCarrierFreqList SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo {
	2 entries
	
	

	            InterFreqCarrierFreqInfo[1] SEQUENCE {
	
	entry 1
	

	              dl-CarrierFreq
	Same downlink NR ARFCN as used for NR Cell 3
	
	

	              smtc
	SSB-MTC as defined in TS 38.508-1 [4] Table 4.6.3-185 with condition INTER-FREQ_ODD
	
	

	            }
	
	
	

	            InterFreqCarrierFreqInfo[2] SEQUENCE {
	
	entry 2
	

	              dl-CarrierFreq
	Same downlink NR ARFCN as used for NR Cell 6
	
	

	              smtc
	SSB-MTC as defined in TS 38.508-1 [4] Table 4.6.3-185 with condition INTER-FREQ_ODD
	smtc of the inter-freq carrier for NR Cell 6 is calculated with respect to NR Cell 3
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


[bookmark: _Toc21103030]
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6.1.2.12.1	Test Purpose (TP)
(1)
with { UE camped normally in state NR RRC_IDLE }
ensure that {
  when { A higher ranked cell is found with cell status "true" for other use }
    then { UE does not attempt to reselect to the higher ranked cell }
            }

6.1.2.12.2	Conformance requirements
References: The conformance requirements covered in the present TC are specified in: 3GPP TS 38.304, clause 5.2.4.4, 5.2.4.6 and 5.3.1. Unless otherwise stated these are Rel-15 requirements.
[TS 38.304, clause 5.2.4.4]
For the highest ranked cell (including serving cell) according to cell reselection criteria specified in subclause 5.2.4.6, for the best cell according to absolute priority reselection criteria specified in subclause 5.2.4.5, the UE shall check if the access is restricted according to the rules in subclause 5.3.1.
If that cell and other cells have to be excluded from the candidate list, as stated in subclause 5.3.1, the UE shall not consider these as candidates for cell reselection. This limitation shall be removed when the highest ranked cell changes.
If the highest ranked cell or best cell according to absolute priority reselection rules is an intra-frequency or inter-frequency cell which is not suitable due to being part of the "list of 5GS forbidden TAs for roaming" or belonging to a PLMN which is not indicated as being equivalent to the registered PLMN, the UE shall not consider this cell and other cells on the same frequency, as candidates for reselection for a maximum of 300 seconds. If the UE enters into state any cell selection, any limitation shall be removed. If the UE is redirected under NR control to a frequency for which the timer is running, any limitation on that frequency shall be removed.
If the highest ranked cell or best cell according to absolute priority reselection rules is an inter-RAT cell which is not suitable due to being part of the "list of forbidden TAs for roaming" or belonging to a PLMN which is not indicated as being equivalent to the registered PLMN, the UE shall not consider this cell and other cells on the same frequency, as candidates for reselection for a maximum of 300 seconds. If the UE enters into state any cell selection, any limitation shall be removed. If the UE is redirected under NR control to a frequency for which the timer is running, any limitation on that frequency shall be removed.
[TS 38.304, clause 5.2.4.6]
The cell-ranking criterion Rs for serving cell and Rn for neighbouring cells is defined by:
	Rs = Qmeas,s +Qhyst - Qoffsettemp
Rn = Qmeas,n -Qoffset - Qoffsettemp


where:
	Qmeas
	RSRP measurement quantity used in cell reselections.

	Qoffset
	For intra-frequency: Equals to Qoffsets,n, if Qoffsets,n is valid, otherwise this equals to zero.
For inter-frequency: Equals to Qoffsets,n plus Qoffsetfrequency, if Qoffsets,n is valid, otherwise this equals to Qoffsetfrequency.

	Qoffsettemp
	Offset temporarily applied to a cell as specified in TS 38.331 [3].



The UE shall perform ranking of all cells that fulfil the cell selection criterion S, which is defined in 5.2.3.2.
The cells shall be ranked according to the R criteria specified above by deriving Qmeas,n and Qmeas,s and calculating the R values using averaged RSRP results.
If rangeToBestCell is not configured, the UE shall perform cell reselection to the highest ranked cell. If this cell is found to be not-suitable, the UE shall behave according to subclause 5.2.4.4.
If rangeToBestCell is configured, then the UE shall perform cell reselection to the cell with the highest number of beams above the threshold (i.e. absThreshSS-BlocksConsolidation) among the cells whose R value is within rangeToBestCell of the R value of the highest ranked cell. If there are multiple such cells, the UE shall perform cell reselection to the highest ranked cell among them. If this cell is found to be not-suitable, the UE shall behave according to subclause 5.2.4.4.
In all cases, the UE shall reselect the new cell, only if the following conditions are met:
-	the	new cell is better than the serving cell according to the cell reselection criteria specified above during a time interval TreselectionRAT;
-	more than 1 second has elapsed since the UE camped on the current serving cell.
 [TS 38.304, clause 5.3.1]
Cell status and cell reservations are indicated in the MIB or SIB1 message as specified in TS 38.331 [3] by means of three fields:
-	cellBarred (IE type: "barred" or "not barred") 
Indicated in MIB message. In case of multiple PLMNs indicated in SIB1, this field is common for all PLMNs
-	cellReservedForOperatorUse (IE type: "reserved" or "not reserved") 
Indicated in SIB1 message. In case of multiple PLMNs indicated in SIB1, this field is specified per PLMN.
-	cellReservedForOtherUse (IE type: "true") 
Indicated in SIB1 message. In case of multiple PLMNs indicated in SIB1, this field is common for all PLMNs.
When cell status is indicated as "not barred" and "not reserved" for operator use and not "true" for other use,
-	All UEs shall treat this cell as candidate during the cell selection and cell reselection procedures.
When cell status is indicated as "true" for other use,
-	The UE shall treat this cell as if cell status is "barred".
When cell status is indicated as "not barred" and "reserved" for operator use for any PLMN and not "true" for other use,
-	UEs assigned to Access Identity 11 or 15 operating in their HPLMN/EHPLMN shall treat this cell as candidate during the cell selection and reselection procedures if the field cellReservedForOperatorUse for that PLMN set to "reserved".
-	UEs assigned to an Access Identity 1, 2 and 12 to 14 shall behave as if the cell status is "barred" in case the cell is "reserved for operator use" for the registered PLMN or the selected PLMN.
NOTE 1:	Access Identities 11, 15 are only valid for use in the HPLMN/ EHPLMN; Access Identities 12, 13, 14 are only valid for use in the home country as specified in TS 22.261 [12].
When cell status "barred" is indicated or to be treated as if the cell status is "barred",
-	The UE is not permitted to select/reselect this cell, not even for emergency calls.
-	The UE shall select another cell according to the following rule:
-	If the cell is to be treated as if the cell status is "barred" due to being unable to acquire the MIB:
-	the UE may exclude the barred cell as a candidate for cell selection/reselection for up to 300 seconds.
-	the UE may select another cell on the same frequency if the selection criteria are fulfilled.
-	else:
-	If the cell is to be treated as if the cell status is "barred" due to being unable to acquire the SIB1:
-	The UE may exclude the barred cell as a candidate for cell selection/reselection for up to 300 seconds.
-	If the field intraFreqReselection in MIB message is set to "allowed", the UE may select another cell on the same frequency if re-selection criteria are fulfilled;
-	The UE shall exclude the barred cell as a candidate for cell selection/reselection for 300 seconds.
-	If the field intraFreqReselection in MIB message is set to "not allowed" the UE shall not re-select a cell on the same frequency as the barred cell;
-	The UE shall exclude the barred cell and the cells on the same frequency as a candidate for cell selection/reselection for 300 seconds.
The cell selection of another cell may also include a change of RAT.
6.1.2.12.3	Test description
6.1.2.12.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1 and NR Cell 11 in different tracking areas.
-	System information combination NR-2 as defined in TS 38.508-1 [4] clause 4.4.3.1.2 is used in NR Cells.
UE:
None.
Preamble:
-	The UE is in NR RRC Idle mode (state 1N-A) on NR Cell 1 according to 38.508-1 [4] Table 4.4A.2-1.
6.1.2.12.3.2	Test procedure sequence
Table 6.1.2.12.3.2-1/2 illustrate the downlink power levels and other changing parameters to be applied for the cell at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause. The configuration T0 indicates the initial conditions for preamble. Configurations marked "T1" is applied at the points indicated in the Main behaviour description in Table 6.1.2.12.3.2-3.
Table 6.1.2.12.3.2-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 11
	Remark

	T0
	SS/PBCH
SSS EPRE
	dBm/SCS
	-88
	Off
	

	T1
	SS/PBCH
SSS EPRE
	dBm/SCS
	-88
	-80
	The power level values are assigned to satisfy RNRCell 1 < RNRCell 11

	
	cellReservedForOtherUse
	-
	-
	True
	



Table 6.1.2.12.3.2-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 11
	Remark

	T0
	SS/PBCH
SSS EPRE
	dBm/SCS
	FFS-91
	Off
	

	T1
	SS/PBCH
SSS EPRE
	dBm/SCS
	FFS-91
	FFS-82
	The power level values are assigned to satisfy RNRCell 1 < RNRCell 11

	
	cellReservedForOtherUse
	-
	-
	True
	



Table 6.1.2.12.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS re-adjusts the SS/PBCH EPRE levels and according to row "T1" in table 6.1.2.12.3.2-1/2.
	-
	-
	-
	-

	2
	Check: Does the UE initiate a random access procedure on NR Cell 11 within the next 120s?
	-
	-
	1
	F

	3
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.4.2.2-1 indicate that check UE is in state NR RRC_IDLE on NR Cell 1?
	-
	-
	1
	-



6.1.2.12.3.3	Specific message contents
Table 6.1.2.12.3.3-1: SIB1 for NR Cell 11 (Preamble, Table 6.1.2.12.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	    cellReservedForOtherUse
	true 
	
	

	  }
	
	
	

	}
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6.1.2.13.1	Test Purpose (TP)
(1)
with { UE camped normally in state NR RRC_IDLE and UE fitted with a USIM with at least one of the following Access Identities set: 0,1,2,12,13,14}
ensure that {
  when { a higher ranked cell is found "reserved" for Operator use }
    then { UE does not attempt to reselect to the higher ranked cell }
            }

6.1.2.13.2	Conformance requirements    
References: The conformance requirements covered in the present TC are specified in: 3GPP TS 38.304, clause 5.3.1. Unless otherwise stated these are Rel-15 requirements.
 [TS 38.304, clause 5.3.1]
Cell status and cell reservations are indicated in the MIB or SIB1 message as specified in TS 38.331 [3] by means of three fields:
-	cellBarred (IE type: "barred" or "not barred") 
Indicated in MIB message. In case of multiple PLMNs indicated in SIB1, this field is common for all PLMNs
-	cellReservedForOperatorUse (IE type: "reserved" or "not reserved") 
Indicated in SIB1 message. In case of multiple PLMNs indicated in SIB1, this field is specified per PLMN.
-	cellReservedForOtherUse (IE type: "true") 
Indicated in SIB1 message. In case of multiple PLMNs indicated in SIB1, this field is common for all PLMNs.
When cell status is indicated as "not barred" and "not reserved" for operator use and not "true" for other use,
-	All UEs shall treat this cell as candidate during the cell selection and cell reselection procedures.
When cell status is in+dicated as "true" for other use,
-	The UE shall treat this cell as if cell status is "barred".
When cell status is indicated as "not barred" and "reserved" for operator use for any PLMN and not "true" for other use,
-	UEs assigned to Access Identity 11 or 15 operating in their HPLMN/EHPLMN shall treat this cell as candidate during the cell selection and reselection procedures if the field cellReservedForOperatorUse for that PLMN set to "reserved".
-	UEs assigned to an Access Identity 0, 1, 2 and 12 to 14 shall behave as if the cell status is "barred" in case the cell is "reserved for operator use" for the registered PLMN or the selected PLMN.
NOTE 1:	Access Identities 11, 15 are only valid for use in the HPLMN/ EHPLMN; Access Identities 12, 13, 14 are only valid for use in the home country as specified in TS 22.261 [12].
When cell status "barred" is indicated or to be treated as if the cell status is "barred",
-	The UE is not permitted to select/reselect this cell, not even for emergency calls.
-	The UE shall select another cell according to the following rule:
-	If the cell is to be treated as if the cell status is "barred" due to being unable to acquire the MIB:
-	the UE may exclude the barred cell as a candidate for cell selection/reselection for up to 300 seconds.
-	the UE may select another cell on the same frequency if the selection criteria are fulfilled.
-	else:
-	If the cell is to be treated as if the cell status is "barred" due to being unable to acquire the SIB1 or due to trackingAreaCode being absent in SIB1 as specified in TS 38.331 [3]:-	The UE may exclude the barred cell as a candidate for cell selection/reselection for up to 300 seconds.
-	If the field intraFreqReselection in MIB message is set to "allowed", the UE may select another cell on the same frequency if re-selection criteria are fulfilled;
-	The UE shall exclude the barred cell as a candidate for cell selection/reselection for 300 seconds.
-	If the field intraFreqReselection in MIB message is set to "not allowed" the UE shall not re-select a cell on the same frequency as the barred cell;
-	The UE shall exclude the barred cell and the cells on the same frequency as a candidate for cell selection/reselection for 300 seconds.
The cell selection of another cell may also include a change of RAT.
6.1.2.13.3	Test description
6.1.2.13.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1 and NR Cell 12 with different tracking areas.
-	NR Cell 1 and NR Cell 12 are HPLMN.
-	System information combination NR-4 as defined in TS 38.508-1 [4] clause 4.4.3.1.2 is used in NR Cells.
UE:
None.
Preamble:
-	The UE is in NR RRC Idle mode (state 1N-A) on NR Cell 1 according to TS 38.508-1 [4] Table 4.4A.2-1.
-	The UE switches off and then switches on.
-	The UE is in NR RRC Idle mode (state 1N-A) on NR Cell 1 according to TS 38.508-1 [4] Table 4.4A.2-1.
6.1.2.13.3.2	Test procedure sequence
Table 6.1.2.13.3.2-1/2 illustrate the downlink power levels and other changing parameters to be applied for the cell at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause. Configurations marked "T0" is applied for Preamble. Configurations marked "T1 is applied at the points indicated in the Main behaviour description in Table 6.1.2.13.3.2-3.
Table 6.1.2.13.3.2-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 12
	Remark

	T0
	SS/PBCH
SSS EPRE
	dBm/SCS
	-88
	Off
	

	T1
	SS/PBCH
SSS EPRE
	dBm/SCS
	-88
	-80
	The power level values are assigned to satisfy RNRCell 1 < RNRCell 12 

	
	cellReservedForOperatorUse
	-
	-
	Reserved
	



Table 6.1.2.13.3.2-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 12
	Remark

	T0
	SS/PBCH
SSS EPRE
	dBm/SCS
	FFS-91
	Off
	

	T1
	SS/PBCH
SSS EPRE
	dBm/SCS
	FFS-91
	FFS-82
	The power level values are assigned to satisfy RNRCell 1 < RNRCell 12 

	
	cellReservedForOperatorUse
	-
	-
	Reserved
	



Table 6.1.2.13.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS adjusts the SS/PBCH EPRE levels according to row "T1" in table 6.1.2.13.3.2-1/2.
	-
	-
	-
	-

	2
	Check: Does the UE initiate a random access procedure on NR Cell 12 within the next 120s?
	-
	-
	1
	F

	3
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.4.2.2-1 indicate that check UE is in state NR RRC_IDLE on NR Cell 1?
	-
	-
	1
	-



6.1.2.13.3.3	Specific message contents
Table 6.1.2.13.3.3-1: SIB1 for NR Cell 12 (Preamble, Table 6.1.2.13.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	    plmn-IdentityList SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-Identity {
	1 entry
	
	

	      PLMN-Identity[1]
	Set to the same PLMN-Identity with NR Cell 1
	entry 1
	

	        cellReservedForOperatorUse
	Reserved
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
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6.1.2.14.1	Test Purpose (TP)
(1)
with { UE camped normally in state NR RRC_IDLE operating in their HPLMN/EHPLMN and fitted with a USIM with access class11 or 15}
ensure that {
  when { a higher ranked cell is found "reserved" for Operator use }
    then { UE re-selects to the higher ranked cell }
            }

6.1.2.14.2	Conformance requirements
References: The conformance requirements covered in the present TC are specified in: 3GPP TS 38.304, clause 5.3.1. Unless otherwise stated these are Rel-15 requirements.
[TS 38.304, clause 5.3.1]
Cell status and cell reservations are indicated in the MIB or SIB1 message as specified in TS 38.331 [3] by means of three fields:
-	cellBarred (IE type: "barred" or "not barred")
Indicated in MIB message. In case of multiple PLMNs indicated in SIB1, this field is common for all PLMNs
-	cellReservedForOperatorUse (IE type: "reserved" or "not reserved") 
Indicated in SIB1 message. In case of multiple PLMNs indicated in SIB1, this field is specified per PLMN.
-	cellReservedForOtherUse (IE type: "true") 
Indicated in SIB1 message. In case of multiple PLMNs indicated in SIB1, this field is common for all PLMNs.
When cell status is indicated as "not barred" and "not reserved" for operator use and not "true" for other use,
-	All UEs shall treat this cell as candidate during the cell selection and cell reselection procedures.
When cell status is indicated as "true" for other use,
-	The UE shall treat this cell as if cell status is "barred".
When cell status is indicated as "not barred" and "reserved" for operator use for any PLMN and not "true" for other use,
-	UEs assigned to Access Identity 11 or 15 operating in their HPLMN/EHPLMN shall treat this cell as candidate during the cell selection and reselection procedures if the field cellReservedForOperatorUse for that PLMN set to "reserved".
-	UEs assigned to an Access Identity 1, 2 and 12 to 14 shall behave as if the cell status is "barred" in case the cell is "reserved for operator use" for the registered PLMN or the selected PLMN.
NOTE 1:	Access Identities 11, 15 are only valid for use in the HPLMN/ EHPLMN; Access Identities 12, 13, 14 are only valid for use in the home country as specified in TS 22.261 [12].
When cell status "barred" is indicated or to be treated as if the cell status is "barred",
-	The UE is not permitted to select/reselect this cell, not even for emergency calls.
-	The UE shall select another cell according to the following rule:
-	If the cell is to be treated as if the cell status is "barred" due to being unable to acquire the MIB:
-	the UE may exclude the barred cell as a candidate for cell selection/reselection for up to 300 seconds.
-	the UE may select another cell on the same frequency if the selection criteria are fulfilled.
-	else:
-	If the cell is to be treated as if the cell status is "barred" due to being unable to acquire the SIB1:
-	The UE may exclude the barred cell as a candidate for cell selection/reselection for up to 300 seconds.
-	If the field intraFreqReselection in MIB message is set to "allowed", the UE may select another cell on the same frequency if re-selection criteria are fulfilled;
-	The UE shall exclude the barred cell as a candidate for cell selection/reselection for 300 seconds.
-	If the field intraFreqReselection in MIB message is set to "not allowed" the UE shall not re-select a cell on the same frequency as the barred cell;
-	The UE shall exclude the barred cell and the cells on the same frequency as a candidate for cell selection/reselection for 300 seconds.
The cell selection of another cell may also include a change of RAT.
6.1.2.14.3	Test description
6.1.2.14.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1 and NR Cell 3 in different tracking areas.
-	NR Cell 1 and NR Cell 3 are HPLMN.
-	System information combination NR-4 as defined in TS 38.508-1 [4] clause 4.4.3.1.2 is used in NR Cells.
UE:
-	The UE is equipped with a USIM containing default values and USIM Configuration 17.
Preamble:
-	The UE is in NR RRC Idle mode (state 1N-A) on NR Cell 1 according to TS 38.508-1 [4] Table 4.4A.2-1.
6.1.2.14.3.2	Test procedure sequence
Table 6.1.2.14.3.2-1/2 illustrate the downlink power levels and other changing parameters to be applied for the cell at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause. Configurations marked "T0" is applied for Preamble. Configurations marked "T1 is applied at the points indicated in the Main behaviour description in Table 6.1.2.14.3.2-3.
Table 6.1.2.14.3.2-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 3
	Remark

	T0
	SS/PBCH
SSS EPRE
	dBm/SCS
	-88
	Off
	

	T1
	SS/PBCH
SSS EPRE
	dBm/SCS
	-88
	-80
	The power level values are assigned to satisfy RNRCell 1 < RNRCell 3 

	
	cellReservedForOperatorUse
	-
	-
	Reserved
	



Table 6.1.2.14.3.2-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 3
	Remark

	T0
	SS/PBCH
SSS EPRE
	dBm/SCS
	FFS-91
	Off
	

	T1
	SS/PBCH
SSS EPRE
	dBm/SCS
	FFS-91
	FFS-82
	The power level values are assigned to satisfy RNRCell 1 < RNRCell 3 

	
	cellReservedForOperatorUse
	-
	-
	Reserved
	



Table 6.1.2.14.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS adjusts the SS/PBCH EPRE levels according to row "T1" in table 6.1.2.14.3.2-1/2.
	-
	-
	-
	-

	2
	Check: Does the test result of test steps 1 to 5 of generic test procedure in TS 38.508-1 [4] Table 4.9.5.2.2-1 indicate that the UE is camped on NR Cell 3?
	-
	-
	1
	P



6.1.2.14.3.3	Specific message contents
Table 6.1.2.14.3.3-1: SIB1 for NR Cell 3 (Preamble, Table 6.1.2.14.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	    plmn-IdentityList SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-Identity {
	
	
	

	      cellReservedForOperatorUse
	Reserved
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.1.2.14.3.3-2: SERVICE REQUEST (Preamble, Table 6.1.2.14.3.2-3; step 4 ,Table 4.5.2.2-4, TS 38.508-1 [4])
	Derivation Path: Table 4.7.1-16.

	Information Element
	Value/remark
	Comment
	Condition

	Service type
	‘0101’B
	high priority access
	



<Skipped unmodified Text>
6.1.2.16	Inter-frequency cell reselection (equal priority)
6.1.2.16.1	Test Purpose (TP)
(1)
with { UE in NR RRC_IDLE state }
ensure that {
  when { UE detects both intra-frequency and equal priority inter-frequency neighbour cells and the inter-frequency cell is the highest ranked cell }
    then { UE reselects the inter-frequency cell }
            }

6.1.2.16.2	Conformance requirements
References: The conformance requirements covered in the present TC are specified in: 3GPP TS 38.304, clause 5.2.4.6. Unless otherwise stated these are Rel-15 requirements.
[TS 38.304, clause 5.2.4.6]
The cell-ranking criterion Rs for serving cell and Rn for neighbouring cells is defined by:
	Rs = Qmeas,s +Qhyst - Qoffsettemp
Rn = Qmeas,n -Qoffset - Qoffsettemp


where:
	Qmeas
	RSRP measurement quantity used in cell reselections.

	Qoffset
	For intra-frequency: Equals to Qoffsets,n, if Qoffsets,n is valid, otherwise this equals to zero.
For inter-frequency: Equals to Qoffsets,n plus Qoffsetfrequency, if Qoffsets,n is valid, otherwise this equals to Qoffsetfrequency.

	Qoffsettemp
	Offset temporarily applied to a cell as specified in TS 38.331 [3].



The UE shall perform ranking of all cells that fulfil the cell selection criterion S, which is defined in 5.2.3.2.
The cells shall be ranked according to the R criteria specified above by deriving Qmeas,n and Qmeas,s and calculating the R values using averaged RSRP results.
If rangeToBestCell is not configured, the UE shall perform cell reselection to the highest ranked cell. If this cell is found to be not-suitable, the UE shall behave according to subclause 5.2.4.4.
If rangeToBestCell is configured, then the UE shall perform cell reselection to the cell with the highest number of beams above the threshold (i.e. absThreshSS-BlocksConsolidation) among the cells whose R value is within rangeToBestCell of the R value of the highest ranked cell. If there are multiple such cells, the UE shall perform cell reselection to the highest ranked cell among them. If this cell is found to be not-suitable, the UE shall behave according to subclause 5.2.4.4.
In all cases, the UE shall reselect the new cell, only if the following conditions are met:
-	the	new cell is better ranked than the serving cell during a time interval TreselectionRAT;
-	more than 1 second has elapsed since the UE camped on the current serving cell.
6.1.2.16.3	Test description
6.1.2.16.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1, NR Cell 2 and NR Cell 3 have different tracking areas.
-	System information combination NR-5 as defined in TS 38.508-1 [4] clause 4.4.3.1.3 is used in NR Cells.
UE:
None.
Preamble:
-	The UE is in NR RRC Idle mode (state 1N-A) on NR Cell 1(according to 38.508-1 [4] Table 4.4A.2-1.
6.1.2.16.3.2	Test procedure sequence
Table 6.1.2.16.3.2-1/2 illustrate the downlink power levels and other changing parameters to be applied for the cell at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause. Row marked "T0" denotes the conditions after the preamble. Configurations marked "T1", "T2" and "T3" are applied at the points indicated in the Main behaviour description in Table 6.1.2.16.3.2-3.
Table 6.1.2.16.3.2-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 2
	NR Cell 3
	Remark

	T0
	SS/PBCH
SSS EPRE
	dBm/SCS
	-88
	-94
	-78
	The power level values are set so that RNRCell 2 < RNRCell 1 < R NRCell 3.



Table 6.1.2.16.3.2-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 2
	NR Cell 3
	Remark

	T0
	SS/PBCH
SSS EPRE
	dBm/SCS
	FFS-91
	FFS-100
	FFS-82
	



Table 6.1.2.16.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS adjusts the SS/PBCH EPRE levels according to row "T0" in table 6.1.2.16.3.2-1/2.
	-
	-
	-
	-

	2
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.5.2.2-1 indicate that the UE is camped on NR Cell 3?
	-
	-
	1
	-



6.1.2.16.3.3	Specific message contents
None.
<Skipped unmodified Text>
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6.1.2.18.1	Test Purpose (TP)
(1)
with { UE in NR RRC_IDLE state, and the UE is not in high mobility state }
ensure that {
  when { Sintrasearch is non-zero in system information }
	  then { UE performs measurement and reselects the highest ranked cell upon Srxlev < Sintrasearch } 
            }

(2)
with { UE in NR RRC_IDLE state, and the UE is not in high mobility state }
ensure that {
  when { Snonintrasearch is non-zero in system information }
	  then { UE perform measurement and reselects the cell which belong to the equal priority frequency cell upon Srxlev < Snonintrasearch } 
            }

(3)
with { UE in NR RRC_IDLE state, and the UE is not in high mobility state }
ensure that {
  when { Snonintrasearch is non-zero in system information }
	  then { UE perform measurement and reselects the cell which belong to the high priority frequency cell upon Srxlev > Snonintrasearch } 
            }

6.1.2.18.2	Conformance requirements
References: The conformance requirements covered in the current TC are specified in: TS 38.304, clauses 5.2.4.1, 5.2.4.5 and 5.2.4.6.
[TS 38.304, clause 5.2.4.1]
Absolute priorities of different NR frequencies or inter-RAT frequencies may be provided to the UE in the system information, in the RRCRelease message, or by inheriting from another RAT at inter-RAT cell (re)selection. In the case of system information, an NR frequency or inter-RAT frequency may be listed without providing a priority (i.e. the field cellReselectionPriority is absent for that frequency). If priorities are provided in dedicated signalling, the UE shall ignore all the priorities provided in system information. If UE is in camped on any cell state, UE shall only apply the priorities provided by system information from current cell, and the UE preserves priorities provided by dedicated signalling and deprioritisationReq received in RRCRelease unless specified otherwise. When the UE in camped normally state, has only dedicated priorities other than for the current frequency, the UE shall consider the current frequency to be the lowest priority frequency (i.e. lower than any of the network configured values).
The UE shall only perform cell reselection evaluation for NR frequencies and inter-RAT frequencies that are given in system information and for which the UE has a priority provided.
In case UE receives RRCRelease with deprioritisationReq, UE shall consider current frequency and stored frequencies due to the previously received RRCRelease with deprioritisationReq or all the frequencies of NR to be the lowest priority frequency (i.e. lower than any of the network configured values) while T325 is running irrespective of camped RAT. The UE shall delete the stored deprioritisation request(s) when a PLMN selection is performed on request by NAS (TS 23.122 [9]).
NOTE:	UE should search for a higher priority layer for cell reselection as soon as possible after the change of priority. The minimum related performance requirements specified in TS 38.133 [8] are still applicable.
The UE shall delete priorities provided by dedicated signalling when:
-	the UE enters a different RRC state; or
-	the optional validity time of dedicated priorities (T320) expires; or
-	a PLMN selection is performed on request by NAS (TS 23.122 [9]).
NOTE 2:	Equal priorities between RATs are not supported.
The UE shall not consider any exclude-listed cells as candidate for cell reselection.
The UE shall inherit the priorities provided by dedicated signalling and the remaining validity time (i.e. T320 in NR and E-UTRA), if configured, at inter-RAT cell (re)selection.
NOTE 3:	The network may assign dedicated cell reselection priorities for frequencies not configured by system information. 
[TS 38.304, clause 5.2.4.5]
If threshServingLowQ is broadcast in system information and more than 1 second has elapsed since the UE camped on the current serving cell, cell reselection to a cell on a higher priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:
-	A cell of a higher priority NR or EUTRAN RAT/frequency fulfils Squal > ThreshX, HighQ during a time interval TreselectionRAT
Otherwise, cell reselection to a cell on a higher priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:
-	A cell of a higher priority RAT/ frequency fulfils Srxlev > ThreshX, HighP during a time interval TreselectionRAT; and
-	More than 1 second has elapsed since the UE camped on the current serving cell.
Cell reselection to a cell on an equal priority NR frequency shall be based on ranking for intra-frequency cell reselection as defined in clause 5.2.4.6.
If threshServingLowQ is broadcast in system information and more than 1 second has elapsed since the UE camped on the current serving cell, cell reselection to a cell on a lower priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:
-	The serving cell fulfils Squal < ThreshServing, LowQ and a cell of a lower priority NR or E-UTRAN RAT/ frequency fulfils Squal > ThreshX, LowQ during a time interval TreselectionRAT.
Otherwise, cell reselection to a cell on a lower priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:
-	The serving cell fulfils Srxlev < ThreshServing, LowP and a cell of a lower priority RAT/ frequency fulfils Srxlev > ThreshX, LowP during a time interval TreselectionRAT; and
-	More than 1 second has elapsed since the UE camped on the current serving cell.
Cell reselection to a higher priority RAT/frequency shall take precedence over a lower priority RAT/frequency if multiple cells of different priorities fulfil the cell reselection criteria.
If more than one cell meets the above criteria, the UE shall reselect a cell as follows:
-	If the highest-priority frequency is an NR frequency, the highest ranked cell among the cells on the highest priority frequency(ies) meeting the criteria according to clause 5.2.4.6;
-	If the highest-priority frequency is from another RAT, the strongest cell among the cells on the highest priority frequency(ies) meeting the criteria of that RAT.
[TS 38.304, clause 5.2.4.6]
The cell-ranking criterion Rs for serving cell and Rn for neighbouring cells is defined by:
	Rs = Qmeas,s +Qhyst - Qoffsettemp
Rn = Qmeas,n -Qoffset - Qoffsettemp


where:
	Qmeas
	RSRP measurement quantity used in cell reselections.

	Qoffset
	For intra-frequency: Equals to Qoffsets,n, if Qoffsets,n is valid, otherwise this equals to zero.
For inter-frequency: Equals to Qoffsets,n plus Qoffsetfrequency, if Qoffsets,n is valid, otherwise this equals to Qoffsetfrequency.

	Qoffsettemp
	Offset temporarily applied to a cell as specified in TS 38.331 [3].



The UE shall perform ranking of all cells that fulfil the cell selection criterion S, which is defined in 5.2.3.2.
The cells shall be ranked according to the R criteria specified above by deriving Qmeas,n and Qmeas,s and calculating the R values using averaged RSRP results.
If rangeToBestCell is not configured, the UE shall perform cell reselection to the highest ranked cell. If this cell is found to be not-suitable, the UE shall behave according to clause 5.2.4.4.
If rangeToBestCell is configured, then the UE shall perform cell reselection to the cell with the highest number of beams above the threshold (i.e. absThreshSS-BlocksConsolidation) among the cells whose R value is within rangeToBestCell of the R value of the highest ranked cell. If there are multiple such cells, the UE shall perform cell reselection to the highest ranked cell among them. If this cell is found to be not-suitable, the UE shall behave according to clause 5.2.4.4.
In all cases, the UE shall reselect the new cell, only if the following conditions are met:
-	the	new cell is better than the serving cell according to the cell reselection criteria specified above during a time interval TreselectionRAT;
-	more than 1 second has elapsed since the UE camped on the current serving cell.
NOTE:	If rangeToBestCell is configured but absThreshSS-BlocksConsolidation is not configured on an NR frequency, the UE considers that there is one beam above the threshold for each cell on that frequency.
6.1.2.18.3	Test description
6.1.2.18.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1, NR Cell 2 and NR Cell 3 as defined in TS 38.508-1 [4] Table 4.4.2-2 is used.
-	NR Cell 1 uses System information combination NR-3 as defined in TS 38.508-1 [4] Table 4.4.3.1.2-1 is used in NR cells.
-	NR Cell 2 and NR Cell 3 uses System information combination NR-4 as defined in TS 38.508-1 [4] Table 4.4.3.1.2-1 is used in NR cells.
UE:
-	None.
Preamble:
-	The UE is in state 1N-A on NR Cell 1(serving cell) according to TS 38.508-1 [4] Table 4.4A.2-1.
6.1.2.18.3.2	Test procedure sequence
Table 6.1.2.18.3.2-1/2 illustrates the downlink power levels and other changing parameters to be applied for the NR cells at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause. Configurations marked "T1", "T2" and "T3" are applied at the points indicated in the Main behaviour description in Table 6.1.2.13.3.2-2.
Table 6.1.2.18.3.2-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 2
	NR Cell 3
	Remark

	T0
	SS/PBCH
SSS EPRE
	dBm/SCS
	-88
	Off
	Off
	The power level values are assigned to ensure the UE registered on NR Cell 1.

	T1
	SS/PBCH
SSS EPRE
	dBm/SCS
	-102
	-94
	-118
	Srxlev of NR Cell 1 is less than Sintrasearch.

	
	SIntraSearch
	dB
	20
	20
	20
	

	
	Srxlev
	dB
	8
	16
	-8
	

	T2
	SS/PBCH
SSS EPRE
	dBm/SCS
	-118
	-102
	-94
	Srxlev of NR Cell 2 is less than Snonintrasearch.

	
	SnonIntraSearch
	dB
	20
	20
	20
	

	
	Srxlev
	dB
	-8
	8
	16
	

	T3
	SnonIntraSearch
	dB
	20
	20
	2
	

	T4
	SS/PBCH
SSS EPRE
	dBm/SCS
	-88
	-118
	-88
	Srxlev of NR Cell 3 is greater than Snonintrasearch but Cell 1 is high priority cell.

	
	Srxlev
	dB
	22
	22
	22
	

	Note:	Power level “Off” is defined in TS 38.508-1 [4] Table 6.2.2.1-3.



Table 6.1.2.18.3.2-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 2
	NR Cell 3
	Remark

	T0
	SS/PBCH
SSS EPRE
	dBm/SCS
	FFS-82
	Off
	Off
	The power level values are assigned to ensure the UE registered on NR Cell 1.

	T1
	SS/PBCH
SSS EPRE
	dBm/SCS
	FFS-100
	FFS-91
	FFS-100
	Srxlev of NR Cell 1 is less than Sintrasearch.

	
	SIntraSearch
	dB
	20
	20
	20
	

	
	Srxlev
	dB
	FFS10
	FFS9
	FFS10
	

	T2
	SS/PBCH
SSS EPRE
	dBm/SCS
	FFS-110
	FFS-100
	FFS-91
	Srxlev of NR Cell 2 is less than Snonintrasearch.

	
	SnonIntraSearch
	dB
	20
	20
	20
	

	
	Srxlev
	dB
	FFS0
	FFS10
	FFS19
	

	T3
	SnonIntraSearch
	dB
	20
	20
	2
	

	T4
	SS/PBCH
SSS EPRE
	dBm/SCS
	FFS-82
	FFS-100
	FFS-82
	Srxlev of NR Cell 3 is greater than Snonintrasearch but Cell 1 is high priority cell.

	
	Srxlev
	dB
	FFS28
	FFS10
	FFS28
	

	Note:	The uncertain downlink signal level is specified in TS 38.508-1 [4] section FFS



Table 6.1.2.18.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS re-adjusts the SS/PBCH EPRE levels according to row "T1" in table 6.1.2.18.3.2-1/2.
	-
	-
	-
	-

	2
	Wait for 34 seconds to allow UE to recognise the change.
	-
	-
	-
	-

	3
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.4.2.2-1 indicate that the UE is camped on NR Cell 2?
	-
	-
	1
	-

	4
	The SS re-adjusts the SSS levels according to row "T2" in table 6.1.2.18.3.2-1/2.
	-
	-
	-
	-

	5
	Wait for 34 seconds to allow UE to recognise the change.
	-
	-
	-
	-

	6
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.4.2.2-1 indicate that the UE is camped on NR Cell 3?
	-
	-
	2
	-

	6A
	The SS changes the SnonIntraSearch for NR Cell 3 according to row "T3" in table 6.1.2.18.3.2-1/2, The ValueTag of SIB2 in the SI-SchedulingInfo of SIB1 is increased on NR Cell 3.
	-
	-
	-
	-

	7
	The SS notifies the UE of change of System Information on NR Cell 3 by sending Short Message on PDCCH using P-RNTI.
	<--
	NR RRC: Paging
	-
	-

	8
	Void
	-
	-
	-
	-

	9
	Wait for 2.1* modification period to allow the new system information to take effect.
	-
	-
	-
	

	10
	The SS re-adjusts the SSS levels according to row "T4" in table 6.1.2.18.3.2-1/2. 
	-
	-
	-
	-

	11
	Wait for 120 seconds to allow UE to recognise the change.
	-
	-
	-
	-

	12
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.4.2.2-1 indicate that the UE is camped on NR Cell 1?
	-
	-
	3
	-



6.1.2.18.3.3	Specific message contents
Table 6.1.2.18.3.3-1: Conditions for specific message contents in Tables below
	Condition
	Explanation

	NR Cell 1
	This condition applies to system information transmitted on NR Cell 1.

	NR Cell 2
	This condition applies to system information transmitted on NR Cell 2.

	NR Cell 3
	This condition applies to system information transmitted on NR Cell 3.



Table 6.1.2.18.3.3-2: SIB2 of NR Cell 1, NR Cell 2 and NR Cell 3 (preabmle and all steps, Table 6.1.2.18.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.2-1

	Information Element
	Value/remark
	Comment
	Condition

	SIB2 ::= SEQUENCE {
	
	
	

	  cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	    s-NonIntraSearch
	10
	20 dB
	

	    cellReselectionPriority
	5
	
	NR Cell 1 

	
	1
	
	NR Cell 2 and Cell 3

	  }
	
	
	

	  intraFreqCellReselectionInfo SEQUENCE {
	
	
	

	    s-IntraSearchP
	10
	20 dB
	

	  }
	
	
	

	}
	
	
	



Table 6.1.2.18.3.3-3: SIB4 of NR Cell 2 and NR Cell 3 (preabmle and all steps, Table 6.1.2.18.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SIB4 ::= SEQUENCE {
	
	
	

	  interFreqCarrierFreqList SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo {
	1 entry
	
	

	    InterFreqCarrierFreqInfo[1] SEQUENCE {
	
	entry 1
	

	      dl-CarrierFreq
	Same downlink ARFCN as used for NR Cell 3
	
	NR Cell 2

	
	Same downlink ARFCN as used for NR Cell 1
	
	NR Cell 3

	      t-ReselectionNR
	1
	
	

	      threshX-HighP
	7
	14 dBm
	NR Cell 3

	      cellReselectionPriority
	5
	
	NR Cell 3

	
	1
	
	NR Cell 2

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.1.2.18.3.3-4: SIB1 of NR Cell 3 (step 6A, Table 6.1.2.18.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-28

	Information Element
	Value/remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  si-SchedulingInfo 
	SI-SchedulingInfo
	
	

	}
	
	
	



Table 6.1.2.18.3.3-5: SI-SchedulingInfo (si-SchedulingInfo in Table 6.1.2.18.3.3-4)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-173

	Information Element
	Value/remark
	Comment
	Condition

	SI-SchedulingInfo ::= SEQUENCE {
	
	
	

	  schedulingInfoList SEQUENCE (SIZE(1..maxSI-Message)) OF SchedulingInfo {
	1 entry
	
	

	    SchedulingInfo[1] SEQUENCE {
	
	entry 1
	

	      sib-MappingInfo SEQUENCE (SIZE (1..maxSIB)) OF SIB-TypeInfo {
	1 entry
	
	

	        SIB-TypeInfo[1] SEQUENCE {
	
	entry 1
	

	          type
	sibType2
	
	

	          valueTag
	1
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.1.2.18.3.3-6: SIB2 of NR Cell 3 (step 6A, Table 6.1.2.18.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.2-1

	Information Element
	Value/remark
	Comment
	Condition

	SIB2 ::= SEQUENCE {
	
	
	

	  cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	    s-NonIntraSearchP
	1
	20 dB
	

	  }
	
	
	

	}
	
	
	



[bookmark: _Toc517457187][bookmark: _Toc36157953][bookmark: _Toc43917185][bookmark: _Toc52465006][bookmark: _Toc52465387][bookmark: _Toc52465773][bookmark: _Toc59210749][bookmark: _Toc59210917][bookmark: _Toc59211208][bookmark: _Toc68209713][bookmark: _Toc68260662][bookmark: _Toc76402137][bookmark: _Toc76403769][bookmark: _Toc83981150][bookmark: _Toc83982165][bookmark: _Toc83983417][bookmark: _Toc90673223]6.1.2.19	Speed-dependent cell reselection
[bookmark: _Toc36157954][bookmark: _Toc43917186][bookmark: _Toc52465007][bookmark: _Toc52465388][bookmark: _Toc52465774][bookmark: _Toc59210750][bookmark: _Toc59210918][bookmark: _Toc59211209]6.1.2.19.1	Test Purpose (TP)
(1)
with { UE in NR RRC_IDLE state and in high mobility state }
ensure that {
  when { UE detects the cell ranked as the best cell taking into account scaling factor }
    then { UE reselects the new cell }
            }

(2)
with { UE in NR RRC_IDLE state and in medium mobility state }
ensure that {
  when { UE detects the cell ranked as the best cell taking into account scaling factor }
    then { UE reselects the new cell }
            }

[bookmark: _Toc36157955][bookmark: _Toc43917187][bookmark: _Toc52465008][bookmark: _Toc52465389][bookmark: _Toc52465775][bookmark: _Toc59210751][bookmark: _Toc59210919][bookmark: _Toc59211210]6.1.2.19.2	Conformance requirements
References: The conformance requirements covered in the present test case are specified in: TS 38.304, clauses 5.2.4.3.0 and 5.2.4.3.1. TS 38.133, clause 4.2.2.3. Unless otherwise stated these are Rel-15 requirements.
[TS 38.304, clause 5.2.4.3.0]
The UE mobility state is determined if the parameters (TCRmax, NCR_H, NCR_M and TCRmaxHyst) are broadcasted in system information for the serving cell.
State detection criteria:
…
Medium-mobility state criteria:
-	If number of cell reselections during time period TCRmax is greater than or equal to NCR_M but less than or equal to NCR_H.
High-mobility state criteria:
-	If number of cell reselections during time period TCRmax is greater than NCR_H.
The UE shall not consider consecutive reselections where a cell is reselected again right after one reselection for mobility state detection criteria.
State transitions:
The UE shall:
-	if the criteria for High-mobility state is detected:
-	enter High-mobility state.
-	else if the criteria for Medium-mobility state is detected:
-	enter Medium-mobility state.
…
If the UE is in High- or Medium-mobility state, the UE shall apply the speed dependent scaling rules as defined in subclause 5.2.4.3.1.
[TS 38.304, clause 5.2.4.3.1]
UE shall apply the following scaling rules:
-	If neither Medium- nor High-mobility state is detected:
-	no scaling is applied.
-	If High-mobility state is detected:
-	Add the sf-High of "Speed dependent ScalingFactor for Qhyst" to Qhyst if broadcasted in system information;
-	For NR cells, multiply TreselectionNR by the sf-High of "Speed dependent ScalingFactor for TreselectionNR" if broadcasted in system information;
…
-	If Medium-mobility state is detected:
-	Add the sf-Medium of "Speed dependent ScalingFactor for Qhyst" to Qhyst if broadcasted in system information;
-	For NR cells, multiply TreselectionNR by the sf-Medium of "Speed dependent ScalingFactor for TreselectionNR" if broadcasted in system information;
…
In case scaling is applied to any TreselectionRAT parameter, the UE shall round up the result after all scalings to the nearest second.
[TS 38.133, clause 4.2.2.3]
The UE shall be able to identify new intra-frequency cells and perform SS-RSRP and SS-RSRQ measurements of the identified intra-frequency cells without an explicit intra-frequency neighbour list containing physical layer cell identities.
The UE shall be able to evaluate whether a newly detectable intra-frequency cell meets the reselection criteria defined in TS38.304 within Tdetect,NR_Intra when that Treselection= 0 . An intra frequency cell is considered to be detectable according to the conditions defined in Annex B.1.2 for a corresponding Band.
The UE shall measure SS-RSRP and SS-RSRQ at least every Tmeasure,NR_Intra (see table 4.2.2.3-1) for intra-frequency cells that are identified and measured according to the measurement rules.
The UE shall filter SS-RSRP and SS-RSRQ measurements of each measured intra-frequency cell using at least 2 measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at least Tmeasure,NR_Intra/2.
The UE shall not consider a NR neighbour cell in cell reselection, if it is indicated as not allowed in the measurement control system information of the serving cell.
For an intra-frequency cell that has been already detected, but that has not been reselected to, the filtering shall be such that the UE shall be capable of evaluating that the intra-frequency cell has met reselection criterion defined [1] within Tevaluate,NR_Intra when Treselection = 0 as specified in table 4.2.2.3-1 provided that:
-	when rangeToBestCell is not configured, the cell has at least [3]dB in FR1 or [TBD]dB in FR2 better ranked or
[bookmark: _Hlk530117929]-	when rangeToBestCell is configured, the cell which has the highest number of beams above the threshold absThreshSS-BlocksConsolidation among the cells whose cell-ranking criterion R value as specified in TS 38.304 [1, Section 5.2.4.6] is within rangeToBestCell of the R value of the best cell where the best cell has at least [TBD] in FR1 or [TBD]dB in FR2 better ranked, and if there are multiple such cells the UE shall perform cell reselection to the highest ranked cell among them.
When evaluating cells for reselection, the SSB side conditions apply to both serving and non-serving intra-frequency cells.
If Treselection timer has a non-zero value and the intra-frequency cell is satisfied with the reselection criteria which are defined in TS38.304 [1], the UE shall evaluate this intra-frequency cell for the Treselection time. If this cell remains satisfied with the reselection criteria within this duration, then the UE shall reselect that cell.
Table 4.2.2.3-1: Tdetect,NR_Intra, Tmeasure,NR_Intra and Tevaluate,NR_Intra
	DRX cycle length [s]
	Scaling Factor (N1)
	Tdetect,NR_Intra [s] (number of DRX cycles)
	Tmeasure,NR_Intra [s] (number of DRX cycles)
	Tevaluate,NR_Intra
[s] (number of DRX cycles)

	
	FR1
	FR2Note1
	
	
	

	0.32
	1
	[8]
	11.52 x N1 x M2 (36 x N1 x M2)
	1.28 x N1 x M2 (4 x N1 x M2)
	5.12 x N1 x M2 (16 x N1 x M2)

	0.64
	
	[5]
	17.92 x N1 (28 x N1)
	1.28 x N1 (2 x N1)
	5.12 x N1 (8 x N1)

	1.28
	
	[4]
	32 x N1 (25 x N1)
	1.28 x N1 (1 x N1)
	6.4 x N1 (5 x N1)

	2.56
	
	[TBD]
	58.88 x N1 (23 x N1)
	2.56 x N1 (1 x N1)
	7.68 x N1 (3 x N1)

	Note 1:	Applies for UE supporting power class 2&3&4. For UE supporting power class 1, N1 = [8] for all DRX cycle length.
Note 2:	M2 = 1.5 if SMTC periodicity of measured intra-frequency cell > 20 ms; otherwise M2=1.



[bookmark: _Toc36157956][bookmark: _Toc43917188][bookmark: _Toc52465009][bookmark: _Toc52465390][bookmark: _Toc52465776][bookmark: _Toc59210752][bookmark: _Toc59210920][bookmark: _Toc59211211]6.1.2.19.3	Test Description
6.1.2.19.3.1	Pre-test conditions
System Simulator:
[bookmark: _Hlk534898321]-	3 NR Cells: NR Cell 1, 2 and 4 as specified in TS 38.508-1 [4] table 4.4.2-3.
-	System information combination NR-2 as defined in TS 38.508-1 [4] clause 4.4.3.1.3 is used in NR cell.
UE:
-	None.
Preamble:
[bookmark: _Hlk534899116]-	NR Cell 1 is set to "Serving Cell" and NR Cell 2 and NR Cell 4 are set to non-suitable "Off" as defined in TS 38.508-1 [4] table 6.2.2.1-3 for FR1 and table 6.2.2.2-2 for FR2.
-	The UE is in NR RRC_IDLE state (state 1N-A with PDU session inactive) as defined in TS 38.508-1 [4], table 4.4A.2-1 on NR Cell 1. 
6.1.2.19.3.2	Test procedure sequence
Table 6.1.2.19.3.2-1 and Table 6.1.2.19.3.2-2 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 6.1.2.19.3.2-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 2
	NR Cell 4
	Remark

	T1
	SS/PBCH
SSS EPRE
	dBm/SCS
	-94
	-88
	-94
	NR Cell 2 becomes the highest ranked cell.

	T2
	SS/PBCH
SSS EPRE
	dBm/SCS
	-94
	-94
	-88
	NR Cell 4 becomes the highest ranked cell.

	T3
	SS/PBCH
SSS EPRE
	dBm/SCS
	-88
	-94
	-94
	NR Cell 1 becomes the highest ranked cell.



Table 6.1.2.19.3.2-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 2
	NR Cell 4
	Remark

	T1
	SS/PBCH
SSS EPRE
	dBm/SCS
	FFS-91
	FFS-82
	FFS-91
	NR Cell 2 becomes the highest ranked cell.

	T2
	SS/PBCH
SSS EPRE
	dBm/SCS
	FFS-91
	FFS-91
	FFS-82
	NR Cell 4 becomes the highest ranked cell.

	T3
	SS/PBCH
SSS EPRE
	dBm/SCS
	FFS-82
	FFS-91
	FFS-91
	NR Cell 1 becomes the highest ranked cell.



Table 6.1.2.19.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS changes the power level setting
according to the row "T1".
	-
	-
	-
	-

	2
	Wait for 40s for FR1 or 136s for FR2 for the UE to perform cell reselection procedure. (Note 1, Note 5)
	-
	-
	-
	-

	3
	The SS changes the power level setting
according to the row "T2".
	-
	-
	-
	-

	4
	Wait for 14s for FR1 or 33s for FR2 for the UE to perform cell reselection procedure. (Note 2, Note 6)
	-
	-
	-
	-

	5
	The SS changes the power level setting
according to the row "T3".
	-
	-
	-
	-

	6
	Wait for 14s for FR1 or 33s for FR2 for the UE to perform cell reselection procedure. (Note 3, Note 6)
	-
	-
	-
	-

	7-8
	Void
	-
	-
	-
	-

	9
	The SS changes the TAC of NR Cell 2 to 2.
	-
	-
	-
	-

	10
	The SS changes the power level setting
according to the row "T1".
	-
	-
	-
	-

	11
	Check: Does the UE send an
RRCSetupRequest on NR Cell 2 within 3s? (Note 7)
	-->
	NR RRC: RRCSetupRequest
	2
	F

	12
	Check: Does the UE send an
RRCSetupRequest on NR Cell 2 within 6s for FR1 and 27s for FR2 after step 11? (Note 8, Note 9)
	-->
	NR RRC: RRCSetupRequest
	2
	P

	13-17
	Steps 2 to 6 of the mobility registration updating procedure described in TS 38.508-1 [4] Table 4.9.5.2.2-1 are performed on NR Cell 2.
	-
	-
	-
	-

	18
	Void
	-
	-
	-
	-

	19
	The SS changes the power level setting
according to the row "T2".
	-
	-
	-
	-

	20-25
	Void
	-
	-
	-
	-

	26
	Check: Does the UE send an
RRCSetupRequest on NR Cell 4 within 2s? (Note 12)
	-->
	NR RRC: RRCSetupRequest
	1
	F

	27
	Check: Does the UE send an
RRCSetupRequest on NR Cell 4 within 7s for FR1 and 26s for FR2 after step 26? (Note 13)
	-->
	NR RRC: RRCSetupRequest
	1
	P

	28-32
	Steps 2 to 6 of the mobility registration updating procedure described in TS 38.508-1 [4] Table 4.9.5.2.2-1 are performed on NR Cell 4.
	-
	-
	-
	-

	Note 1:	NCR (number of cell reselection) is 1.
Note 2:	NCR is 2.
Note 3:	NCR is 3 and the UE enters medium mobility state because number of cell reselections during time period TCRmax equals NCR_M.
Note 4:	Void.
Note 5:	The wait time for reselection to a newly detected intra frequency cell is selected to cover  Tdetect,NR_Intra(25*1280ms=32s for FR1 and 25*4*1280ms=128s for FR2) + Treselection (7s) + 320 ms system information block type scheduling = 39.32s rounded up to 40s for FR1 and 135.32s rounded up to 136s for FR2.
Note 6:	The wait time for reselection to an already detected intra frequency cell is selected to cover Tevaluate,NR_intra(6.4s for FR1 and 25.6 for FR2) + Treselection (7s) + 320 ms system information block type scheduling = 13.72s rounded up to 14s for FR1 and 32.92s rounded up to 33s for FR2.
Note 7:	The wait time for evaluating an intra-frequency cell is Treselection after scaling (3.5s). This wait time is rounded down to nearest second (i.e. 3s in this case).
Note 8:	The wait time for cell reselection procedure is selected to cover Tevaluate,NR_intra (6.4s for FR1 and 25.6 for FR2) + Treselection after scaling (7*0.5) + 320 ms system information block type scheduling = 10.22s rounded up to 11s for FR1 and 29.42s rounded up to 30s for FR2. The actual wait time is 6s which covers 9s - 3s (wait time in step 11) for FR1 and 27s which covers 30s – 3s (wait time in step 11) for FR2.
Note 9:	NCR is 4 and the UE enters high mobility state because number of cell reselections during time period TCRmax greater than NCR_H
Note 10:	Void.
Note 11:	Void.
Note 12:	The wait time for evaluating an intra-frequency cell is Treselection after scaling (2s).
Note 13:	The wait time for cell reselection procedure is selected to cover Tevaluate,NR_intra (6.4s for FR1 and 25.6 for FR2) + Treselection after scaling (7*0.25) + 320 ms system information block type scheduling = 8.47s rounded up to 9s for FR1 and 27.92s rounded up to 28s for FR2. The actual wait time is 7s which covers 9s - 2s (wait time in step 26) for FR1 and 26s which covers 28s – 2s (wait time in step 26) for FR2.



6.1.2.19.3.3	Specific message contents
Table 6.1.2.19.3.3-1: SystemInformationBlockType2 for NR Cell 1, NR Cell 2, and NR Cell 4 (preamble and all steps, Table 6.1.2.19.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.2-1

	Information Element
	Value/remark
	Comment
	Condition

	SIB2 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon SEQUENCE {
	
	
	

	   speedStateReselectionPars SEQUENCE {
	
	
	

	    MobilityStateParameters SEQUENCE {
	
	
	

	     t-Evaluation
	s240
	
	

	     t-HystNormal
	s240
	
	

	     n-CellChangeMedium
	3
	
	

	     n-CellChangeHigh
	3
	
	

	    }
	
	
	

	    q-HystSF SEQUENCE {
	
	
	

	      sf-Medium
	dB0
	
	

	      sf-High
	dB0
	
	

	    }
	
	
	

	   }
	
	
	

	  }
	
	
	

	 intraFreqCellReselectionInfo SEQUENCE {
	
	
	

	  t-ReselectionNR
	7
	
	

	  t-ReselectionNR-SF SEQUENCE {
	
	
	

	    sf-Medium
	oDot50
	
	

	    sf-High
	oDot25
	
	

	   }
	
	
	

	 }
	
	
	

	}
	
	
	



Table 6.1.2.19.3.3-2: SystemInformationBlockType1 for NR Cell 4 (step 9, Table 6.1.2.19.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	 cellAccessRelatedInfo SEQUENCE {
	
	
	

	  PLMN-IdentityInfoList SEQUENCE {
	
	
	

	   trackingAreaCode
	2
	
	

	  }
	
	
	

	 }
	
	
	

	}
	
	
	


<Skipped unmodified Text>
[bookmark: _Toc21103040][bookmark: _Toc29233377][bookmark: _Toc29461982][bookmark: _Toc36157959][bookmark: _Toc43917191][bookmark: _Toc52465012][bookmark: _Toc52465393][bookmark: _Toc52465779][bookmark: _Toc59210755][bookmark: _Toc59210923][bookmark: _Toc59211214][bookmark: _Toc68209716][bookmark: _Toc68260665][bookmark: _Toc76402140][bookmark: _Toc76403772][bookmark: _Toc83981153][bookmark: _Toc83982168][bookmark: _Toc83983420][bookmark: _Toc90673226]6.1.2.22	Inter-frequency cell reselection based on common priority information with parameters ThreshX, HighQ, ThreshX, LowQ and ThreshServing, LowQ
6.1.2.22.1	Test Purpose (TP)
(1)
with { UE in NR RRC_IDLE state }
ensure that {
  when { UE detects the cell re-selection criteria are met for the cell which belongs to the higher priority frequency }
    then { UE reselects the cell which belongs to the higher priority frequency }
            }

(2)
with { UE in NR RRC_IDLE state }
ensure that {
  when { UE detects the cell re-selection criteria are met for the cell which belongs to the lower priority frequency }
    then { UE reselects the cell which belongs to the lower priority frequency }
            }

6.1.2.22.2	Conformance requirements
References: The conformance requirements covered in the present TC are specified in TS 38.304: clause 5.2.4.5, and 5.2.4.7. Unless otherwise stated these are Rel-15 requirements.
[TS 38.304, clause 5.2.4.5]
If threshServingLowQ is broadcast in system information and more than 1 second has elapsed since the UE camped on the current serving cell, cell reselection to a cell on a higher priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:
-	A cell of a higher priority NR or EUTRAN RAT/frequency fulfils Squal > ThreshX, HighQ during a time interval TreselectionRAT
Otherwise, cell reselection to a cell on a higher priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:
-	A cell of a higher priority RAT/ frequency fulfils Srxlev > ThreshX, HighP during a time interval TreselectionRAT; and
-	More than 1 second has elapsed since the UE camped on the current serving cell.
Cell reselection to a cell on an equal priority NR frequency shall be based on ranking for intra-frequency cell reselection as defined in clause 5.2.4.6.
If threshServingLowQ is broadcast in system information and more than 1 second has elapsed since the UE camped on the current serving cell, cell reselection to a cell on a lower priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:
-	The serving cell fulfils Squal < ThreshServing, LowQ and a cell of a lower priority NR or E-UTRAN RAT/ frequency fulfils Squal > ThreshX, LowQ during a time interval TreselectionRAT.
Otherwise, cell reselection to a cell on a lower priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:
-	The serving cell fulfils Srxlev < ThreshServing, LowP and a cell of a lower priority RAT/ frequency fulfils Srxlev > ThreshX, LowP  during a time interval TreselectionRAT; and
-	More than 1 second has elapsed since the UE camped on the current serving cell.
Cell reselection to a higher priority RAT/frequency shall take precedence over a lower priority RAT/frequency if multiple cells of different priorities fulfil the cell reselection criteria.
If more than one cell meets the above criteria, the UE shall reselect a cell as follows:
-	If the highest-priority frequency is an NR frequency, the highest ranked cell among the cells on the highest priority frequency(ies) meeting the criteria according to clause 5.2.4.6;
-	If the highest-priority frequency is from another RAT, the highest ranked cell among the cells on the highest priority frequency(ies) meeting the criteria of that RAT.
[TS 38.304, clause 5.2.4.7]
5.2.4.7.0	General reselection parameters
Cell reselection parameters are broadcast in system information and are read from the serving cell as follows:
absThreshSS-BlocksConsolidation
This specifies minimum threshold of the beam which can be used for selection of the highest ranked cell, if rangeToBestCell is configured.
cellReselectionPriority
This specifies the absolute priority for NR frequency or E-UTRAN frequency.
cellReselectionSubPriority
This specifies the fractional priority value added to cellReselectionPriority for NR frequency or E-UTRAN frequency.
Qoffsets,n
This specifies the offset between the two cells.
[bookmark: _Hlk515661983]Qoffsetfrequency
Frequency specific offset for equal priority NR frequencies.
Qhyst
This specifies the hysteresis value for ranking criteria.
Qoffsettemp
This specifies the additional offset to be used for cell selection and re-selection. It is temporarily used in case the RRC Connection Establishment fails on the cell as specified in TS 38.331 [3].
Qqualmin
This specifies the minimum required quality level in the cell in dB.
Qrxlevmin
This specifies the minimum required Rx level in the cell in dBm.
Qrxlevminoffsetcell
This specifies the cell specific Rx level offset in dB to Qrxlevmin.
Qqualminoffsetcell
This specifies the cell specific quality level offset in dB to Qqualmin.
rangeToBestCell
This specifies the R value range which the cells whose R value is within the range can be a candidate for the highest ranked cell.
TreselectionRAT
This specifies the cell reselection timer value. For each target NR frequency and for each RAT other than NR, a specific value for the cell reselection timer is defined, which is applicable when evaluating reselection within NR or towards other RAT (i.e. TreselectionRAT for NR is TreselectionNR, for E-UTRAN TreselectionEUTRA).
NOTE:	TreselectionRAT is not broadcast in system information but used in reselection rules by the UE for each RAT.
TreselectionNR
This specifies the cell reselection timer value TreselectionRAT for NR. The parameter can be set per NR frequency as specified in TS 38.331 [3].
[bookmark: _Hlk506412463]TreselectionEUTRA
This specifies the cell reselection timer value TreselectionRAT for E-UTRAN.
ThreshX, HighP
This specifies the Srxlev threshold (in dB) used by the UE when reselecting towards a higher priority RAT/ frequency than the current serving frequency. Each frequency of NR and E-UTRAN might have a specific threshold.
ThreshX, HighQ
This specifies the Squal threshold (in dB) used by the UE when reselecting towards a higher priority RAT/ frequency than the current serving frequency. Each frequency of NR and E-UTRAN might have a specific threshold.
ThreshX, LowP
This specifies the Srxlev threshold (in dB) used by the UE when reselecting towards a lower priority RAT/ frequency than the current serving frequency. Each frequency of NR and E-UTRAN might have a specific threshold.
ThreshX, LowQ
This specifies the Squal threshold (in dB) used by the UE when reselecting towards a lower priority RAT/ frequency than the current serving frequency. Each frequency of NR and E-UTRAN might have a specific threshold.
ThreshServing, LowP
This specifies the Srxlev threshold (in dB) used by the UE on the serving cell when reselecting towards a lower priority RAT/ frequency.
ThreshServing, LowQ
This specifies the Squal threshold (in dB) used by the UE on the serving cell when reselecting towards a lower priority RAT/ frequency.
SIntraSearchP
This specifies the Srxlev threshold (in dB) for intra-frequency measurements.
SIntraSearchQ
This specifies the Squal threshold (in dB) for intra-frequency measurements.
SnonIntraSearchP
This specifies the Srxlev threshold (in dB) for NR inter-frequency and inter-RAT measurements.
SnonIntraSearchQ
This specifies the Squal threshold (in dB) for NR inter-frequency and inter-RAT measurements.
5.2.4.7.1	Speed dependent reselection parameters
Speed dependent reselection parameters are broadcast in system information and are read from the serving cell as follows:
TCRmax
This specifies the duration for evaluating allowed amount of cell reselection(s).
NCR_M
This specifies the maximum number of cell reselections to enter Medium-mobility state.
NCR_H
This specifies the maximum number of cell reselections to enter High-mobility state.
TCRmaxHyst
This specifies the additional time period before the UE can enter Normal-mobility state.
Speed dependent ScalingFactor for Qhyst
This specifies scaling factor for Qhyst in sf-High for High-mobility state and sf-Medium for Medium-mobility state.
Speed dependent ScalingFactor for TreselectionNR
This specifies scaling factor for TreselectionNR in sf-High for High-mobility state and sf-Medium for Medium-mobility state.
Speed dependent ScalingFactor for TreselectionEUTRA
This specifies scaling factor for TreselectionEUTRA in sf-High for High-mobility state and sf-Medium for Medium-mobility state.
6.1.2.22.3	Test description
6.1.2.22.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1 and NR Cell 3.
-	System information combination NR-4 as defined in TS 38.508-1 [4] Table 4.4.3.1.2-1, and message contents defined in clause 4.6.1 and clause 4.6.2 with QBASED condition is used in NR cells.
UE:
None.
Preamble:
-	The UE is in state 1N-A on NR Cell 1(serving cell) according to TS 38.508-1 [4] Table 4.4A.2-1.
6.1.2.22.3.2	Test procedure sequence
Table 6.1.2.22.3.2-1/2 illustrates the downlink power levels and other changing parameters to be applied for the NR cells at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause. The configuration "T0" indicates the initial conditions. Subsequent configurations marked "T1" and "T2" are applied at the points indicated in the Main behaviour description in Table 6.1.2.22.3.2-3.
Table 6.1.2.22.3.2-1: Time instances of cell power level and parameter changes for FR1 
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 3
	Remark

	T0
	SS/PBCH
SSS EPRE
	dBm/SCS
	-88
	Off
	The power level values are assigned to ensure the UE registered on NR Cell 1.

	T1
	SS/PBCH
SSS EPRE
	dBm/SCS
	-88
	-88
	The power level values are assigned to satisfy SrxlevNR Cell 1 > 0, SrxlevNR Cell 3 < ThreshNR Cell 3, highP, SqualNR Cell 1 > 0 and SqualNR Cell 3 > ThreshNR Cell 3, highQ.

	
	RSRQ
	dB
	-10.76
	-10.76
	

	
	Qqualmin
	dB
	-20
	-20
	

	
	Qrxlevmin
	dBm
	-106
	-106
	

	
	Noc
	dBm/SCS
	-145
	-145
	

	T2
	SS/PBCH
SSS EPRE
	dBm/SCS
	-88
	-94
	The power level values are assigned to satisfy SrxlevNR Cell 3 > Threshserving, lowP and SqualNR Cell 1 > ThreshNR Cell 1, lowQ. But SqualNR Cell 3 is larger than Threshserving, lowQ

	
	RSRQ
	dB
	-10.76
	-10.76
	

	
	Qqualmin
	dB
	-20
	-20
	

	
	Qrxlevmin
	dBm
	-106
	-106
	

	
	Noc
	dBm/SCS
	-145
	-145
	

	T3
	threshServingLowQ 
	dB
	4
	26
	The values are assigned to satisfy SqualNR Cell 3 < Threshserving, lowQ and SqualNR Cell 3 < ThreshNR Cell 3, highQ.

	
	threshX-HighQ
	dB
	20
	-
	

	Note:	Power level “Off” is defined in TS38.508-1 [4] Table 6.2.2.1-3.



Table 6.1.2.22.3.2-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 3
	Remark

	T0
	SS/PBCH
SSS EPRE
	dBm/SCS
	FFS-82
	Off
	The power level values are assigned to ensure the UE registered on NR Cell 1.

	T1
	SS/PBCH
SSS EPRE
	dBm/SCS
	FFS-82
	FFS-82
	The power level values are assigned to satisfy SrxlevNR Cell 1 > 0, SrxlevNR Cell 3 < ThreshNR Cell 3, highP, SqualNR Cell 1 > 0 and SqualNR Cell 3 > ThreshNR Cell 3, highQ.

	
	RSRQ
	dB
	FFS-10.76
	FFS-10.76
	

	
	Qqualmin
	dB
	-20
	-20
	

	
	Qrxlevmin
	dBm
	-106
	-106
	

	
	Noc
	dBm/SCS
	FFS-145
	FFS-145
	

	T2
	SS/PBCH
SSS EPRE
	dBm/SCS
	FFS-82
	FFS-91
	The power level values are assigned to satisfy SrxlevNR Cell 3 > Threshserving, lowP and SqualNR Cell 1 > ThreshNR Cell 1, lowQ. But SqualNR Cell 3 is larger than Threshserving, lowQ

	
	RSRQ
	dB
	FFS-10.76
	FFS-10.76
	

	
	Qqualmin
	dB
	-20
	-20
	

	
	Qrxlevmin
	dBm
	-106
	-106
	

	
	Noc
	dBm/SCS
	FFS-145
	FFS-145
	

	T3
	threshServingLowQ 
	dB
	4
	26
	The values are assigned to satisfy SqualNR Cell 3 < Threshserving, lowQ and SqualNR Cell 3 < ThreshNR Cell 3, highQ.

	
	threshX-HighQ
	dB
	20
	-
	

	Note:	The uncertain downlink signal level is specified in TS 38.508-1 [4] section FFS.



Table 6.1.2.22.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	The SS changes NR Cell 3 SS/PBCH EPRE level according to the row "T1" in table 6.1.2.22.3.2-1/2.
	-
	-
	-
	-

	2
	Wait for 34 seconds to allow UE to recognise the change.
	-
	-
	-
	-

	3
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.4.2.2-1 indicate that the UE is camped on NR Cell 3?
	-
	-
	1
	-

	4
	The SS changes the SSS level according to the row "T2" in table 6.1.2.22.3.2-1/2.
	-
	-
	-
	-

	5
	Wait for 8 seconds to allow UE to recognise the change.
	-
	-
	-
	-

	6
	The SS transmits a Paging message on NR Cell 1.
	<--
	NR RRC: Paging
	-
	-

	6A
	Check: Does the UE send an RRCSetupRequest on NR Cell 1 within the next 10s?
	-->
	NR RRC: RRCSetupRequest
	2
	F

	7
	The SS changes threshServingLowQ of NR Cell 3 according to the row "T3" in table 6.1.2.22.3.2-1/2. The ValueTag of SIB2 in the SI-SchedulingInfo of SIB1 is increased on NR Cell 3.
The SS changes threshX-HighQ of NR Cell 1 according to the row "T3" in table 6.1.2.22.3.2-1/2. The ValueTag of SIB4 in the SI-SchedulingInfo of SIB1 is increased on NR Cell 1.
The SS notifies the UE of change of System Information on NR Cell 3 and Cell 1 by send SM on PDCCH using P-RNTI.
	-
	-
	-
	-

	8
	Wait for 2.1* modification period to allow the new system information to take effect.
	-
	-
	-
	-

	9
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.4.2.2-1 indicate that the UE is camped on NR Cell 1?
	-
	-
	2
	-



6.1.2.22.3.3	Specific message contents
Table 6.1.2.22.3.3-1: Conditions for specific message contents in Tables below
	Condition
	Explanation

	NR Cell 1
	This condition applies to system information transmitted on NR Cell 1.

	NR Cell 3
	This condition applies to system information transmitted on NR Cell 3.



Table 6.1.2.22.3.3-2: SIB2 of NR Cell 1 and NR Cell 3 (preamble and all steps, Table 6.1.2.22.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.2-1

	Information Element
	Value/remark
	Comment
	Condition

	SIB2 ::= SEQUENCE {
	
	
	

	  cellReselectionServingFreqInfo SEQUENCE {
	1 entry
	
	

	    threshServingLowP
	1
	2 dB
	NR Cell 3

	    threshServingLowQ
	4
	4 dB
	

	    cellReselectionPriority
	5
	
	NR Cell 3

	  }
	
	
	

	}
	
	
	



Table 6.1.2.22.3.3-3: SIB4 of NR Cell 1 and NR Cell 3 (preamble and all steps, Table 6.1.2.22.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SIB4 ::= SEQUENCE {
	
	
	

	  interFreqCarrierFreqList SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo {
	1 entry
	
	

	    InterFreqCarrierFreqInfo[1] SEQUENCE {
	
	entry 1
	

	      dl-CarrierFreq
	Same downlink ARFCN as used for NR Cell 3
	
	NR Cell 1

	
	Same downlink ARFCN as used for NR Cell 1
	
	NR Cell 3

	      q-RxLevMin
	-50 
	-100 dBm
	

	      q-QualMin
	-20
	-20 dB
	

	      t-ReselectionNR
	1
	
	

	      threshX-HighP
	10
	20 dBm
	NR Cell 1

	      threshX-Q SEQUENCE {
	
	
	

	        threshX-HighQ
	4
	4 dB
	NR Cell 1

	        threshX-LowQ
	2
	2 dB
	NR Cell 3

	      }
	
	
	

	      cellReselectionPriority
	5
	
	NR Cell 1

	
	4
	
	NR Cell 3

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.1.2.22.3.3-4: SIB1 of NR Cell 3 (step 7, Table 6.1.2.22.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-28

	Information Element
	Value/remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  si-SchedulingInfo
	SI-SchedulingInfo
	
	

	}
	
	
	



Table 6.1.2.22.3.3-5: SI-SchedulingInfo (si-SchedulingInfo in Table 6.1.2.22.3.3-4)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-173

	Information Element
	Value/remark
	Comment
	Condition

	SI-SchedulingInfo ::= SEQUENCE {
	
	
	

	  schedulingInfoList SEQUENCE (SIZE(1..maxSI-Message)) OF SchedulingInfo {
	1 entry
	
	

	    SchedulingInfo[1] SEQUENCE {
	
	entry 1
	

	      sib-MappingInfo SEQUENCE (SIZE (1..maxSIB)) OF SIB-TypeInfo {
	1 entry
	
	

	        SIB-TypeInfo[1] SEQUENCE {
	
	entry 1
	

	          type
	sibType2
	
	

	          valueTag
	1
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.1.2.22.3.3-6: SIB2 of NR Cell 3 (step 7, Table 6.1.2.22.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.2-1

	Information Element
	Value/remark
	Comment
	Condition

	SIB2::= SEQUENCE {
	
	
	

	  cellReselectionServingFreqInfo SEQUENCE {
	1 entry
	
	

	    threshServingLowQ
	26
	26 dB
	

	  }
	
	
	

	}
	
	
	



Table 6.1.2.22.3.3-7: SIB1 of NR Cell 1 (step 7, Table 6.1.2.22.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-28

	Information Element
	Value/remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  si-SchedulingInfo
	SI-SchedulingInfo
	
	

	}
	
	
	



Table 6.1.2.22.3.3-8: SI-SchedulingInfo (si-SchedulingInfo in Table 6.1.2.22.3.3-7)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-173

	Information Element
	Value/remark
	Comment
	Condition

	SI-SchedulingInfo ::= SEQUENCE {
	
	
	

	  schedulingInfoList SEQUENCE (SIZE(1..maxSI-Message)) OF SchedulingInfo {
	1 entry
	
	

	    SchedulingInfo[1] SEQUENCE {
	
	entry 1
	

	      sib-MappingInfo SEQUENCE (SIZE (1..maxSIB)) OF SIB-TypeInfo {
	1 entry
	
	

	        SIB-TypeInfo[1] SEQUENCE {
	
	entry 1
	

	          type
	sibType4
	
	

	          valueTag
	1
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.1.2.22.3.3-9: SIB4 of NR Cell 1 (step 7, Table 6.1.2.22.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SIB4 ::= SEQUENCE {
	
	
	

	  interFreqCarrierFreqList SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo {
	1 entry
	
	

	    InterFreqCarrierFreqInfo[1] SEQUENCE {
	
	entry 1
	

	      dl-CarrierFreq
	Same downlink ARFCN as used for NR Cell 3
	
	

	      threshX-Q SEQUENCE {
	
	
	

	        threshX-HighQ
	20
	20dB
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



<End of Change>
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