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<< Start of Changes >>
7.5.8.1	NR SA FR2 MAC-CE based active TCI state switch
7.5.8.1.1	NR SA PCell FR2 MAC-CE based active TCI state switch for a known TCI state
Editor's Note: This test case is incomplete. The following aspects are either missing or TBD:
- TT analysis is missing.
- Applicability needs to be updated in 38.522
7.5.8.1.1.1	Test purpose
The purpose of this test is to verify the MAC-CE based active TCI state switch delay requirement specified in clause 7.5.8.0.1.
7.5.8.1.1.2	Test applicability
This test applies to all types of NR UE release 15 onwards supporting SA FR2, more than one TCI state configuration, and more than one simultaneously trackable TRS resource set.
7.5.8.1.1.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 7.5.8.0.1.
The normative reference for this requirement is TS 38.133 [6] clause A.7.5.8.1.1.
7.5.8.1.1.4	Test description
7.5.8.1.1.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 7.5.8.1.1.4.1-1.
Table 7.5.8.1.1.4.1-1: Supported test configurations for NR SA PCell FR2 MAC-CE based active TCI state switch for a known TCI state
	Config
	Description

	7.5.8.1.1-1
	NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode



Configure the test equipment and the DUT according to the parameters in Table 7.5.8.1.1.4.1-2.
Table 7.5.8.1.1.4.1-2: Initial conditions for EN-DC FR2 MAC-CE based active TCI state switch
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, table E.5 and TS 38.508-1 [14] clause 4.3.1 and 7.2.3.

	Channel bandwidth
	As specified by the test configuration selected from Table 7.5.8.1.1.4.1-1.

	Propagation conditions
	AWGN
	As specified in clause C.2.2.

	Connection Diagram
	TE Part
	A.3.3.3.1-1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1
	

	Exceptions to connection diagram
	N/A
	



1.	Message contents are defined in clause 7.5.8.1.1.4.3.
2.	The power levels and settings for Cell 1 are set according to Annex C.1.2 and C.1.3.
3.	The test parameters are given in Table 7.5.8.1.1.4.1-3.
Table 7.5.8.1.1.4.1-3: General test parameters for NR SA PCell FR2 MAC-CE based active TCI state switch for a known TCI state
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1
	One NR radio channel is used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	T1
	s
	0.2
	

	T2
	s
	0.2
	



7.5.8.1.1.4.2	Test procedure
The test scenario comprises of one NR PCell (Cell 1) as given in Table 7.5.8.1.1.4.1-3. Cell-specific parameters of NR PCell are specified in Table 7.5.8.1.1.5-1. The OTA related test parameters for FR2 are shown in Table 7.5.8.1.1.5-2.
PDCCHs indicating new transmissions shall be sent continuously on PCell to ensure that the UE would have ACK/NACK sending.
Before the test starts,
-	UE is connected to Cell 1 (PCell) on radio channel 1 (PCC).
-	UE is configured with 2 different TCI states for PCell, PDCCH TCI state 0 (QCL’d to SSB0) and TCIstate 1 (QCL’d to SSB1), in Cell 1 before starting the test.
-	UE is indicated in TCI state 0 as the active PDCCH TCI state 
The test consists of two time periods, T1 and T2. Figure 7.5.8.1.1.5-1 and Figure 7.5.8.1.1.5-2 show the Time multiplexed (allocation in Frequency is symbolic) downlink transmissions from each Angle of Arrival. During T1 only SSB to which PDCCH-TCI-state0 is QCL’d is transmitted. At the beginning of T2, the SSB corresponding to TCI state 1 starts transmitting. The UE is configured to provide periodic L1-RSRP reports. In slot n which is within 1280ms of UE providing L1-RSRP report with results for both SSB0 and SSB1, UE receives a MAC-CE command indicating a switch to TCI state 1. tci-PresentInDCI is not configured in the PDSCH configuration, i.e. TCI state for the PDSCH is identical to the PDCCH TCI state.
The test equipment verifies that UE can be scheduled on PCell on TCI state 0 till n+ THARQ +3 ms. The test equipment also verifies the TCI state switch time in PCell by scheduling the UE on TCI state 1 after n+ THARQ +3 ms + (Tfirst-SSB + TSSB-proc).
Unless otherwise stated, the downlink signal and noise are aligned to arrive in the UE Rx beam peak direction.
1.	Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On according to TS 38.508-1 [14] clause 4.5. Cell 1 is the active cell.
2.	Set the parameters of NR Cell 1 according to T1 in Table 7.5.8.1.1.5-1. Propagation conditions are set according to clause C.2.3.
3.	The SS transmits an RRCReconfiguration message to configure 2 different TCI states for Cell 1, PDCCH TCI state 0 (QCL’d to SSB0) and TCIstate 1 (QCL’d to SSB1), as indicated in clause 7.5.8.1.1.4.3. This message does not configure tci-PresentInDCI in the PDSCH configuration, i.e. TCI state for the PDSCH is identical to the PDCCH TCI state.
4.	The UE transmits an RRCReconfigurationComplete message.
5.	The SS shall send a MAC-CE to the UE indicating TCI state 0 as the active PDCCH TCI state. The SS shall continuously transmit PDCCHs to the UE indicating new transmissions on PCell to ensure that the UE is transmitting the corresponding ACK/NACK feedback.
6.	T1 starts. During T1 only SSB0, to which PDCCH TCI-state 0 is QCL'd, is transmitted.
7.	When T1 expires the SS transmits an RRCReconfiguration message to configure periodic L1-RSRP reports for both SSB0 and SSB1 as indicated in clause 7.5.8.1.1.4.3. The start of T2 is the instant when the last TTI containing the RRCReconfiguration message is sent to the UE, at that instant the SS shall switch the power settings from T1 to T2 as specified in Table 7.5.8.1.1.5-2 and SSB1, corresponding to TCI state 1, starts transmitting. T2 starts.
8.	The SS sends, in slot n, a MAC-CE to indicate switch to TCI-state 1 as the active PDCCH TCI state. Slot n is within 1280ms of UE providing L1-RSRP report with results for both SSB0 and SSB1.
9.	During T2, if the SS:
a)	Receives ACK/NACK on each UL transmission occasion scheduled on TCI-state 0 until slot n + THARQ +3 ms, and
b)	Receives ACK/NACK on TCI-state 1 corresponding to the next scheduled DL slot after n + THARQ +5 ms + Tfirst-SSB, where Tfirst-SSB is the time to the first SSB transmission immediately after the MAC-CE command,
the number of successful tests is increased by one, otherwise the number of failed tests is increased by one.
10.	When T2 expires the SS shall sends a MAC-CE to indicate switch to TCI-state 0.
11.	Wait 1s for the UE to switch TCI-state 0. If the SS receives ACK/NACK corresponding to PDSCH transmissions scheduled on TCI-state 0 continue to step 12. Otherwise switch the UE off and on and continue to step 1.
12.	Repeat steps 2-11 for all subtests until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
7.5.8.1.1.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 7.3 with the following exceptions:
Table 7.5.8.1.1.4.3-1: Common Exception messages for NR SA PCell FR2 MAC-CE based active TCI state switch for a known TCI state
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.6-2 with conditions PERIODIC and SS-RSRP
Table H.3.6-3 with condition SSB



Table 7.5.8.1.1.4.3-2: ControlResourceSet for NR SA PCell FR2 MAC-CE based active TCI state switch for a known TCI state
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-28

	Information Element
	Value/remark
	Comment
	Condition

	ControlResourceSet ::= SEQUENCE {
	
	
	

	  tci-StatesPDCCH-ToAddList SEQUENCE(SIZE (1..maxNrofTCI-StatesPDCCH)) OF {
	2 entries
	
	

	    TCI-StateId[0]
	0
	TCI.State.2
	

	    TCI-StateId[1]
	1
	TCI.State.3
	

	  }
	
	
	

	  tci-PresentInDCI
	Not present
	
	

	}
	
	
	



Table 7.5.8.1.1.4.3-3: PDSCH-Config for NR SA PCell FR2 MAC-CE based active TCI state switch for a known TCI state
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-100

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-Config ::= SEQUENCE {
	
	
	

	  tci-StatesToAddModList SEQUENCE(SIZE (1.. maxNrofTCI-States)) OF TCI-State {
	2 entries
	
	

	    TCI-State[0]
	TCI.State.2
	TCI-StateId 2
	

	    TCI-State[1]
	TCI.State.3
	TCI-StateId 3
	

	  }
	
	
	

	}
	
	
	



Table 7.5.8.1.1.4.3-4: TCI-State for NR SA PCell FR2 MAC-CE based active TCI state switch for a known TCI state
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-190

	Information Element
	Value/remark
	Comment
	Condition

	TCI-State ::= SEQUENCE {
	2 entries
	
	

	  {
	
	
	

	    tci-StateId
	0
	TCI.State.2
	

	    qcl-Type1 SEQUENCE {
	
	
	

	      bwp-Id
	1
	
	

	      referenceSignal CHOICE {
	
	
	

	        csi-rs
	3
	TRS.2.1 TDD Resource #4 Note1
	

	      }
	
	
	

	      qcl-Type
	typeA
	
	

	    }
	
	
	

	    qcl-Type2 SEQUENCE {
	
	
	

	      bwp-Id
	1
	
	

	      referenceSignal CHOICE {
	
	
	

	        csi-rs
	3
	TRS.2.1 TDD Resource #4 Note1
	

	      }
	
	
	

	      qcl-Type
	typeD
	
	

	    }
	
	
	

	  },
	
	
	

	  {
	
	
	

	    tci-StateId
	1
	TCI.State.3
	

	    qcl-Type1 SEQUENCE {
	
	
	

	      bwp-Id
	1
	
	

	      referenceSignal CHOICE {
	
	
	

	        csi-rs
	7
	TRS.2.2 TDD Resource #4 Note1
	

	      }
	
	
	

	      qcl-Type
	typeA
	
	

	    }
	
	
	

	    qcl-Type2 SEQUENCE {
	
	
	

	      bwp-Id
	1
	
	

	      referenceSignal CHOICE {
	
	
	

	        csi-rs
	7
	TRS.2.2 TDD Resource #4 Note1
	

	      }
	
	
	

	      qcl-Type
	typeD
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	Note 1:	Both TRS.2.1 TDD and TRS.2.2 TDD are configured on the UE. The assumption to configure this field is that nzp-CSI-RS-ResourceId indices are configured in the following order: TRS.2.1 TDD = {0,1,2,3}, TRS.2.2 TDD = {4,5,6,7}, so resource #4 for each set corresponds to index 3 and 7, accordingly.



7.5.8.1.1.5	Test requirement
Tables 7.5.8.1.1.4.1-3, 7.5.8.1.1.5-1 and 7.5.8.1.1.5-2 define the primary level settings including test tolerances for NR SA Pcell FR2 MAC-CE based active TCI state switch for a known TCI state.
Table 7.5.8.1.1.5-1: NR Cell specific test parameters for NR SA Pcell FR2 MAC-CE based active TCI state switch for a known TCI state
	Parameter
	Unit
	Cell 1

	Frequency Range
	
	FR2

	Duplex mode
	
	TDD

	TDD configuration
	
	TDDConf.3.1

	BWchannel
	
	100 MHz: NRB,c = 66

	Data RBs allocated
	
	2466

	Initial DL BWP Configuration
	
	DLBWP.0.2

	Dedicated DL BWP Configuration
	
	DLBWP.1.1 

	Initial UL BWP Configuration
	
	ULBWP.0.2 

	Dedicated UL BWP Configuration
	
	ULBWP.1.1 

	PDSCH Reference measurement channel
	
	SR.3.2 TDD 

	RMSI CORESET parameters
	
	CR.3.1 TDD 

	Dedicated CORESET parameters
	
	CCR.3.1 TDD 

	OCNG Patterns
	
	OP.5

	SSB Configuration
	
	SSB.1 FR2

	SMTC Configuration
	
	SMTC.1 

	TCI State 0
	
	TCI.State.2

	TCI State 1
	
	TCI.State.3

	TRS Configuration
	
	TRS.2.1 TDD
TRS.2.2 TDD 

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	Propagation Condition
	
	AWGN

	Note 1:	OCNG shall be used such that a constant total transmitted power spectral density is achieved for all OFDM symbols.



Table 7.5.8.1.1.5-2: OTA related test parameter for NR SA Pcell FR2 MAC-CE based active TCI state switch for a known TCI state 
	Parameter
	Unit
	Cell 1

	
	
	SSB0
	SSB1

	
	
	T1
	T2
	T1
	T2

	Angle of arrival configuration
	
	Setup 3 according to clause A.9

	
	
	AoA1
	AoA2

	Assumption for UE beams Note 6
	
	Rough

	Ês
	dBm/SCS
	-80.96+TT
	-80.96+TT
	-Infinity
	-80.96+TT

	SS B_RP Note 2
	dBm/ SCS
	-80.96+TT
	-80.96+TT
	-Infinity
	-80.96+TT

	
BB Note 7
	dB
	8.3+TT
	8.3+TT
	-Infinity
	8.3+TT

	IoNote2
	dBm/95.04 MHz Note4
	-55.716.0+TT
	-55.716.0+TT
	- Infinity
	-55.716.0+TT

	Note 1:	Void
Note 2:	SSB_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	Void
Note 4:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the centre of the quiet zone.
Note 6: 	Information about types of UE beam is given in 38.133 [6] clause B.2.1.3 and does not limit UE implementation or test system implementation.
Note 7:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [3], and an allowance of 1dB for UE multi-band relaxation factor ΔMBP from TS 38.101-2 [3] Table 6.2.1.3-4.





Figure 7.5.8.1.1.5-1: Time multiplexed downlink transmissions during T1



Figure 7.5.8.1.1.5-2: Time multiplexed downlink transmissions during T2

During T2, UE shall send L1-RSRP report with results for both SSB0 and SSB1.
After receiving MAC-CE command in slot n, UE shall:
-	be able to continue to receive on TCI state 0 till n+ THARQ +3 ms
-	be able to start receiving on TCI state 1 after n+ THARQ +5 ms + Tfirst-SSB
7.5.8.2	NR SA FR2 RRC based active TCI state switch
7.5.8.2.1	NR SA Pcell FR2 RRC based active TCI state switch for a known TCI state
Editor's Note: This test case is incomplete. The following aspects are either missing or TBD:
- TT analysis is missing.
- Applicability needs to be updated in 38.522
7.5.8.2.1.1	Test purpose
The purpose of this test is to verify the RRC based active TCI state switch delay requirement specified in clause 7.5.8.0.2.
7.5.8.2.1.2	Test applicability
This test applies to all types of NR UE release 15 onwards supporting SA FR2, more than one TCI state configuration, and more than one simultaneously trackable TRS resource set.
7.5.8.2.1.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 7.5.8.0.2.
The normative reference for this requirement is TS 38.133 [6] clause A.7.5.8.2.1.
7.5.8.2.1.4	Test description
7.5.8.2.1.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 7.5.8.2.1.4.1-1.
Table 7.5.8.2.1.4.1-1: Supported test configurations for NR SA Pcell FR2 RRC based active TCI state switch for a known TCI state
	Config
	Description

	7.5.8.2.1-1
	NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode



Configure the test equipment and the DUT according to the parameters in Table 7.5.8.2.1.4.1-2.
Table 7.5.8.2.1.4.1-2: Initial conditions for NR SA Pcell FR2 RRC based active TCI state switch for a known TCI state
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, table E.5 and TS 38.508-1 [14] clause 4.3.1 and 7.2.3.

	Channel bandwidth
	As specified by the test configuration selected from Table 7.5.8.2.1.4.1-1.

	Propagation conditions
	AWGN
	As specified in clause C.2.2.

	Connection Diagram
	TE Part
	A.3.3.3.1-1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1
	

	Exceptions to connection diagram
	N/A
	



1.	Message contents are defined in clause 7.5.8.2.1.4.3.
2.	The power levels and settings for Cell 1 are set according to Annex C.1.2 and C.1.3.
3.	The test parameters are given in Table 7.5.8.2.1.4.1-3.
Table 7.5.8.2.1.4.1-3: General test parameters for NR SA Pcell FR2 RRC based active TCI state switch for a known TCI state
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1
	One NR radio channel is used for this test

	Active Pcell
	
	Cell 1
	Pcell on RF channel number 1.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	T1
	s
	0.2
	

	T2
	s
	2
	



7.5.8.2.1.4.2	Test procedure
The test scenario comprises of one NR Pcell (Cell 1) as given in Table 7.5.8.2.1.4.1-3. Cell-specific parameters of NR PCell are specified in Table 7.5.8.2.1.5-1. The OTA related test parameters for FR2 is shown in Table 7.5.8.2.1.5-2.
PDCCHs indicating new transmissions shall be sent continuously on PCell to ensure that the UE would have ACK/NACK sending.
Before the test starts, 
-	UE is connected to Cell 1 (PCell) on radio channel 1 (PCC).
-	UE is configured with 1 TCI state for PCell, PDCCH-TCI-state0 (QCL’d to SSB0) 
-	UE is indicated in TCI state0 as the active TCI state 
The test consists of two time periods, T1 and T2. Figure 7.5.8.2.1.5-1 and Figure 7.5.8.2.1.5-2 show the Time multiplexed (allocation in Frequency is symbolic) downlink transmissions from each Angle of Arrival. During T1 only SSB to which TCI-state0 is QCL’d is transmitted. At the beginning of T2, the SSB corresponding to TCI-state1 starts transmitting. The UE is configured to provide periodic L1-RSRP reports.  In slot n which is within 1280 ms of UE providing L1-RSRP report with results for both SSB0 and SSB1, UE receives a RRC command indicating a switch to TCI-state1. 
The test equipment verifies the TCI state switch time in PCell by scheduling the UE on TCI state 1 after n+ TRRC_processing  + Tfirst-SSB + 2ms.
Unless otherwise stated, the downlink signal and noise are aligned to arrive in the UE Rx beam peak direction.
1.	Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On according to TS 38.508-1 [14] clause 4.5. Cell 1 is the active cell.
2.	Set the parameters of NR Cell 1 according to T1 in Table 7.5.8.2.1.5-1. Propagation conditions are set according to clause C.2.3.
3.	The SS transmits an RRCReconfiguration message to configure 1 TCI state for Cell 1, PDCCH TCI state 0 (QCL’d to SSB0) and indicating TCI state 0 as the active PDCCH TCI state, as indicated in clause 7.5.8.2.1.4.3. This message does not configure tci-PresentInDCI in the PDSCH configuration, i.e. TCI state for the PDSCH is identical to the PDCCH TCI state.
4.	The UE transmits an RRCReconfigurationComplete message.
5.	The SS shall continuously transmit PDCCHs to the UE indicating new transmissions on Pcell to ensure that the UE is transmitting the corresponding ACK/NACK feedback.
6.	T1 starts. During T1 only SSB0, to which PDCCH TCI-state 0 is QCL’d, is transmitted.
7.	When T1 expires the SS transmits an RRCReconfiguration message to configure periodic L1-RSRP reports for both SSB0 and SSB1 as indicated in clause 7.5.8.2.1.4.3. The start of T2 is the instant when the last TTI containing the RRCReconfiguration message is sent to the UE, at that instant the SS shall switch the power settings from T1 to T2 as specified in Table 7.5.8.2.1.5-2 and SSB1, corresponding to TCI state 1, starts transmitting. T2 starts.
8.	The SS sends, in slot n, an RRCReconfiguration message to indicate switch to TCI-state 1 as the active PDCCH TCI state, as indicated in clause 7.5.8.2.1.4.3. Slot n is within 1280ms of UE providing L1-RSRP report with results for both SSB0 and SSB1.
9.	The UE transmits an RRCReconfigurationComplete message.
10.	During T2, if the SS receives ACK/NACK on TCI-state 1 corresponding to the next scheduled DL slot after n + Tfirst-SSB + 12 ms, where Tfirst-SSB is the time to the first SSB transmission immediately after the RRC processing by the UE, the number of successful tests is increased by one, otherwise the number of failed tests is increased by one.
11.	When T2 expires the SS shall sends an RRCReconfiguration message to indicate switch to TCI-state 0 as the active PDCCH TCI state and releasing TCI-state 1.
12.	The UE transmits an RRCReconfigurationComplete message.
13.	Wait 2s for the UE to switch TCI-state 0. If the SS receives ACK/NACK corresponding to PDSCH transmissions scheduled on TCI-state 0 continue to step 14. Otherwise switch the UE off and on and continue to step 1.
14.	Repeat steps 2-13 for all subtests until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
7.5.8.2.1.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 7.3 with the following exceptions:
Table 7.5.8.2.1.4.3-1: Common Exception messages for NR SA PCell FR2 RRC based active TCI state switch for a known TCI state
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.6-2 with conditions PERIODIC and SS-RSRP
Table H.3.6-3 with condition SSB



Table 7.5.8.2.1.4.3-2: ControlResourceSet for NR SA PCell FR2 RRC based active TCI state switch for a known TCI state
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-28

	Information Element
	Value/remark
	Comment
	Condition

	ControlResourceSet ::= SEQUENCE {
	
	
	

	  tci-StatesPDCCH-ToAddList SEQUENCE(SIZE (1..maxNrofTCI-StatesPDCCH)) OF {
	1 entry
	1 entry configured at a time (steps 3 and 8)
	

	    TCI-StateId[0]
	0
	TCI.State.2
	Step 3

	    TCI-StateId[1]
	1
	TCI.State.3
	Step 8

	  }
	
	
	

	  tci-PresentInDCI
	Not present
	
	

	}
	
	
	



Table 7.5.8.2.1.4.3-3: PDSCH-Config for NR SA PCell FR2 RRC based active TCI state switch for a known TCI state
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-100

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-Config ::= SEQUENCE {
	
	
	

	  tci-StatesToAddModList SEQUENCE(SIZE (1.. maxNrofTCI-States)) OF TCI-State {
	1 entry
	1 entry configured at a time (steps 3 and 8)
	

	    TCI-State[0]
	TCI.State.2
	TCI-StateId 2
	Step 3

	    TCI-State[1]
	TCI.State.3
	TCI-StateId 3
	Step 8

	  }
	
	
	

	}
	
	
	



Table 7.5.8.2.1.4.3-4: TCI-State for NR SA PCell FR2 RRC based active TCI state switch for a known TCI state (step 3)
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-190

	Information Element
	Value/remark
	Comment
	Condition

	TCI-State ::= SEQUENCE {
	1 entry
	1 entry configured at a time (steps 3 and 8)
	

	  {
	
	
	

	    tci-StateId
	0
	TCI.State.2
	Step 3

	    qcl-Type1 SEQUENCE {
	
	
	

	      bwp-Id
	1
	
	

	      referenceSignal CHOICE {
	
	
	

	        csi-rs
	3
	TRS.2.1 TDD Resource #4 Note1
	

	      }
	
	
	

	      qcl-Type
	typeA
	
	

	    }
	
	
	

	    qcl-Type2 SEQUENCE {
	
	
	

	      bwp-Id
	1
	
	

	      referenceSignal CHOICE {
	
	
	

	        csi-rs
	3
	TRS.2.1 TDD Resource #4 Note1
	

	      }
	
	
	

	      qcl-Type
	typeD
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	Note 1:	TRS.2.1 TDD is configured on the UE. The assumption to configure this field is that nzp-CSI-RS-ResourceId indices are configured in the following order: TRS.2.1 TDD = {0,1,2,3}, so resource #4 for the set corresponds to index 3, correspondingly.



Table 7.5.8.2.1.4.3-5: TCI-State for NR SA PCell FR2 RRC based active TCI state switch for a known TCI state (step 8)
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-190

	Information Element
	Value/remark
	Comment
	Condition

	TCI-State ::= SEQUENCE {
	1 entry
	1 entry configured at a time (steps 3 and 8)
	

	  {
	
	
	

	    tci-StateId
	1
	TCI.State.3
	Step 8

	    qcl-Type1 SEQUENCE {
	
	
	

	      bwp-Id
	1
	
	

	      referenceSignal CHOICE {
	
	
	

	        csi-rs
	7
	TRS.2.2 TDD Resource #4 Note1
	

	      }
	
	
	

	      qcl-Type
	typeA
	
	

	    }
	
	
	

	    qcl-Type2 SEQUENCE {
	
	
	

	      bwp-Id
	1
	
	

	      referenceSignal CHOICE {
	
	
	

	        csi-rs
	7
	TRS.2.2 TDD Resource #4 Note1
	

	      }
	
	
	

	      qcl-Type
	typeD
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	Note 1:	TRS.2.2 TDD is configured on the UE. The assumption to configure this field is that nzp-CSI-RS-ResourceId indices are configured in the following order: TRS.2.2 TDD = {4,5,6,7}, so resource #4 for the set corresponds to index 7, correspondingly.



7.5.8.2.1.5	Test requirement
Tables 7.5.8.2.1.4.1-3, 7.5.8.2.1.5-1 and 7.5.8.2.1.5-2 define the primary level settings including test tolerances for NR SA PCell FR2 RRC based active TCI state switch for a known TCI state.
Table 7.5.8.2.1.5-1: NR Cell specific test parameters for NR SA PCell FR2 RRC based active TCI state switch for a known TCI state
	Parameter
	Unit
	Cell 1

	Frequency Range
	
	FR2

	Duplex mode
	
	TDD

	TDD configuration
	
	TDDConf.3.1

	BWchannel
	
	100 MHz: NRB,c = 66

	Data RBs allocated
	
	2466

	Initial DL BWP Configuration
	
	DLBWP.0.2

	Dedicated DL BWP Configuration
	
	DLBWP.1.1 

	Initial UL BWP Configuration
	
	ULBWP.0.2 

	Dedicated UL BWP Configuration
	
	ULBWP.1.1 

	PDSCH Reference measurement channel
	
	SR.3.2 TDD 

	RMSI CORESET parameters
	
	CR.3.1 TDD 

	Dedicated CORESET parameters
	
	CCR.3.1 TDD 

	OCNG Patterns
	
	OP.5

	SSB Configuration
	
	SSB.1 FR2

	SMTC Configuration
	
	SMTC.1 

	TCI State 0
	
	TCI.State.2

	TCI State 1
	
	TCI.State.3

	reportConfigType
	
	ssb-Index-RSRP

	reportConfigType	
	
	periodic

	Number of reported RS
	
	2

	L1-RSRP reporting period
	slot
	640

	timeRestrictionForChannelMeasurements
	
	configured

	TRS Configuration
	
	TRS.2.1 TDD 
TRS.2.2 TDD 

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	Propagation Condition
	
	AWGN

	Note 1:	OCNG shall be used such that a constant total transmitted power spectral density is achieved for all OFDM symbols.



Table 7.5.8.2.1.5-2: OTA related test parameter for NR SA PCell FR2 RRC based active TCI state switch for a known TCI state
	Parameter
	Unit
	Cell 1

	
	
	SSB0
	SSB1

	
	
	T1
	T2
	T1
	T2

	Angle of arrival configuration
	
	Setup 3 according to clause A.9

	
	
	AoA1
	AoA2

	Assumption for UE beams Note 6
	
	Rough

	Ês
	dBm/SCS
	-80.96+TT
	-80.96+TT
	-Infinity
	-80.96+TT

	SS B_RP Note 2
	dBm/ SCS
	-80.96+TT
	-80.96+TT
	-Infinity
	-80.96+TT

	
BB Note 7
	dB
	8.3+TT
	8.3+TT
	-Infinity
	8.3+TT

	IoNote2
	dBm/95.04 MHz Note4
	-55.716.0+TT
	-55.716.0+TT
	- Infinity
	-55.716.0+TT

	Note 1:	Void
Note 2:	SS B_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	Void
Note 4: 	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the centre of the quiet zone.
Note 6:	Information about types of UE beam is given in 38.133 [6] clause B.2.1.3 and does not limit UE implementation or test system implementation.
Note 7:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [3], and an allowance of 1dB for UE multi-band relaxation factor ΔMBP from TS 38.101-2 [3] Table 6.2.1.3-4.





Figure 7.5.8.2.1.5-1: Time multiplexed downlink transmissions during T1



Figure 7.5.8.2.1.5-2: Time multiplexed downlink transmissions during T2

During T2, UE shall send L1-RSRP report with both SSB0 and SSB1.
After receiving RRC command in slot n, UE shall be able to start receiving on TCI state 1 after n+ TRRC_processing  + Tfirst-SSB + 2ms.
<< Skipped sections >>
F.1.1.2	Measurement of RRM requirements
<< Skipped Tables >>
Table F.1.1.2-6: Maximum test system uncertainty for RRM requirements for SA FR2 test cases
	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	7.1.1.1 NR SA FR2 cell re-selection
	Noc, averaged over BWConfig, ±5.65 dB
Noc, averaged over Measurement PRB, ±5.65 dB

Es1/Noc averaged over BWConfig ±0.3 dB
Es1/Noc averaged over Measurement PRB ±0.3 dB

Es2/Noc averaged over BWConfig ±0.3 dB
Es2/Noc averaged over Measurement PRB ±0.3 dB
	Noc averaged over BWConfig is the AWGN absolute power of RF channel 1 averaged over BWConfig
Noc averaged over Measurement PRB is the AWGN absolute power of RF channel 1 averaged over Measurement PRB

Es1/Noc averaged over BWConfig is Ratio of cell 1 signal / AWGN averaged over BWConfig
Es1/Noc averaged over Measurement PRB is Ratio of cell 1 signal / AWGN averaged over Measurement PRB

Es2/Noc averaged over BWConfig is Ratio of cell 2 signal / AWGN averaged over BWConfig
Es2/Noc averaged over Measurement PRB is Ratio of cell 2 signal / AWGN averaged over Measurement PRB

	7.1.1.2 NR SA FR2-FR2 cell re-selection
	Noc1, averaged over BWConfig, ±5.65 dB
Noc1, averaged over Measurement PRB, ±5.65 dB

Noc2, averaged over BWConfig, ±5.65 dB
Noc2, averaged over Measurement PRB, ±5.65 dB

Es1/Noc1 averaged over BWConfig ±0.3 dB
Es1/Noc1 averaged over Measurement PRB ±0.3 dB

Es2/Noc2 averaged over BWConfig ±0.3 dB
Es2/Noc2 averaged over Measurement PRB ±0.3 dB
	Noc1 averaged over BWConfig is the AWGN absolute power of RF channel 1 averaged over BWConfig
Noc1 averaged over Measurement PRB is the AWGN absolute power of RF channel 1 averaged over Measurement PRB

Noc2 averaged over BWConfig is the AWGN absolute power of RF channel 2 averaged over BWConfig
Noc2 averaged over Measurement PRB is the AWGN absolute power of RF channel 2 averaged over Measurement PRB

Es1/Noc1 averaged over BWConfig is Ratio of cell 1 signal / AWGN averaged over BWConfig
Es1/Noc1 averaged over Measurement PRB is Ratio of cell 1 signal / AWGN averaged over Measurement PRB

Es2/Noc2 averaged over BWConfig is Ratio of cell 2 signal / AWGN averaged over BWConfig
Es2/Noc2 averaged over Measurement PRB is Ratio of cell 2 signal / AWGN averaged over Measurement PRB

	7.1.1.3 NR SA FR2 cell re-selection for UE fulfilling low mobility relaxed measurement criterion
	Same as 7.1.1.1
	Same as 7.1.1.1

	7.1.1.4 NR SA FR2 cell re-selection for UE fulfilling not-at-cell edge relaxed measurement criterion
	Same as 7.1.1.1
	Same as 7.1.1.1

	7.1.1.5 NR SA FR2-FR2 cell re-selection for UE fulfilling low mobility relaxed measurement criterion
	Same as 7.1.1.2
	Same as 7.1.1.2

	7.1.1.6 NR SA FR2-FR2 cell re-selection for UE fulfilling not-at-cell edge relaxed measurement criterion
	Same as 7.1.1.2
	Same as 7.1.1.2

	7.3.1.2 NR SA FR2 Intra-frequency handover; unknown target cell
	Average Noc over BW, ±5.65 dB, f <= 40.8 GHz
Noc over meas PRBs ±5.65 dB f <= 40.8 GHz

Average Ês1 / Noc over BW, ±0.3 dB, f <= 40.8 GHz
Average Ês1 / Noc over meas PRB, ±0.3 dB, f <= 40.8 GHz

Average Ês2 / Noc over BW, ±0.3 dB, f <= 40.8 GHz
Average Ês2 / Noc over meas PRB, ±0.3 dB, f <= 40.8 GHz
	Average Noc over BW is AWGN absolute power averaged over BW.
Average Noc over meas PRB is AWGN absolute power averaged over measured PRB.

Average Ês1 / Noc over BW is the ratio of cell 1 signal / AWGN averaged over BW
Average Ês1 / Noc over measured PRB is the ratio of cell 1 signal / AWGN averaged over measured PRB

Average Ês2 / Noc over BW is the ratio of cell 2 signal / AWGN averaged over BW.
Average Ês2 / Noc over measured PRB is the ratio of cell 2 signal / AWGN averaged over measured PRB.

Ês1 is NR cell 1 signal
Ês2 is NR cell 2 signal

Meas PRB is the measurement PRB for SS-RSRP #RBJ to RBJ+19

	7.3.1.3 NR SA FR2-FR2 Inter-frequency handover; unknown target cell
	Average Noc1 over BW ±5.65 dB, f <= 40.8 GHz
Noc1 over meas PRBs ±5.65 dB f <= 40.8 GHz

Average Noc2 over BW ±5.65 dB, f <= 40.8 GHz
Noc2 over meas PRBs ±5.65 dB f <= 40.8 GHz

Average Ês1 / Noc1 over BW, ±0.3 dB, f <= 40.8 GHz
Average Ês1 / Noc1 over meas PRB, ±0.3 dB, f <= 40.8 GHz

Average Ês2 / Noc2 over BW, ±0.3 dB, f <= 40.8 GHz
Average Ês2 / Noc2 over meas PRB, ±0.3 dB, f <= 40.8 GHz
	Average Noc1 over BW is AWGN absolute power averaged over BW on freq 1.
Average Noc1 over meas PRB is AWGN absolute power averaged over measured PRB on freq 1.

Average Noc2 over BW is AWGN absolute power averaged over BW on freq 2.
Average Noc2 over meas PRB is AWGN absolute power averaged over measured PRB on freq 2.

Average Ês1 / Noc1 over BW is the ratio of cell 1 signal / AWGN averaged over BW on freq 1.
Average Ês1 / Noc1 over measured PRB is the ratio of cell 1 signal / AWGN averaged over measured PRB on freq 1.

Average Ês2 / Noc2 over BW is the ratio of cell 2 signal / AWGN averaged over BW on freq 2.
Average Ês2 / Noc2 over measured PRB is the ratio of cell 2 signal / AWGN averaged over measured PRB on freq 2.

Ês1 is NR cell 1 signal
Ês2 is NR cell 2 signal

Meas PRB is the measurement PRB for SS-RSRP #RBJ to RBJ+19

	7.3.1.4 NR SA FR1-FR2 synchronous DAPS handover
	Noc, averaged over BWConfig, ±5.65 dB
Noc, averaged over Measurement PRB, ±5.65 dB

Es2/Noc averaged over BWConfig ±0.3 dB
Es2/Noc averaged over Measurement PRB ±0.3 dB
	Noc averaged over BWConfig is the AWGN absolute power of RF channel 2 averaged over BWConfig
Noc averaged over Measurement PRB is the AWGN absolute power of RF channel 2 averaged over Measurement PRB

Es2/Noc averaged over BWConfig is Ratio of cell 2 signal / AWGN averaged over BWConfig
Es2/Noc averaged over Measurement PRB is Ratio of cell 2 signal / AWGN averaged over Measurement PRB


	7.3.1.5 NR SA FR1-FR2 asynchronous DAPS handover
	Same as 7.3.1.4
	Same as 7.3.1.4

	[bookmark: _Hlk91756715]7.3.2.1.1 NR SA FR2 RRC re-establishment
	Average Noc ±5.65 dB, f <= 40.8 GHz
Noc over meas PRBs ±5.65 dB f <= 40.8 GHz

Average Ês1 / Noc ±0.3 dB
Ês1 / Noc over meas PRBs ±0.3 dB
Average Ês2 / Noc ±0.3 dB
Ês2 / Noc over meas PRBs ±0.3 dB
	Ês1 is NR cell 1 signal
Ês2 is NR cell 2 signal

Meas PRB is the measurement PRB for SS-RSRP #RBJ to RBJ+19

	7.3.2.1.2 NR SA FR2 - FR2 RRC re-establishment
	Average Noc1 ±5.65 dB, f <= 40.8 GHz
Noc1 over meas PRBs ±5.65 dB f <= 40.8 GHz

Average Noc2 ±5.65 dB, f <= 40.8 GHz
Noc2 over meas PRBs ±5.65 dB f <= 40.8 GHz


Average Ês1 / Noc1 ±0.3 dB
Ês1 / Noc over meas PRBs ±0.3 dB
Average Ês2 / Noc2 ±0.3 dB
Ês2 / Noc over meas PRBs ±0.3 dB
	Ês1 is NR cell 1 signal
Ês2 is NR cell 2 signal

Meas PRB is the measurement PRB for SS-RSRP #RBJ to RBJ+19

	7.3.2.2.1 NR SA FR2 contention based random access
	Average Ês ±6.0 dB
Meas PRB Ês ±6.0 dB

Uplink absolute power measurement ±6.0 dB

Uplink relative power measurement ±FFS dB

±[48]Tc Uplink signal transmit timing relative to downlink
	Meas PRB is the measurement PRB for SS-RSRP #RBJ to RBJ+19

Tc = 1/(480000 x 4096) seconds, the basic timing unit defined in TS 38.211 [7]

	7.3.2.2.2 NR SA FR2 non-contention based random access
	Same as 7.3.2.2.1
	Same as 7.3.2.2.1

	7.3.2.3.1 NR SA FR2-FR2 RRC connection release with redirection
	Same as 7.3.1.3
	Same as 7.3.1.3

	7.3.3.1 NR SA FR2 conditional handover
	Noc averaged over BWConfig, ±5.65 dB
Noc, averaged over Measurement PRB, ±5.65 dB

Es1/Noc averaged over BWConfig ±0.3 dB
Es1/Noc averaged over Measurement PRB ±0.3 dB

Es2/Noc ±0.3 dB
Noc, averaged over BWConfig, ±5.65 dB
Es2/Noc averaged over Measurement PRB ±0.3 dB
	Noc averaged over BWConfig,is the AWGN absolute power of RF channel 1 averaged over BWConfig,
Noc averaged over Measurement PRB,is the AWGN absolute power of RF channel 1 averaged over Measurement PRB,

Es1/Noc averaged over BWConfig is Ratio of cell 1 signal / AWGN averaged over BWConfig
Es1/Noc averaged over Measurement PRB is Ratio of cell 1 signal / AWGN averaged over Measurement PRB


Es2/Noc averaged over BWConfig is Ratio of cell 2 signal / AWGN averaged over BWConfig
Es2/Noc averaged over Measurement PRB is Ratio of cell 2 signal / AWGN averaged over Measurement PRB

	7.4.1.1 SA FR2 UE transmit timing accuracy
	Noc ±5.65 dB

Ês1 / Noc ±0.3 dB

±48Tc Uplink signal transmit timing relative to downlink
±40Tc Relative during UE timing adjustment
	Ês1 / Noc is the ratio of cell 1 signal / AWGN

Tc = 1/(480000 x 4096) seconds, the basic timing unit defined in TS 38.211 [7]

	7.4.3.1 NR SA FR2 UE timing advance adjustment accuracy
	Noc ±5.65 dB

Ês1 / Noc ±0.3 dB

±40Tc timing advance adjustment
	

Ês1 / Noc is the ratio of cell 1 signal / AWGN

Tc = 1/(480000 x 4096) seconds, the basic timing unit defined in TS 38.211 [7]

	7.5.1.1 Radio Link Monitoring Out-of-sync Test for FR2 PCell configured with SSB-based RLM RS in non-DRX mode
	Same as 5.5.1.1
	Same as 5.5.1.1

	7.5.1.2 Radio Link Monitoring In-sync Test for FR2 PCell configured with SSB-based RLM RS in non-DRX mode
	Same as 5.5.1.1
	Same as 5.5.1.1

	7.5.1.3 Radio Link Monitoring Out-of-sync Test for FR2 PCell configured with SSB-based RLM RS in DRX mode
	Same as 5.5.1.1
	Same as 5.5.1.1

	7.5.1.4 Radio Link Monitoring In-sync Test for FR2 PCell configured with SSB-based RLM RS in DRX mode
	Same as 5.5.1.1
	Same as 5.5.1.1

	7.5.5.1 NR SA FR2 SSB-based beam failure detection and link recovery in non-DRX
	Same as 5.5.5.1
	Same as 5.5.5.1

	7.5.5.2 NR SA FR2 SSB-based beam failure detection and link recovery in DRX
	Same as 5.5.5.1
	Same as 5.5.5.1

	7.5.5.3 NR SA FR2 CSI-RS-based beam failure detection and link recovery in non-DRX
	Noc ±5.65 dB, f<=40.8 GHz

Ês1 / Noc ±0.3 dB

Fading profile ±0.7 dB for 2Tx
	Note:
Noc is the AWGN on cell 1 frequency
Ês1 / Noc is the SNR for the CSI-RS

	7.5.5.4 NR SA FR2 CSI-RS-based beam failure detection and link recovery in DRX
	Same as 7.5.5.3
	Same as 7.5.5.3

	7.5.5.5 NR SA FR2 scheduling available restriction during SSB-based beam failure detection and link recovery in non-DRX
	Same as 5.5.5.1
	Same as 5.5.5.1

	7.5.5.6 NR SA FR2 SCell CSI-RS-based beam failure detection and link recovery in non-DRX
	Noc ±5.65 dB, f<=40.8 GHz

Ês2 / Noc ±0.3 dB

Fading profile ±0.7 dB for 2Tx
	Note:
Noc is the AWGN on cell 2 frequency
Ês2 / Noc is the SNR for the CSI-RS

	7.5.5.7 NR SA FR2 SCell CSI-RS-based beam failure detection and link recovery in DRX
	Same as 7.5.5.6
	Same as 7.5.5.6

	7.5.6.2.1 NR SA FR2 RRC-based DL active BWP switch in non-DRX
	±1.0 dB
	Overall system uncertainty for fading conditions comprises two quantities:
1. gNB emulator Signal-to-noise ratio uncertainty
2. Effect of AWGN flatness and signal flatness

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.
Test System uncertainty = SQRT (gNB emulator Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
gNB emulator Signal-to-noise ratio uncertainty ±0.3 dB
AWGN flatness and signal flatness ±3.6 dB

	7.5.11.1 UE UL carrier RRC reconfiguration delay
	Noc ±5.65 dB, f<=40.8 GHz

Ês1 / Noc ±0.3 dB
Ês2 / Noc ±0.3 dB

No fading
	Note:
Noc is the AWGN on cell 1 and 2 frequencies

Ês1 / Noc is Ratio of cell 1 signal / AWGN averaged over BW
Ês2 / Noc is Ratio of cell 2 signal / AWGN averaged over BW

	7.5.8.1.1 NR SA PCell FR2 MAC-CE based active TCI state switch for a known TCI state
	Noc ±5.65 dB, f<=40.8 GHz

Ês1 / Noc ±0.3 dB
Ês2 / Noc ±0.3 dB

No fadingFFS
	Noc is the AWGN on cell 1 and 2 frequency

Ês1 / Noc is Ratio of cell 1 signal / AWGN averaged over BW
Ês2 / Noc is Ratio of cell 2 signal / AWGN averaged over BWFFS

	7.5.8.2.1 NR SA Pcell FR2 RRC based active TCI state switch for a known TCI state
	Same as 7.5.8.1.1
	Same as 7.5.8.1.1

	7.5.11.1 UE UL carrier RRC reconfiguration delay
	Noc ±5.65 dB, f<=40.8 GHz

Ês1 / Noc ±0.3 dB
Ês2 / Noc ±0.3 dB

No fading

	Note:
Noc is the AWGN on cell 1 and 2 frequencies

Ês1 / Noc is Ratio of cell 1 signal / AWGN averaged over BW
Ês2 / Noc is Ratio of cell 2 signal / AWGN averaged over BW

	7.6.1.1 NR SA FR2 event-triggered reporting without gap in non-DRX
	Ês1 averaged over BW ±5.65 dB, f <= 40.8 GHz
Ês1 averaged over measured PRB ±5.65 dB, f <= 40.8 GHz

Ês2 averaged over BW ±5.65 dB, f <= 40.8 GHz
Ês2 averaged over measured PRB ±5.65 dB, f <= 40.8 GHz
	Ês1 averaged over BW is the absolute power of cell 1 signal averaged over BW
Ês1 averaged over measured PRB is the absolute power of cell 1 signal averaged over measured PRB

Ês2 averaged over BW is the absolute power of cell 2 signal averaged over BW
Ês2 averaged over measured PRB is the absolute power of cell 2 signal averaged over measured PRB

	7.6.1.2 NR SA FR2 event-triggered reporting without gap in DRX
	Noc averaged over BW, ±5.65 dB, f <= 40.8 GHz
Noc averaged over measured PRB, ±5.65 dB, f <= 40.8 GHz


Ês1 / Noc averaged over BW, ±0.3 dB, f <= 40.8 GHz
Ês1 / Noc averaged over measured PRB, ±0.3 dB, f <= 40.8 GHz

Ês2 / Noc averaged over BW, ±0.3 dB, f <= 40.8 GHz
Ês2 / Noc averaged over measured PRB, ±0.3 dB, f <= 40.8 GHz

	Noc averaged over BW is AWGN absolute power averaged over BW.
Noc averaged over measured PRB is AWGN absolute power averaged over measured PRB.


Ês1 / Noc averaged over BW is the ratio of cell 1 signal / AWGN averaged over BW
Ês1 / Noc averaged over measured PRB is the ratio of cell 1 signal / AWGN averaged over measured PRB

Ês2 / Noc averaged over BW is the ratio of cell 2 signal / AWGN averaged over BW.
Ês2 / Noc averaged over measured PRB is the ratio of cell 2 signal / AWGN averaged over measured PRB.


	7.6.1.3 NR SA FR2 event-triggered reporting without gap in non-DRX
	Same as 7.6.1.1
	Same as 7.6.1.1

	7.6.1.4 NR SA FR2 event-triggered reporting with gap in DRX
	Same as 7.6.1.2
	Same as 7.6.1.2

	7.6.2.1 NR SA FR2-FR2 event-triggered reporting in non-DRX
	Average Ês1 ±5.65 dB, f <= 40.8 GHz
Meas PRB Ês1 ±5.65 dB, f <= 40.8 GHz

Average Ês2 ±5.65 dB
Meas PRB Ês2 ±5.65 dB
	Ês1 is NR cell 1 signal
Ês2 is NR cell 2 signal

Meas PRB is the measurement PRB for SS-RSRP #RBJ to RBJ+19

	7.6.2.2 NR SA FR2-FR2 event-triggered reporting in DRX
	Average Noc1 ±5.65 dB, f <= 40.8 GHz
Noc1 over meas PRBs ±5.65 dB f <= 40.8 GHz
Average Noc2 ±5.65 dB, f <= 40.8 GHz
Noc2 over meas PRBs ±5.65 dB f <= 40.8 GHz

Average Ês1 / Noc1 ±0.3 dB
Ês1 / Noc over meas PRBs ±0.3 dB
Average Ês2 / Noc2 ±0.3 dB
Ês2 / Noc2 over meas PRBs ±0.3 dB
	Ês1 is NR cell 1 signal
Ês2 is NR cell 2 signal

Meas PRB is the measurement PRB for SS-RSRP #RBJ to RBJ+19

	7.6.2.3 NR SA FR2-FR2 event-triggered reporting in non-DRX with SSB time index detection
	Same as 7.6.2.1 
	Same as 7.6.2.1 

	7.6.2.4 NR SA FR2-FR2 event-triggered reporting in DRX with SSB time index detection
	Same as 7.6.2.2
	Same as 7.6.2.2

	7.6.2.5 NR SA FR1-FR2 event-triggered reporting in non-DRX
	Average Ês2 ±5.65 dB, f <= 40.8 GHz
	Ês2 is NR cell 2 signal

Meas PRB is the measurement PRB for SS-RSRP #RBJ to RBJ+19

	7.6.2.6 NR SA FR1-FR2 event-triggered reporting in DRX
	Noc ±5.65 dB, f <= 40.8 GHz

Ês2 / Noc ±0.3 dB
	Ês2 / Noc is the ratio of cell 2 signal / AWGN

	7.6.2.7 NR SA FR1-FR2 event-triggered reporting in non-DRX with SSB time index detection
	Same as 7.6.2.5
	Same as 7.6.2.5

	7.6.2.8 NR SA FR1-FR2 event-triggered reporting in DRX with SSB time index detection
	Same as 7.6.2.6
	Same as 7.6.2.6

	7.6.3.1 NR SA FR2 SSB-based L1-RSRP measurement in non-DRX
	Average Noc ±5.65 dB, f <= 40.8 GHz
Noc over meas PRBs ±5.65 dB f <= 40.8 GHz

Average Ês0 / Noc ±0.3 dB
Ês0 / Noc over meas PRBs ±0.3 dB
Average Ês1 / Noc ±0.3 dB
Ês1 / Noc over meas PRBs ±0.3 dB
	Ês0 / Noc is the SNR for the SSB#0
Ês1 / Noc is the SNR for the SSB#1

Meas PRB is the measurement PRB for SS-RSRP #RBJ to RBJ+19

	7.6.3.2 NR SA FR2 SSB-based L1-RSRP measurement in DRX
	Same as 7.6.3.1
	Same as 7.6.3.1

	7.6.3.3 NR SA FR2 CSI-RS-based L1-RSRP measurement in non-DRX
	Average Noc ±5.65 dB, f <= 40.8 GHz
Noc over meas PRBs ±5.65 dB f <= 40.8 GHz

Average Ês0 / Noc ±0.3 dB
Ês0 / Noc over meas PRBs ±0.3 dB
Average Ês1 / Noc ±0.3 dB
Ês1 / Noc over meas PRBs ±0.3 dB
	Ês0 / Noc is the SNR for the CSI-RS#0
Ês1 / Noc is the SNR for the CSI-RS#1

Meas PRB is the measurement PRB for CSI-RS-RSRP

	7.6.3.4 NR SA FR2 CSI-RS-based L1-RSRP measurement in DRX
	Same as 7.6.3.3
	Same as 7.6.3.3

	7.6.4.1 NR SA FR2 SRS-RSRP measurement in non-DRX
	Same as 5.6.4.1
	Same as 5.6.4.1

	7.6.6.1 NR SA FR2 CSI-RS based CMR and no dedicated IMR configured and CSI-RS resource set with repetition off L1-SINR measurement accuracy
	Average Noc ±5.65 dB, f <= 40.8 GHz
Noc over meas PRBs ±5.65 dB f <= 40.8 GHz

Average Ês0 / Noc ±0.3 dB
Ês0 / Noc over meas PRBs ±0.3 dB
Average Ês1 / Noc ±0.3 dB
Ês1 / Noc over meas PRBs ±0.3 dB
	Ês0 / Noc is the SNR for the CSI-RS#0
Ês1 / Noc is the SNR for the CSI-RS#1

Meas PRB is the measurement PRB for CSI-RS-SINR #RBJ to RBJ+275

	7.6.6.2 NR SA FR2 SSB based CMR and dedicated IMR L1-SINR measurement accuracy
	Average Noc ±5.65 dB, f <= 40.8 GHz
Noc over meas PRBs ±5.65 dB f <= 40.8 GHz

Average Ês0 / Noc ±0.3 dB
Ês0 / Noc over meas PRBs ±0.3 dB
Average Ês1 / Noc ±0.3 dB
Ês1 / Noc over meas PRBs ±0.3 dB
	Ês0 / Noc is the SNR for the SSB#0
Ês1 / Noc is the SNR for the SSB#1

Meas PRB is the measurement PRB for SS-SINR #RBJ to RBJ+19

	7.6.6.3 NR SA FR2 CSI-RS based CMR and dedicated IMR L1-SINR measurement accuracy
	Same as 7.6.6.1
	Same as 7.6.6.1

	7.6.13.1 NR SA FR2 UE Rx-Tx time difference measurement for propagation delay compensation using PRS
	Noc ±5.65 dB, f <= 40.8 GHz
Noc over meas PRBs ±5.65 dB f <= 40.8 GHz

Ês1 / Noc ±0.3 dB
Meas PRB Ês1 / Noc ±0.3 dB
	Noc is the AWGN on the NR freq


Ês1 / Noc is the ratio of cell 1 signal / AWGN
Meas PRB is the measurement PRB for PRS-RSRP #RBJ to RBJ+19

	7.7.1.1 NR SA FR2 SS-RSRP measurement accuracy
	Test 1
Noc ±5.65 dB, f <= 40.8 GHz
Noc over meas PRBs ±5.65 dB f <= 40.8 GHz

Ês1 / Noc ±0.3 dB
Ês2 / Noc ±0.3 dB
Meas PRB Ês1 / Noc ±0.3 dB
Meas PRB Ês2 / Noc ±0.3 dB

Test 2
Average Ês1 ±5.65 dB, f <= 40.8 GHz
Meas PRB Ês1 ±5.65 dB, f <= 40.8 GHz

Average Ês2 ±5.65 dB, f <= 40.8 GHz
Meas PRB Ês2 ±5.65 dB, f <= 40.8 GHz
	Test 1
Noc is the AWGN on the NR freq



Ês1 / Noc is the ratio of cell 1 signal / AWGN
Ês2 / Noc is the ratio of cell 1 signal / AWGN
Meas PRB is the measurement PRB for SS-RSRP #RBJ to RBJ+19

Test 2
Ês1 is NR cell 1 signal

Ês2 is NR cell 2 signal


Meas PRB is the measurement PRB for SS-RSRP #RBJ to RBJ+19

	7.7.1.2 NR SA FR2-FR2 SS-RSRP measurement accuracy
	Noc1 ±5.65 dB, f <= 40.8 GHz
Noc1 over measPRBs ±5.65 dB, f <= 40.8 GHz 
Noc2 ±5.65 dB, f <= 40.8 GHz
Noc2 over measPRBs ±5.65 dB, f <= 40.8 GHz

Ês1 / Noc1 ±0.3 dB
Ês2 / Noc2 ±0.3 dB
Meas PRB Ês1 / Noc1 ±0.3 dB
Meas PRB Ês2 / Noc2 ±0.3 dB
	Noc1 is the AWGN on the NR freq 1


Noc2 is the AWGN on the NR freq 2



Ês1 / Noc1 is the ratio of cell 1 signal / AWGN
Ês2 / Noc2 is the ratio of cell 2 signal / AWGN
Meas PRB is the measurement PRB for SS-RSRP #RBJ to RBJ+19

	7.7.1.3 NR SA FR1-FR2 SS-RSRP measurement accuracy
	Test 1
Noc ±5.65 dB, f <= 40.8 GHz
Noc over meas PRBs ±5.65 dB f <= 40.8 GHz

Ês2 / Noc ±0.3 dB
Meas PRB Ês2 / Noc ±0.3 dB


Test 2
Average Ês2 ±5.65 dB, f <= 40.8 GHz
Meas PRB Ês2 ±5.65 dB, f <= 40.8 GHz
	Test 1
Noc is the AWGN on the NR freq



Ês2 / Noc is the ratio of cell 1 signal / AWGN
Meas PRB is the measurement PRB for SS-RSRP #RBJ to RBJ+19

Test 2
Ês2 is NR cell 2 signal

Meas PRB is the measurement PRB for SS-RSRP #RBJ to RBJ+19

	7.7.2.1 NR SA FR2 SS-RSRQ measurement accuracy
	Noc ±5.65 dB, f <= 40.8 GHz
Noc over meas PRBs ±5.65 dB, f <= 40.8 GHz

Ês1 / Noc ±0.3 dB
Ês2 / Noc ±0.3 dB
Meas PRB Ês1 / Noc ±0.3 dB
Meas PRB Ês2 / Noc ±0.3 dB
	Noc is the AWGN on the NR freq



Ês1 / Noc is the ratio of cell 1 signal / AWGN
Ês2 / Noc is the ratio of cell 2 signal / AWGN
Meas PRB is the measurement PRB for SS-RSRP #RBJ to RBJ+19

	7.7.2.2 NR SA FR2-FR2 SS-RSRQ measurement accuracy
	Same as 7.7.1.2
	Same as 7.7.1.2

	7.7.3.1 NR SA FR2 SS-SINR measurement accuracy
	Same as 7.7.2.1
	Same as 7.7.2.1

	7.7.3.3 NR SA FR2-FR2 SS-SINR measurement accuracy
	Same as 7.7.1.2
	Same as 7.7.1.2

	7.7.4.1 NR SA FR2 SSB based L1-RSRP measurement accuracy
	Test 1
Noc ±5.65 dB, f <= 40.8 GHz
Noc over meas PRBs ±5.65 dB f <= 40.8 GHz

Ês1 / Noc ±0.3 dB
Meas PRB Ês1 / Noc ±0.3 dB


Test 2
Average Ês1 ±5.65 dB, f <= 40.8 GHz
Meas PRB Ês1 ±5.65 dB, f <= 40.8 GHz
	Test 1
Noc is the AWGN on the NR freq



Ês1 / Noc is the ratio of cell 1 signal / AWGN
Meas PRB is the measurement PRB for SS-RSRP #RBJ to RBJ+19

Test 2
Ês1 is NR cell 1 signal

Meas PRB is the measurement PRB for SS-RSRP #RBJ to RBJ+19

	7.7.4.2 NR SA FR2 CSI-RS based L1-RSRP measurement accuracy
	Test 1
Noc ±5.65 dB, f <= 40.8 GHz
Noc over meas PRBs ±5.65 dB f <= 40.8 GHz

Ês1 / Noc ±0.3 dB
Meas PRB Ês1 / Noc ±0.3 dB


Test 2
Average Ês1 ±5.65 dB, f <= 40.8 GHz
Meas PRB Ês1 ±5.65 dB, f <= 40.8 GHz
	Test 1
Noc is the AWGN on the NR freq



Ês1 / Noc is the ratio of cell 1 signal / AWGN
Meas PRB is the measurement PRB for CSI-RS-RSRP 

Test 2
Ês1 is NR cell 1 signal

Meas PRB is the measurement PRB for CSI-RS-RSRP

	7.7.5.1 NR SA FR2 SRS-RSRP measurement accuracy
	Same as 5.7.5.1
	Same as 5.7.5.1

	7.7.6.1 NR SA FR2 CSI-RS based CMR and no dedicated IMR configured and CSI-RS resource set with repetition off L1-SINR measurement accuracy
	Same as 7.6.6.1
	Same as 7.6.6.1

	7.7.6.2 NR SA FR2 SSB based CMR and dedicated IMR L1-SINR measurement accuracy
	Same as 7.6.6.2
	Same as 7.6.6.2

	7.7.6.3 NR SA FR2 CSI-RS based CMR and dedicated IMR L1-SINR measurement accuracy
	Same as 7.6.6.1
	Same as 7.6.6.1



<< Skipped sections >>
F.1.3.2	Measurement of RRM requirements
<< Skipped Tables >>
Table F.1.3.2-4: Derivation of test requirements for NR SA FR2 RRM tests
	Test
	Minimum requirement in TS 38.133 [6]
	Test tolerance
(TT)
	Test requirement in TS 38.533

	7.1.1.1 NR SA FR2 cell re-selection
	During T1:
Noc = -102 dBm/15kHz
Es1/Noc = 8dB
Es2/Noc = -infinity

During T2:
Noc = -102 dBm/15kHz
Es1/Noc = -3dB
Es2/Noc = 1.5dB

During T3:
Noc = -102 dBm/15kHz
Es1/Noc = 1.5dB
Es2/Noc = -3dB

In signalling:
Qrxlevmin = -138dBm/SCS for config. 1

Qrxlevmin = -135dBm/SCS for config. 2
	During T1:
0dB
0dB
N/A

During T2:
0dB
0.1dB
0.55dB

During T3:
0dB
0.55dB
0.1dB

In signalling:
18 dB

18 dB
	During T1:
Noc = -102 dBm/15kHz
Es1/Noc = 8dB
Es2/Noc = -infinity

During T2:
Noc = -102 dBm/15kHz
Es1/Noc = -2.90dB
Es2/Noc = 2.05dB

During T3:
Noc = -102 dBm/15kHz
Es1/Noc = 2.05dB
Es2/Noc = -2.90dB

In signalling:
Qrxlevmin = -120dBm/SCS for config. 1
Qrxlevmin = -117dBm/SCS for config. 2

	7.1.1.2 NR SA FR2-FR2 cell re-selection
	During T1:
Noc1 = -102 dBm/15kHz
Noc2 = -102 dBm/15kHz
Es1/Noc1 = 10.5dB
Es2/Noc2 = -10.5dB

During T2:
Noc1 = -102 dBm/15kHz
Noc2 = -102 dBm/15kHz
Es1/Noc1 = 10.5dB
Es2/Noc2 = -infinity

During T3:
Noc1 = -102 dBm/15kHz
Noc2 = -102 dBm/15kHz
Es1/Noc1 = 8dB
Es2/Noc2 = 8.5dB

In signalling:
Cell 2 Qrxlevmin = -138dBm/SCS for config. 1

Cell 2 Qrxlevmin = -135dBm/SCS for config. 2

Cell 2 SnonintraSearchP = 50dB

Cell 1 Threshx, highP = 48dB
Cell 2 Threshserving, lowP = 44dB

Cell 2 Threshx, lowP = 50dB
	During T1:
0dB
0dB
0dB
7.6dB

During T2:
0dB
0dB
0dB
N/A

During T3:
0dB
0dB
0dB
0dB

In signalling:
16 dB

16 dB

12dB

-16dB
18dB

-32dB
	During T1:
Noc1 = -102 dBm/15kHz
Noc2 = -102 dBm/15kHz
Es1/Noc1 = 10.5dB
Es2/Noc2 = -2.9dB

During T2:
Noc1 = -102 dBm/15kHz
Noc2 = -102 dBm/15kHz
Es1/Noc1 = 10.5dB
Es2/Noc2 = -infinity

During T3:
Noc1 = -102 dBm/15kHz
Noc2 = -102 dBm/15kHz
Es1/Noc1 = 8dB
Es2/Noc2 = 8.5dB

In signalling:
Qrxlevmin = -124dBm/SCS for config. 1
Qrxlevmin = -121dBm/SCS for config. 2
Cell 2 SnonintraSearchP = 62dB
Cell 1 Threshx, highP = 32dB
Cell 2 Threshserving, lowP = 62dB
Cell 2 Threshx, lowP = 18dB

	7.1.1.3 NR SA FR2 cell re-selection for UE fulfilling low mobility relaxed measurement criterion
	During T1:
Noc = -102 dBm/15kHz
Es1/Noc = -3dB
Es2/Noc = 1.5dB

During T2:
Noc = -102 dBm/15kHz
Es1/Noc = 1.5dB
Es2/Noc = -3dB

In signalling:
Qrxlevmin = -140dBm/SCS for config. 1

Qrxlevmin = -137dBm/SCS for config. 2
	During T1:
0dB
0.1dB
0.55dB

During T2:
0dB
0.55dB
0.1dB

In signalling:
20dB

20dB
	During T1:
Noc = -102 dBm/15kHz
Es1/Noc = -2.90dB
Es2/Noc = 2.05dB

During T2:
Noc = -102 dBm/15kHz
Es1/Noc = 2.05dB
Es2/Noc = -2.90dB

In signalling:
Qrxlevmin = -120dBm/SCS for config. 1
Qrxlevmin = -117dBm/SCS for config. 2

	7.1.1.4 NR SA FR2 cell re-selection for UE fulfilling not-at-cell edge relaxed measurement criterion
	During T1:
Noc = -102 dBm/15kHz
Es1/Noc = -3dB
Es2/Noc = 1.5dB

During T2:
Noc = -102 dBm/15kHz
Es1/Noc = 1.5dB
Es2/Noc = -3dB

In signalling:
Qrxlevmin = -140dBm/SCS for config. 1

Qrxlevmin = -137dBm/SCS for config. 2

SsearchThresholdP = 35dB
	During T1:
0dB
0.1dB
0.55dB

During T2:
0dB
0.55dB
0.1dB

In signalling:
20dB

20dB

-27dB
	During T1:
Noc = -102 dBm/15kHz
Es1/Noc = -2.90dB
Es2/Noc = 2.05dB

During T2:
Noc = -102 dBm/15kHz
Es1/Noc = 2.05dB
Es2/Noc = -2.90dB

In signalling:
Qrxlevmin = -120dBm/SCS for config. 1
Qrxlevmin = -117dBm/SCS for config. 2
SsearchThresholdP = 8dB

	7.1.1.5 NR SA FR2-FR2 cell re-selection for UE fulfilling low mobility relaxed measurement criterion
	During T1:
Noc1 = -102 dBm/15kHz
Noc2 = -102 dBm/15kHz
Es1/Noc1 = 10.5dB
Es2/Noc2 = -10.5dB

During T2:
Noc1 = -102 dBm/15kHz
Noc2 = -102 dBm/15kHz
Es1/Noc1 = 8dB
Es2/Noc2 = 8.5dB

In signalling:
Cell 2 Qrxlevmin = -138dBm/SCS for config. 1

Cell 2 Qrxlevmin = -135dBm/SCS for config. 2

Cell 2 SnonintraSearchP = 50dB

Cell 1 Threshx, highP = 48dB
Cell 2 Threshserving, lowP = 44dB

Cell 2 Threshx, lowP = 50dB
SSearchDeltaP = 6dB
	During T1:
0dB
0dB
0dB
7.6dB

During T2:
0dB
0dB
0dB
0dB

In signalling:
16 dB

16 dB

12dB

-16dB
18dB

-32dB
6dB
	During T1:
Noc1 = -102 dBm/15kHz
Noc2 = -102 dBm/15kHz
Es1/Noc1 = 10.5dB
Es2/Noc2 = -2.9dB

During T2:
Noc1 = -102 dBm/15kHz
Noc2 = -102 dBm/15kHz
Es1/Noc1 = 8dB
Es2/Noc2 = 8.5dB

In signalling:
Qrxlevmin = -124dBm/SCS for config. 1
Qrxlevmin = -121dBm/SCS for config. 2
Cell 2 SnonintraSearchP = 62dB
Cell 1 Threshx, highP = 32dB
Cell 2 Threshserving, lowP = 62dB
Cell 2 Threshx, lowP = 18dB
SSearchDeltaP = 12dB

	7.1.1.6 NR SA FR2-FR2 cell re-selection for UE fulfilling not-at-cell edge relaxed measurement criterion
	During T1:
Noc1 = -102 dBm/15kHz
Noc2 = -102 dBm/15kHz
Es1/Noc1 = 10.5dB
Es2/Noc2 = -10.5dB

During T2:
Noc1 = -102 dBm/15kHz
Noc2 = -102 dBm/15kHz
Es1/Noc1 = 8dB
Es2/Noc2 = 8.5dB

In signalling:
Cell 2 Qrxlevmin = -138dBm/SCS for config. 1

Cell 2 Qrxlevmin = -135dBm/SCS for config. 2

Cell 2 SnonintraSearchP = 50dB

Cell 1 Threshx, highP = 48dB
Cell 2 Threshserving, lowP = 44dB

Cell 2 Threshx, lowP = 50dB
Cell 2 SsearchThresholdP = 29dB
	During T1:
0dB
0dB
0dB
7.6dB

During T2:
0dB
0dB
0dB
0dB

In signalling:
16 dB

16 dB

12dB

-16dB
18dB

-32dB
-17dB
	During T1:
Noc1 = -102 dBm/15kHz
Noc2 = -102 dBm/15kHz
Es1/Noc1 = 10.5dB
Es2/Noc2 = -2.9dB

During T2:
Noc1 = -102 dBm/15kHz
Noc2 = -102 dBm/15kHz
Es1/Noc1 = 8dB
Es2/Noc2 = 8.5dB

In signalling:
Qrxlevmin = -124dBm/SCS for config. 1
Qrxlevmin = -121dBm/SCS for config. 2
Cell 2 SnonintraSearchP = 62dB
Cell 1 Threshx, highP = 32dB
Cell 2 Threshserving, lowP = 62dB
Cell 2 Threshx, lowP = 18dB
Cell 2 SsearchThresholdP = 12dB

	7.3.1.2 NR SA FR2 Intra-frequency handover; unknown target cell
	During T1:
Noc: -104.7dBm/15kHz
Ês1 / Noc: +6.00dB
Ês2 / Noc: -infinity

During T2:
Noc: -104.7dBm/15kHz
Ês1 / Noc: +6.00dB
Ês2 / Noc: +7.00dB
	During T1:
0dB
0dB
0dB

During T2:
0dB
0dB
0dB
	During T1:
Noc: -104.7dBm/15kHz
Ês1 / Noc: +6.00dB
Ês2 / Noc: -infinity

During T2:
Noc: -104.7dBm/15kHz
Ês1 / Noc: +6.00dB
Ês2 / Noc: +7.00dB

	7.3.1.3 NR SA FR2-FR2 Inter-frequency handover; unknown target cell
	During T1:
Noc1: -104.7dBm/15kHz
Noc2: -104.7dBm/15kHz
Ês1 / Noc1: +5.00dB
Ês2 / Noc2: -infinity

During T2:
Noc1: -104.7dBm/15kHz
Noc2: -104.7dBm/15kHz
Ês1 / Noc1: +5.00dB
Ês2 / Noc2: +5.00dB
	During T1:
0dB
0dB
0dB
0dB

During T2:
0dB
0dB
0dB
0dB
	During T1:
Noc1: -104.7dBm/15kHz
Noc2: -104.7dBm/15kHz
Ês1 / Noc1: +5.00dB
Ês2 / Noc2: -infinity

During T2:
Noc1: -104.7dBm/15kHz
Noc2: -104.7dBm/15kHz
Ês1 / Noc1: +5.00dB
Ês2 / Noc2: +5.00dB

	7.3.1.4 NR SA FR1-FR2 synchronous DAPS handover
	During T1: 
Noc -104.7dBm/15kHz
Es2/Noc -infinity

During T2-T5: 
Noc -104.7 dBm/15kHz
Es2/Noc 10 dB
	During T1: 
0 dB
0 dB

During T2-T5: 
0 dB
0 dB
	During T1: 
Noc -104.7dBm/15kHz
Es2/Noc -infinity

During T2-T5: 
Noc -104.7 dBm/15kHz
Es2/Noc 10 dB

	7.3.1.5 NR SA FR1-FR2 asynchronous DAPS handover
	Same as 7.3.1.4
	Same as 7.3.1.4
	Same as 7.3.1.4

	7.3.2.1.1 NR SA FR2 RRC re-establishment
	During T1:
Noc = -104.7 dBm/15 kHz
Ês1 / Noc = 4 dB
Ês2 / Noc = 2 dB

During T2:
Noc = -104.7 dBm/15 kHz
Ês1 / Noc = - Infinity
Ês2 / Noc = 2 dB

During T3:
Noc = -104.7 dBm/15 kHz
Ês1 / Noc = - Infinity
Ês2 / Noc = 2 dB
	During T1:
0dB
0dB
0dB

During T2:
0dB
0dB
0dB

During T3:
0dB
0dB
0dB
	During T1:
Noc = -104.7 dBm/15 kHz
Ês1 / Noc = 4 dB
Ês2 / Noc = 2 dB

During T2:
Noc = -104.7 dBm/15 kHz
Ês1 / Noc = - Infinity
Ês2 / Noc = 2 dB

During T3:
Noc = -104.7 dBm/15 kHz
Ês1 / Noc = - Infinity
Ês2 / Noc = 2 dB

	7.3.2.1.2 NR SA FR2 - FR2 RRC re-establishment
	During T1:
Noc1 = -92.1 dBm/15 kHz
Noc2 = -92.1 dBm/15 kHz
Ês1 / Noc1 = 0 dB
Ês2 / Noc 2= - Infinity

During T2:
Noc1 = -92.1 dBm/15 kHz
Noc2 = -92.1 dBm/15 kHz
Ês1 / Noc1 = - Infinity
Ês2 / Noc2 = - Infinity

During T3:
Noc1 = -92.1 dBm/15 kHz
Noc2 = -92.1 dBm/15 kHz
Ês1 / Noc1 = - Infinity
Ês2 / Noc2 = 0 dB
	During T1:
-0.2dB
-0.2dB
0dB
0dB

During T2:
-0.2dB
-0.2dB
0dB
0dB

During T3:
-0.2dB
-0.2dB
0dB
0dB
	During T1:
Noc1 = -92.3 dBm/15 kHz
Noc2 = -92.3 dBm/15 kHz
Ês1 / Noc1 = 0 dB
Ês2 / Noc 2= - Infinity

During T2:
Noc1 = -92.3 dBm/15 kHz
Noc2 = -92.3 dBm/15 kHz
Ês1 / Noc1 = - Infinity
Ês2 / Noc2 = - Infinity

During T3:
Noc1 = -92.3 dBm/15 kHz
Noc2 = -92.3 dBm/15 kHz
Ês1 / Noc1 = - Infinity
Ês2 / Noc2 = 0 dB

	7.3.2.2.1 NR SA FR2 contention based random access
	Absolute uplink power:
Pint ≥ P ≥ Pmin ±14.0dB
PUMAX ≥ P > Pint ±12.0dB

Relative uplink power step:
Pint ≥ P ≥ Pmin ±6.0dB

PUMAX ≥ P > Pint ±4.0dB

Uplink timing:
120kHz SCS Te ±3.5*64*Tc
	
Not applicable due to UL calibration


FFS dB

FFS dB


[48]Tc
	Absolute uplink power:
±FFSdB


Relative uplink power step:
±(6+FFS)dB, either PRACH being compared ≤ (Pmax – 6dB)
±(4+FFS)dB, both PRACHs being compared > (Pmax – 6dB)

Uplink timing:
120kHz SCS Te ±224±[48]*Tc

	7.3.2.2.2 NR SA FR2 non-contention based random access
	Same as 7.3.2.2.1
	Same as 7.3.2.2.1
	Same as 7.3.2.2.1

	7.3.2.3.1 NR SA FR2-FR2 RRC connection release with redirection
	Same as 7.3.1.3
	Same as 7.3.1.3
	Same as 7.3.1.3

	7.3.3.1 NR SA FR2 conditional handover
	During T1: 
Noc -104.7dBm/15kHz
Es1/Noc 6 dB
Es2/Noc -infinity

During T2: 
Noc -104.7dBm/15kHz
Es1/Noc 6 dB
Es2/Noc 11dB

In signaling:
A3-offset = -1dB
	During T1
-1.5dB
0dB
0dB

During T2
-1.5dB
0dB
0dB

In signaling:
-1dB
	During T1: 
Noc -106.2 dBm/15kHz
Es1/Noc 6 dB
Es2/Noc -infinity

During T2: 
Noc -106.2 dBm/15kHz
Es1/Noc 6 dB
Es2/Noc 11dB

In signaling:
A3-offset = -2dB

	7.4.1.1 SA FR2 UE transmit timing accuracy
	Test 1 (no DRX):
Uplink timing: ±3*64*Tc  for 240 kHz SSB SCS
Max step size Tq: 2.5*64*Tc
Min adjust rate Tp: 2.5*64*Tc
Max adjust rate: 2.5*64*Tc
Noc = -112 dBm/15 kHz
Ês1 / Noc: +4.0dB

Test 2 (with DRX):
Uplink timing: ±3*64*Tc  for 240 kHz SSB SCS
Noc = -112 dBm/15 kHz
Ês1 / Noc: +4.0dB
	
±0.75*64*Tc
+0.625*64Tc
-3.725*64*Tc
+1.225*64*Tc
0dB
0dB


±0.75*64*Tc
0dB
0dB
	Test 1 (no DRX):
Uplink timing: ±3.75*64*Tc
Max step size Tq: 3.125*64*Tc
Min adjust rate: -1.225*64*Tc
Max adjust rate: 3.725*64*Tc
Noc = -112 dBm/15 kHz
Ês1 / Noc: +4.0dB

Test 2 (with DRX):
Uplink timing: ±3.75*64*Tc
Noc = -112 dBm/15 kHz
Ês1 / Noc: +4.0dB

	7.4.3.1 NR SA FR2 UE timing advance adjustment accuracy
	Noc = -112 dBm/15 kHz

Ês1 / Noc = 4 dB

UE Timing Advance Adjustment Accuracy for 120kHz SCS = ±32 Tc
	0dB

0dB

+/- 40 Tc
	Noc = -112 dBm/15 kHz

Ês1 / Noc = 4 dB

UE TAAA for 120kHz SCS = ±72 Tc

	7.5.1.1 Radio Link Monitoring Out-of-sync Test for FR2 PCell configured with SSB-based RLM RS in non-DRX mode
	During T1:
Noc: -92.1 dBm/15kHz
Ês1 / Noc: +2 dB
Ês2 / Noc: +2 dB

During T2:
Noc: -92.1dBm/15kHz
Ês1 / Noc: -6 dB
Ês2 / Noc: -15 dB

During T3:
Noc: -92.1dBm/15kHz
Ês1 / Noc: -15 dB
Ês2 / Noc: -15 dB
	During T1:
-2.7 dB
2.1 dB
2.1 dB

During T2:
-2.7 dB
2.1 dB
0 dB

During T3:
-2.7 dB
0 dB
0 dB
	During T1:
Noc: -94.8 dBm/15kHz
Ês1 / Noc: +4.1 dB
Ês2 / Noc: +4.1 dB

During T2:
Noc: -94.8 dBm/15kHz
Ês1 / Noc: -3.9 dB
Ês2 / Noc: -15 dB

During T3:
Noc: -94.8 dBm/15kHz
Ês1 / Noc: -15 dB
Ês2 / Noc: -15 dB

	7.5.1.2 Radio Link Monitoring In-sync Test for FR2 PCell configured with SSB-based RLM RS in non-DRX mode
	During T1:
Noc: -92.1 dBm/15kHz
Ês1 / Noc: +2 dB
Ês2 / Noc: +2 dB

During T2:
Noc: -92.1dBm/15kHz
Ês1 / Noc: -6 dB
Ês2 / Noc: -15 dB

During T3:
Noc: -92.1dBm/15kHz
Ês1 / Noc: -15 dB
Ês2 / Noc: -15 dB

During T4:
Noc: -92.1dBm/15kHz
Ês1 / Noc: -4.5 dB
Ês2 / Noc: -15 dB

During T5:
Noc: -92.1dBm/15kHz
Ês1 / Noc: +2 dB
Ês2 / Noc: -15 dB
	During T1:
-2.7 dB
2.1 dB
2.1 dB

During T2:
-2.7 dB
2.1 dB
0 dB

During T3:
-2.7 dB
0 dB
0 dB

During T4:
-2.7 dB
0 dB
0 dB

During T5:
-2.7 dB
2.1 dB
0 dB

	During T1:
Noc: -94.8 dBm/15kHz
Ês1 / Noc: +4.1 dB
Ês2 / Noc: +4.1 dB

During T2:
Noc: -94.8 dBm/15kHz
Ês1 / Noc: -3.9 dB
Ês2 / Noc: -15 dB

During T3:
Noc: -94.8 dBm/15kHz
Ês1 / Noc: -15 dB
Ês2 / Noc: -15 dB

During T4:
Noc: -94.8 dBm/15kHz
Ês1 / Noc: -4.5 dB
Ês2 / Noc: -15 dB

During T5:
Noc: -94.8 dBm/15kHz
Ês1 / Noc: 4.1 dB
Ês2 / Noc: -15 dB

	7.5.1.3 Radio Link Monitoring Out-of-sync Test for FR2 PCell configured with SSB-based RLM RS in DRX mode
	During T1:
Noc: -104.7 dBm/15kHz
Ês1 / Noc: +2 dB
Ês2 / Noc: +2 dB

During T2:
Noc: -104.7 dBm/15kHz
Ês1 / Noc: -6 dB
Ês2 / Noc: -15 dB

During T3:
Noc: -104.7 dBm/15kHz
Ês1 / Noc: -15 dB
Ês2 / Noc: -15 dB
	During T1:
0 dB
1.3 dB
1.3 dB

During T2:
0 dB
1.3 dB
-0.4 dB

During T3:
0 dB
-0.4 dB
-0.4 dB
	During T1:
Noc: -104.7 dBm/15kHz
Ês1 / Noc: +3.3 dB
Ês2 / Noc: +3.3 dB

During T2:
Noc: -104.7 dBm/15kHz
Ês1 / Noc: -4.7 dB
Ês2 / Noc: -15.4 dB

During T3:
Noc: -104.7 dBm/15kHz
Ês1 / Noc: -15.4 dB
Ês2 / Noc: -15.4 dB

	7.5.1.4 Radio Link Monitoring In-sync Test for FR2 PCell configured with SSB-based RLM RS in DRX mode
	During T1:
Noc: -104.7 dBm/15kHz
Ês1 / Noc: +2 dB
Ês2 / Noc: +2 dB

During T2:
Noc: -104.7 dBm/15kHz
Ês1 / Noc: -6 dB
Ês2 / Noc: -15 dB

During T3:
Noc: -104.7 dBm/15kHz
Ês1 / Noc: -15 dB
Ês2 / Noc: -15 dB

During T4:
Noc: -104.7 dBm/15kHz
Ês1 / Noc: -4.5 dB
Ês2 / Noc: -15 dB

During T5:
Noc: -104.7 dBm/15kHz
Ês1 / Noc: +2 dB
Ês2 / Noc: -14 dB
	During T1:
0 dB
1.3 dB
1.3 dB

During T2:
0 dB
1.3 dB
-0.4 dB

During T3:
0 dB
-0.4 dB
-0.4 dB

During T4:
0 dB
-0.4 dB
-0.4 dB

During T5:
0 dB
1.3 dB
-0.4 dB

	During T1:
Noc: -104.7 dBm/15kHz
Ês1 / Noc: +3.3 dB
Ês2 / Noc: +3.3 dB

During T2:
Noc: -104.7 dBm/15kHz
Ês1 / Noc: -4.7 dB
Ês2 / Noc: -15.4 dB

During T3:
Noc: -104.7 dBm/15kHz
Ês1 / Noc: -15.4 dB
Ês2 / Noc: -15.4 dB

During T4:
Noc: -104.7 dBm/15kHz
Ês1 / Noc: -4.9 dB
Ês2 / Noc: -15.4 dB

During T5:
Noc: -104.7 dBm/15kHz
Ês1 / Noc: 3.3 dB
Ês2 / Noc: -15.4 dB

	7.5.5.1 NR SA FR2 SSB-based beam failure detection and link recovery in non-DRX
	During T1:
SNR_SSB q0: 5 dB
SNR_SSB q1: 0.2 dB

During T2:
SNR_SSB q0: -3 dB
SNR_SSB q1: 0.2 dB

During T3-T5:
SNR_SSB q0: -12 dB
SNR_SSB q1: 20.2 dB

In signaling:
rsrp-ThresholdSSB: -95 dBm/120kHz for Config 1

rsrp-ThresholdSSB: -92 dBm/240kHz for Config 2
	
+8.70 dB
0 dB


+8.70 dB
0 dB


0 dB
-0.2 dB


-14 dB

-14 dB
	During T1:
SNR_SSB q0: 13.7 dB
SNR_SSB q1: 0.2 dB

During T2:
SNR_SSB q0: 5.7 dB
SNR_SSB q1: 0.2 dB

During T3-T5:
SNR_SSB q0: -12 dB
SNR_SSB q1: 20 dB

In signaling:
rsrp-ThresholdSSB: -109 dBm/120kHz for Config 1
srp-ThresholdSSB: -106 dBm/240kHz for Config 2

	7.5.5.2 NR SA FR2 SSB-based beam failure detection and link recovery in DRX
	Same as 7.5.5.1
	Same as 7.5.5.1
	Same as 7.5.5.1

	7.5.5.3 NR SA FR2 CSI-RS-based beam failure detection and link recovery in non-DRX
	Noc = -104.7 dBm/120 kHz

Ês1 / Noc for CSI-RS set q0
T1: 5 dB
T2: -3 dB
T3: -12 dB
T4: -12 dB
T5: -12 dB

Ês1 / Noc for CSI-RS set q1
T1: 0.2 dB
T2: 0.2 dB
T3: 20.2 dB
T4: 20.2 dB
T5: 20.2 dB

rsrp-ThresholdSSB: -95 dBm/SCS kHz
	0 dB


8.7 dB
8.7 dB
0 dB
0 dB
0 dB


0 dB
0 dB
-0.2 dB
-0.2 dB
-0.2 dB

-14 dB
	Noc = -104.7 dBm/120 kHz

Ês1 / Noc for CSI-RS set q0
T1: 13.7 dB
T2: 5.7 dB
T3: -12 dB
T4: -12 dB
T5: -12 dB

Ês1 / Noc for CSI-RS set q1
T1: 0.2 dB
T2: 0.2 dB
T3: 20 dB
T4: 20 dB
T5: 20 dB

rsrp-ThresholdSSB: -109.0 dBm/SCS kHz

	7.5.5.4 NR SA FR2 CSI-RS-based beam failure detection and link recovery in DRX
	Same as 7.5.5.3
	Same as 7.5.5.3
	Same as 7.5.5.3

	7.5.5.5 NR SA FR2 scheduling available restriction during SSB-based beam failure detection and link recovery in non-DRX
	Same as 7.5.5.1
	Same as 7.5.5.1
	Same as 7.5.5.1

	7.5.5.6	NR SA FR2 SCell CSI-RS-based beam failure detection and link recovery in non-DRX
	Noc = -104.7 dBm/120 kHz

Ês2 / Noc for CSI-RS set q0
T1: 5 dB
T2: -3 dB
T3: -12 dB
T4: -12 dB
T5: -12 dB

Ês2 / Noc for CSI-RS set q1
T1: 0.2 dB
T2: 0.2 dB
T3: 20.2 dB
T4: 20.2 dB
T5: 20.2 dB

rsrp-ThresholdBFR: -95 dBm/SCS kHz
	0 dB


8.7 dB
8.7 dB
0 dB
0 dB
0 dB


0 dB
0 dB
-0.2 dB
-0.2 dB
-0.2 dB

-14 dB
	Noc = -104.7 dBm/120 kHz

Ês2 / Noc for CSI-RS set q0
T1: 13.7 dB
T2: 5.7 dB
T3: -12 dB
T4: -12 dB
T5: -12 dB

Ês2 / Noc for CSI-RS set q1
T1: 0.2 dB
T2: 0.2 dB
T3: 20 dB
T4: 20 dB
T5: 20 dB

rsrp-ThresholdBFR: -109.0 dBm/SCS kHz

	7.5.5.7 NR SA FR2 SCell CSI-RS-based beam failure detection and link recovery in DRX
	Same as 7.5.5.6
	Same as 7.5.5.6
	Same as 7.5.5.6

	7.5.6.2.1 NR SA FR2 RRC-based DL active BWP switch in non-DRX
	During T1:
Noc2: -112dBm/15kHz
Ês2 / Iot2: +18dB
	During T1:
0dB
0dB
	During T1:
Noc2: -112dBm/15kHz
Ês2 / Iot2: +18dB

	7.5.11.1 NR SA FR2 UE UL carrier RRC reconfiguration delay
	During T1:
Noc1: -104.7dBm/15kHz
Noc2: -104.7dBm/15kHz
Ês1 / Noc1: +7dB
Ês2 / Noc2: +7dB

During T2:
Noc1: -104.7dBm/15kHz
Noc2: -104.7dBm/15kHz
Ês1 / Noc1: +7dB
Ês2 / Noc2: +7dB

During T3:
Noc1: -104.7dBm/15kHz
Noc2: -104.7dBm/15kHz
Ês1 / Noc1: +7dB
Ês2 / Noc2: +7dB
	During T1:
0dB
0dB
0dB
0dB

During T2:
0dB
0dB
0dB
0dB

During T3:
0dB
0dB
0dB
0dB
	During T1:
Noc1: -104.7dBm/15kHz
Noc2: -104.7dBm/15kHz
Ês1 / Noc1: +7dB
Ês2 / Noc2: +7dB

During T2:
Noc1: -104.7dBm/15kHz
Noc2: -104.7dBm/15kHz
Ês1 / Noc1: +7dB
Ês2 / Noc2: +7dB

During T3:
Noc1: -104.7dBm/15kHz
Noc2: -104.7dBm/15kHz
Ês1 / Noc1: +7dB
Ês2 / Noc2: +7dB

	7.5.8.1.1 NR SA PCell FR2 MAC-CE based active TCI state switch for a known TCI state
	During T1:
SSB#0: Ês / Iot, BB: +8.3dB
SSB#0: Ês: -+80.6dB
SSB#1: Ês / Iot, BB: - infinity
SSB#1: Ês: - infinity

During T2:
SSB#0: Ês / Iot, BB: +8.3dB
SSB#0: Ês: -+80.6dB
SSB#1: Ês / Iot, BB: +8.3dB
SSB#1: Ês: -+80.6dB
	During T1:
0FFSdB
-0.3FFSdB
0FFSdB
0FFSdB

During T2:
0FFSdB
-0.3FFSdB
0FFSdB
-0.3FFSdB
	During T1:
SSB#0: Ês / Iot, BB: +8.3FFSdB
SSB#0: Ês: -80.9FFSdB
SSB#1: Ês / Iot, BB: - infinity
SSB#1: Ês: - infinity

During T2:
SSB#0: Ês / Iot, BB: +8.3FFSdB
SSB#0: Ês: -80.9FFSdB
SSB#1: Ês / Iot, BB: +8.3FFSdB
SSB#1: Ês: -80.9FFSdB

	7.5.8.2.1 NR SA Pcell FR2 RRC based active TCI state switch for a known TCI state
	Same as 7.5.8.1.1
	Same as 7.5.8.1.1
	Same as 7.5.8.1.1

	7.5.11.1 NR SA FR2 UE UL carrier RRC reconfiguration delay
	During T1:
Noc1: -104.7dBm/15kHz
Noc2: -104.7dBm/15kHz
Ês1 / Noc1: +7dB
Ês2 / Noc2: +7dB

During T2:
Noc1: -104.7dBm/15kHz
Noc2: -104.7dBm/15kHz
Ês1 / Noc1: +7dB
Ês2 / Noc2: +7dB

During T3:
Noc1: -104.7dBm/15kHz
Noc2: -104.7dBm/15kHz
Ês1 / Noc1: +7dB
Ês2 / Noc2: +7dB
	During T1:
0dB
0dB
0dB
0dB

During T2:
0dB
0dB
0dB
0dB

During T3:
0dB
0dB
0dB
0dB
	During T1:
Noc1: -104.7dBm/15kHz
Noc2: -104.7dBm/15kHz
Ês1 / Noc1: +7dB
Ês2 / Noc2: +7dB

During T2:
Noc1: -104.7dBm/15kHz
Noc2: -104.7dBm/15kHz
Ês1 / Noc1: +7dB
Ês2 / Noc2: +7dB

During T3:
Noc1: -104.7dBm/15kHz
Noc2: -104.7dBm/15kHz
Ês1 / Noc1: +7dB
Ês2 / Noc2: +7dB

	7.6.1.1 NR SA FR2 event-triggered reporting without gap in non-DRX
	During T1:
Ês1: -86dBm/120kHz
Ês2: -infinity

During T2:
Ês1: -86dBm/120kHz
Ês2: -86dBm/120kHz
	During T1:
0dB
0dB

During T2:
0dB
0dB
	During T1:
Ês1: -86dBm/120kHz
Ês2: -infinity

During T2:
Ês1: -86dBm/120kHz
Ês2: -86dBm/120kHz

	7.6.1.2 NR SA FR2 event-triggered reporting without gap in DRX
	During T1:
Noc: -98dBm/15kHz
Ês1 / Noc: +4.00dB
Ês2 / Noc: -infinity

During T2:
Noc: -98dBm/15kHz
Ês1 / Noc: +4.00dB
Ês2 / Noc: +4.00dB

Signalled A3-offset:
-6.0
	During T1:
-3.5dB
0dB
0dB

During T2:
-3.5dB
0dB
0dB

Signalled A3-offset: 
-1.0
	During T1:
Noc: -101.5dBm/15kHz
Ês1 / Noc: +4.00dB
Ês2 / Noc: -infinity

During T2:
Noc: -101.5dBm/15kHz
Ês1 / Noc: +4.00dB
Ês2 / Noc: +4.00dB

Signalled A3-offset:
-7.0

	7.6.1.3 NR SA FR2 event-triggered reporting with gap in non-DRX
	Same as 7.6.1.1
	Same as 7.6.1.1
	Same as 7.6.1.1

	7.6.1.4 NR SA FR2 event-triggered reporting with gap in DRX
	Same as 7.6.1.2
	Same as 7.6.1.2
	Same as 7.6.1.2

	7.6.2.1 NR SA FR2-FR2 event-triggered reporting in non-DRX
	During T1:
Ês1: -87 dBm/120kHz
Ês2: - infinity

During T2:
Ês1: -87 dBm/120kHz
Ês2: -87 dBm/120kHz
	During T1:
0dB
0dB


During T2:
0dB
0dB
	During T1:
Ês1: -87 dBm/120kHz
Ês2: - infinity

During T2:
Ês1: -87 dBm/120kHz
Ês2: -87 dBm/120kHz

	7.6.2.3 NR SA FR2-FR2 event-triggered reporting in non-DRX with SSB time index detection
	Same as 7.6.2.1
	Same as 7.6.2.1
	Same as 7.6.2.1

	7.6.2.5 SA event triggered reporting tests for FR2 without SSB time index detection when DRX is not used (PCell in FR1)
	During T1:
Ês2: - Infinity

During T2:
Ês2: -87 dBm/120kHz
	During T1:
0dB

During T2:
0dB
	During T1:
Ês2: - Infinity

During T2:
Ês2: -87 dBm/120kHz

	7.6.2.6 SA event triggered reporting tests for FR2 without SSB time index detection when DRX is used (PCell in FR1)
	During T1:
Noc = -104.7 dBm/15 kHz
Ês2 / Noc = - Infinity

During T2:
Noc = -104.7 dBm/15 kHz
Ês2 / Noc = 9 dB
	During T1:
0dB
0dB

During T2:
0dB
0dB
	During T1:
Noc = -104.7 dBm/15 kHz
Ês2 / Noc = - Infinity

During T2:
Noc = -104.7 dBm/15 kHz
Ês2 / Noc = 9 dB

	7.6.2.7 SA event triggered reporting tests for FR2 with SSB time index detection when DRX is not used (PCell in FR1)
	Same as 5.6.2.5
	Same as 5.6.2.5
	Same as 5.6.2.5

	7.6.2.8 SA event triggered reporting tests for FR2 with SSB time index detection when DRX is used (PCell in FR1)
	Same as 5.6.2.6
	Same as 5.6.2.6
	Same as 5.6.2.6

	7.6.3.1 NR SA FR2 SSB-based L1-RSRP measurement in non-DRX
	Same as 5.6.3.1
	Same as 5.6.3.1
	Same as 5.6.3.1

	7.6.3.2 NR SA FR2 SSB-based L1-RSRP measurement in DRX
	Same as 5.6.3.1
	Same as 5.6.3.1
	Same as 5.6.3.1

	7.6.3.3 NR SA FR2 CSI-RS-based L1-RSRP measurement in non-DRX
	Noc: -105dBm/15kHz
Ês0 / Noc: 0.00dB
Ês1 / Noc: +9.00dB

Reported CSI-RSRP values ± 29dB
Reported Differential CSI-RSRP values ± 7dB

	0dB
0dB
0dB

Via mapping
	Noc: -105dBm/15kHz
Ês0 / Noc: 0.00dB
Ês1 / Noc: +9.00dB

CSI-RS#1: RSRP_40 to RSRP_99
CSI-RS#0: DIFFRSRP_1 to DIFFRSRP_7

	7.6.3.4 NR SA FR2 CSI-RS-based L1-RSRP measurement in DRX
	Same as 7.6.3.3
	Same as 7.6.3.3
	Same as 7.6.3.3

	7.6.4.1 NR SA FR2 SRS-RSRP measurement in non-DRX
	Same as 5.6.4.1
	Same as 5.6.4.1
	Same as 5.6.4.1

	7.6.6.1 NR SA FR2 CSI-RS based CMR and no dedicated IMR configured and CSI-RS resource set with repetition off L1-SINR measurement accuracy
	Same as 5.6.6.1
	Same as 5.6.6.1
	Same as 5.6.6.1

	7.6.6.2 NR SA FR2 SSB based CMR and dedicated IMR L1-SINR measurement accuracy
	During T1:
Noc: -105dBm/15kHz
Ês0 / Noc: 0.00dB
Ês1 / Noc: -infinity

During T2:
Noc: -105dBm/15kHz
Ês0 / Noc: 0.00dB
Ês1 / Noc: +9.00dB

Reported SS-SINR values ± 4.5dB
Reported Differential SS-SINR values ± 3.5dB
	During T1:
0dB
0dB
0dB

During T2:
0dB
0dB
0dB

Via mapping
	During T1:
Noc: -105dBm/15kHz
Ês0 / Noc: 0.00dB
Ês1 / Noc: -infinity

During T2:
Noc: -105dBm/15kHz
Ês0 / Noc: 0.00dB
Ês1 / Noc: +9.00dB

SSB#1: SINR_53 to SINR_72
SSB#0: DIFFSINR_5 to DIFFSINR_12

	7.6.6.3 NR SA FR2 CSI-RS based CMR and dedicated IMR L1-SINR measurement accuracy
	Noc: -105dBm/15kHz
Ês0 / Noc: 0.00dB
Ês1 / Noc: +9.00dB

Reported CSI-SINR values ± 4.0dB
Reported Differential CSI-SINR values ± 3.0dB
	0dB
1.5dB
0dB

Via mapping
	Noc: -105dBm/15kHz
Ês0 / Noc: +1.50dB
Ês1 / Noc: +9.00dB

CSI-RS#1: SINR_54 to SINR_71
CSI-RS#0: DIFFSINR_4 to DIFFSINR_10

	7.6.13.1 NR SA FR2 UE Rx-Tx time difference measurement for propagation delay compensation using PRS
	During T1:
Noc : -98 dBm/15kHz
Ês / Noc: infinity

During T2:
Noc: -98 dBm/15kHz
Ês / Noc: -2 dB
	During T1:
0 dB
0 dB

During T2:
0 dB
0 dB
	During T1:
Noc : -98 dBm/15kHz
Ês / Noc: infinity

During T2:
Noc: -98 dBm/15kHz
Ês / Noc: -2 dB

	7.7.1.1 NR SA FR2 SS-RSRP measurement accuracy
	Test 1:
Noc: -91.60dBm/15kHz
Ês1 / Noc: +6.0dB
Ês2 / Noc: +1.0dB
Reported absolute RSRP values: ±8dB
Reported relative RSRP values: ±6dB
For extreme conditions allow ±3dB + FFS MU additionally


Test 2:
n257 Ês1: -110.0dBm/120kHz
n257 Ês2: -110.0dBm/120kHz
n260 Ês1: -107.4dBm/120kHz
n260 Ês2: -107.4dBm/120kHz

Reported absolute RSRP values: ±8dB
Reported relative RSRP values: ±6dB
For extreme conditions allow ±3dB+ FFS MU additionally
	Test 1:
-5.80dB
0dB
0.4dB
Via Mapping




Test 2:
7.70dB
7.70dB
7.70dB
7.70dB

Via Mapping
	Test 1:
Noc: -97.40dBm/15kHz
Ês1 / Noc: +6.0dB
Ês2 / Noc: +1.4dB
Cell 1: RSRP_50 to RSRP_108
Cell 2: RSRP_46 to RSRP_103
Cell 2: RSRP_x-12 to RSRP_X+2

Test 2:
n257 Ês1: -102.3dBm/120kHz
n257 Ês2: -102.3dBm/120kHz
n260 Ês1: -99.7dBm/120kHz
n260 Ês2: -99.7dBm/120kHz

Band dependent. See test case tables in clause 5.7.1.1.5

	7.7.1.2 NR SA FR2-FR2 SS-RSRP measurement accuracy
	Test 1 Config 1:
Noc1: -90.60dBm/15kHz
Noc2: -90.60dBm/15kHz
Ês1 / Noc1: +6.0dB
Ês2 / Noc2: +6.0dB
Reported absolute RSRP values: ±8.0dB
For extreme conditions allow ±3dB+ FFS MU additionally



Reported relative RSRP values: ±6.0dB
For extreme conditions allow ±3dB+ FFS MU additionally



Test 2 Config 1:
n257 Noc1: -108.13dBm/15kHz
n257 Noc2: -113.13dBm/15kHz
n260 Noc1: -105.53dBm/15kHz
n260 Noc2: -110.53dBm/15kHz
Ês1 / Noc1: 17.0dB
Ês2 / Noc2: -1.0dB
Reported absolute RSRP values: ±8.0dB
For extreme conditions allow ±3dB+ FFS MU additionally




Reported relative RSRP values: ±6.0dB
For extreme conditions allow ±3dB+ FFS MU additionally



Test 1 Config 2:
Noc1: -93.70dBm/15kHz
Noc2: -93.70dBm/15kHz
Ês1 / Noc1: +6.0dB
Ês2 / Noc2: +6.0dB
Reported absolute RSRP values: ±8.0dB
For extreme conditions allow ±3dB+ FFS MU additionally



Reported relative RSRP values: ±6.0dB
For extreme conditions allow ±3dB+ FFS MU additionally



Test 2 Config 2:
n257 Noc1: -108.13dBm/15kHz
n257 Noc2: -113.13dBm/15kHz
n260 Noc1: -105.53dBm/15kHz
n260 Noc2: -110.53dBm/15kHz
Ês1 / Noc1: 17.0dB
Ês2 / Noc2: -1.0dB
Reported absolute RSRP values: ±8.0dB
For extreme conditions allow ±3dB+ FFS MU additionally




Reported relative RSRP values: ±6.0dB
For extreme conditions allow ±3dB+ FFS MU additionally
	Test 1 Config 1:
-5.70dB
-5.70dB
0dB
0dB
Via Mapping





Via Mapping





Test 2 Config 1:
-6.60dB
0dB
-6.60dB
0dB
0dB
2dB
Via Mapping






Via Mapping





Test 1 Config 2:
-5.60dB
-5.60dB
0dB
0dB
Via Mapping





Via Mapping





Test 2 Config 2:
-6.60dB
0dB
-6.60dB
0dB
0dB
2dB
Via Mapping






Via Mapping
	Test 1 Config 1:
Noc1: -96.30dBm/15kHz
Noc2: -96.30dBm /15kHz
Ês1 / Noc1: +6.0dB
Ês2 / Noc2: +6.0dB
Cell 1 
n257: RSRP_41 to RSRP_109
n260: RSRP_39 to RSRP_109
Cell 2: 
RSRP_52 to RSRP_109

Cell 2: 
n257: RSRP_x-15 to RSRP_x+25
n260: RSRP_x-15 to RSRP_x+27

Test 2 Config 1:
-114.73dBm/15kHz
-113.13dBm/15kHz
-112.13dBm/15kHz
-110.53dBm/15kHz
Ês1 / Noc1: 17.0dB
Ês2 / Noc2: 1.0dB
Cell 1 
n257: RSRP_33 to RSRP_101
n260: RSRP_34 to RSRP_104
Cell 2: 
n257: RSRP_32 to RSRP_87
n260: RSRP_34 to RSRP_90

Cell 2: 
n257: RSRP_x-29 to RSRP_x+11
n260: RSRP_x-29 to RSRP_x+13

Test 1 Config 2:
Noc1: -99.30dBm/15kHz
Noc2: -99.30dBm /15kHz
Ês1 / Noc1: +6.0dB
Ês2 / Noc2: +6.0dB
Cell 1 
n257: RSRP_41 to RSRP_109
n260: RSRP_39 to RSRP_109
Cell 2: 
RSRP_52 to RSRP_109

Cell 2: 
n257: RSRP_x-15 to RSRP_x+25
n260: RSRP_x-15 to RSRP_x+27

Test 2 Config 2:
-114.73dBm/15kHz
-113.13dBm/15kHz
-112.13dBm/15kHz
-110.53dBm/15kHz
Ês1 / Noc1: 17.0dB
Ês2 / Noc2: 1.0dB
Cell 1 
n257: RSRP_36 to RSRP_104
n260: RSRP_37 to RSRP_107
Cell 2: 
n257: RSRP_35 to RSRP_90
n260: RSRP_37 to RSRP_93

Cell 2: 
n257: RSRP_x-29 to RSRP_x+11
n260: RSRP_x-29 to RSRP_x+13

	7.7.1.3 NR SA FR1-FR2 SS-RSRP measurement accuracy
	Test 1:
Noc: -90dBm/15kHz
Ês2 / Noc: +5.0dB
Reported absolute RSRP values: ±8dB
For extreme conditions allow ±3dB + FFS MU additionally

Test 2:
n257 Ês2: -98.2dBm/120kHz
n260 Ês2: -93.9dBm/120kHz

Reported absolute RSRP values: ±8dBFor extreme conditions allow ±3dB+ FFS MU additionally
	Test 1:
-5.50dB
0dB
Via Mapping



Test 2:
5.50dB
5.50dB

Via Mapping
	Test 1:
Noc: -95.50dBm/15kHz
Ês2 / Noc: +5dB
Band dependent. See test case tables in clause 7.7.1.3.5


Test 2:
n257 Ês2: -92.7dBm/120kHz
n260 Ês2: -88.4dBm/120kHz

Band dependent. See test case tables in clause 7.7.1.3.5

	7.7.2.1 NR SA FR2 SS-RSRQ measurement accuracy
	Test 1:
Noc: -95.0dBm/15kHz
Ês1 / Noc: +3.0dB
Ês2 / Noc: +3.0dB
Reported absolute RSRQ values: ±2.5dB
For extreme conditions allow ±1.5dB+ FFS MU additionally

Test 2:
Noc: -95.0dBm/15kHz
Ês1 / Noc: -3.0dB
Ês2 / Noc: -3.0dB
Reported absolute RSRQ values: ±3.5dB
For extreme conditions allow ±0.5dB+ FFS MU additionally
	Test 1:
-5.70dB
0dB
0dB
Via Mapping


Test 2:
-1.70dB
0dB
0dB
Via Mapping
	Test 1:
Noc: -100.70dBm/15kHz
Ês1 / Noc: +3.0dB
Ês2 / Noc: +3.0dB
Cell 2: 
All bands: RSRQ_41 to RSRQ_73


Test 2:
Noc: -96.70dBm/15kHz
Ês1 / Noc: -3.0dB
Ês2 / Noc: -3.0dB
Cell 2: 
n257, n258, n261: 
RSRQ_35 to RSRQ_71
n260: RSRQ_34 to RSRQ_71

	7.7.2.2 NR SA FR2-FR2 SS-RSRQ measurement accuracy
	Test 1:
Noc1: -94.03dBm/15kHz
Noc2: -94.03dBm/15kHz
Ês1 / Noc1: -1.75dB
Ês2 / Noc2: -1.75dB
Reported absolute RSRQ values: ±2.5dB
For extreme conditions allow ±1.5dB+ FFS MU additionally
Reported relative RSRQ values: ±3.0dB
For extreme conditions allow ±1.0dB+ FFS MU additionally

Test 2:
Noc1: -94.03dBm/15kHz
Noc2: -94.03dBm/15kHz
Ês1 / Noc1: -3.0dB
Ês2 / Noc2: -3.0dB
Reported absolute RSRQ values: ±3.5dB
For extreme conditions allow ±0.5dB+ FFS MU additionally
Reported relative RSRQ values: ±4.0dB
For extreme conditions allow ±0.0dB+ FFS MU additionally

	Test 1:
-1.90dB
-1.90dB
0dB
0dB
Via Mapping


Via Mapping



Test 2:
-1.41dB
-1.41dB
0dB
0dB
Via Mapping


Via Mapping

	Test 1:
Noc1: -95.93dBm/15kHz
Noc2: -95.93dBm /15kHz
Ês1 / Noc1: -1.75dB
Ês2 / Noc2: -1.75dB
Cell 1 and Cell 2: 
RSRQ_41 to RSRQ_73

Cell 2: RSRQ_x-7 to RSRQ_x+7


Test 2:
Noc1: -95.44dBm/15kHz
Noc2: -95.44dBm /15kHz
Ês1 / Noc1: -3.0dB
Ês2 / Noc2: -3.0dB
Cell 1 and Cell 2: 
RSRQ_37 to RSRQ_74

Cell 2: RSRQ_x-9 to RSRQ_x+9

	7.7.3.1 NR SA FR2 SS-SINR measurement accuracy
	Test 1:
Noc: -105.0dBm/15kHz
Ês1 / Noc: +4.54dB
Ês2 / Noc: +2.66dB
Reported absolute SINR values: ±3.5dB
For extreme conditions allow ±0.5dB+ FFS MU additionally



Test 2:
Noc: -105.0dBm/15kHz
Ês1 / Noc: -3.0dB
Ês2 / Noc: -3.0dB
Reported absolute SINR values: ±3.5dB
For extreme conditions allow ±0.5dB+ FFS MU additionally
	Test 1:
0dB
0dB
0dB
Via Mapping




Test 2:
0dB
0.2dB
0.2dB
Via Mapping
	Test 1:
Noc: -105.0dBm/15kHz
Ês1 / Noc: +4.54dB
Ês2 / Noc: +2.66dB
Cell 2: 
n257, n258, n261: 
SINR_22 to RSRQ_58
n260: SINR_21 to RSRQ_58

Test 2:
Noc: -105.0dBm/15kHz
Ês1 / Noc: -2.8dB
Ês2 / Noc: -2.8dB
Cell 2: 
n257, n258, n261: 
SINR_18 to RSRQ_55
n260: SINR_18 to RSRQ_54

	7.7.3.2 NR SA FR2-FR2 SS-SINR measurement accuracy
	Test 1:
Noc1: -105.0dBm/15kHz
Noc2: -105.0dBm/15kHz
Ês1 / Noc1: -0.5dB
Ês2 / Noc2: -0.5dB
Reported absolute SINR values: ±3.0dB
For extreme conditions allow ±1.0dB+ FFS MU additionally


Reported absolute SINR values: ±3.5dB
For extreme conditions allow ±0.5dB+ FFS MU additionally


Test 2:
Noc1: -105.0dBm/15kHz
Noc2: -105.0dBm/15kHz
Ês1 / Noc1: +11.0dB
Ês2 / Noc2: +11.0dB
Reported absolute SINR values: ±3.0dB
For extreme conditions allow ±1.0dB+ FFS MU additionally


Reported absolute SINR values: ±3.5dB
For extreme conditions allow ±0.5dB+ FFS MU additionally

Test 3:
Noc1: -105.0dBm/15kHz
Noc2: -105.0dBm/15kHz
Ês1 / Noc1: -3.0dB
Ês2 / Noc2: -3.0dB
Reported absolute SINR values: ±3.5dB
For extreme conditions allow ±0.5dB+ FFS MU additionally


Reported absolute SINR values: ±4.0dB
For extreme conditions allow ±0.0dB+ FFS MU additionally
	Test 1:
0dB
0dB
0dB
0dB
Via Mapping




Via Mapping




Test 2:
-0.1dB
-0.1dB
0dB
0dB
Via Mapping




Via Mapping



Test 3:
0dB
0dB
0.9dB
0.9dB
Via Mapping




Via Mapping
	Test 1:
Noc1: -105.0dBm/15kHz
Noc2: -105.0dBm/15kHz
Ês1 / Noc1: -0.5dB
Ês2 / Noc2: -0.5dB
Cell 1 and Cell 2: 
n257, n258, n261: 
SINR_27 to SINR_62
n260: SINR_27 to SINR_61

Cell 2: SINR_x-8 to SINR_x+8




Test 2:
Noc1: -105.1dBm/15kHz
Noc2: -105.1dBm/15kHz
Ês1 / Noc1: +11.0dB
Ês2 / Noc2: +11.0dB
Cell 1 and Cell 2: 
n257, n258, n261: 
SINR_48 to SINR_87
n260: SINR_48 to SINR_86

Cell 2: SINR_x-17 to SINR_x+17


Test 3:
Noc1: -105.0dBm/15kHz
Noc2: -105.0dBm/15kHz
Ês1 / Noc1: -2.1dB
Ês2 / Noc2: -2.1dB
Cell 1 and Cell 2: 
n257, n258, n261: 
SINR_23 to SINR_60
n260: SINR_22 to SINR_59

Cell 2: SINR_x-9 to SINR_x+9

	7.7.4.1 NR SA FR2 SSB based L1-RSRP measurement accuracy
	Test 1:
Noc: -100dBm/15kHz
SSB#0 Ês / Noc: +10.0dB
SSB#1 Ês / Noc: -2.0dB
Reported absolute RSRP values: ±8.5dB
Reported relative RSRP values: ±6.5dB
For extreme conditions allow ±3dB + FFS MU additionally


Test 2:
n257 SSB#0 Ês: -108.1dBm/120kHz

n257 SSB#1 Ês: -105.5dBm/120kHz

n260 SSB#0 Ês: -108.1dBm/120kHz

n260 SSB#1 Ês: -105.5dBm/120kHz


Reported absolute RSRP values: -6.5 +8.5dB
Reported relative RSRP values: ±6.5dB
For extreme conditions allow ±3dB+ FFS MU additionally
	Test 1:
-4.1dB
0dB
0.4dB






Test 2:
5.7dB
	Test 1:
Noc: -104.1dBm/15kHz
SSB#0 Ês / Noc: +10.0dB
SSB#1 Ês / Noc: -1.6dB
SSB#0: RSRP_42 to RSRP_101
SSB#1: RSRP_31 to RSRP_89
SSB#1-SSB#0: -9 to -2

Test 2:
n257 SSB#0 Ês: -102.4dBm/120kHz
n257 SSB#1 Ês: -99.8dBm/120kHz
n260 SSB#0 Ês: -102.4dBm/120kHz
n260 SSB#1 Ês: -99.8dBm/120kHz

SSB#0 and SSB#1
n257: RSRP_27 to RSRP_83
n260: RSRP_30 to RSRP_86
SSB#1-SSB#0: -4 to +4

	7.7.4.2 NR SA FR2 CSI-RS based L1-RSRP measurement accuracy
	Test 1:
Noc: -100dBm/15kHz
CSI-RS#0 Ês / Noc: +10.0dB
CSI-RS#1 Ês / Noc: -2.0dB
Reported absolute RSRP values: ±8.5dB
Reported relative RSRP values: ±6.5dB
For extreme conditions allow ±3dB + FFS MU additionally


Test 2:
n257 CSI-RS#0 Ês: -108.1dBm/120kHz

n257 CSI-RS#1 Ês: -105.5dBm/120kHz

n260 CSI-RS#0 Ês: -108.1dBm/120kHz

n260 CSI-RS#1 Ês: -105.5dBm/120kHz


Reported absolute RSRP values: -6.5 +8.5dB
Reported relative RSRP values: ±6.5dB
For extreme conditions allow ±3dB+ FFS MU additionally
	Test 1:
-4.1dB
0dB
0.2dB






Test 2:
5.7dB
	Test 1:
Noc: -104.1dBm/15kHz
CSI-RS#0 Ês / Noc: +10.0dB
CSI-RS#1 Ês / Noc: -1.8dB
CSI-RS#0: RSRP_42  to RSRP_101
CSI-RS#1: RSRP_30 to RSRP_89
CSI-RS#1-CSI-RS#0: -9 to -2

Test 2:
n257 CSI-RS#0 Ês: -102.4dBm/120kHz
n257 CSI-RS#1 Ês: -99.8dBm/120kHz
n260 CSI-RS#0 Ês: -102.4dBm/120kHz
n260 CSI-RS#1 Ês: -99.8dBm/120kHz

CSI-RS#0 and CSI-RS#1
n257: RSRP_27 to RSRP_83
n260: RSRP_30 to RSRP_86
CSI-RS#1-CSI-RS#0: -4 to +4

	7.7.5.1 NR SA FR2 SRS-RSRP measurement accuracy
	Same as 5.7.5.1
	Same as 5.7.5.1
	Same as 5.7.5.1

	7.7.6.1 NR SA FR2 CSI-RS based CMR and no dedicated IMR configured and CSI-RS resource set with repetition off L1-SINR measurement accuracy
	Noc: -100dBm/15kHz
Ês0 / Noc: 10.00dB
Ês1 / Noc: -2.00dB

Reported CSI-SINR values ± 5.5dB
Reported Differential CSI-SINR values ± 4.5dB
	-4.1dB
0dB
0.2dB

Via mapping
	Noc: -104.1dBm/15kHz
Ês0 / Noc: 10.00dB
Ês1 / Noc: -1.8dB

CSI-RS#0: SINR_53 to SINR_76
CSI-RS#0: DIFFSINR_6 to DIFFSINR_15

	7.7.6.2 NR SA FR2 SSB based CMR and dedicated IMR L1-SINR measurement accuracy
	Noc: -100dBm/15kHz
Ês0 / Noc: 10.00dB
Ês1 / Noc: -2.00dB

Reported SS-SINR values ± 4.5dB
Reported Differential SS-SINR values ± 3.5dB
	-4.1dB
0dB
0.2dB

Via mapping
	Noc: -104.1dBm/15kHz
Ês0 / Noc: 10.00dB
Ês1 / Noc: -1.8dB

SSB#0: SINR_55 to SINR_74
SSB#0: DIFFSINR_7 to DIFFSINR_15

	7.7.6.3 NR SA FR2 CSI-RS based CMR and dedicated IMR L1-SINR measurement accuracy
	Noc: -100dBm/15kHz
Ês0 / Noc: 10.00dB
Ês1 / Noc: 0.00dB

Reported CSI-SINR values ± 4.5dB
Reported Differential CSI-SINR values ± 3.5dB
	-4.1dB
0dB
0.2dB

Via mapping
	Noc: -104.1dBm/15kHz
Ês0 / Noc: 10.00dB
Ês1 / Noc: 0.2dB

CSI-RS#0: SINR_55 to SINR_74
CSI-RS#0: DIFFSINR_5 to DIFFSINR_13



<< End of Changes >>
image1.wmf
ot

s

I

Ê


oleObject1.bin

image2.emf
AoA1 

transmitting 

SSB index 0

AoA2 

transmitting 

SSB index 1

PDCCH /

PDSCH / 

OCNG 

slot

SSB CSI-RS DTX

CBW

slot

CBW

AWGN


Microsoft_Visio_Drawing.vsdx
AoA1 transmitting SSB index 0
AoA2 transmitting SSB index 1
PDCCH /PDSCH / OCNG
slot
SSB
CSI-RS
DTX
CBW
slot
CBW
AWGN



image3.emf
AoA1 

transmitting 

SSB index 0

AoA2 

transmitting 

SSB index 1

slot

CBW

slot

CBW

PDCCH /

PDSCH / 

OCNG 

SSB CSI-RS DTX AWGN


Microsoft_Visio_Drawing1.vsdx
AoA1 transmitting SSB index 0
AoA2 transmitting SSB index 1
slot
CBW
slot
CBW
PDCCH /PDSCH / OCNG
SSB
CSI-RS
DTX
AWGN



oleObject2.bin

Microsoft_Visio_Drawing2.vsdx
AoA1 transmitting SSB index 0
AoA2 transmitting SSB index 1
PDCCH /PDSCH / OCNG
slot
SSB
CSI-RS
DTX
CBW
slot
CBW
AWGN



Microsoft_Visio_Drawing3.vsdx
AoA1 transmitting SSB index 0
AoA2 transmitting SSB index 1
slot
CBW
slot
CBW
PDCCH /PDSCH / OCNG
SSB
CSI-RS
DTX
AWGN



