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	Reason for change:
	In TCs 6.4B.2.1.1 and 6.4B.2.2.1, message exception for TDD specifies NR prach-ConfigurationIndex=14 where PRACH is expected on SF#2.
However, this is only applicable in case the delay is given to SCG in Step 8 of Initial conditions, and not applicable when the delay is given to MCG.
When the delay is given to MCG, PRACH is expected on SF#4 as shown below.

<TS 38.521-3 cl. 6.4B.2.1.1.4/ 6.4B.2.2.1.4>
8.	When E-UTRA and NR bands are TDD, ensure the same uplink-downlink configuration by giving SCG a delay of 3 E-UTRA subframes, or by giving MCG a delay of 2 subframes.
<TS 38.211>
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· Updated condition for NR prach-ConfigurationIndex=14 such that it is only applied when delay is given to SCG in Step 8 of Initial conditions
· Added NR prach-ConfigurationIndex=12 for cases where the delay is given to MCG in Step 8 of Initial conditions
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6.4B.2.1.1.1	Test purpose
The Error Vector Magnitude is a measure of the difference between the reference waveform and the measured waveform. This difference is called the error vector. Before calculating the EVM the measured waveform is corrected by the sample timing offset and RF frequency offset. Then the carrier leakage shall be removed from the measured waveform before calculating the EVM.
The measured waveform is further equalised using the channel estimates subjected to the EVM equaliser spectrum flatness requirement specified in clause 6.4B.2.1.4.3. For DFT-s-OFDM waveforms, the EVM result is defined after the front-end FFT and IDFT as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %. For CP-OFDM waveforms, the EVM result is defined after the front-end FFT as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %.
The basic EVM measurement interval in the time domain is one preamble sequence for the PRACH and the duration of PUCCH/PUSCH channel, or one hop, if frequency hopping is enabled for PUCCH and PUSCH in the time domain. The EVM measurement interval is reduced by any symbols that contains an allowable power transient as defined in clause 6.3.3.3 of TS 38.521-1 [8].
6.4B.2.1.1.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting intra-band EN-DC.
6.4B.2.1.1.3	Minimum conformance requirements
For the intra-band contiguous EN-DC with one component carrier per CG the EVM requirement applies with PRB allocation in one of the CG and the other CG unallocated.
The EVM requirements for each CG are according to clause 6.5.2 of TS 36.101 [5] for the MCG and clause 6.4.2 of TS 38.101-1 [2] for the SCG with EN-DC configured.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.1.1.
No exception requirements applicable to NR or E-UTRA. LTE anchor agnostic approach is applied.
6.4B.2.1.1.4	Test description
Same test description as in clause 6.4.2.1.4 in TS 38.521-1 [8] for the NR carrier with the following exception:
Table 6.4B.2.1.1.4-1: Test Configuration Table
	Initial Conditions

	Test Frequencies as specified in TS 38.508-1 [6] clause 4.3.1
	Mid range

	Test EN-DC bandwidth combination as specified in Table 5.3B.1.2-1
	Highest NRB_agg (NOTE 1)

	NOTE 1:	If the UE supports multiple CC Combinations in the EN-DC Configuration with the same NRB_agg , only the combination with the highest NRB_SCG is tested.



The initial test configurations for E-UTRA as specified in Table 4.6-1 except for the parameters specified in Table 6.4B.2.1.1.4-1.
For Initial conditions as in clause 6.4.2.1.4.1 in TS 38.521-1 [8], the following steps are added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.6-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.4.2.1.4.1 in TS 38.521-1 [8] is replaced by the following three steps: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
7.	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.6-1 under clause 4.6.
8.	When E-UTRA and NR bands are TDD, ensure the same uplink-downlink configuration by giving SCG a delay of 3 E-UTRA subframes, or by giving MCG a delay of 2 subframes.
Same test procedure as in clause 6.4.2.1.4.2 in TS 38.521-1 [8].
For Message contents as in clause 6.4.2.1.4.3 in TS 38.521-1 [8], the following exception:
Table 6.4B.2.1.1.4-2: RACH-ConfigGeneric: PRACH measurement
	Derivation Path: TS 38.508-1[5], Table 4.6.3-130

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigGeneric ::= SEQUENCE {
	
	
	

	  prach-ConfigurationIndex
	14
	Unpaired Spectrum
	PRACH Format 0 AND delay is given to SCG in Step 8 of Initial conditions

	
	12
	Unpaired Spectrum
	PRACH Format 0 AND delay is given to MCG in Step 8 of Initial conditions



6.4B.2.1.1.5	Test requirements
Same test requirement as in clause 6.4.2.1.5 in TS 38.521-1 [8] for the NR carrier.
<<Unchanged sections skipped>>
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6.4B.2.2.1.1	Test purpose
Same test purpose as in clause 6.4.2.1.1 in TS 38.521-1 [8] for the NR carrier.
6.4B.2.2.1.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting intra-band non-contiguous EN-DC.
6.4B.2.2.1.3	Minimum conformance requirements
For the intra-band non-contiguous EN-DC with one component carrier per CG the EVM requirement applies with PRB allocation in one of the CG and the other CG unallocated.
The EVM requirements for each CG are according to clause 6.5.2.1 of TS 36.101 [5] for the MCG and clause 6.4.2.1.3 of TS 38.521-1 [8] for the SCG with EN-DC configured.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.2.1.
No exception requirements applicable to NR or E-UTRA. LTE anchor agnostic approach is applied.
6.4B.2.2.1.4	Test description
Same test description as in clause 6.4.2.1.4 in TS 38.521-1 [8] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.6-1.For Initial conditions as in clause 6.4.2.1.4.1 in TS 38.521-1 [8], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.6-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.4.2.1.4.1 in TS 38.521-1 [8] is replaced by the following three steps: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
7.	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.6-1 under clause 4.6.
8.	When E-UTRA and NR bands are TDD, ensure the same uplink-downlink configuration by giving SCG a delay of 3 E-UTRA subframes, or by giving MCG a delay of 2 subframes.
Same test procedure as in clause 6.4.2.1.4.2 in TS 38.521-1 [8].
For Message contents as in clause 6.4.2.1.4.3 in TS 38.521-1 [8], the following exception:
Table 6.4B.2.2.1.4-1: RACH-ConfigGeneric: PRACH measurement
	Derivation Path: TS 38.508-1[5], Table 4.6.3-130

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigGeneric ::= SEQUENCE {
	
	
	

	  prach-ConfigurationIndex
	14
	Unpaired Spectrum
	PRACH Format 0 AND delay is given to SCG in Step 8 of Initial conditions

	
	12
	Unpaired Spectrum
	PRACH Format 0 AND delay is given to MCG in Step 8 of Initial conditions



6.4B.2.2.1.5	Test requirement
Same test requirement as in clause 6.4.2.1.5 in TS 38.521-1 [8] for the NR carrier.

<<End of change>>
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Step8: Delay of 3 E-UTRA subframes in SCG
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Steptis: Delay of 2 subframes in MCG
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