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Table 7.3B.2.0.3.5.2-1: MSD test points for Scell due to dual uplink operation for EN-DC in NR FR1 (three bands)
	NR or E-UTRA Band / Channel bandwidth / NRB / MSD

	EN-DC Configuration
	EUTRA/NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	IMD order

	<<Unchanged rows omitted>>

	DC_3A-7A_n78A
DC_3C-7A_n78A

	3
	1725
	5
	25
	1820
	17.6
	IMD3

	
	7
	2565
	5
	25
	2685
	N/A
	N/A

	
	n78
	3310
	10
	50
	3310
	N/A
	N/A

	
	3
	1725
	5
	25
	1820
	8.6
	IMD4

	
	7
	2565
	5
	25
	2685
	N/A
	N/A

	
	n78
	3475
	10
	50
	3475
	N/A
	N/A

	DC_3A-8A_n78A
	8
	910
	5
	25
	955
	N/A
	N/A

	
	n78
	3640
	10
	50
	3640
	N/A
	N/A

	
	3
	1725
	5
	25
	1820
	16.5
	IMD3

	DC_3A-8A_n78A
	8
	910
	5
	25
	955
	N/A
	N/A

	
	n78
	3640
	10
	50
	3640
	N/A
	N/A

	
	3
	1725
	5
	25
	1820
	16.5
	IMD3

	DC_3A-18A_n77A
DC_3A-18A_n78A
	3
	N/A
	N/A
	N/A
	N/A
	N/A
	IMD3

	
	18
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	n77, n78
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	<<Unchanged rows omitted>>

	NOTE 1: 	For NR band, UL/DL BW and UL LCRB can be adjusted according to the supported BW and lowest SCS supported by the UE.
NOTE 2:	E-UTRA carrier shall be set to min(+20 dBm, PCMAX_L_E-UTRA,c) and NR carrier shall be set to min(+20 dBm, PCMAX_L,f,c,NR) as defined in clause 6.2B.4.1.3.
NOTE 3:	This band is subject to IMD3 also which MSD is not specified.
NOTE 4:	This MSD requirement apply with both IMD2 and IMD3 products should be generated.



<<End of change>>
<< Informal note for the implementer: Please delete the yellow marked empty rows from Table 7.3B.2.0.3.5.2-1 during implementation. Delation of the rows was not recorded in MS Word due to combined cells and remains in the tables.>>

