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<<< START OF CHANGES >>>
8.2.2.1.3	NB-IoT Common contents of system information messages
MasterInformationBlock-NB
As defined in Table 8.1.4.3.2-1.
SystemInformation-NB
As defined in Table 8.1.4.3.2-2 without exceptions.
SystemInformationBlockType1-NB
As defined in Table 8.1.4.3.2-3 without exceptions.
SystemInformationBlockType2-NB
As defined in Table 8.1.4.3.3-1 without exceptions.
SystemInformationBlockType31-NB
Table 8.1.4.3.3-10: SystemInformationBlockType31-NB
	[bookmark: _Hlk111219187]Derivation Path: TS 36.508 clause 8.1.4.3.3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType31-NB-r17 ::= SEQUENCE {
	
	
	

	  servingSatelliteInfo-r17 SEQUENCE {
	
	
	

	    ephemerisInfo-r17 CHOICE {
	
	
	

	      stateVectors SEQUENCE {
	
	
	GSO

	        positionX-r17
	-16976014
	
	

	        positionY-r17
	27636499
	
	

	        positionZ-r17
	0
	
	

	        velocityVX-r17
	0
	
	

	        velocityVY-r17
	0
	
	

	        velocityVZ-r17
	0
	
	

	      }
	
	
	

	      orbitalParameters SEQUENCE {
	
	
	NGSO

	        semiMajorAxis-r17
	FFS
	
	

	        eccentricity-r17
	FFS
	
	

	        periapsis-r17
	FFS
	
	

	        longitude-r17
	FFS
	
	

	        inclination-r17
	FFS
	
	

	        anomaly-r17
	FFS
	
	

	      }
	
	
	

	    }
	
	
	

	    nta-CommonParameters-17 SEQUENCE {
	
	
	

	      nta-Common-r17
	0
	
	GSO

	
	0
	
	NGSO

	      nta-CommonDrift-r17
	0
	
	GSO

	
	0
	
	NGSO

	      nta-CommonDriftVariation-r17
	0
	
	GSO

	
	0
	
	NGSO

	    }
	
	
	

	    ul-SyncValidityDuration-r17
	s240
	
	

	    epochTime-r17
	Not present
	
	GSO

	    epochTime-r17 SEQUENCE {
	
	
	NGSO

	      startSFN-r17
	SFN of PCell
	
	

	      startSubFrame-r17
	9
	
	

	    }
	
	
	

	    k-Offset-r17
	256
	
	GSO

	
	8
	
	NGSO

	    k-Mac-r17
	Not present
	
	

	  }
	
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	



	Condition
	Explanation

	GSO
	Geosynchronous Orbit scenario

	NGSO
	Non-geosynchronous Orbit scenario
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