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<Unchanged sections skipped>
Table 4.4-1: NR UE transmitter test point selection for NTN
	Subclause
	Number of test points
	Justification
	Comments

	6.2.1	UE maximum output power
	540
	General rules of test point selection apply. Test points of TC 6.2.1 from TS 38.521-1 can be leveraged.
	RAN5#98

	6.2.2	Maximum Output Power Reduction (MPR)
	contiguous allocation: 1000
	General rules of test point selection apply. Test points of TC 6.2.2 from TS 38.521-1 can be leveraged except for the test point for almost contiguous allocation.

Note: There is no test point for almost contiguous allocation because test channel bandwidth for almost contiguous resource allocation should be greater than 20MHz, which is not supported by NR NTN operating bands.
	RAN5#98

	6.2.4 Configured transmitted power
	30
	General rules of test point selection apply. Test points of TC 6.2.4 from TS 38.521-1 can be levereage except for Test ID 3, which applies to TDD bands only.
	RAN5#99

	6.3.1 Minimum output power
	45
	General rules of test point selection apply. Test points of TC 6.3.1 from TS 38.521-1 can be leveraged.
	RAN5#98

	6.5.2.4
	contiguous allocation: 920 (10401, 10002,3)
almost contiguous allocation: 120
	General rules of test point selection apply. Test points of TC 6.5.2.4 from TS 38.521-1 can be leveraged.
	RAN5#100



<End of changes>

