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[bookmark: _Hlk142317313][Start of change]
8.1.6.1.1.1	Immediate MDT / Measurement reporting / Location information
8.1.6.1.1.1.1	Test Purpose (TP)
(1)
with { UE in RRC_CONNECTED state and measurement with event A2 configured with includeLocationInfo included in the reportConfig }
ensure that {
  when { Entry condition for event A2 is met and detailed location information that has not been reported is available }
   then { UE sends MeasurementReport message with locationInfo included }
}

(2)
with { UE in RRC_CONNECTED state and measurement configured for event A2 }
ensure that {
  when { Exit condition for event A2 is met }
   then { UE stops sending MeasurementReport message }
}

8.1.6.1.1.1.2	Conformance requirements
References: The conformance requirements covered in the current TC is specified in: TS 38.331 clause 5.3.5.3, 5.5.4.1, 5.5.4.3, 5.3.5.9, 6.3.4 and 5.5.5.1.
[TS 38.331, clause 5.3.5.3]
The UE shall perform the following actions upon reception of the RRCReconfiguration, or upon execution of the conditional reconfiguration (CHO or CPC):
...
1>	if the RRCReconfiguration message includes the measConfig:
2>	perform the measurement configuration procedure as specified in 5.5.2;
...
[TS 38.331, clause 5.5.4.1]
If AS security has been activated successfully, the UE shall:
1>	for each measId included in the measIdList within VarMeasConfig:
2>	if the corresponding reportConfig includes a reportType set to eventTriggered or periodical:
3>	if the corresponding measObject concerns NR:
4>	if the eventA1 or eventA2 is configured in the corresponding reportConfig:
5>	consider only the serving cell to be applicable;
4>	if the eventA3 or eventA5 is configured in the corresponding reportConfig:
5>	if a serving cell is associated with a measObjectNR and neighbours are associated with another measObjectNR, consider any serving cell associated with the other measObjectNR to be a neighbouring cell as well;
4>	if corresponding reportConfig includes reportType set to periodical; or
4>	for measurement events other than eventA1 or eventA2:
5>	if useAllowedCellList is set to true:
6>	consider any neighbouring cell detected based on parameters in the associated measObjectNR to be applicable when the concerned cell is included in the allowedCellsToAddModList defined within the VarMeasConfig for this measId;
5>	else:
6>	consider any neighbouring cell detected based on parameters in the associated measObjectNR to be applicable when the concerned cell is not included in the excludedCellsToAddModList defined within the VarMeasConfig for this measId;
...
2>	if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include a measurement reporting entry for this measId (a first cell triggers the event):
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3>	if useT312 is set to true in reportConfig for this event:
4>	if T310 for the corresponding SpCell is running; and
4>	if T312 is not running for corresponding SpCell:
5>	start timer T312 for the corresponding SpCell with the value of T312 configured in the corresponding measObjectNR;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	else if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3>	if useT312 is set to true in reportConfig for this event:
4>	if T310 for the corresponding SpCell is running; and
4>	if T312 is not running for corresponding SpCell:
5>	start timer T312 for the corresponding SpCell with the value of T312 configured in the corresponding measObjectNR;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	else if the reportType is set to eventTriggered and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:
3>	remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3>	if reportOnLeave is set to true for the corresponding reporting configuration:
4>	initiate the measurement reporting procedure, as specified in 5.5.5;
3>	if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:
4>	remove the measurement reporting entry within the VarMeasReportList for this measId;
4>	stop the periodical reporting timer for this measId, if running;
2>	else if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable transmission resource pools for all measurements taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first transmission resource pool triggers the event):
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned transmission resource pool(s) in the poolsTriggeredList defined within the VarMeasReportList for this measId;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	else if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable transmission resource pools not included in the poolsTriggeredList for all measurements taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent transmission resource pool triggers the event):
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned transmission resource pool(s) in the poolsTriggeredList defined within the VarMeasReportList for this measId;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	else if the reportType is set to eventTriggered and if the leaving condition applicable for this event is fulfilled for one or more applicable transmission resource pools included in the poolsTriggeredList defined within the VarMeasReportList for this measId for all measurements taken during timeToTrigger defined within the VarMeasConfig for this event:
3>	remove the concerned transmission resource pool(s) in the poolsTriggeredList defined within the VarMeasReportList for this measId;
3>	if the poolsTriggeredList defined within the VarMeasReportList for this measId is empty:
4>	remove the measurement reporting entry within the VarMeasReportList for this measId;
4>	stop the periodical reporting timer for this measId, if running
...
[TS 38.331, clause 5.5.4.3]
The UE shall:
1>	consider the entering condition for this event to be satisfied when condition A2-1, as specified below, is fulfilled;
1>	consider the leaving condition for this event to be satisfied when condition A2-2, as specified below, is fulfilled;
1>	for this measurement, consider the serving cell indicated by the measObjectNR associated to this event.
Inequality A2-1 (Entering condition)
Ms + Hys < Thresh
Inequality A2-2 (Leaving condition)
Ms – Hys > Thresh
The variables in the formula are defined as follows:
Ms is the measurement result of the serving cell, not taking into account any offsets.
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigNR for this event).
Thresh is the threshold parameter for this event (i.e. a2-Threshold as defined within reportConfigNR for this event).
Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ and RS-SINR.
Hys is expressed in dB.
Thresh is expressed in the same unit as Ms.
[TS 38.331, clause 5.3.5.9]
The UE shall:
…
1>	if the received otherConfig includes the obtainCommonLocation:
2>	include available detailed location information for any subsequent measurement report or any subsequent RLF report and SCGFailureInformation;
[TS 38.331, clause 6.3.4]
	obtainCommonLocation
Requests the UE to attempt to have detailed location information available using GNSS. NR configures the field if includeCommonLocationInfo is configured for one or more measurements.



[TS 38.331, clause 5.5.5.1]
…
For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:
1>	set the measId to the measurement identity that triggered the measurement reporting;
…
1>	if there is at least one applicable neighbouring cell to report:
…
1>	if the includeCommonLocationInfo is configured in the corresponding reportConfig for this measId and detailed location information that has not been reported is available, set the content of commonLocationInfo of the locationInfo as follows:
2>	include the locationTimestamp;
2>	include the locationCoordinate, if available;
2>	include the velocityEstimate, if available;
2>	include the locationError, if available;
2>	include the locationSource, if available;
2>	if available, include the gnss-TOD-msec,
…
1>	increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;
1>	stop the periodical reporting timer, if running;
1>	if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:
2>	start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;
1>	else:
2>	if the reportType is set to periodical or cli-Periodical:
3>	remove the entry within the VarMeasReportList for this measId;
3>	remove this measId from the measIdList within VarMeasConfig;
8.1.6.1.1.1.3	Test description
8.1.6.1.1.1.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1
Preamble:
-	The UE's positioning engine (e.g. standalone GNSS receiver) should be provided with any necessary stimulus to allow it to provide the position.  This shall be done by use of the test function Update UE Location Information defined in TS 38.509 [6], if supported by the UE according to pc_UpdateUE_LocationInformation. Otherwise, or in addition any other suitable method may also be used.
-	The UE is in state 3N-A as defined in TS 38.508-1 [4], subclause 4.4A on NR Cell 1.
8.1.6.1.1.1.3.2	Test procedure sequence
Table 8.1.6.1.1.1.3.2-1 and Table 8.1.6.1.1.1.3.2-1a illustrate the downlink power levels to be applied for NR Cell 1 at various time instants of the test execution. Row marked "T0" denotes the initial conditions after the preamble, while rows marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.1.6.1.1.1.3.2-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter
	Unit
	NR Cell 1
	Remark

	T0
	SS/PBCH
SSS EPRE
	dBm/SCS
	-78
	Power level is such that Ms  > Thresh + Hys

	T1
	SS/PBCH
SSS EPRE
	dBm/SCS
	-98
	Power level is such that entry condition for event A2 is satisfied Ms + Hys < Thresh

	T2
	SS/PBCH
SSS EPRE
	dBm/SCS
	-78
	Power level is such that exit condition for event A2 is satisfied Ms - Hys > Thresh



Table 8.1.6.1.1.1.3.2-1a: Time instances of cell power level and parameter changes for FR2
	
	Parameter
	Unit
	NR Cell 1
	Remark

	T0
	SS/PBCH
SSS EPRE
	dBm/SCS
	-82
	Power level is such that Ms  > Thresh + Hys

	T1
	SS/PBCH
SSS EPRE
	dBm/SCS
	-100
	Power level is such that entry condition for event A2 is satisfied Ms + Hys < Thresh

	T2
	SS/PBCH
SSS EPRE
	dBm/SCS
	-82
	Power level is such that exit condition for event A2 is satisfied Ms - Hys > Thresh



Table 8.1.6.1.1.1.3.2-2: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCReconfiguration message including measConfig to setup intra NR measurement and reporting for event A2 with includeLocationInfo configured.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	2
	The UE transmits an RRCReconfigurationComplete message.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	3
	SS re-adjusts the SS/PBCH EPRE level according to row "T1" in Table 8.1.6.1.1.1.3.2-1 or Table 8.1.6.1.1.1.3.2-1a.
	-
	-
	-
	-

	4
	Check: Does the UE transmit a MeasurementReport message to report event A2 with the UE commonLocationInfo included?
	-->
	NR RRC: MeasurementReport
	1
	P

	5
	SS re-adjusts the SS/PBCH EPRE level according to row "T2" in Table 8.1.6.1.1.1.3.2-1 or Table 8.1.6.1.1.1.3.2-1a.
	-
	-
	-
	-

	6
	Wait and ignore MeasurementReport messages for 5 s to allow change of power levels for NR Cell 1.
	-
	-
	-
	-

	7
	Check: Does the UE attempt to transmit MeasurementReport message within the next 10s??
	-
	
	2
	F



8.1.6.1.1.1.3.3	Specific message contents
Table 8.1.6.1.1.1.3.3-1: RRCReconfiguration (step 1 Table 8.1.6.1.1.1.3.2-2)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-13 with condition NR_MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              otherConfig-v1610 SEQUENCE {
	
	
	

	                obtainCommonLocation-r16
	true
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.1.1.1.3.3-2: MeasConfig (Table 8.1.6.1.1.1.3.3-1)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/Remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1.. maxNrofObjectId)) OF MeasObjectToAddMod {
	1 entry
	
	

	    MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measObjectId
	1
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR
	MeasObjectNR(57)
	Thres=57(-100dBm
≤ SS-RSRP<-99dBm)
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod {
	1 entry
	
	

	    ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	      reportConfigId
	1
	
	

	      reportConfig
	ReportConfigNR-EventA2
	
	

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1.. maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	1
	
	

	      reportConfigId
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.1.1.1.3.3-3: ReportConfigNR-EventA2 (Table 8.1.6.1.1.1.3.3-2)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-142 with condition EVENT_A2

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    eventTriggered SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA2 SEQUENCE {
	
	
	EVENT_A2

	          a2-Threshold CHOICE {
	
	
	

	            rsrp
	69
	-88dBm
≤ SS-RSRP<-87dBm
	FR1/FR2

	          }
	
	
	

	          hysteresis
	0
	0 dB
	FR1/FR2

	        }
	
	
	

	      }
	
	
	

	      reportAmount 
	r1
	
	

	      includeCommonLocationInfo-r16
	True
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.1.1.1.3.3-4: MeasurementReport (steps 4, Table 8.1.6.1.1.1.3.2-2)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-5A

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    measurementReport SEQUENCE {
	
	
	

	      measResults SEQUENCE {
	
	
	

	        measId
	1
	
	Step 4

	        measResultServingMOList SEQUENCE {
	1 entry
	
	

	          servCellId
	ServCellIndex of NR Cell 1
	
	

	          measResultServingCell SEQUENCE {
	
	
	

	            physCellId
	Physical CellID of the NR Cell 1
	
	

	            measResult SEQUENCE {
	
	
	

	              cellResults SEQUENCE {
	
	
	

	                resultsSSB-Cell SEQUENCE {
	
	
	

	                  rsrp
	(0..127)
	
	

	                  rsrq
	(0..127)
	
	

	                  sinr
	Not present
	
	

	
	(0..127)
	
	pc_ss_SINR_Meas

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	        locationInfo-r16 SEQUENCE {
	
	
	

	          commonLocationInfo-r16 SEQUENCE {
	Any allowed value
	
	

	            gnss-TOD-msec-r16
	Any allowed value
	
	

	            locationTimestamp-r16
	Any allowed value
	
	

	            locationCoordinate-r16
	Any allowed value
	
	

	            locationError-r16
	Not checked
	
	

	            locationSource-r16
	Any allowed value
	
	

	            velocityEstimate-r16
	Any allowed value
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[Next change]
8.1.6.1.3.5	Radio Link Failure / Location information
8.1.6.1.3.5.1	Test Purpose (TP)
(1)
with { UE in RRC_CONNECTED having performed the intra-frequency measurement and reported that the UE has radio link failure information with location information available }
ensure that {
  when { UE receives the UEInformationRequest message containing rlf-ReportReq }
    then { UE sends the UEInformationResponse containing the measurement result for intra-frequency neighbour cell including locationInfo }
            }

8.1.6.1.3.5.2	Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 38.306 clause 4.2.18; TS 38.331, clauses 5.3.10.3, 5.3.10.5, 5.3.3.7, 5.3.7.4, 5.3.7.5, 5.3.5.9 and 5.7.10.3. Unless otherwise stated these are Rel-16 requirements.
[TS 38.306, clause 4.2.18]
	gnss-Location-r16
Indicates whether the UE is equipped with a GNSS or A-GNSS receiver that may be used to provide detailed location information along with SON or MDT related measurements in RRC_CONNECTED, RRC_IDLE and RRC_INACTIVE.
	UE
	No
	No
	No



[TS 38.331, clause 5.3.10.3]
The UE shall:
…
1>	else:
2>	during a DAPS handover: the following only applies for the target PCell;
2>	upon T310 expiry in PCell; or
…
2>	upon consistent uplink LBT failure indication from MCG MAC while T304 is not running:
…
3>	else:
4>	consider radio link failure to be detected for the MCG i.e. RLF;
4>	discard any segments of segmented RRC messages stored according to 5.7.6.3;
NOTE:	Void.
4>	if AS security has not been activated:
5>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'other';-
4>	else if AS security has been activated but SRB2 and at least one DRB or, for IAB, SRB2, have not been setup:
5>	store the radio link failure information in the VarRLF-Report as described in subclause 5.3.10.5;
5>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'RRC connection failure';
4>	else:
5>	store the radio link failure information in the VarRLF-Report as described in subclause 5.3.10.5;
…
5>	else:
6>	initiate the connection re-establishment procedure as specified in 5.3.7.
The UE may discard the radio link failure information, i.e. release the UE variable VarRLF-Report, 48 hours after the radio link failure is detected.
[TS 38.331, clause 5.3.10.5]
The UE shall determine the content in the VarRLF-Report as follows:
1>	clear the information included in VarRLF-Report, if any;
1>	set the plmn-IdentityList to include the list of EPLMNs stored by the UE (i.e. includes the RPLMN);
1>	set the measResultLastServCell to include the cell level RSRP, RSRQ and the available SINR, of the source PCell(in case HO failure) or PCell (in case RLF) based on the available SSB and CSI-RS measurements collected up to the moment the UE detected failure;
1>	if the SS/PBCH block-based measurement quantities are available:
2>	set the rsIndexResults in measResultLastServCell to include all the available measurement quantities of the source PCell (in case HO failure) or PCell (in case RLF), ordered such that the highest SS/PBCH block RSRP is listed first if SS/PBCH block RSRP measurement results are available, otherwise the highest SS/PBCH block RSRQ is listed first if SS/PBCH block RSRQ measurement results are available, otherwise the highest SS/PBCH block SINR is listed first, based on the available SS/PBCH block based measurements collected up to the moment the UE detected failure;
…
1>	set the ssbRLMConfigBitmap and/or csi-rsRLMConfigBitmap in measResultLastServCell to include the radio link monitoring configuration of the source PCell(in case HO failure) or PCell (in case RLF);
…
1>	set the c-RNTI to the C-RNTI used in the source PCell(in case HO failure) or PCell (in case RLF);
…
1>	else if the failure is detected due to radio link failure as described in 5.3.10.3, set the fields in VarRLF-report as follows:
2>	set the connectionFailureType to rlf;
2>	set the rlf-Cause to the trigger for detecting radio link failure in accordance with clause 5.3.10.4;
2>	set the nrFailedPCellId in failedPCellId to the global cell identity and the tracking area code, if available, and otherwise to the physical cell identity and carrier frequency of the PCell where radio link failure is detected;
…
1>	if available, set the locationInfo as in 5.3.3.7.
The UE may discard the radio link failure information or handover failure information, i.e. release the UE variable VarRLF-Report, 48 hours after the radio link failure/handover failure is detected.
NOTE 2:	In this clause, the term 'handover failure' has been used to refer to 'reconfiguration with sync failure'.
[TS 38.331, clause 5.3.3.7]
The UE shall:
1>	if timer T300 expires:
2>	reset MAC, release the MAC configuration and re-establish RLC for all RBs that are established;
2>	if the UE supports RRC Connection Establishment failure with temporary offset and the T300 has expired a consecutive connEstFailCount times on the same cell for which connEstFailureControl is included in SIB1:
3>	for a period as indicated by connEstFailOffsetValidity:
4>	use connEstFailOffset for the parameter Qoffsettemp for the concerned cell when performing cell selection and reselection according to TS 38.304 [20] and TS 36.304 [27];
NOTE 1:	When performing cell selection, if no suitable or acceptable cell can be found, it is up to UE implementation whether to stop using connEstFailOffset for the parameter Qoffsettemp during connEstFailOffsetValidity for the concerned cell.
2>	if the UE has connection establishment failure informaton or connection resume failure information available in VarConnEstFailReport and if the RPLMN is not equal to plmn-identity stored in VarConnEstFailReport; or
2>	if the cell identity of current cell is not equal to the cell identity stored in measResultFailedCell in VarConnEstFailReport:
3>	reset the numberOfConnFail to 0;
2>	clear the content included in VarConnEstFailReport except for the numberOfConnFail, if any;
2>	store the following connection establishment failure information in the VarConnEstFailReport by setting its fields as follows:
…
3>	if available, set the locationInfo as follows:
4>	if available, set the commonLocationInfo to include the detailed location information;
4>	if available, set the bt-LocationInfo to include the Bluetooth measurement results, in order of decreasing RSSI for Bluetooth beacons;
4>	if available, set the wlan-LocationInfo to include the WLAN measurement results, in order of decreasing RSSI for WLAN APs;
4>	if available, set the sensor-LocationInfo to include the sensor measurement results as follows;
5>	if available, include the sensor-MeasurementInformation;
5>	if available, include the sensor-MotionInformation;
[TS 38.331, clause 5.3.7.4]
The UE shall set the contents of RRCReestablishmentRequest message as follows:
1>	if the procedure was initiated due to radio link failure as specified in 5.3.10.3 or handover failure as specified in 5.3.5.8.3:
2>	set the reestablishmentCellId in the VarRLF-Report to the global cell identity of the selected cell;
[TS 38.331, clause 5.3.7.5]
The UE shall:
…
1>	set the content of RRCReestablishmentComplete message as follows:
2>	if the UE has logged measurements available for NR and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
3>	include the logMeasAvailable in the RRCReestablishmentComplete message;
…
2>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report; or
…
3>	include rlf-InfoAvailable in the RRCReestablishmentComplete message;
1>	submit the RRCReestablishmentComplete message to lower layers for transmission;
[TS 38.331, clause 5.3.5.9]
The UE shall:
…
1>	if the received otherConfig includes the obtainCommonLocation:
2>	include available detailed location information for any subsequent measurement report or any subsequent RLF report and SCGFailureInformation;
[TS 38.331, clause 5.7.10.3]
Upon receiving the UEInformationRequest message, the UE shall, only after successful security activation:
1>	if rlf-ReportReq is set to true:
2>	if the UE has radio link failure information or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
3>	set timeSinceFailure in VarRLF-Report to the time that elapsed since the last radio link failure or handover failure in NR;
3>	set the rlf-Report in the UEInformationResponse message to the value of rlf-Report in VarRLF-Report;
3>	discard the rlf-Report from VarRLF-Report upon successful delivery of the UEInformationResponse message confirmed by lower layers;
…
1>	else:
2>	submit the UEInformationResponse message to lower layers for transmission via SRB1.
8.1.6.1.3.5.3	Test description
8.1.6.1.3.5.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1 is the serving cell.
-	NR Cell 2 is the Suitable neighbour intra-frequency cell.
-	System information combination NR-2 as defined in TS 38.508-1 [4] clause 4.4.3.1.2 is used in NR cells.
UE:
None.
Preamble:
-	The UE's positioning engine (e.g. standalone GNSS receiver) should be provided with any necessary stimulus to allow it to provide the position. This shall be done by use of the test function Update UE Location Information defined in TS 38.509 [6] or any other suitable method may also be used.
-	The UE is in state 3N-A on NR Cell 1 according to TS 38.508-1 [4], clause 4.4A.
8.1.6.1.3.5.3.2	Test procedure sequence
Same test procedure as specified in 8.1.6.1.3.1.3.2 with the following exception:
-	The specific message content for the RRCReconfiguration message in Table 8.1.6.1.3.1.3.3-1 is replaced by the specific message content in Table 8.1.6.1.3.5.3.3-0.
-	The specific message content for the UEInformationResponse message in Table 8.1.6.1.3.1.3.3-10 is replaced by the specific message content in Table 8.1.6.1.3.5.3.3-1.
8.1.6.1.3.5.3.3	Specific message contents
Table 8.1.6.1.3.5.3.3-0: RRCReconfiguration (step 1, Table 8.1.6.1.3.1.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-13 with condition NR_MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              otherConfig-v1610 SEQUENCE {
	
	
	

	                obtainCommonLocation-r16
	true
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.1.3.5.3.3-1: UEInformationResponse (step 9, Table 8.1.6.1.3.1.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-32B

	Information Element
	Value/remark
	Comment
	Condition

	UEInformationResponse-r16 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ueInformationResponse-r16 SEQUENCE {
	
	
	

	      rlf-Report-r16 CHOICE {
	
	
	

	        nr-RLF-Report-r16 SEQUENCE {
	
	
	

	          measResultLastServCell-r16 SEQUENCE {
	
	
	

	            measResult-r16 SEQUENCE {
	
	
	

	              cellResults-r16 SEQUENCE {
	
	
	

	                resultsSSB-Cell-r16 SEQUENCE {
	
	
	

	                  rsrp
	(0..127)
	
	

	                  rsrq
	(0..127)
	
	

	                  sinr
	Not checked
	
	

	                }
	
	
	

	                resultsCSI-RS-Cell-r16
	Not checked
	
	

	              }
	
	
	

	              rsIndexResults-r16 SEQUENCE {
	
	
	

	                resultsSSB-Indexes-r16 SEQUENCE {
	
	
	

	                  ssb-Index
	1
	
	

	                  ssb-Results SEQUENCE {
	
	
	

	                    rsrp
	(0..127)
	
	

	                    rsrq
	(0..127)
	
	

	                    sinr
	Not checked
	
	

	                  }
	
	
	

	                }
	
	
	

	                ssbRLMConfigBitmap-r16
	01000000 00000000 00000000 00000000 00000000 00000000 00000000 00000000
	
	

	                resultsCSI-RS-Indexes-r16
	Not present
	
	

	                csi-rsRLMConfigBitmap-r16
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          measResultNeighCells-r16 SEQUENCE {
	
	
	

	            measResultListNR-r16 SEQUENCE {
	
	
	

	              ssbFrequency-r16
	ARFCN-ValueNR for SSB of NR Cell 2
	
	

	              refFreqCSI-RS-r16
	Not present
	
	

	              measResultList-r16 SEQUENCE {
	
	
	

	                physCellId
	PCI of NR Cell 2
	
	

	                measResult SEQUENCE {
	
	
	

	                  cellResults SEQUENCE {
	
	
	

	                    resultsSSB-Cell SEQUENCE {
	
	
	

	                      rsrp
	(0..127)
	
	

	                      rsrq
	Not present
	
	

	                      sinr
	Not present
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          c-RNTI-r16
	the old value of the C-RNTI of the UE used in NR Cell 1
	
	

	          previousPCellId-r16
	Not present
	
	

	          failedPCellId-r16 CHOICE {
	
	
	

	            nrFailedPCellId-r16 CHOICE {
	
	
	

	              pci-arfcn-r16 SEQUENCE {
	
	
	

	                physCellId-r16
	PCI of NR Cell 1
	
	

	                carrierFreq-r16
	NARFCN of NR Cell 1
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          reconnectCellId-r16
	Not present
	
	

	          timeUntilReconnection-16
	Not present
	
	

	          reestablishmentCellId-r16 SEQUENCE {
	
	
	

	            plmn-Identity-r16
	PLMN ID of NR Cell 2
	
	

	            cellIdentity-r16
	CGI of NR Cell 2
	
	

	            trackingAreaCode-r16
	TAC of NR Cell 2
	
	

	          }
	
	
	

	          timeConnFailure-r16
	Not present
	
	

	          timeSinceFailure-r16
	Any allowed value
	
	

	          connectionFailureType-r16
	rlf
	
	

	          rlf-Cause-r16
	t310-Expiry
	
	

	          locationInfo-r16 SEQUENCE {
	
	
	

	            commonLocationInfo-r16 SEQUENCE {
	Any allowed value
	
	

	              gnss-TOD-msec-r16
	Not checked
	
	

	              locationTimestamp-r16
	Any allowed value
	
	

	              locationCoordinate-r16
	Not checked
	
	

	              locationError-r16
	Not checked
	
	

	              locationSource-r16
	Not checked
	
	

	              velocityEstimate-r16
	Not checked
	
	

	            }
	
	
	

	            bt-LocationInfo-r16
	Not checked
	
	

	            wlan-LocationInfo-r16
	Not checked
	
	

	            sensor-LocationInfo-r16
	Not checked
	
	

	          }
	
	
	

	          noSuitableCellFound-r16
	Not present
	
	

	          ra-InformationCommon-r16
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[Next change]
8.1.6.1.4.5	Connection Establishment Failure / Logging and reporting / Location Information
8.1.6.1.4.5.1	Test Purpose (TP)
(1)
with { UE has connection establishment failure information available with location information }
ensure that {
  when { UE receives the UEInformationRequest message containing connEstFailReportReq }
    then { UE sends the UEInformationResponse message containing connEstFailReport with CommonLocationInfo }
            }

8.1.6.1.4.5	Conformance requirements
References: The conformance requirements covered in the current TC are specified in: TS 38.331, clauses 5.3.3.7, 5.7.10.3 and 6.3.2. Unless otherwise stated these are Rel-16 requirements.
[TS 38.331, clause 5.7.10.3]
Upon receiving the UEInformationRequest message, the UE shall, only after successful security activation:
…
1>	if connEstFailReportReq is set to true and the UE has connection establishment failure or connection resume failure information in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:
2>	set timeSinceFailure in VarConnEstFailReport to the time that elapsed since the last connection establishment failure or connection resume failure in NR;
2>	set the connEstFailReport in the UEInformationResponse message to the value of connEstFailReport in VarConnEstFailReport;
2>	discard the connEstFailReport from VarConnEstFailReport upon successful delivery of the UEInformationResponse message confirmed by lower layers;
[TS 38.331, clause 5.3.3.7]
The UE shall:
1>	if timer T300 expires:
…
2>	store the following connection establishment failure information in the VarConnEstFailReport by setting its fields as follows:
…
3>	if available, set the locationInfo as follows:
4>	if available, set the commonLocationInfo to include the detailed location information;
[TS 38.331, clause 6.3.2]
The IE CommonLocationInfo is used to transfer detailed location information available at the UE to correlate measurements and UE position information.
	CommonLocationInfo field descriptions

	LocationTimeStamp
Parameter type DisplacementTimeStamp defined in TS 37.355 [49]. The first/leftmost bit of the first octet contains the most significant bit.

	locationCoordinate
Parameter type LocationCoordinates defined in TS 37.355 [49]. The first/leftmost bit of the first octet contains the most significant bit.

	locationError
Parameter LocationError defined in TS 37.355 [49]. The first/leftmost bit of the first octet contains the most significant bit.

	locationSource
Parameter LocationSource defined in TS 37.355 [49]. The first/leftmost bit of the first octet contains the most significant bit.

	velocityEstimate
Parameter type Velocity defined in TS 37.355 [49]. The first/leftmost bit of the first octet contains the most significant bit.



8.1.6.1.4.5.3	Test description
8.1.6.1.4.5.3.1	Pre-test conditions
System Simulator:
- NR Cell 1
UE:
- None.
Preamble:
-	The UE's positioning engine (e.g. standalone GNSS receiver) should be provided with any necessary stimulus to allow it to provide the position. This shall be done by use of the test function Update UE Location Information defined in TS 38.509 [6], if supported by the UE according to pc_UpdateUE_LocationInformation. Otherwise, or in addition any other suitable method may also be used.
- The UE is in state 1N-A as defined in TS 38.508-1 [4], subclause 4.4A.
8.1.6.1.4.5.3.2	Test procedure sequence
Table 8.1.6.1.4.5.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Void
	-
	-
	-
	-

	2
	The SS transmits a Paging message.
	<--
	NR RRC: Paging
	-
	-

	3
	The UE transmits an RRCSetupRequest message.
	-->
	NR RRC: RRCSetupRequest
	-
	-

	4
	The SS waits for 2sec to ensure that the UE detects T300 expiry.
	-
	-
	-
	-

	5
	Void
	-
	-
	-
	-

	6-8
	Steps 1 to 3 of the generic radio bearer establishment procedure in TS 38.508-1 table 4.5.4.2-3.
	-
	-
	-
	-

	9
	The UE transmits an RRCSetupComplete message and a SERVICE REQUEST message.
	-->
	NR RRC: RRCSetupComplete
	-
	-

	10-13
	Steps 5 to 8 of the generic radio bearer establishment procedure in TS 38.508-1 table 4.5.4.2-3.
	-
	-
	-
	-

	14
	The SS sends a UEInformationRequest message to get connEstFailReportReq.
	<--
	UEInformationRequest
	-
	-

	15
	Check: Does the UE send a UEInformationResponse message with connEstFailReport with the IE commonLocationInfo-r16 is present?
	-->
	UEInformationResponse
	1
	P



8.1.6.1.4.5.3.3	Specific message contents
Table 8.1.6.1.4.5.3.3-1: RRCSetupComplete (step 9, Table 8.1.6.1.4.5.3.2-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-22

	Information Element
	Value/remark
	Comment
	Condition

	RRCSetupComplete ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcSetupComplete SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        ue-MeasurementsAvailable-r16
	UE-MeasurementsAvailable-r16 with condition CEF
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.1.4.5.3.3-2: Void

Table 8.1.6.1.4.5.3.3-3: UEInformationResponse (step 15, Table 8.1.6.1.4.5.3.2-1)
	Derivation Path: TS 38.508-1 [4] Table 4.6.1-32B

	Information Element
	Value/remark
	Comment
	Condition

	UEInformationResponse-r16 ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ueInformationResponse-r16 SEQUENCE {
	
	
	

	      connEstFailReport-r16 SEQUENCE {
	
	
	

	        measResultFailedCell-r16 SEQUENCE {
	
	
	

	          cgi-Info SEQUENCE {
	
	
	

	            plmn-Identity-r16
	Any allowed value
	
	

	            cellIdentity-r16
	Any allowed value
	
	

	            trackingAreaCode-r16
	Not checked
	
	

	          }
	
	
	

	          measResult-r16 SEQUENCE {
	
	
	

	            cellResults-r16 SEQUENCE {
	
	
	

	              resultsSSB-Cell-r16 SEQUENCE {
	
	
	

	                Rsrp
	Not checked
	
	

	                Rsrq
	Not checked
	
	

	                Sinr
	Not checked
	
	

	              }
	
	
	

	            }
	
	
	

	            rsIndexResults-r16 SEQUENCE {
	
	
	

	              resultsSSB-Indexes-r16 SEQUENCE (SIZE (1..maxNrofIndexesToReport2)) OF ResultsPerSSB-Index
	1 entry
	
	

	                  ssb-Index
	Any allowed value
	
	

	                  ssb-Results SEQUENCE {
	
	
	

	                    Rsrp
	Not checked
	
	

	                    Rsrq
	Not checked
	
	

	                    Sinr
	Not checked
	
	

	                  }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	        locationInfo-r16 SEQUENCE {
	
	
	

	          commonLocationInfo-r16 SEQUENCE {
	Any allowed value
	
	

	            gnss-TOD-msec-r16
	Not checked
	
	

	            locationTimestamp-r16
	Any allowed value
	
	

	            locationCoordinate-r16
	Not checked
	
	

	            locationError-r16
	Not checked
	
	

	            locationSource-r16
	Not checked
	
	

	            velocityEstimate-r16
	Not checked
	
	

	          }
	
	
	

	          bt-LocationInfo-r16
	Not present
	
	

	          wlan-LocationInfo-r16
	Not present
	
	

	          sensor-LocationInfo-r16
	Not present
	
	

	        }
	
	
	

	        measResultNeighCells-r16 SEQUENCE {
	
	
	

	          measResultNeighCellListNR
	Not present
	
	

	          measResultNeighCellListEUTRA
	Not present
	
	

	        }
	
	
	

	        numberOfConnFail-r16
	Any allowed value
	
	

	        perRAInfoList-r16
	Any allowed value
	
	

	        timeSinceFailure-r16
	Any allowed value
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[Next change]
8.1.6.2.1	Inter-RAT MDT / Immediate MDT / Periodic reporting of E-UTRAN/ Location information
8.1.6.2.1.1	Test Purpose (TP)
with { UE in NR RRC CONNECTED state and periodic inter-RAT measurement reporting of neighbour E-UTRA cells with includeCommonLocationInfo included is configured }
ensure that {
  when { The UE receives reference signal power of E-UTRA cell where measurements are configured }
    then { UE sends MeasurementReport message with locationInfo included at regular intervals }
            }

8.1.6.2.1.2	Conformance requirements
References: The conformance requirements covered in the current TC is specified in: TS 38.331 clause 5.3.5.3, 5.5.2.1, 5.5.2.9, 5.5.4.1, 5.3.5.9, 6.3.4 and 5.5.5.1.
[TS 38.331, clause 5.3.5.3]
The UE shall perform the following actions upon reception of the RRCReconfiguration, or upon execution of the conditional reconfiguration (CHO or CPC):
...
1>	if the RRCReconfiguration message includes the measConfig:
2>	perform the measurement configuration procedure as specified in 5.5.2;
...
[TS 38.331, clause 5.5.2.1]
The UE shall:
…
1>	if the received measConfig includes the measObjectToAddModList:
2>	perform the measurement object addition/modification procedure as specified in 5.5.2.5;
…
1>	if the received measConfig includes the reportConfigToAddModList:
2>	perform the reporting configuration addition/modification procedure as specified in 5.5.2.7;
…
1>	if the received measConfig includes the measIdToAddModList:
2>	perform the measurement identity addition/modification procedure as specified in 5.5.2.3;
1>	if the received measConfig includes the measGapConfig:
2>	perform the measurement gap configuration procedure as specified in 5.5.2.9;
[TS 38.331, clause 5.5.2.9]
1>	if gapFR1 is set to setup:
2>	if an FR1 measurement gap configuration is already setup, release the FR1 measurement gap configuration;
2>	setup the FR1 measurement gap configuration indicated by the measGapConfig in accordance with the received gapOffset, i.e., the first subframe of each gap occurs at an SFN and subframe meeting the following condition:
SFN mod T = FLOOR(gapOffset/10);
subframe = gapOffset mod 10;
with T = MGRP/10 as defined in TS 38.133 [14];
2>	apply the specified timing advance mgta to the gap occurrences calculated above (i.e. the UE starts the measurement mgta ms before the gap subframe occurrences);
1>	else if gapFR1 is set to release:
2>	release the FR1 measurement gap configuration;
1>	if gapFR2 is set to setup:
2>	if an FR2 measurement gap configuration is already setup, release the FR2 measurement gap configuration;
2>	setup the FR2 measurement gap configuration indicated by the measGapConfig in accordance with the received gapOffset, i.e., the first subframe of each gap occurs at an SFN and subframe meeting the following condition:
SFN mod T = FLOOR(gapOffset/10);
subframe = gapOffset mod 10;
with T = MGRP/10 as defined in TS 38.133 [14];
2>	apply the specified timing advance mgta to the gap occurrences calculated above (i.e. the UE starts the measurement mgta ms before the gap subframe occurrences);
1>	else if gapFR2 is set to release:
2>	release the FR2 measurement gap configuration;
1>	if gapUE is set to setup:	
2>	if a per UE measurement gap configuration is already setup, release the per UE measurement gap configuration;
2>	setup the per UE measurement gap configuration indicated by the measGapConfig in accordance with the received gapOffset, i.e., the first subframe of each gap occurs at an SFN and subframe meeting the following condition:
SFN mod T = FLOOR(gapOffset/10);
subframe = gapOffset mod 10;
with T = MGRP/10 as defined in TS 38.133 [14];
2>	apply the specified timing advance mgta to the gap occurrences calculated above (i.e. the UE starts the measurement mgta ms before the gap subframe occurrences);
1>	else if gapUE is set to release:
2>	release the per UE measurement gap configuration.
[TS 38.331, clause 5.5.4.1]
If AS security has been activated successfully, the UE shall:
1>	for each measId included in the measIdList within VarMeasConfig:
2>	if the corresponding reportConfig includes a reportType set to eventTriggered or periodical:
3>	if the corresponding measObject concerns NR:
4>	if the corresponding reportConfig includes measRSSI-ReportConfig:
5>	consider the resource indicated by the rmtc-Config on the associated frequency to be applicable;
4>	if the eventA1 or eventA2 is configured in the corresponding reportConfig:
5>	consider only the serving cell to be applicable;
4>	if the eventA3 or eventA5 is configured in the corresponding reportConfig:
5>	if a serving cell is associated with a measObjectNR and neighbours are associated with another measObjectNR, consider any serving cell associated with the other measObjectNR to be a neighbouring cell as well;
4>	if corresponding reportConfig includes reportType set to periodical; or
4>	for measurement events other than eventA1 or eventA2:
5>	if useAllowedCellList is set to true:
6>	consider any neighbouring cell detected based on parameters in the associated measObjectNR to be applicable when the concerned cell is included in the allowedCellsToAddModList defined within the VarMeasConfig for this measId;
5>	else:
6>	consider any neighbouring cell detected based on parameters in the associated measObjectNR to be applicable when the concerned cell is not included in the excludedCellsToAddModList defined within the VarMeasConfig for this measId;
3>	else if the corresponding measObject concerns E-UTRA:
4>	if eventB1 or eventB2 is configured in the corresponding reportConfig:
5>	consider a serving cell, if any, on the associated E-UTRA frequency as neighbour cell;
4>	else:
5>	consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the excludedCellsToAddModListEUTRAN defined within the VarMeasConfig for this measId;
…
[TS 38.331, clause 5.3.5.9]
The UE shall:
…
1>	if the received otherConfig includes the obtainCommonLocation:
2>	include available detailed location information for any subsequent measurement report or any subsequent RLF report and SCGFailureInformation;
[TS 38.331, clause 6.3.4]
	obtainCommonLocation
Requests the UE to attempt to have detailed location information available using GNSS. NR configures the field if includeCommonLocationInfo is configured for one or more measurements.



[TS 38.331, clause 5.5.5.1]
The purpose of this procedure is to transfer measurement results from the UE to the network. The UE shall initiate this procedure only after successful AS security activation.
For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:
1>	if there is at least one applicable neighbouring cell to report:
2>	if the reportType is set to eventTriggered or periodical:
3>	set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
4>	if the reportType is set to eventTriggered:
5>	include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;
4>	else:
5>	include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;
4>	for each cell that is included in the measResultNeighCells, include the physCellId;
4>	if the reportType is set to eventTriggered or periodical:
5>	for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:
6>	if the measObject associated with this measId concerns NR:
7>	if rsType in the associated reportConfig is set to ssb:
8>	set resultsSSB-Cell within the measResult to include the SS/PBCH block based quantity(ies) indicated in the reportQuantityCell within the concerned reportConfig, in decreasing order of the sorting quantity, determined as specified in 5.5.5.3, i.e. the best cell is included first;
8>	if reportQuantityRS-Indexes and maxNrofRS-IndexesToReport are configured, include beam measurement information as described in 5.5.5.2;
7>	else if rsType in the associated reportConfig is set to csi-rs:
8>	set resultsCSI-RS-Cell within the measResult to include the CSI-RS based quantity(ies) indicated in the reportQuantityCell within the concerned reportConfig, in decreasing order of the sorting quantity, determined as specified in 5.5.5.3, i.e. the best cell is included first;
8>	if reportQuantityRS-Indexes and maxNrofRS-IndexesToReport are configured, include beam measurement information as described in 5.5.5.2;
6>	if the measObject associated with this measId concerns E-UTRA:
7>	set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfigInterRAT in decreasing order of the sorting quantity, determined as specified in 5.5.5.3, i.e. the best cell is included first;
…
1>	if the includeCommonLocationInfo is configured in the corresponding reportConfig for this measId and detailed location information that has not been reported is available, set the content of commonLocationInfo of the locationInfo as follows:
2>	include the locationTimestamp;
2>	include the locationCoordinate, if available;
2>	include the velocityEstimate, if available;
2>	include the locationError, if available;
2>	include the locationSource, if available;
2>	if available, include the gnss-TOD-msec,
…
1>	increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;
1>	stop the periodical reporting timer, if running;
1>	if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:
2>	start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;
1>	else:
2>	if the reportType is set to periodical or cli-Periodical:
3>	remove the entry within the VarMeasReportList for this measId;
3>	remove this measId from the measIdList within VarMeasConfig;
8.1.6.2.1.3	Test description
8.1.6.2.1.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1 is the serving cell and E-UTRA Cell 1 is the inter-RAT neighbour cell of NR Cell 1
-	System information combination NR-6 as defined in TS 38.508-1 [4] clause 4.4.3.1.2.
Preamble:
-	The UE's positioning engine (e.g. standalone GNSS receiver) should be provided with any necessary stimulus to allow it to provide the position.  This shall be done by use of the test function Update UE Location Information defined in TS 36.509 , if supported by the UE according to pc_UpdateUE_LocationInformation. Otherwise, or in addition any other suitable method may also be used.
-	The UE is in state 3N-A as defined in TS 38.508-1 [4], subclause 4.4A on NR Cell 1.
8.1.6.2.1.3.2	Test procedure sequence
Table 8.1.6.2.1.3.2-1 and Table 8.1.6.2.1.3.2-2 illustrate the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.1.6.2.1.3.2-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter
	Unit
	NR Cell 1
	E-UTRA Cell 1
	Remark

	T0
	SS/PBCH
SSS EPRE
	dBm/SCS
	-78
	-
	

	
	Cell-specific RS EPRE
	dBm/15kHz
	-
	Off
	

	T1
	SS/PBCH
SSS EPRE
	dBm/SCS
	-78
	-
	

	
	Cell-specific RS EPRE
	dBm/15kHz
	-
	-85
	



Table 8.1.6.2.1.3.2-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter
	Unit
	NR Cell 1
	E-UTRA Cell 1
	Remark

	T0
	SS/PBCH
SSS EPRE
	dBm/SCS
	-82
	-
	

	
	Cell-specific RS EPRE
	dBm/15kHz
	-
	Off
	

	T1
	SS/PBCH
SSS EPRE
	dBm/SCS
	-82
	-
	

	
	Cell-specific RS EPRE
	dBm/15kHz
	-
	-96
	



Table 8.1.6.2.1.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	0
	The SS changes E-UTRA Cell 1 parameters according to the row "T1" in table 8.1.6.2.1.3.2-1 or 8.1.6.2.1.3.2-2.
	-
	-
	-
	-

	1
	The SS transmits an RRCReconfiguration message including measConfig to setup inter-RAT measurement and reporting for E-UTRA cell with includeCommonLocationInfo.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	2
	The UE transmits an RRCReconfigurationComplete message on NR Cell1.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	3
	Void
	-
	-
	-
	-

	4
	Wait and ignore MeasurementReport messages for 8s to allow for the switching of cells and UE measurement.
	-
	-
	-
	-

	5
	Check: Does the UE transmit a MeasurementReport message on NR Cell 1 to perform periodical reporting for E-UTRA Cell 1 with locationInfo?
	-->
	NR RRC: MeasurementReport
	1
	P

	6
	The SS transmits an RRCReconfiguration message including measConfig to remove inter-RAT measurement and reporting for E-UTRA cell
	<--
	NR RRC: RRCReconfiguration
	-
	-

	7
	The UE transmits an RRCReconfigurationComplete message on NR Cell1.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-



8.1.6.2.1.3.3	Specific message contents
Table 8.1.6.2.1.3.3-1: RRCReconfiguration (step 1 Table 8.1.6.2.1.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-13 with condition NR_MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              otherConfig-v1610 SEQUENCE {
	
	
	

	                obtainCommonLocation-r16
	true
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.2.1.3.3-2: MeasConfig (Table 8.1.6.2.1.3.3-1)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/Remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1.. maxNrofObjectId)) OF MeasObjectToAddMod {
	2 entries
	
	

	    MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measObjectId
	1
	MeasObjectIdNR-f1
	

	      measObject CHOICE {
	
	
	

	        measObjectNR SEQUENCE {
	
	
	

	          ssbFrequency
	ssbFrequency IE equals the ARFCN for NR Cell 1
	
	

	          absThreshSS-BlocksConsolidation
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    MeasObjectToAddMod[2] SEQUENCE {
	
	entry 2
	

	      measObjectId
	2
	MeasObjectEUTRA-f1
	

	      measObject CHOICE {
	
	
	

	        measObjectEUTRA SEQUENCE {
	
	
	

	          carrierFreq
	ARFCN-ValueEUTRA for E-UTRA Cell 1
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod {
	1 entry
	
	

	    ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	      reportConfigId
	1
	
	

	      reportConfig
	ReportConfigInterRAT-PERIODICAL-E-UTRA
	Table 8.1.6.2.1.3.3-3
	

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1.. maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	2
	
	

	      reportConfigId
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.2.1.3.3-3: ReportConfigInterRAT-PERIODICAL-E-UTRA (Table 8.1.6.2.1.3.3-2)
	Derivation Path: 38.508-1 [4] Table 4.6.3-141 with condition PERIODICAL

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT ::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    PeriodicalReportConfigInterRAT SEQUENCE {
	
	
	

	      maxReportCells
	1
	
	

	      includeCommonLocationInfo-r16
	true
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.2.1.3.3-4: MeasurementReport (steps 5, Table 8.1.6.2.1.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-5A

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    measurementReport SEQUENCE {
	
	
	

	      measResults SEQUENCE {
	
	
	

	        measId
	1
	
	

	        measResultServingMOList SEQUENCE {
	1 entry
	
	

	          servCellId
	ServCellIndex of NR Cell 1
	
	

	          measResultServingCell SEQUENCE {
	
	
	

	            physCellId
	Physical CellID of the NR Cell 1
	
	

	            measResult SEQUENCE {
	
	
	

	              cellResults SEQUENCE {
	
	
	

	                resultsSSB-Cell SEQUENCE {
	
	
	

	                  rsrp
	(0..127)
	
	

	                  rsrq
	(0..127)
	
	

	                  sinr
	Not present
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	        measResultNeighCells CHOICE {
	
	
	

	          measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultEUTRA {
	1 entry
	
	

	            eutra-PhysCellId
	Physical layer cell identity of E-UTRA Cell 1
	
	

	            measResult SEQUENCE {
	
	
	

	              rsrp
	(0..97)
	
	

	              rsrq
	(0..34)
	
	

	              sinr
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	        locationInfo-r16 SEQUENCE {
	
	
	

	          commonLocationInfo-r16 SEQUENCE {
	Any allowed value
	
	

	            gnss-TOD-msec-r16
	Any allowed value
	
	

	            locationTimestamp-r16
	Any allowed value
	
	

	            locationCoordinate-r16
	Any allowed value
	
	

	            locationError-r16
	Not checked
	
	

	            locationSource-r16
	Any allowed value
	
	

	            velocityEstimate-r16
	Any allowed value
	
	

	          }
	
	
	

	          bt-LocationInfo-r16
	Not present
	
	

	          wlan-LocationInfo-r16
	Not present
	
	

	          sensor-LocationInfo-r16
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[End of change]
