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< Unchanged sections omitted >
6.5.3.1	Transmitter Spurious emissions
Editor’s Note: 
-	This clause is complete for Band n257, n258, n260 and n261 and PC3. The following aspects of the clause are for future consideration:
-	TRP Measurement uncertainty is TBD for above 80 GHz.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
-	For a transition period until RAN#102 meeting (Dec 2023), the implementation of note 4 in Table 6.5.3.1.4.1-1 in test equipment is not applicable to avoid lack of test coverage until testcase 6.5.3.1_1 is available.
-	For a transition period until RAN5#101 meeting (November 2023), previous fine/coarse TRP measurement grid and offset values for corresponding coarse TRP measurement in TS 38.521-2 V17.2.0 are allowed for TE implementation.
< Unchanged sections omitted >
6.5.3.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5.3.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
< Unchanged tables omitted >
1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure [TBD]A.3.3.1.3 for TE diagram and Figure [TBD]A.3.4.1.1 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The UL Reference Measurement channels are set according to Table 6.5.3.1.4.1-1. 
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5.3.1.4.3.
< Unchanged sections omitted >
6.5.3.1_1	Transmitter Spurious emissions with Power Boost
Editor’s Note: This clause is complete for Band n257, n258, n260 and n261 and PC3. The following aspects of the clause are for future consideration:
-	TRP Measurement uncertainty is TBD for above 80 GHz.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and is FFS for laptop and FWA.
< Unchanged sections omitted >
6.5.3.1_1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5.3.1_1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
< Unchanged tables omitted >
1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure [TBD]A.3.3.1.3 for TE diagram and Figure [TBD]A.3.4.1.1 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The UL Reference Measurement channels are set according to Table 6.5.3.1_1.4.1-1. 
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5.3.1_1.4.3.
[bookmark: _Toc21026610][bookmark: _Toc27743861][bookmark: _Toc36197034][bookmark: _Toc36197726]< Unchanged sections omitted >
6.5.3.2	Spurious emission band UE co-existence
Editor’s note:
 	This clause is complete for Band n257, n258, n260 and n261 and PC3. The following aspects of the clause are for future consideration:
-	TRP Measurement uncertainty is TBD for PC2 and PC4.
-	-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
-	For a transition period until RAN#102 meeting (Dec 2023), the implementation of note 4 in Table 6.5.3.2.4.1-1 in test equipment is not applicable to avoid lack of test coverage until testcase 6.5.3.2_1 is available.

For a transition period until RAN5#101 meeting (November 2023), previous fine/coarse TRP measurement grid and offset values for corresponding coarse TRP measurement in TS 38.521-2 V17.2.0 are allowed for TE implementation.
< Unchanged sections omitted >
6.5.3.2.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5.3.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
< Unchanged tables omitted >
1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure [TBD]A.3.3.1.3 for TE diagram and Figure [TBD]A.3.4.1.1 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The UL Reference Measurement channels are set according to Table 6.5.3.2.4.1-1 
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5.3.2.4.3.
[bookmark: _Toc21026611][bookmark: _Toc27743862][bookmark: _Toc36197035][bookmark: _Toc36197727]< Unchanged sections omitted >
6.5.3.2_1	Spurious emission band UE co-existence with Power Boost
Editor’s note: This clause is complete for Band n257, n258, n260 and n261 and PC3. The following aspects of the clause are for future consideration:
-	TRP Measurement uncertainty is TBD for PC1, PC2 and PC4.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
< Unchanged sections omitted >
6.5.3.2_1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5.3.2.1_1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
< Unchanged tables omitted >
1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure [TBD]A.3.3.1.3 for TE diagram and Figure [TBD]A.3.4.1.1 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The UL Reference Measurement channels are set according to Table 6.5.3.2.1_1.4.1-1. 
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5.3.2.1_1.4.3.
< Unchanged sections omitted >
6.5.3.3	Additional spurious emissions
Editor’s note:
 -	This clause is complete for Band n257 and n258 and PC3. The following aspects of the clause are for future consideration:
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
For a transition period until RAN#102 meeting (Dec 2023), the implementation of note 6 in Table 6.5.3.3.4.1-1 in test equipment is not applicable to avoid lack of test coverage until testcase 6.5.3.3_1 is available.
For a transition period until RAN5#101 meeting (November 2023), previous fine/coarse TRP measurement grid and offset values for corresponding coarse TRP measurement in TS 38.521-2 V17.2.0 are allowed for TE implementation.6.5.3.3.1	Test purpose
Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
< Unchanged sections omitted >
6.5.3.3.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5.3.3.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
< Unchanged tables omitted >
1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure [TBD]A.3.3.1.3 for TE diagram and Figure [TBD]A.3.4.1.1 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The UL Reference Measurement channels are set according to Table 6.5.3.3.4.1-1 
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5.3.3.4.3.
[bookmark: _Toc21026612][bookmark: _Toc27743863][bookmark: _Toc36197036][bookmark: _Toc36197728]< Unchanged sections omitted >
6.5.3.3_1	Additional spurious emissions with Power Boost
Editor’s note: 
-	This clause is complete for Band n257 and  n258 and PC3. The following aspects of the clause are for future consideration:
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
For a transition period until RAN5#101 meeting (November 2023), previous fine/coarse TRP measurement grid and offset values for corresponding coarse TRP measurement in TS 38.521-2 V17.2.0 are allowed for TE implementation.
< Unchanged sections omitted >
6.5.3.3_1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5.3.3_1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
< Unchanged tables omitted >
1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure [TBD]A.3.3.1.3 for TE diagram and Figure [TBD]A.3.4.1.1 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The UL Reference Measurement channels are set according to Table 6.5.3.3_1.4.1-1. 
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5.3.3_1.4.3.
< Unchanged sections omitted >
[bookmark: _Toc21026644][bookmark: _Toc27743927][bookmark: _Toc36197100][bookmark: _Toc36197792]6.5A.3	Spurious emissions for CA 
[bookmark: _Toc21026645][bookmark: _Toc27743928][bookmark: _Toc36197101][bookmark: _Toc36197793]Editor’s Note: 
· For a transition period until RAN5#101 meeting (November 2023), previous fine/coarse TRP measurement grid and offset values for corresponding coarse TRP measurement in TS 38.521-2 V17.2.0 are allowed for TE implementation.
[bookmark: _Toc21026647][bookmark: _Toc27743930][bookmark: _Toc36197103][bookmark: _Toc36197795]< Unchanged sections omitted >
6.5A.3.1.1	General spurious emissions for CA (2UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
- 	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and is FFS for laptop and FWA.
-	For a transition period until RAN#99, the stability and repeatability of test procedure with PHR (variant b) for Rel-15 UEs is under evaluation.
< Unchanged sections omitted >
6.5A.3.1.1.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5A.3.1.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
< Unchanged tables omitted >
1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure [TBD]A.3.3.1.3 for TE diagram and Figure [TBD]A.3.4.1.1 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The UL Reference Measurement channels are set according to Table 6.5A.3.1.1.4.1-1.
5.	Propagation conditions are set according to Annex B.0
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5A.3.1.1.4.3
< Unchanged sections omitted >
[bookmark: _Toc21026648][bookmark: _Toc27743931][bookmark: _Toc36197104][bookmark: _Toc36197796]6.5A.3.1.2	General spurious emissions for CA (3UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
< Unchanged sections omitted >
6.5A.3.1.2.4	Test description
Same test description as in clause 6.5A.3.1.1.4.
[bookmark: _Toc21026649][bookmark: _Toc27743932][bookmark: _Toc36197105][bookmark: _Toc36197797]< Unchanged sections omitted >
6.5A.3.1.3	General spurious emissions for CA (4UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
< Unchanged sections omitted >
6.5A.3.1.3.4	Test description
Same test description as in clause 6.5A.3.1.1.4.
[bookmark: _Toc21026650][bookmark: _Toc27743933][bookmark: _Toc36197106][bookmark: _Toc36197798]< Unchanged sections omitted >
6.5A.3.1.4	General spurious emissions for CA (5UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
< Unchanged sections omitted >
6.5A.3.1.4.4	Test description
Same test description as in clause 6.5A.3.1.1.4.
< Unchanged sections omitted >
[bookmark: _Toc21026651][bookmark: _Toc27743934][bookmark: _Toc36197107][bookmark: _Toc36197799]6.5A.3.1.5	General spurious emissions for CA (6UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
< Unchanged sections omitted >
6.5A.3.1.5.4	Test description
Same test description as in clause 6.5A.3.1.1.4.
< Unchanged sections omitted >
[bookmark: _Toc21026652][bookmark: _Toc27743935][bookmark: _Toc36197108][bookmark: _Toc36197800]6.5A.3.1.6	General spurious emissions for CA (7UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
< Unchanged sections omitted >
6.5A.3.1.6.4	Test description
Same test description as in clause 6.5A.3.1.1.4.
< Unchanged sections omitted >
[bookmark: _Toc21026653][bookmark: _Toc27743936][bookmark: _Toc36197109][bookmark: _Toc36197801]6.5A.3.1.7	General spurious emissions for CA (8UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
< Unchanged sections omitted >
6.5A.3.1.7.4	Test description
Same test description as in clause 6.5A.3.1.1.4.
[bookmark: _Toc21026654][bookmark: _Toc27743937][bookmark: _Toc36197110][bookmark: _Toc36197802]< Unchanged sections omitted >
[bookmark: _Toc21026656][bookmark: _Toc27743939][bookmark: _Toc36197112][bookmark: _Toc36197804]6.5A.3.2.1	Spurious emission band UE co-existence for CA (2UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and is FFS for laptop and FWA.
-	For a transition period until RAN#99, the stability and repeatability of test procedure with PHR (variant b) for Rel-15 UEs is under evaluation.
< Unchanged sections omitted >
6.5A.3.2.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5A.3.2.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
< Unchanged tables omitted >
1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure [TBD]A.3.3.1.3 for TE diagram and Figure [TBD]A.3.4.1.1 for UE diagram. 
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The UL Reference Measurement channels are set according to Table 6.5A.3.2.1.4.1-1. 
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5A.3.2.1.4.3.
< Unchanged sections omitted >
[bookmark: _Toc21026657][bookmark: _Toc27743940][bookmark: _Toc36197113][bookmark: _Toc36197805]6.5A.3.2.2	Spurious emission band UE co-existence for CA (3UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
< Unchanged sections omitted >
6.5A.3.2.2.4	Test description
Same test description as in clause 6.5A.3.2.1.4.
< Unchanged sections omitted >
[bookmark: _Toc21026658][bookmark: _Toc27743941][bookmark: _Toc36197114][bookmark: _Toc36197806]6.5A.3.2.3	Spurious emission band UE co-existence for CA (4UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
< Unchanged sections omitted >
6.5A.3.2.3.4	Test description
Same test description as in clause 6.5A.3.2.1.4.
< Unchanged sections omitted >
[bookmark: _Toc21026659][bookmark: _Toc27743942][bookmark: _Toc36197115][bookmark: _Toc36197807]6.5A.3.2.4	Spurious emission band UE co-existence for CA (5UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
< Unchanged sections omitted >
6.5A.3.2.4.4	Test description
Same test description as in clause 6.5A.3.2.1.4.
< Unchanged sections omitted >
[bookmark: _Toc21026660][bookmark: _Toc27743943][bookmark: _Toc36197116][bookmark: _Toc36197808]6.5A.3.2.5	Spurious emission band UE co-existence for CA (6UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
< Unchanged sections omitted >
6.5A.3.2.5.4	Test description
Same test description as in clause 6.5A.3.2.1.4.
< Unchanged sections omitted >
[bookmark: _Toc21026661][bookmark: _Toc27743944][bookmark: _Toc36197117][bookmark: _Toc36197809]6.5A.3.2.6	Spurious emission band UE co-existence for CA (7UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
< Unchanged sections omitted >
6.5A.3.2.6.4	Test description
Same test description as in clause 6.5A.3.2.1.4.
< Unchanged sections omitted >
[bookmark: _Toc21026662][bookmark: _Toc27743945][bookmark: _Toc36197118][bookmark: _Toc36197810]6.5A.3.2.7	Spurious emission band UE co-existence for CA (8UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
< Unchanged sections omitted >
6.5A.3.2.7.4	Test description
Same test description as in clause 6.5A.3.2.1.4.
< Unchanged sections omitted >
[bookmark: _Toc21026665][bookmark: _Toc27743948][bookmark: _Toc36197121][bookmark: _Toc36197813]6.5A.3.3.1	Additional spurious emissions for CA (2UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	TP analysis for CA_NS_203 is FFS (identify lowest MPR w/form, RB allocation for multiple carrier or PCC only, 1RB location if RB allocated for multiple carrier).
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and is FFS for laptop and FWA.
-	For a transition period until RAN#99, the stability and repeatability of test procedure with PHR (variant b) for Rel-15 UEs is under evaluation.
< Unchanged sections omitted >
6.5A.3.3.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5A.3.3.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
< Unchanged tables omitted >

1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure [TBD]A.3.3.1.3 for TE diagram and Figure [TBD]A.3.4.1.1 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The UL Reference Measurement channels are set according to Table 6.5A.3.3.1.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5A.3.3.1.4.3.
< Unchanged sections omitted >
[bookmark: _Toc21026666][bookmark: _Toc27743949][bookmark: _Toc36197122][bookmark: _Toc36197814]6.5A.3.3.2	Additional spurious emissions for CA (3UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
-	For a transition period until RAN#99, the stability and repeatability of test procedure with PHR (variant b) for Rel-15 UEs is under evaluation.
< Unchanged sections omitted >
6.5A.3.3.2.4	Test description
Same test description as in clause 6.5A.3.3.1.4.
< Unchanged sections omitted >
[bookmark: _Toc21026667][bookmark: _Toc27743950][bookmark: _Toc36197123][bookmark: _Toc36197815]6.5A.3.3.3	Additional spurious emissions for CA (4UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
-	For a transition period until RAN#99, the stability and repeatability of test procedure with PHR (variant b) for Rel-15 UEs is under evaluation.
< Unchanged sections omitted >
6.5A.3.3.3.4	Test description
Same test description as in clause 6.5A.3.3.1.4.
< Unchanged sections omitted >
[bookmark: _Toc21026668][bookmark: _Toc27743951][bookmark: _Toc36197124][bookmark: _Toc36197816]6.5A.3.3.4	Additional spurious emissions for CA (5UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	TP analysis for CA is FFS (identify lowest MPR w/form, RB allocation for multiple carrier or PCC only, 1RB location if RB allocated for multiple carrier).
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
< Unchanged sections omitted >
6.5A.3.3.4.4	Test description
Same test description as in clause 6.5A.3.3.1.4.
[bookmark: _Toc21026669][bookmark: _Toc27743952][bookmark: _Toc36197125][bookmark: _Toc36197817]< Unchanged sections omitted >
6.5A.3.3.5	Additional spurious emissions for CA (6UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	TP analysis for CA is FFS (identify lowest MPR w/form, RB allocation for multiple carrier or PCC only, 1RB location if RB allocated for multiple carrier).
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
< Unchanged sections omitted >
6.5A.3.3.5.4	Test description
Same test description as in clause 6.5A.3.3.1.4.
[bookmark: _Toc21026670][bookmark: _Toc27743953][bookmark: _Toc36197126][bookmark: _Toc36197818]< Unchanged sections omitted >
6.5A.3.3.6	Additional spurious emissions for CA (7UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	TP analysis for CA is FFS (identify lowest MPR w/form, RB allocation for multiple carrier or PCC only, 1RB location if RB allocated for multiple carrier).
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
< Unchanged sections omitted >
6.5A.3.3.6.4	Test description
Same test description as in clause 6.5A.3.3.1.4.
< Unchanged sections omitted >
[bookmark: _Toc21026671][bookmark: _Toc27743954][bookmark: _Toc36197127][bookmark: _Toc36197819]6.5A.3.3.7	Additional spurious emissions for CA (8UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	TP analysis for CA is FFS (identify lowest MPR w/form, RB allocation for multiple carrier or PCC only, 1RB location if RB allocated for multiple carrier).
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
< Unchanged sections omitted >
6.5A.3.3.7.4	Test description
Same test description as in clause 6.5A.3.3.1.4.
< Unchanged sections omitted >
[bookmark: _Toc27743959][bookmark: _Toc36197132][bookmark: _Toc36197824][bookmark: _Toc21026676]6.5D.3.1	Transmitter Spurious emissions for UL MIMO
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	OTA test procedure for UL MIMO is still under investigation
-	TRP Measurement Uncertainty is FFS. 
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
6.5D.3.1.4	Test description
6.5D.3.1.4.1	Initial condition
Same initial condition in clause 6.5.3.1.4.1 with following exceptions:
-	Instead of DFT-s -OFDM  use CP-OFDM.
< Unchanged sections omitted >
[bookmark: _Toc27743960][bookmark: _Toc36197133][bookmark: _Toc36197825]6.5D.3.2	Spurious emission band UE co-existence for UL MIMO
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	OTA test procedure for UL MIMO is still under investigation
-	TRP Measurement Uncertainty is FFS. 
-	Applicability of Beam peak of single UL is FFS.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
< Unchanged sections omitted >
6.5D.3.2.4	Test description
6.5D.3.2.4.1	Initial condition
Same initial condition in clause 6.5.3.2.4.1 with following exceptions:
-	Instead of DFT-s -OFDM  use CP-OFDM.
[bookmark: _Toc27743961][bookmark: _Toc36197134][bookmark: _Toc36197826]< Unchanged sections omitted >
6.5D.3.3	Additional spurious emissions for UL MIMO
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	OTA test procedure for UL MIMO is still under investigation
-	TRP Measurement Uncertainty is FFS. 
-	Applicability of Beam peak of single UL is FFS.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
< Unchanged sections omitted >
6.5D.3.3.4	Test description
6.5D.3.3.4.1	Initial condition
Same initial condition in clause 6.5.3.3.4.1 with following exceptions:
-	Instead of DFT-s -OFDM  use CP-OFDM.
< End of changes >

