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{Start of changes}
[bookmark: _Toc27475559][bookmark: _Toc29495150][bookmark: _Toc36116196][bookmark: _Toc36118245][bookmark: _Toc36560358][bookmark: _Toc43976855][bookmark: _Toc52213422][bookmark: _Toc60742878][bookmark: _Toc68206058][bookmark: _Toc75971855][bookmark: _Toc85051278][bookmark: _Toc90493276][bookmark: _Toc90493916][bookmark: _Toc100093939][bookmark: _Toc106872583][bookmark: _Toc139022134]5.5	Configuration
[bookmark: _Toc27475560][bookmark: _Toc29495151][bookmark: _Toc36116197][bookmark: _Toc36118246][bookmark: _Toc36560359][bookmark: _Toc43976856][bookmark: _Toc52213423][bookmark: _Toc60742879][bookmark: _Toc68206059][bookmark: _Toc75971856][bookmark: _Toc85051279][bookmark: _Toc90493277][bookmark: _Toc90493917][bookmark: _Toc100093940][bookmark: _Toc106872584][bookmark: _Toc139022135]5.5A	Configuration for CA
[bookmark: _Toc27475561][bookmark: _Toc29495152][bookmark: _Toc36116198][bookmark: _Toc36118247][bookmark: _Toc36560360][bookmark: _Toc43976857][bookmark: _Toc52213424][bookmark: _Toc60742880][bookmark: _Toc68206060][bookmark: _Toc75971857][bookmark: _Toc85051280][bookmark: _Toc90493278][bookmark: _Toc90493918][bookmark: _Toc100093941][bookmark: _Toc106872585][bookmark: _Toc139022136]5.5A.1	Inter-band CA configurations between FR1 and FR2



Table 5.5A.1-1: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
Editor’s note: No Inter-band CA configurations between FR1 and FR2 (two bands) specified due to the testability issues that combined testing of NR FR1 in conducted mode and NR FR2 in radiated mode.
[bookmark: _Toc27475562][bookmark: _Toc29495153][bookmark: _Toc36116199][bookmark: _Toc36118248][bookmark: _Toc36560361][bookmark: _Toc43976858][bookmark: _Toc52213425][bookmark: _Toc60742881][bookmark: _Toc68206061][bookmark: _Toc75971858][bookmark: _Toc85051281][bookmark: _Toc90493279][bookmark: _Toc90493919][bookmark: _Toc100093942]
[bookmark: _Toc106872586][bookmark: _Toc139022137]5.5B	Configuration for DC
[bookmark: _Toc27475563][bookmark: _Toc29495154][bookmark: _Toc36116200][bookmark: _Toc36118249][bookmark: _Toc36560362][bookmark: _Toc43976859][bookmark: _Toc52213426][bookmark: _Toc60742882][bookmark: _Toc68206062][bookmark: _Toc75971859][bookmark: _Toc85051282][bookmark: _Toc90493280][bookmark: _Toc90493920][bookmark: _Toc100093943][bookmark: _Toc106872587][bookmark: _Toc139022138]5.5B.1	General
The operating bands and bandwidth classes are specified for operation with EN-DC, NGEN-DC, NE-DC or NR-DC configured. The EN-DC, NE-DC or NGEN-DC band combinations include at least one E-UTRA operating band.
For EN-DC or NE-DC configurations indicated by column "Single Uplink allowed" (e.g., problematic band combinations as defined in TS 38.306 [16]) in tables in this clause the UE may indicate capability of not supporting simultaneous dual and triple uplink operation due to possible intermodulation interference to its own primary downlink channel bandwidth of PCell or PSCell if the intermodulation order is 2 or if the intermodulation order is 3 for the combinations when both operating bands are between 450 MHz – 960 MHz or between 1427 MHz – 2690 MHz.
In the case for EN-DC or NE-DC configurations listed in tables in this clause for which the intermodulation products caused by the dual and triple uplink operation fall into the receive band but do not interfere with its own primary downlink channel bandwidth of PCell or PSCell as defined in Annex I the UE is mandated to operate in dual and triple uplink mode. Single Uplink is also allowed for certain band combinations where intermodulation or reverse intermodulation products could create difficulty for meeting emission requirements.
For EN-DC combinations of order 3 or higher, "Single Uplink allowed" UL configurations captured in Table 5.5B.2-1, Table 5.5B.3-1, and Table 5.5B.4-1 apply.
Non‑contiguous resource allocation and almost contiguous allocation are not applicable for E‑UTRA or NR carrier part of intra‑band EN‑DC configuration.
If multiple UL DC configurations are listed for multiple DL DC configurations, valid uplink configurations are such that uplink does not have more carriers than downlink. 
Non‑contiguous resource allocation and almost contiguous allocation are not applicable for E‑UTRA or NR carrier part of intra‑band EN‑DC configuration.
[bookmark: _Toc27475564][bookmark: _Toc29495155][bookmark: _Toc36116201][bookmark: _Toc36118250][bookmark: _Toc36560363][bookmark: _Toc43976860][bookmark: _Toc52213427][bookmark: _Toc60742883][bookmark: _Toc68206063][bookmark: _Toc75971860][bookmark: _Toc85051283][bookmark: _Toc90493281][bookmark: _Toc90493921][bookmark: _Toc100093944]If the mandatory simultaneous Rx/Tx capability applies for a lower order DC configuration, when the applicable lower order DC configuration is a band pair in a higher order DC configuration, the mandatory simultaneous Rx/Tx capability also applies for the band pair in the higher order DC configuration.
[bookmark: _Toc106872588][bookmark: _Toc139022139]5.5B.2	Intra-band contiguous EN-DC
Supported channel bandwidths for E-UTRA operating bands are defined in TS 36.521-1 [10] and for NR operating bands in TS 38.521-1 [8].
Table 5.5B.2-1: Intra-band contiguous EN-DC configurations
	EN-DC Configuration
	Uplink EN-DC configuration (NOTE 1)
	Single UL allowed

	DC_(n)41AA5
DC_(n)41CA5
	DC_(n)41AA
	Yes3

	DC_(n)71AA2
	DC_(n)71AA
	No4

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Requirements in this specification apply for NR SCS of 15 kHz only.
NOTE 3:	Single UL allowed due to potential emission issues, not self-interference.
NOTE 4:	For UE(s) supporting dynamic power sharing it is mandatory to do dual simultaneous UL. For UE(s) not supporting dynamic power sharing single UL is allowed.
NOTE 5:	The minimum requirements only apply for non-simultaneous Tx/Rx between all carriers.



[bookmark: _Toc27475565][bookmark: _Toc29495156][bookmark: _Toc36116202][bookmark: _Toc36118251][bookmark: _Toc36560364][bookmark: _Toc43976861][bookmark: _Toc52213428][bookmark: _Toc60742884][bookmark: _Toc68206064][bookmark: _Toc75971861][bookmark: _Toc85051284][bookmark: _Toc90493282][bookmark: _Toc90493922][bookmark: _Toc100093945][bookmark: _Toc106872589][bookmark: _Toc139022140]5.5B.3	Intra-band non-contiguous EN-DC
Supported channel bandwidths for E-UTRA operating bands are defined in TS 36.521-1 [10] and for NR operating bands in TS 38.521-1 [8].
Table 5.5B.3-1: Intra-band non-contiguous EN-DC configurations
	EN-DC Configuration
	Uplink EN-DC configuration (NOTE 1)
	Single UL allowed

	DC_41A_n41A3
DC_41C_n41A3
DC_41D_n41A3
	DC_41A_n41A
	Yes4

	DC_66A_n66A
	DC_66A_n66A5
	Yes5

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Only single switched UL is supported in Rel-15
NOTE 3:	The minimum requirements only apply for non-simultaneous Tx/Rx between all carriers.
NOTE 4:	Single UL allowed due to potential emission issues, not self-interference.
NOTE 5:	Only single switched UL is supported.
NOTE 6:	Reserve.
NOTE 7:	Single UL allowed due to potential emission issues and self-interference.



[bookmark: _Toc27475566][bookmark: _Toc29495157][bookmark: _Toc36116203][bookmark: _Toc36118252][bookmark: _Toc36560365][bookmark: _Toc43976862][bookmark: _Toc52213429][bookmark: _Toc60742885][bookmark: _Toc68206065][bookmark: _Toc75971862][bookmark: _Toc85051285][bookmark: _Toc90493283][bookmark: _Toc90493923][bookmark: _Toc100093946][bookmark: _Toc106872590][bookmark: _Toc139022141][bookmark: _Hlk518513337]5.5B.4	Inter-band EN-DC within FR1
Supported channel bandwidths for E-UTRA operating bands and CA configurations are defined in TS 36.521-1 [10] and for NR operating bands and CA configurations in TS 38.521-1 [8] and present document.
[bookmark: _Toc27475567][bookmark: _Toc29495158][bookmark: _Toc36116204][bookmark: _Toc36118253][bookmark: _Toc36560366][bookmark: _Toc43976863][bookmark: _Toc52213430][bookmark: _Toc60742886][bookmark: _Toc68206066][bookmark: _Toc75971863][bookmark: _Toc85051286][bookmark: _Toc90493284][bookmark: _Toc90493924][bookmark: _Toc100093947][bookmark: _Toc106872591][bookmark: _Toc139022142]5.5B.4.1	Inter-band EN-DC configurations within FR1 (two bands)
Table 5.5B.4.1-1: Inter-band EN-DC configurations within FR1 (two bands)
	[bookmark: _Hlk516090533]EN-DC configuration
	Uplink EN-DC configuration
(NOTE 1)
	Single UL allowed
	DL interruption allowed
(Note 14)

	DC_1A_n3A
	DC_1A_n3A
	DC_1_n3
	

	DC_1A_n5A
	DC_1A_n5A
	No
	

	DC_1A_n7A
	DC_1A_n7A
	No
	

	DC_1A_n28A
	DC_1A_n28A
	No
	

	DC_1A_n41A7
	DC_1A_n41A
	No
	

	DC_1A_n77A7
	DC_1A_n77A
	DC_1_n77
	No

	DC_1A_n78A7
DC_1A_n78C7
	DC_1A_n78A
	No
	No

	DC_1A-1A_n78A
	DC_1A_n78A
	No
	

	DC_1A_n79A7
DC_1A_n79C7
	DC_1A_n79A
	No
	No

	DC_2A_n5A
	DC_2A_n5A
	No
	

	DC_2A_n41A
DC_2C_n41A
	DC_2A_n41A
DC_2C_n41A
	No
	

	DC_2A_n66A
	DC_2A_n66A
	DC_2_n66
	

	DC_2A_n71A
	DC_2A_n71A
	No
	

	DC_2A_n77A
	DC_2A_n77A
	DC_2_n77
	

	DC_2A_n78A
	DC_2A_n78A
	DC_2_n78
	

	DC_3A_n1A
	DC_3A_n1A
	DC_3_n1
	

	DC_3A_n5A
	DC_3A_n5A
	DC_3_n5
	

	DC_3A_n7A
	DC_3A_n7A
	No
	

	DC_3A_n28A
	DC_3A_n28A
	No
	

	DC_3A_n41A7
	DC_3A_n41A
	DC_3_n41
	No

	DC_3A_n77A7
	DC_3A_n77A
	DC_3_n77
	No

	DC_3A_n78A7
DC_3A_n78C7
DC_3C_n78A7
	DC_3A_n78A
	DC_3_n78
	No

	DC_3A_n79A7
DC_3A_n79C7
	DC_3A_n79A
	No
	No

	DC_5A_n2A
	DC_5A_n2A
	No
	

	DC_5A_n66A
	DC_5A_n66A
	DC_5_n66
	

	DC_5A_n77A
	DC_5A_n77A
	No
	

	DC_5A_n78A7
DC_5A_n78C7
	DC_5A_n78A
	No
	No

	DC_7A_n1A
	DC_7A_n1A
	No
	

	DC_7A_n3A
	DC_7A_n3A
	No
	

	DC_7A_n5A
	DC_7A_n5A
	DC_7_n5
	

	DC_7A_n28A
	DC_7A_n28A
	No
	

	DC_7A_n66A
DC_7C_n66A
	DC_7A_n66A
	No
	

	DC_7A_n77A7
	DC_7A_n77A
	No
	

	DC_7A_n78A7
DC_7C_n78A7
	DC_7A_n78A
	No
	

	DC_7A-7A_n78A7, 21
	DC_7A_n78A21
	No
	

	DC_8A_n1A
	DC_8A_n1A
	No
	

	DC_8A_n3A
	DC_8A_n3A
	No
	

	DC_8A_n20A
	DC_8A_n20A
	Yes
	

	DC_8A_n41A7
	DC_8A_n41A
	No
	No

	DC_8A_n77A7
	DC_8A_n77A
	No
	No

	DC_8A_n78A7
	DC_8A_n78A
	No
	No

	DC_8A_n94A
	DC_8A_n94A_ULSUP-TDM
	N/A
	

	DC_11A_n77A7
	DC_11A_n77A
	No
	No

	DC_11A_n78A7
	DC_11A_n78A
	No
	No

	DC_11A_n79A7
	DC_11A_n79A
	No
	

	DC_12A_n2A
	DC_12A_n2A
	No
	

	DC_12A_n5A
	DC_12A_n5A
	No
	

	DC_12A_n66A
	DC_12A_n66A
	No
	

	DC_12A_n78A
	DC_12A_n78A
	DC_12_n78
	

	DC_13A_n2A
	DC_13A_n2A
	No
	

	DC_13A_n66A
	DC_13A_n66A
	No
	

	DC_13A_n77A
	DC_13A_n77A
	No
	

	DC_14A_n2A
	DC_14A_n2A
	No
	

	DC_14A_n66A
	DC_14A_n66A
	No
	

	DC_18A_n77A7
	DC_18A_n77A
	No
	No

	DC_18A_n78A7
	DC_18A_n78A
	No
	No

	DC_18A_n79A7
	DC_18A_n79A
	No
	

	DC_19A_n1A
	DC_19A_n1A
	No
	

	DC_19A_n77A7
DC_19A_n77C7
	DC_19A_n77A
	No
	

	DC_19A_n78A7
DC_19A_n78C7
	DC_19A_n78A
	No
	No

	DC_19A_n79A7
	DC_19A_n79A
	No
	No

	DC_20A_n1A
	DC_20A_n1A
	No
	

	DC_20A_n3A
	DC_20A_n3A
	No
	

	DC_20A_n7A
	DC_20A_n7A
	DC_20_n7
	

	DC_20A_n8A
	DC_20A_n8A
	DC_20_n8
	

	DC_20A_n28A8,11,13
	DC_20A_n28A
	No
	

	DC_20A_n78A7
	DC_20A_n78A
	No
	

	DC_20A_n92A
	DC_20A_n92A_ULSUP-TDM
	N/A
	

	DC_21A_n1A
	DC_21A_n1A
	No
	

	DC_21A_n28A17
	DC_21A_n28A
	DC_21_n28
	

	DC_21A_n77A7
	DC_21A_n77A
	No
	

	DC_21A_n78A7
DC_21A_n78C7
	DC_21A_n78A
	No
	No

	DC_21A_n79A7
DC_21A_n79C7
	DC_21A_n79A
	No
	No

	DC_25A_n41A
	DC_25A_n41A
	No
	

	DC_26A_n41A
	DC_26A_n41A
	No
	

	DC_26A_n77A7
	DC_26A_n77A
	No
	

	DC_26A_n78A7
	DC_26A_n78A
	No
	

	DC_26A_n79A7
	DC_26A_n79A
	No
	

	DC_28A_n3A
	DC_28A_n3A
	No
	

	DC_28A_n5A8
	DC_28A_n5A
	No
	

	DC_28A_n7A
	DC_28A_n7A
	No
	

	DC_28A_n77A7
	DC_28A_n77A
	No
	No

	DC_28A_n78A7
DC_28A_n78C7
	DC_28A_n78A
	No
	No

	DC_28A_n79A7
	DC_28A_n79A
	No
	

	DC_30A_n5A
	DC_30A_n5A
	No
	

	DC_30A_n66A
	DC_30A_n66A
	No
	

	DC_38A_n78A7
	DC_38A_n78A
	No
	

	DC_39A_n41A3
DC_39C_n41A3
	DC_39A_n41A
DC_39C_n41A
	No
	No

	DC_39A_n79A7
	DC_39A_n79A
	No
	No

	DC_40A_n1A
	DC_40A_n1A
	No
	

	DC_40A_n41A3
	DC_40A_n41A
	No
	

	DC_40A_n78A
DC_40C_n78A
	DC_40A_n78A
DC_40C_n78A
	No
	

	DC_40A_n79A7,12
DC_40C_n79A7,12
	DC_40A_n79A
	No
	No

	DC_41A_n28A7
	DC_41A_n28A
	No
	

	DC_41A_n77A
DC_41C_n77A
	DC_41A_n77A
	No
	

	DC_41A_n78A
DC_41C_n78A
	DC_41A_n78A
	No
	

	DC_41A_n79A6,7
	DC_41A_n79A
	No
	No

	DC_42A_n77A3,4,9,11
DC_42C_n77A3,4,9,11
DC_42D_n77A3,4,9,11
	N/A
	N/A
	

	DC_42A_n78A3,4,9,11
DC_42A_n78C3,4,9,11
DC_42C_n78A3,4,9,11
DC_42C_n78C3,4,9,11
DC_42D_n78A3,4,9,11
DC_42E_n78A3,4,9,11
	N/A
	N/A
	

	DC_42A_n79A9,15
DC_42A_n79C9,15
DC_42C_n79A9,15
DC_42C_n79C9,15
DC_42D_n79A9,15
DC_42E_n79A9,15
	N/A
	N/A
	

	DC_48A_n5A
	DC_48A_n5A
	No
	

	DC_48A_n66A
	DC_48A_n66A
	No
	

	DC_66A_n2A
	DC_66A_n2A
	DC_66_n2
	

	DC_66A_n5A
	DC_66A_n5A
	DC_66_n5
	

	DC_66A_n41A
	DC_66A_n41A
	No
	

	DC_66A_n71A
	DC_66A_n71A
	No
	

	DC_66A_n78A
	DC_66A_n78A
	No
	

	DC_71A_n2A
	DC_71A_n2A
	No
	

	DC_71A_n66A
	DC_71A_n66A
	No
	

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured PCell.
NOTE 3:	The minimum requirements apply only when there is non-simultaneous Tx/Rx operation between E-UTRA and NR carriers. This restriction applies also for these carriers when applicable EN-DC configuration is part of a higher order EN-DC configuration.
NOTE 4:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements for intra-band non-contiguous EN-DC apply for the Band 42/48 and Band n77/n78 combination. For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, when UE capability interBandContiguousMRDC is indicated, the minimum requirements for intra-band-contiguous EN-DC also should be met in addition to intra-band non-contiguous EN-DC. The intra-band requirements also apply for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.
NOTE 5:	The frequency range above 3600 MHz for Band n78 is not used in this combination.
NOTE 6:	The frequency range below 2506 MHz for Band 41 is not used in this combination.
NOTE 7:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability.
NOTE 8:	The frequency range in band n28 is restricted for this band combination to 703 - 733 MHz for the UL and 758-788 MHz for the DL.
NOTE 9:	The combination is not used alone as fall back mode of other band combinations in which UL in Band 42 is not used.
NOTE 10:	Void.
NOTE 11:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements for inter-band EN-DC apply when the maximum power spectral density imbalance between downlink carriers is within 6 dB. For UEs indicating interBandMRDC-WithOverlapDL-Bands-r16, the power imbalance requirement defined in clause 7.6B.2.6 of 38.101-3 [4] apply. For these UEs, the power spectral density imbalance condition also applies for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.
NOTE 12:	Applicable for frequency range above 4800 MHz for Band n79 in this combination.
NOTE 13:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements apply for synchronized DL carriers with a maximum receive time difference ≤ 3 usec. The requirements also apply for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.
NOTE 14:	Applicable when dynamic switching between two uplink carriers is conducted. The DL interruption requirements for NR DL carrier(s) and E-UTRA DL carrier(s) are specified in clause 8.2.1.2.14 of 38.133 [25] and clause 7.32.2.12 of 36.133 [12] respectively.
NOTE 15:	Simultaneous Rx/Tx capability does not apply for UEs supporting band 42 with a n77 implementation only. Same restrictions are applied to related higher order configurations.
NOTE 16: Reserved.
NOTE 17:	The frequency range in band n28 is restricted for this band combination to 728 - 738 MHz for the UL and 783 - 793 MHz for the DL. This restriction applies also for these band combinations when applicable EN-DC configuration is part of a higher order EN-DC configuration. Test Frequencies as specified in TS 38.508-1 [6] clause 4.3.1.
NOTE 18:	Reserved.
NOTE 19:	Reserved.
NOTE 20:	Reserved.
NOTE 21:	PC3 or PC2 Uplink EN-DC configuration is applicable to EN-DC configurations.


[bookmark: _Toc27475568][bookmark: _Toc29495159][bookmark: _Toc36116205][bookmark: _Toc36118254][bookmark: _Toc36560367][bookmark: _Toc43976864][bookmark: _Toc52213431][bookmark: _Toc60742887][bookmark: _Toc68206067][bookmark: _Toc75971864]
[bookmark: _Toc85051287][bookmark: _Toc90493285][bookmark: _Toc90493925][bookmark: _Toc100093948][bookmark: _Toc106872592][bookmark: _Toc139022143]5.5B.4.2	Inter-band EN-DC configurations within FR1 (three bands)
Table 5.5B.4.2-1: Inter-band EN-DC configurations within FR1 (three bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A_n28A
	DC_1A_n28A
DC_3A_n28A

	DC_1A-3A_n41A5
	DC_1A_n41A
DC_3A_n41A

	DC_1A-3A_n77A5
	DC_1A_n77A
DC_3A_n77A

	DC_1A-3A_n78A5DC_1A-3C_n78A5
	DC_1A_n78A
DC_3A_n78A
DC_3C_n78A

	DC_1A-1A-3A_n78A
DC_1A-1A-3C_n78A
	DC_1A_n78A
DC_3A_n78A
DC_3C_n78A

	DC_1A-3C_n78(2A)5
	DC_1A_n78A
DC_3A_n78A
DC_3C_n78A

	DC_1A-3A_n79A5
	DC_1A_n79A
DC_3A_n79A

	DC_1A-5A_n78A5
DC_1A-5A_n78C5
	DC_1A_n78A
DC_5A_n78A

	DC_1A-1A-5A_n78A
	DC_1A_n78A
DC_5A_n78A

	DC_1A-7A_n3A
	DC_1A_n3A
DC_7A_n3A

	DC_1A-7A_n28A5
	DC_1A_n28A
DC_7A_n28A

	DC_1A-7A_n78A5
	DC_1A_n78A
DC_7A_n78A

	DC_1A-8A_n3A
	DC_1A_n3A
DC_8A_n3A

	DC_1A-8A_n78A5
	DC_1A_n78A
DC_8A_n78A

	DC_1A-8A_n78(2A)5
	DC_1A_n78A
DC_8A_n78A

	DC_1A-18A_n77A5
	DC_1A_n77A
DC_18A_n77A

	DC_1A-19A_n77A5
	DC_1A_n77A
DC_19A_n77A

	DC_1A-19A_n78A5
DC_1A-19A_n78C5
	DC_1A_n78A
DC_19A_n78A

	DC_1A-19A_n79A5
DC_1A-19A_n79C5
	DC_1A_n79A
DC_19A_n79A

	DC_1A-20A_n3A
	DC_1A_n3A
DC_20A_n3A

	DC_1A-20A_n8A
	DC_1A_n8A
DC_20A_n8A

	DC_1A-20A_n28A6,11,12
	DC_1A_n28A
DC_20A_n28A

	DC_1A-20A_n78A5
	DC_1A_n78A
DC_20A_n78A

	DC_1A-21A_n77A5
	DC_1A_n77A
DC_21A_n77A

	DC_1A-21A_n78A5
DC_1A-21A_n78C5
	DC_1A_n78A
DC_21A_n78A

	DC_1A-21A_n79A5
DC_1A-21A_n79C5
	DC_1A_n79A
DC_21A_n79A

	DC_1A-28A_n3A
	DC_1A_n3A
DC_28A_n3A

	DC_1A-28A_n5A6
	DC_1A_n5A
DC_28A_n5A

	DC_1A_n28A-n78A5
	DC_1A_n28A
DC_1A_n78A

	DC_1A-28A_n79A
DC_1A-28A_n79C
	DC_1A_n79A
DC_28A_n79A

	DC_1A-41A_n28A5
DC_1A-41C_n28A5
	DC_1A_n28A
DC_41A_n28A
DC_41C_n28A

	DC_1A-41A_n41A
	DC_1A_n41A

	DC_1A-41A_n77A
	DC_1A_n77A
DC_41A_n77A

	DC_1A-41A_n78A
	DC_1A_n78A
DC_41A_n78A

	DC_1A-42A_n77A10,11
DC_1A-42C_n77A10,11
DC_1A-42D_n77A10,11
	DC_1A_n77A

	DC_1A-42A_n78A10,11
DC_1A-42A_n78C10,11
DC_1A-42C_n78A10,11
DC_1A-42C_n78C10,11
DC_1A-42D_n78A10,11
DC_1A-42E_n78A10,11
	DC_1A_n78A

	DC_1A-42A_n79A
DC_1A-42A_n79C
DC_1A-42C_n79A
DC_1A-42C_n79C
DC_1A-42D_n79A
DC_1A-42E_n79A
	DC_1A_n79A

	DC_1A_n77A-n79A
	DC_1A_n77A
DC_1A_n79A

	DC_1A_n78A-n79A
	DC_1A_n78A
DC_1A_n79A

	DC_2A-5A_n66A
	DC_2A_n66A
DC_5A_n66A

	DC_2A-12A_n66A
	DC_2A_n66A
DC_12A_n66A

	DC_2A-13A_n77A
	DC_2A_n77A
DC_13A_n77A

	DC_2A-14A_n2A
	DC_2A_n2A2
DC_14A_n2A

	DC_2A-14A_n66A
	DC_2A_n66A
DC_14A_n66A

	DC_2A-2A-14A_n66A
	DC_2A_n66A
DC_14A_n66A

	DC_2A-30A_n66A
	DC_2A_n66A
DC_30A_n66A

	DC_2A-66A_n5A
	DC_2A_n5A
DC_66A_n5A

	DC_2A-66A_n41A
	DC_2A_n41A
DC_66A_n41A

	DC_2A-66A_n71A
	DC_2A_n71A
DC_66A_n71A

	DC_2A-66A_n77A
	DC_2A_n77A
DC_66A_n77A

	DC_2A-(n)71AA
	DC_2A_n71A
DC_(n)71AA

	DC_3A_n1A-n78A5
	DC_3A_n1A
DC_3A_n78A

	DC_3A_n1A-n79A5
	DC_3A_n1A
DC_3A_n79A

	DC_3A-5A_n78A5
DC_3A-5A_n78C5
	DC_3A_n78A
DC_5A_n78A

	DC_3A-7A_n5A
	DC_3A_n5A
DC_7A_n5A

	DC_3A-7A_n28A
	DC_3A_n28A
DC_7A_n28A

	DC_3A-7A_n78A5
DC_3C-7A_n78A5
	DC_3A_n78A
DC_7A_n78A

	DC_3A-8A_n1A
	DC_3A_n1A
DC_8A_n1A

	DC_3A-8A_n28A
	DC_3A_n28A
DC_8A_n28A

	DC_3A-8A_n78A5
	DC_3A_n78A
DC_8A_n78A

	DC_3A-18A_n77A
	DC_3A_n77A
DC_18A_n77A

	DC_3A-8A_n78(2A)
	DC_3A_n78A
DC_8A_n78A

	DC_3A-18A_n78A
	DC_3A_n78A
DC_18A_n78A

	DC_3A-19A_n77A5
	DC_3A_n77A
DC_19A_n77A

	DC_3A-19A_n78A5
DC_3A-19A_n78C5
	DC_3A_n78A
DC_19A_n78A

	DC_3A-19A_n79A5
DC_3A-19A_n79C5
	DC_3A_n79A
DC_19A_n79A

	DC_3A-20A_n1A
	DC_3A_n1A
DC_20A_n1A

	DC_3A-20A_n28A5,6,11,12
	DC_3A_n28A
DC_20A_n28A

	DC_3A-20A_n78A5
	DC_3A_n78A
DC_20A_n78A

	DC_3A-21A_n77A5
	DC_3A_n77A
DC_21A_n77A

	DC_3A-21A_n78A5
DC_3A-21A_n78C5
	DC_3A_n78A
DC_21A_n78A

	DC_3A-21A_n79A5
DC_3A-21A_n79C5
	DC_3A_n79A
DC_21A_n79A

	DC_3A-28A_n78A5
	DC_3A_n78A
DC_28A_n78A

	DC_3A_n28A-n78A5
	DC_3A_n28A
DC_3A_n78A

	DC_3A-40A_n1A
	DC_3A_n1A
DC_40A_n1A

	DC_3A-41A_n28A5
DC_3A-41C_n28A5
	DC_3A_n28A
DC_41A_n28A
DC_41C_n28A

	DC_3A-41A_n41A
	DC_3A_n41A

	DC_3A-41A_n77A
DC_3A-41C_n77A
	DC_3A_n77A
DC_41A_n77A

	DC_3A-41A_n77(2A)
	DC_3A_n77A
DC_41A_n77A

	DC_3A-42A_n77A10,11
DC_3A-42C_n77A10,11
DC_3A-42D_n77A10,11
	DC_3A_n77A

	DC_3A-42A_n78A10,11
DC_3A-42A_n78C10,11
DC_3A-42C_n78A10,11
DC_3A-42C_n78C10,11
DC_3A-42D_n78A10,11
DC_3A-42E_n78A10,11
	DC_3A_n78A

	DC_3A-42A_n79A
DC_3A-42A_n79C
DC_3A-42C_n79A
DC_3A-42C_n79C
DC_3A-42D_n79A
DC_3A-42E_n79A
	DC_3A_n79A

	DC_3A_n77A-n79A
	DC_3A_n77A
DC_3A_n79A

	DC_3A_n78A-n79A
	DC_3A_n78A
DC_3A_n79A

	DC_5A-7A_n78A
	DC_5A_n78A
DC_7A_n78A

	DC_5A-30A_n66A
	DC_5A_n66A
DC_30A_n66A

	DC_7A_n5A-n78A
DC_7C_n5A-n78A
	DC_7A_n5A
DC_7C_n5A
DC_7A_n78A
DC_7C_n78A

	DC_7A-8A_n1A
	DC_7A_n1A
DC_8A_n1A

	DC_7A-8A_n3A
	DC_7A_n3A
DC_8A_n3A

	DC_7A-20A_n1A
	DC_7A_n1A
DC_20A_n1A

	DC_7A-20A_n3A
	DC_7A_n3A
DC_20A_n3A

	DC_7A-20A_n8A
	DC_7A_n8A
DC_20A_n8A

	DC_7A-20A_n28A6,11,12
	DC_7A_n28A
DC_20A_n28A

	DC_7A-20A_n78A5
	DC_7A_n78A
DC_20A_n78A

	DC_7A-28A_n3A
	DC_7A_n3A
DC_28A_n3A

	DC_7A-28A_n5A6
	DC_7A_n5A
DC_28A_n5A

	DC_7A-28A_n78A5
	DC_7A_n78A
DC_28A_n78A

	DC_7A_n28A-n78A5
DC_7C_n28A-n78A
	DC_7A_n28A
DC_7A_n78A
DC_7C_n28A
DC_7C_n78A

	DC_12A-30A_n66A
	DC_12A_n66A
DC_30A_n66A

	DC_13A-66A_n77A
	DC_13A_n77A
DC_66A_n77A

	DC_18A-41A_n3A
	DC_18A_n3A
DC_41A_n3A

	DC_18A-41A_n77A
DC_18A-41C_n77A
	DC_18A_n77A
DC_41A_n77A
DC_41C_n77A

	DC_18A-41A_n78A
DC_18A-41C_n78A
	DC_18A_n78A
DC_41A_n78A
DC_41C_n78A

	DC_19A_n1A-n78A5
	DC_19A_n1A
DC_19A_n78A

	DC_19A_n1A-n79A5
	DC_19A_n1A
DC_19A_n79A

	DC_19A-21A_n77A5
	DC_19A_n77A
DC_21A_n77A

	DC_19A-21A_n78A5
DC_19A-21A_n78C5
	DC_19A_n78A
DC_21A_n78A

	DC_19A-21A_n79A5
DC_19A-21A_n79C5
	DC_19A_n79A
DC_21A_n79A

	DC_19A-42A_n77ADC_19A-42C_n77A

	DC_19A_n77A

	DC_19A-42A_n78A
DC_19A-42C_n78A
DC_19A-42A_n78C
DC_19A-42C_n78C
	DC_19A_n78A

	DC_19A-42A_n79A
DC_19A-42C_n79A
DC_19A-42A_n79C
DC_19A-42C_n79C
	DC_19A_n79A

	DC_19A_n77A-n79A
	DC_19A_n77A
DC_19A_n79A

	DC_19A_n78A-n79A
	DC_19A_n78A
DC_19A_n79A

	DC_20A_n28A-n78A5,6,11,12
	DC_20A_n28A
DC_20A_n78A

	DC_20A_n76A-n78A5
	DC_20A_n78A

	DC_21A_n1A-n78A5
	DC_21A_n1A
DC_21A_n78A

	DC_21A_n1A-n79A5
	DC_21A_n1A
DC_21A_n79A

	DC_21A-42A_n77A10,11
DC_21A-42C_n77A10,11
	DC_21A_n77A

	DC_21A-42A_n78A10,11
DC_21A-42A_n78C10,11
DC_21A-42C_n78A10,11
DC_21A-42C_n78C10,11
	DC_21A_n78A

	DC_21A-42A_n79A
DC_21A-42A_n79C
DC_21A-42C_n79A
DC_21A-42C_n79C
	DC_21A_n79A

	DC_21A_n77A-n79A
	DC_21A_n77A
DC_21A_n79A

	DC_21A_n78A-n79A
	DC_21A_n78A
DC_21A_n79A

	DC_28A_n7A-n78A
	DC_28A_n7A
DC_28A_n78A

	DC_28A-42A_n78A10,11
	DC_28A_n78A

	DC_41A-42A_n78A10,11
	DC_41A_n78A

	DC_66A-(n)71AA
	DC_66A_n71A
DC_(n)71AA

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Only single switched UL is supported.
NOTE 3:	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured PCell.
NOTE 4:	If a UE is configured with both NR UL and NR SUL carriers in a cell, the switching time between NR UL carrier and NR SUL carrier can be up to 140us and placed in SUL resources.
NOTE 5:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
NOTE 6:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.
NOTE 7:	Void.
NOTE 8:	Reserved.
NOTE 9:	Reserved.
NOTE 10:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements for intra-band non-contiguous EN-DC apply for the Band 42 and Band n77/n78 combination. For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, when UE capability interBandContiguousMRDC is indicated, the minimum requirements for intra-band-contiguous EN-DC also should be met in addtion to intra-band non-contiguous EN-DC.
NOTE 11:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements for inter-band EN-DC apply when the maximum power spectral density imbalance between downlink carriers contained in overlapping or partially overlapping DL bands is within 6 dB.
NOTE 12:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements apply for synchronized DL carriers with a maximum receive time difference ≤ 3 usec between overlapping or partially overlapping DL bands contained in different cell groups.
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Table 5.5B.4.3-1: Inter-band EN-DC configurations within FR1 (four bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A-7A_n28A
	DC_1A_n28A
DC_3A_n28A
DC_7A_n28A

	DC_1A-3A-7A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A

	DC_1A-3A-8A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_8A_n78A

	DC_1A-3A-19A_n77A2
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A

	DC_1A-3A-19A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A

	DC_1A-3A-19A_n79A2
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A

	DC_1A-3A-20A_n28A3,7,8
	DC_1A_n28A
DC_3A_n28A
DC_20A_n28A

	DC_1A-3A-20A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_20A_n78A

	DC_1A-3A-21A_n77A2
	DC_1A_n77A
DC_3A_n77A
DC_21A_n77A

	DC_1A-3A-21A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_21A_n78A

	DC_1A-3A-21A_n79A2
	DC_1A_n79A
DC_3A_n79A
DC_21A_n79A

	DC_1A-3A-28A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_28A_n78A

	DC_1A-3A_n28A-n78A2
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A

	DC_1A-3A-42A_n78A6,7
DC_1A-3A-42C_n78A6,7DC_1A-3A-42D_n78A6,7
	DC_1A_n78A
DC_3A_n78A

	DC_1A-3A-42A_n79A
DC_1A-3A-42C_n79ADC_1A-3A-42D_n79A
	DC_1A_n79A
DC_3A_n79A

	DC_1A-7A-20A_n28A3,7,8
	DC_1A_n28A
DC_7A_n28A
DC_20A_n28A

	DC_1A-7A-20A_n78A2
	DC_1A_n78A
DC_7A_n78A
DC_20A_n78A

	DC_1A-7A-28A_n78A
	DC_1A_n78A
DC_7A_n78A
DC_28A_n78A

	DC_1A-7A_n28A-n78A2
	DC_1A_n28A
DC_1A_n78A
DC_7A_n28A
DC_7A_n78A

	DC_1A-19A-21A_n77A
	DC_1A_n77A
DC_19A_n77A
DC_21A_n77A

	DC_1A-19A-21A_n78A2
DC_1A-19A-21A_n78C2
	DC_1A_n78A
DC_19A_n78A
DC_21A_n78A

	DC_1A-19A-21A_n79A
DC_1A-19A-21A_n79C
	DC_1A_n79A
DC_19A_n79A
DC_21A_n79A

	DC_1A-19A-42A_n77A6,7
DC_1A-19A-42C_n77A6,7
	DC_19A_n77A

	DC_1A-19A-42A_n78A
DC_1A-19A-42A_n78C
DC_1A-19A-42C_n78A
DC_1A-19A-42C_n78C
	DC_1A_n78A
DC_19A_n78A

	DC_1A-19A-42A_n79A
DC_1A-19A-42A_n79C
DC_1A-19A-42C_n79A
DC_1A-19A-42C_n79C
	DC_1A_n79A
DC_19A_n79A

	DC_1A-20A_n28A-n78A2,3,7,8
	DC_1A_n28A
DC_1A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_1A-21A-42A_n77A6,7
DC_1A-21A-42C_n77A6,7
	DC_1A_n77A
DC_21A_n77A

	DC_1A-21A-42A_n78A6,7
DC_1A-21A-42A_n78C6,7
DC_1A-21A-42C_n78A6,7
DC_1A-21A-42C_n78C6,7
	DC_1A_n78A
DC_21A_n78A

	DC_1A-21A-42A_n79A
DC_1A-21A-42A_n79C
DC_1A-21A-42C_n79A
DC_1A-21A-42C_n79C
	DC_1A_n79A
DC_21A_n79A

	DC_2A-7A-13A_n66A
DC_2A-7C-13A_n66A
	DC_2A_n66A
DC_7A_n66A
DC_13A_n66A

	DC_2A-7A-7A-13A_n66A
	DC_2A_n66A
DC_7A_n66A
DC_13A_n66A

	DC_2A-7A-66A_n66A
DC_2A-7C-66A_n66A
	DC_2A_n66A
DC_7A_n66A
DC_66A_n66A4

	DC_2A-7A-7A-66A_n66A
	DC_2A_n66A
DC_7A_n66A
DC_66A_n66A4

	DC_2A-7C-66A_n78A
	DC_2A_n78A
DC_7A_n78A
DC_66A_n78A

	DC_2A-7A-7A-66A_n78A
	DC_2A_n78A
DC_7A_n78A
DC_66A_n78A

	DC_2A-13A-66A_n77A
	DC_2A_n77A
DC_13A_n77A
DC_66A_n77A

	DC_2A-14A-66A_n2A
	DC_2A_n2A4
DC_14A_n2A
DC_66A_n2A

	DC_2A-14A-66A-66A_n2A
	DC_2A_n2A4
DC_14A_n2A
DC_66A_n2A

	DC_2A-14A-66A_n66A
	DC_2A_n66A
DC_14A_n66A
DC_66A_n66A4

	DC_2A-2A-14A-66A_n66A
	DC_2A_n66A
DC_14A_n66A
DC_66A_n66A4

	DC_2A-66A_n5A-n77A
	DC_2A_n5A
DC_2A_n77A
DC_66A_n5A
DC_66A_n77A

	DC_2A-66A-(n)71AA
	DC_2A_n71A
DC_66A_n71A
DC_(n)71AA

	DC_3A-7A-20A_n8A
	DC_3A_n8A
DC_7A_n8A
DC_20A_n8A

	DC_3A-7A-20A_n28A3,7,8
	DC_3A_n28A
DC_7A_n28A
DC_20A_n28A

	DC_3A-7A-20A_n78A2
	DC_3A_n78A
DC_7A_n78A
DC_20A_n78A

	DC_3A-7A-28A_n78A2
	DC_3A_n78A
DC_7A_n78A
DC_28A_n78A

	DC_3A-7A_n28A-n78A2
	DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A

	DC_3A-19A-21A_n78A2
DC_3A-19A-21A_n78C2
	DC_3A_n78A
DC_19A_n78A
DC_21A_n78A

	DC_3A-19A-21A_n79A2
DC_3A-19A-21A_n79C2
	DC_3A_n79A
DC_19A_n79A
DC_21A_n79A

	DC_3A-19A-42A_n77A6,7
DC_3A-19A-42C_n77A6,7
	DC_3A_n77A
DC_19A_n77A

	DC_3A-19A-42A_n78A6,7
DC_3A-19A-42A_n78C6,7
DC_3A-19A-42C_n78A6,7
DC_3A-19A-42C_n78C6,7
	DC_3A_n78A
DC_19A_n78A

	DC_3A-19A-42A_n79A2
DC_3A-19A-42A_n79C2
DC_3A-19A-42C_n79A2
DC_3A-19A-42C_n79C2
	DC_3A_n79A
DC_19A_n79A

	DC_3A-20A_n28A-n78A2,3,7,8
	DC_3A_n28A
DC_3A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_3A-21A-42A_n77A6,7
DC_3A-21A-42C_n77A6,7
	DC_3A_n77A
DC_21A_n77A

	DC_3A-21A-42A_n78A6,7
DC_3A-21A-42A_n78C6,7
DC_3A-21A-42C_n78A6,7
DC_3A-21A-42C_n78C6,7
	DC_3A_n78A
DC_21A_n78A

	DC_3A-21A-42A_n79A
DC_3A-21A-42A_n79C
DC_3A-21A-42C_n79A
DC_3A-21A-42C_n79C
	DC_3A_n79A
DC_21A_n79A

	DC_7A-20A_n28A-n78A2,3,7,8
	DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_13A-66A_n2A-n77A
	DC_13A_n2A
DC_13A_n77A
DC_66A_n2A
DC_66A_n77A

	DC_19A-21A-42A_n77A6,7
DC_19A-21A-42C_n77A6,7
	DC_19A_n77A
DC_21A_n77A

	DC_19A-21A-42A_n78A6,7
DC_19A-21A-42A_n78C6,7
DC_19A-21A-42C_n78A6,7
DC_19A-21A-42C_n78C6,7
	DC_19A_n78A
DC_21A_n78A

	DC_19A-21A-42A_n79A
DC_19A-21A-42A_n79C
DC_19A-21A-42C_n79A
DC_19A-21A-42C_n79C
	DC_19A_n79A
DC_21A_n79A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
NOTE 3:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.
NOTE 4:	Only single switched UL is supported.
NOTE 5:	UL carrier shall be supported in Band 2 or band 66 only. Power imbalance between downlink carriers on Band 7 and Band 38 is assumed to be within 6dB.
NOTE 6:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements for intra-band non-contiguous EN-DC apply for the Band 42 and Band n77/n78 combination. For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, when UE capability interBandContiguousMRDC is indicated, the minimum requirements for intra-band-contiguous EN-DC also should be met in addtion to intra-band non-contiguous EN-DC.
NOTE 7:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements for inter-band EN-DC apply when the maximum power spectral density imbalance between downlink carriers contained in overlapping or partially overlapping DL bands is within 6 dB.
NOTE 8:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements apply for synchronized DL carriers with a maximum receive time difference ≤ 3 usec between overlapping or partially overlapping DL bands contained in different cell groups.
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Table 5.5B.4.4-1: Inter-band EN-DC configurations within FR1 (five bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A-7A-20A_n28A3,6,7
	DC_1A_n28A
DC_3A_n28A
DC_7A_n28A
DC_20A_n28A

	DC_1A-3A-7A-20A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A
DC_20A_n78A

	DC_1A-3A-7A_n28A-n78A2
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A

	DC_1A-3A-7A-28A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A
DC_28A_n78A

	DC_1A-3A-19A-42A_n78A5,6
DC_1A-3A-19A-42C_n78A5,6
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A

	DC_1A-3A-19A-42A_n79A
DC_1A-3A-19A-42C_n79A
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A

	DC_1A-3A-20A_n28A-n78A2,3,6,7
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_1A-3A-21A-42A_n78A5,6
DC_1A-3A-21A-42C_n78A5,6
	DC_1A_n78A
DC_3A_n78A
DC_21A_n78A

	DC_1A-3A-21A-42A_n79A
DC_1A-3A-21A-42C_n79A
	DC_1A_n79A
DC_3A_n79A
DC_21A_n79A

	DC_1A-7A-20A_n28A-n78A2,3,6,7
	DC_1A_n28A
DC_1A_n78A
DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_1A-19A-21A-42A_n78A5,6
DC_1A-19A-21A-42A_n78C5,6
DC_1A-19A-21A-42C_n78A5,6
DC_1A-19A-21A-42C_n78C5,6
	DC_1A_n78A
DC_19A_n78A
DC_21A_n78A

	DC_1A-19A-21A-42A_n79A
DC_1A-19A-21A-42A_n79C
DC_1A-19A-21A-42C_n79A
DC_1A-19A-21A-42C_n79C
	DC_1A_n79A
DC_19A_n79A
DC_21A_n79A

	DC_3A-7A-20A_n28A-n78A2,3,6,7
	DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_3A-19A-21A-42A_n78A5,6
DC_3A-19A-21A-42C_n78A5,6
	DC_3A_n78A
DC_19A_n78A
DC_21A_n78A

	DC_3A-19A-21A-42A_n79A5,6
DC_3A-19A-21A-42C_n79A5,6
	DC_3A_n79A
DC_19A_n79A
DC_21A_n79A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
NOTE 3:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL
NOTE 4:	Reserved.
NOTE 5:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements for intra-band non-contiguous EN-DC apply for the Band 42 and Band n77/n78 combination. For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, when UE capability interBandContiguousMRDC is indicated, the minimum requirements for intra-band-contiguous EN-DC also should be met in addtion to intra-band non-contiguous EN-DC.
NOTE 6:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements for inter-band EN-DC apply when the maximum power spectral density imbalance between downlink carriers contained in overlapping or partially overlapping DL bands is within 6 dB.
NOTE 7:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements apply for synchronized DL carriers with a maximum receive time difference ≤ 3 usec between overlapping or partially overlapping DL bands contained in different cell groups.
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Table 5.5B.4.5-1: Inter-band EN-DC configurations within FR1 (six bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A-7A-20A_n28A-n78A2,3,5,6
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability.
NOTE 3:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.
NOTE 4:	Reserved
NOTE 5:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements for inter-band EN-DC apply when the maximum power spectral density imbalance between downlink carriers contained in overlapping or partially overlapping DL bands is within 6 dB.
NOTE 6:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements apply for synchronized DL carriers with a maximum receive time difference ≤ 3 usec between overlapping or partially overlapping DL bands contained in different cell groups.
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Table 5.5B.4a.1-1: Inter-band NE-DC configurations within FR1 (two bands)
	NE-DC configuration
	Uplink NE-DC configuration (NOTE 1)
	Single UL allowed

	DC_n28A_3A
DC_n28A_3C
	DC_n28A_3A
	No

	DC_n28A_39A
DC_n28A_39C
	DC_n28A_39A
	No

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
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Supported channel bandwidths for E-UTRA operating bands and CA configurations are defined in TS 36.521-1 [10] and for NR operating bands and CA configurations in TS 38.521-1 [8], TS 38.521-2 [9] and present document. 
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Table 5.5B.5.1-1: Inter-band EN-DC configurations including FR2 (two bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A_n257A
	DC_1A_n257A

	DC_2A_n257A
	DC_2A_n257A

	DC_2A_n257(2A)
	DC_2A_n257A

	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_2A_n260J
DC_2A_n260K
DC_2A_n260L
DC_2A_n260M
DC_2C_n260A
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H

	DC_2A_n261A
DC_2A_n261G
DC_2A_n261H
DC_2A_n261I
DC_2A_n261J
DC_2A_n261M
	DC_2A_n261G
DC_2A_n261H
DC_2A_n261I

	DC_2A_n261(2A)
DC_2A_n261(3A)
	DC_2A_n261A

	DC_2A_n261(2G)
DC_2A_n261(2H)
	DC_2A_n261A
DC_2A_n261G
DC_2A_n261H

	DC_2A_n261(A-G)
DC_2A_n261(A-2G)
DC_2A_n261(A-H)
DC_2A_n261(A-I)
DC_2A_n261(G-H)
DC_2A_n261(G-I)
DC_2A_n261(H-I)
DC_2A_n261(2A-G)
DC_2A_n261(2A-I)
	DC_2A_n261A
DC_2A_n261G
DC_2A_n261H
DC_2A_n261I

	DC_2A_n261(A-G-H)
DC_2A_n261(A-G-I)
	DC_2A_n261A
DC_2A_n261G
DC_2A_n261H
DC_2A_n261I

	DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
	DC_3A_n257G
DC_3A_n257H
DC_3A_n257I

	DC_5A_n260A
DC_5A_n260G
DC_5A_n260H
DC_5A_n260I
DC_5A_n260J
DC_5A_n260K
DC_5A_n260L
DC_5A_n260M
DC_5A_n260ODC_5B_n260A
	DC_5A_n260A
DC_5A_n260G
DC_5A_n260H
DC_5A_n260O
DC_5A_n260P
DC_5A_n260Q

	DC_5A_n261A
DC_5A_n261G
DC_5A_n261H
DC_5A_n261I
DC_5A_n261J
DC_5A_n261M
	DC_5A_n261A
DC_5A_n261G
DC_5A_n261H
DC_5A_n261I

	DC_5A_n261(2A)
DC_5A_n261(3A)
DC_5A_n261(4A)
	DC_5A_n261A
DC_5A_n261G
DC_5A_n261H
DC_5A_n261I

	DC_8A_n257A
DC_8A_n257D
DC_8A_n257E
DC_8A_n257F
DC_8A_n257G
DC_8A_n257H
DC_8A_n257I
DC_8A_n257J
DC_8A_n257K
DC_8A_n257L
DC_8A_n257M
	DC_8A_n257A

	DC_13A_n257A
	DC_13A_n257A

	DC_13A_n260A
DC_13A_n260G
DC_13A_n260H
DC_13A_n260I
DC_13A_n260J
DC_13A_n260M
	DC_13A_n260A
DC_13A_n260G
DC_13A_n260H
DC_13A_n260O

	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I

	DC_18A_n257A
DC_18A_n257I
	DC_18A_n257A
DC_18A_n257I

	DC_19A_n257A
DC_19A_n257D
DC_19A_n257G
DC_19A_n257H
DC_19A_n257I
	DC_19A_n257A
DC_19A_n257G
DC_19A_n257H
DC_19A_n257I

	DC_20A_n257A
	DC_20A_n257A

	DC_21A_n257A
DC_21A_n257G
	DC_21A_n257A
DC_21A_n257G

	DC_66A_n260A
DC_66A_n260D
DC_66A_n260E
DC_66A_n260F
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I
DC_66A_n260J
DC_66A_n260K
DC_66A_n260L
DC_66A_n260M
DC_66A_n260O
	DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260O
DC_66A_n260P
DC_66A_n260Q

	DC_66A-66A_n260A
DC_66A-66A_n260G
DC_66A-66A_n260H
DC_66A-66A_n260I
DC_66A-66A_n260J
DC_66A-66A_n260K
DC_66A-66A_n260L
DC_66A-66A_n260M
	DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I

	DC_66A_n261G
DC_66A_n261H
DC_66A_n261I
DC_66A_n261J
DC_66A_n261K
DC_66A_n261L
DC_66A_n261M
	DC_66A_n261A
DC_66A_n261G
DC_66A_n261H
DC_66A_n261I

	DC_66A_n261(2G)
DC_66A_n261(2H)
	DC_66A_n261A
DC_66A_n261G
DC_66A_n261H

	DC_66A_n261(A-2G)
DC_66A_n261(2A-G)
DC_66A_n261(2A-H)
DC_66A_n261(2A-I)
	DC_66A_n261A
DC_66A_n261G
DC_66A_n261H
DC_66A_n261I

	DC_66A_n261(A-G-H)
DC_66A_n261(A-G-I)
	DC_66A_n261A
DC_66A_n261G
DC_66A_n261H
DC_66A_n261I

	DC_66A-66A_n260G
DC_66A-66A_n260H
DC_66A-66A_n260I
DC_66A-66A_n260J
DC_66A-66A_n260K
DC_66A-66A_n260L
DC_66A-66A_n260M
	DC_66A_n261A
DC_66A_n261G
DC_66A_n261H
DC_66A_n261I

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability for all of the above combinations
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Table 5.5B.5.2-1: Inter-band EN-DC configurations including FR2 (three bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A_n257A2
DC_1A-3A_n257G
DC_1A-3A_n257H
DC_1A-3A_n257I
	DC_1A_n257A
DC_3A_n257A
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I

	DC_1A-18A_n257A2
DC_1A-18A_n257I
	DC_1A_n257A
DC_1A_n257I
DC_18A_n257A
DC_18A_n257I

	DC_1A-19A_n257A2
DC_1A-19A_n257G
DC_1A-19A_n257H
DC_1A-19A_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_19A_n257A

	DC_1A-21A_n257A2
DC_1A-21A_n257G
DC_1A-21A_n257H
DC_1A-21A_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_21A_n257A
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I

	DC_1A-41A_n257A
DC_1A-41A_n257I
	DC_1A_n257A
DC_1A_n257I
DC_41A_n257A
DC_41A_n257I

	DC_1A-42A_n257A
DC_1A-42A_n257G
DC_1A-42A_n257H
DC_1A-42A_n257I
DC_1A-42C_n257A
DC_1A-42D_n257A
DC_1A-42D_n257G
DC_1A-42D_n257H
DC_1A-42D_n257I
DC_1A-42E_n257A
DC_1A-42E_n257G
DC_1A-42E_n257H
DC_1A-42E_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_42A_n257A

	DC_2A-5A_n257A2
	DC_2A_n257A
DC_5A_n257A

	DC_2A-5A_n260A
DC_2A-5A_n260G
DC_2A-5A_n260H
DC_2A-5A_n260I
DC_2A-5A_n260J
DC_2A-5A_n260K
DC_2A-5A_n260L
DC_2A-5A_n260M
	DC_2A_n260A
DC_5A_n260A

	DC_2A-5A_n261A
DC_2A-5A_n261G
DC_2A-5A_n261H
DC_2A-5A_n261I
DC_2A-5A_n261J
DC_2A-5A_n261K
DC_2A-5A_n261L
DC_2A-5A_n261M
	DC_2A_n261A
DC_5A_n261A
DC_2A_n261G
DC_5A_n261G
DC_2A_n261H
DC_5A_n261H
DC_2A_n261I
DC_5A_n261I

	DC_2A-13A_n260A2
	DC_2A_n260A
DC_13A_n260A

	DC_2A-13A_n261A
DC_2A-13A_n261G
DC_2A-13A_n261H
DC_2A-13A_n261I
DC_2A-13A_n261J
DC_2A-13A_n261K
DC_2A-13A_n261L
DC_2A-13A_n261M
	DC_2A_n261A
DC_13A_n261A
DC_2A_n261G
DC_13A_n261G
DC_2A_n261H
DC_13A_n261H

	DC_2A-13A_n261(2A)
DC_2A-13A_n261(2G)
DC_2A-13A_n261(2H)
DC_2A-13A_n261(3A)
	DC_2A_n261A
DC_13A_n261A
DC_2A_n261G
DC_13A_n261G
DC_2A_n261H
DC_13A_n261H

	DC_2A-13A_n261(A-G)
DC_2A-13A_n261(A-2G)
DC_2A-13A_n261(A-H)
DC_2A-13A_n261(A-I)
DC_2A-13A_n261(G-H)
DC_2A-13A_n261(G-I)
DC_2A-13A_n261(H-I)
DC_2A-13A_n261(2A-G)
DC_2A-13A_n261(2A-H)
DC_2A-13A_n261(2A-I)
	DC_2A_n261A
DC_13A_n261A
DC_2A_n261G
DC_13A_n261G
DC_2A_n261H
DC_13A_n261H

	DC_2A-13A_n261(A-G-H)
DC_2A-13A_n261(A-G-I)
	DC_2A_n261A
DC_13A_n261A
DC_2A_n261G
DC_13A_n261G
DC_2A_n261H
DC_13A_n261H

	DC_2A-14A_n260A
DC_2A-14A_n260G
DC_2A-14A_n260H
DC_2A-14A_n260I
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I

	DC_2A-2A-14A_n260A
DC_2A-2A-14A_n260G
DC_2A-2A-14A_n260H
DC_2A-2A-14A_n260I
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I

	DC_2A-30A_n260A
DC_2A-30A_n260G
DC_2A-30A_n260H
DC_2A-30A_n260I
DC_2A-30A_n260J
DC_2A-30A_n260K
DC_2A-30A_n260L
DC_2A-30A_n260M
	DC_2A_n260A
DC_30A_n260A

	DC_2A-66A_n257A2
	DC_2A_n257A
DC_66A_n257A

	DC_2A-66A_n260A
DC_2A-66A_n260G
DC_2A-66A_n260H
DC_2A-66A_n260I
DC_2A-66A_n260J
DC_2A-66A_n260K
DC_2A-66A_n260L
DC_2A-66A_n260M
	DC_2A_n260A
DC_66A_n260A
DC_2A_n260G
DC_66A_n260G
DC_2A_n260H
DC_66A_n260H
DC_2A_n260I
DC_66A_n260I

	DC_3A-18A_n257A
DC_3A-18A_n257I
	DC_3A_n257A
DC_3A_n257I
DC_18A_n257A
DC_18A_n257I

	DC_3A-19A_n257A2
DC_3A-19A_n257D2
DC_3A-19A_n257G
DC_3A-19A_n257H
DC_3A-19A_n257I
	DC_3A_n257A
DC_3A_n257D
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_19A_n257A
DC_19A_n257D

	DC_3A-21A_n257A2
DC_3A-21A_n257D2
DC_3A-21A_n257G
DC_3A-21A_n257H
DC_3A-21A_n257I
	DC_3A_n257A
DC_3A_n257D
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_21A_n257A
DC_21A_n257D

	DC_3A-41A_n257A
DC_3A-41A_n257I
	DC_3A_n257A
DC_3A_n257I
DC_41A_n257A
DC_41A_n257I

	DC_3A-42A_n257A2
DC_3A-42A_n257D2
DC_3A-42A_n257G
DC_3A-42A_n257H
DC_3A-42A_n257I
DC_3A-42C_n257A2
DC_3A-42C_n257D2
DC_3A-42C_n257G
DC_3A-42C_n257H
DC_3A-42C_n257I
DC_3A-42D_n257A2
DC_3A-42D_n257G
DC_3A-42D_n257H
DC_3A-42D_n257I
DC_3A-42E_n257A2 
DC_3A-42E_n257G
DC_3A-42E_n257H
DC_3A-42E_n257I
	DC_3A_n257A
DC_3A_n257D
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_42A_n257A
DC_42A_n257D

	DC_5A-7A_n257A2
	DC_5A_n257A
DC_7A_n257A

	DC_5A-30A_n260A
DC_5A-30A_n260G
DC_5A-30A_n260H
DC_5A-30A_n260I
DC_5A-30A_n260J
DC_5A-30A_n260K
DC_5A-30A_n260L
DC_5A-30A_n260M
	DC_5A_n260A
DC_30A_n260A

	DC_5A-66A_n257A
	DC_5A_n257A
DC_66A_n257A

	DC_5A-66A_n260A
DC_5A-66A_n260G
DC_5A-66A_n260H
DC_5A-66A_n260I
DC_5A-66A_n260J
DC_5A-66A_n260K
DC_5A-66A_n260L
DC_5A-66A_n260M
	DC_5A_n260A
DC_66A_n260A

	DC_12A-30A_n260A
DC_12A-30A_n260G
DC_12A-30A_n260H
DC_12A-30A_n260I
DC_12A-30A_n260J
DC_12A-30A_n260K
DC_12A-30A_n260L
DC_12A-30A_n260M
	DC_12A_n260A
DC_30A_n260A

	DC_12A-66A_n260A
DC_12A-66A_n260G
DC_12A-66A_n260H
DC_12A-66A_n260I
DC_12A-66A_n260J
DC_12A-66A_n260K
DC_12A-66A_n260L
DC_12A-66A_n260M
	DC_12A_n260A
DC_66A_n260A

	DC_13A-66A_n260A2
	DC_13A_n260A
DC_66A_n260A

	DC_14A-30A_n260A
DC_14A-30A_n260G
DC_14A-30A_n260H
DC_14A-30A_n260I
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
DC_30A_n260I

	DC_14A-66A_n260A
DC_14A-66A_n260G
DC_14A-66A_n260H
DC_14A-66A_n260I
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I

	DC_14A-66A-66A_n260A
DC_14A-66A-66A_n260G
DC_14A-66A-66A_n260H
DC_14A-66A-66A_n260I
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I

	DC_19A-21A_n257A2
DC_19A-21A_n257D2
DC_19A-21A_n257G
DC_19A-21A_n257H
DC_19A-21A_n257I
	DC_19A_n257A
DC_19A_n257D
DC_21A_n257A
DC_21A_n257D
DC_21A_n257G

	DC_19A-42A_n257A2
DC_19A-42A_n257D2
DC_19A-42A_n257G2
DC_19A-42A_n257H2
DC_19A-42A_n257I2
DC_19A-42C_n257A2
DC_19A-42C_n257G2
DC_19A-42C_n257H2
DC_19A-42C_n257I2
	DC_19A_n257A
DC_19A_n257D
DC_19A_n257G
DC_19A_n257H
DC_19A_n257I
DC_42A_n257A
DC_42A_n257D
DC_42A_n257G
DC_42A_n257H
DC_42A_n257I

	DC_21A-42A_n257A2
DC_21A-42A_n257D2
DC_21A-42A_n257G
DC_21A-42A_n257H
DC_21A-42A_n257I
DC_21A-42C_n257A2
DC_21A-42C_n257G
DC_21A-42C_n257H
DC_21A-42C_n257I
	DC_21A_n257A
DC_21A_n257D
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I
DC_42A_n257A
DC_42A_n257D

	DC_28A-42A_n257A2
	DC_28A_n257A
DC_42A_n257A

	DC_30A-66A_n260A
DC_30A-66A_n260G
DC_30A-66A_n260H
DC_30A-66A_n260I
DC_30A-66A_n260J
DC_30A-66A_n260K
DC_30A-66A_n260L
DC_30A-66A_n260M
	DC_30A_n260A
DC_66A_n260A

	DC_41A-42A_n257A
	DC_41A_n257A
DC_42A_n257A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability for all of the above combinations.
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Table 5.5B.5.3-1: Inter-band EN-DC configurations including FR2 (four bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A-18A_n257A
DC_1A-3A-18A_n257I
	DC_1A_n257A
DC_1A_n257I
DC_3A_n257A
DC_3A_n257I
DC_18A_n257A
DC_18A_n257I

	DC_1A-3A-19A_n257A2
DC_1A-3A-19A_n257G
DC_1A-3A-19A_n257H
DC_1A-3A-19A_n257I
	DC_1A_n257A
DC_3A_n257A
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_19A_n257A

	DC_1A-3A-21A_n257A2
DC_1A-3A-21A_n257G
DC_1A-3A-21A_n257H
DC_1A-3A-21A_n257I
	DC_1A_n257A
DC_3A_n257A
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_21A_n257A

	DC_1A-3A-41A_n257A
DC_1A-3A-41A_n257I
	DC_1A_n257A
DC_1A_n257I
DC_3A_n257A
DC_3A_n257I
DC_41A_n257A
DC_41A_n257I

	DC_1A-3A-42A_n257A
DC_1A-3A-42A_n257G
DC_1A-3A-42A_n257H
DC_1A-3A-42A_n257I
DC_1A-3A-42C_n257A
DC_1A-3A-42C_n257G
DC_1A-3A-42C_n257H
DC_1A-3A-42C_n257I
DC_1A-3A-42D_n257G
DC_1A-3A-42D_n257H
DC_1A-3A-42D_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_3A_n257A
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I

	DC_1A-19A-21A_n257G
DC_1A-19A-21A_n257H
DC_1A-19A-21A_n257I
	DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I

	DC_1A-19A-42A_n257A
DC_1A-19A-42A_n257G
DC_1A-19A-42A_n257H
DC_1A-19A-42A_n257I
DC_1A-19A-42C_n257A
DC_1A-19A-42C_n257G
DC_1A-19A-42C_n257H
DC_1A-19A-42C_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_19A_n257A
DC_42A_n257A

	DC_1A-21A-42A_n257A
DC_1A-21A-42A_n257G
DC_1A-21A-42A_n257H
DC_1A-21A-42A_n257I
DC_1A-21A-42C_n257A
DC_1A-21A-42C_n257G
DC_1A-21A-42C_n257H
DC_1A-21A-42C_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_21A_n257A
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I
DC_42A_n257A
DC_42A_n257D

	DC_2A-14A-30A_n260A
DC_2A-14A-30A_n260G
DC_2A-14A-30A_n260H
DC_2A-14A-30A_n260I
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
DC_30A_n260I

	DC_2A-14A-66A_n260A
DC_2A-14A-66A_n260G
DC_2A-14A-66A_n260H
DC_2A-14A-66A_n260I
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I

	DC_2A-14A-66A-66A_n260A
DC_2A-14A-66A-66A_n260G
DC_2A-14A-66A-66A_n260H
DC_2A-14A-66A-66A_n260I
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I

	DC_3A-19A-21A_n257A2
	DC_3A_n257A
DC_19A_n257A
DC_21A_n257A

	DC_3A-19A-42A_n257A
DC_3A-19A-42A_n257G
DC_3A-19A-42A_n257H
DC_3A-19A-42A_n257I
DC_3A-19A-42C_n257A
DC_3A-19A-42C_n257D
DC_3A-19A-42C_n257G
DC_3A-19A-42C_n257H
DC_3A-19A-42C_n257I
	DC_3A_n257A
DC_3A_n257D
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_19A_n257A
DC_19A_n257D
DC_19A_n257G
DC_19A_n257H
DC_19A_n257I
DC_42A_n257A
DC_42A_n257D
DC_42A_n257G
DC_42A_n257H
DC_42A_n257I

	DC_3A-21A-42A_n257A
DC_3A-21A-42A_n257G
DC_3A-21A-42A_n257H
DC_3A-21A-42A_n257I
DC_3A-21A-42C_n257A
DC_3A-21A-42C_n257D
DC_3A-21A-42C_n257G
DC_3A-21A-42C_n257H
DC_3A-21A-42C_n257I
	DC_3A_n257A
DC_3A_n257D
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_21A_n257A
DC_21A_n257D
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I
DC_42A_n257A
DC_42A_n257D
DC_42A_n257G
DC_42A_n257H
DC_42A_n257I

	DC_14A-30A-66A_n260A
DC_14A-30A-66A_n260G
DC_14A-30A-66A_n260H
DC_14A-30A-66A_n260I
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
DC_30A_n260I
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I

	DC_14A-30A-66A-66A_n260A
DC_14A-30A-66A-66A_n260G
DC_14A-30A-66A-66A_n260H
DC_14A-30A-66A-66A_n260I
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
DC_30A_n260I
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I

	DC_19A-21A-42A_n257A2
DC_19A-21A-42A_n257G2
DC_19A-21A-42A_n257H2
DC_19A-21A-42A_n257I2
DC_19A-21A-42C_n257A2
DC_19A-21A-42C_n257D2
DC_19A-21A-42C_n257G2
DC_19A-21A-42C_n257H2
DC_19A-21A-42C_n257I2
	DC_19A_n257A
DC_19A_n257D
DC_19A_n257G
DC_19A_n257H
DC_19A_n257I
DC_21A_n257A
DC_21A_n257D
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I
DC_42A_n257A
DC_42A_n257D
DC_42A_n257G
DC_42A_n257H
DC_42A_n257I

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability for all of the above combinations.
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Table 5.5B.5.4-1: Inter-band EN-DC configurations including FR2 (five bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A-19A-42A_n257A
DC_1A-3A-19A-42A_n257G
DC_1A-3A-19A-42A_n257H
DC_1A-3A-19A-42A_n257I
DC_1A-3A-19A-42C_n257A
DC_1A-3A-19A-42C_n257G
DC_1A-3A-19A-42C_n257H
DC_1A-3A-19A-42C_n257I
	DC_1A_n257A
DC_3A_n257A
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_19A_n257A
DC_42A_n257A

	DC_1A-3A-21A-42A_n257A
DC_1A-3A-21A-42C_n257A
DC_1A-3A-21A-42C_n257G
DC_1A-3A-21A-42C_n257H
DC_1A-3A-21A-42C_n257I
	DC_1A_n257A
DC_3A_n257A
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_3A_n257J
DC_21A_n257A
DC_42A_n257A

	DC_1A-19A-21A-42A_n257A
DC_1A-19A-21A-42A_n257G
DC_1A-19A-21A-42A_n257H
DC_1A-19A-21A-42A_n257I
DC_1A-19A-21A-42C_n257A
DC_1A-19A-21A-42C_n257G
DC_1A-19A-21A-42C_n257H
DC_1A-19A-21A-42C_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_19A_n257A
DC_21A_n257A
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I
DC_42A_n257A

	DC_2A-14A-30A-66A_n260A
DC_2A-14A-30A-66A_n260G
DC_2A-14A-30A-66A_n260H
DC_2A-14A-30A-66A_n260I
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
DC_30A_n260I
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.



[bookmark: _Toc27475579][bookmark: _Toc29495170][bookmark: _Toc36116216][bookmark: _Toc36118265][bookmark: _Toc36560378][bookmark: _Toc43976875][bookmark: _Toc52213442][bookmark: _Toc60742898][bookmark: _Toc68206078][bookmark: _Toc75971875][bookmark: _Toc85051298][bookmark: _Toc90493296][bookmark: _Toc90493936][bookmark: _Toc100093959][bookmark: _Toc106872603][bookmark: _Toc139022154]5.5B.5.5	Void
[bookmark: _Toc27475580][bookmark: _Toc29495171][bookmark: _Toc36116217][bookmark: _Toc36118266][bookmark: _Toc36560379][bookmark: _Toc43976876][bookmark: _Toc52213443][bookmark: _Toc60742899][bookmark: _Toc68206079][bookmark: _Toc75971876][bookmark: _Toc85051299][bookmark: _Toc90493297][bookmark: _Toc90493937][bookmark: _Toc100093960][bookmark: _Toc106872604][bookmark: _Toc139022155]5.5B.6	Inter-band EN-DC including FR1 and FR2
Supported channel bandwidths for E-UTRA operating bands and CA configurations are defined in TS 36.521-1 [10] and for NR operating bands and CA configurations in TS 38.521-1 [8], TS 38.521-2 [9] and present document.
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Table 5.5B.6.2-1: Inter-band EN-DC configurations including FR1 and FR2 (three bands)
[bookmark: _Hlk121996106]Editor’s note:	No Inter-band EN-DC configurations including FR1 and FR2 (three bands) specified due to the testability issues that combined testing of NR FR1 in conducted mode and NR FR2 in radiated mode.
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Table 5.5B.6.3-1: Inter-band EN-DC configurations including FR1 and FR2 (four bands)
Editor’s note: No Inter-band EN-DC configurations including FR1 and FR2 (four bands) specified due to the testability issues that combined testing of NR FR1 in conducted mode and NR FR2 in radiated mode.
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Table 5.5B.6.4-1: Inter-band EN-DC configurations including FR1 and FR2 (five bands)
Editor’s note: No Inter-band EN-DC configurations including FR1 and FR2 (five bands) specified due to the testability issues that combined testing of NR FR1 in conducted mode and NR FR2 in radiated mode.
[bookmark: _Toc27475585][bookmark: _Toc29495176][bookmark: _Toc36116222][bookmark: _Toc36118271][bookmark: _Toc36560384][bookmark: _Toc43976881][bookmark: _Toc52213448][bookmark: _Toc60742904][bookmark: _Toc68206084][bookmark: _Toc75971881][bookmark: _Toc85051304][bookmark: _Toc90493302][bookmark: _Toc90493942][bookmark: _Toc100093965][bookmark: _Toc106872609][bookmark: _Toc139022160]5.5B.6.5	Inter-band EN-DC configurations including FR1 and FR2 (six bands)
Table 5.5B.6.5-1: Inter-band EN-DC configurations including FR1 and FR2 (six bands)
Editor’s note: No Inter-band EN-DC configurations including FR1 and FR2 (six bands) specified due to the testability issues that combined testing of NR FR1 in conducted mode and NR FR2 in radiated mode.
[bookmark: _Toc27475586][bookmark: _Toc29495177][bookmark: _Toc36116223][bookmark: _Toc36118272][bookmark: _Toc36560385][bookmark: _Toc43976882][bookmark: _Toc52213449][bookmark: _Toc60742905][bookmark: _Toc68206085][bookmark: _Toc75971882][bookmark: _Toc85051305][bookmark: _Toc90493303][bookmark: _Toc90493943][bookmark: _Toc100093966][bookmark: _Toc106872610][bookmark: _Toc139022161]5.5B.7	Inter-band NR-DC between FR1 and FR2
Supported channel bandwidths for E-UTRA operating bands and CA configurations are defined in TS 36.521-1 [10] and for NR operating bands and CA configurations in TS 38.521-1 [8], TS 38.521-2 [9] and present document.
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The configurations and bandwidth combination sets for the FR1-FR2 NR-DC combinations in the following sub-section are defined in the tables for FR1-FR2 carrier aggregation in section 5.5A.1.
[bookmark: _Toc75971884][bookmark: _Toc85051307][bookmark: _Toc90493305][bookmark: _Toc90493945][bookmark: _Toc100093968][bookmark: _Toc106872612][bookmark: _Toc139022163]5.5B.7.1	Inter-band NR-DC configurations between FR1 and FR2 (two bands)
Table 5.5B.7-1: Inter-band NR-DC configurations between FR1 and FR2 (two bands)
Editor’s note: No Inter-band NR-DC configurations between FR1 and FR2 (two bands) specified due to the testability issues that combined testing of NR FR1 in conducted mode and NR FR2 in radiated mode.
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[bookmark: _Toc45890540][bookmark: _Toc45891764][bookmark: _Toc45892174][bookmark: _Toc45892584][bookmark: _Toc52213452][bookmark: _Toc60742908][bookmark: _Toc68206088][bookmark: _Toc75971886][bookmark: _Toc85051309][bookmark: _Toc90493307][bookmark: _Toc90493947][bookmark: _Toc100093970][bookmark: _Toc106872614][bookmark: _Toc139022165]5.5E.1	General
The operating bands and bandwidth classes are specified for V2X operation.
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Table 5.5E.2-1: Intra-band contiguous V2X configurations
	V2X
configuration
	SL transmission

	V2X_(n)47AA
	E-UTRA Band 47 or NR band n47

	NOTE 1:	Only single switched SL is supported.
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Table 5.5E.3-1: Intra-band non-contiguous V2X configurations
	V2X
configuration
	SL transmission

	V2X_47A_n47A
	E-UTRA Band 47 or NR band n47

	NOTE 1:	Only single switched SL is supported.
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[bookmark: _Toc45890544][bookmark: _Toc45891768][bookmark: _Toc45892178][bookmark: _Toc45892588][bookmark: _Toc52213456][bookmark: _Toc60742912][bookmark: _Toc68206092][bookmark: _Toc75971890][bookmark: _Toc85051313][bookmark: _Toc90493311][bookmark: _Toc90493951][bookmark: _Toc100093974][bookmark: _Toc106872618][bookmark: _Toc139022169]5.5E.4.1	Inter-band V2X configurations within FR1 (two bands)
Table 5.5E.4.1-1: Inter-band V2X configurations
	V2X
configuration
	V2X transmission configuration

	V2X_20A_n38A
	V2X_20A_n38A

	V2X_n71A_47A
	V2X_n71A_47A

	NOTE 1:	V2X transmission configurations are the configurations supported by the present release of specifications.
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