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<< Start of changes >>
6.6.18.1	NR SA FR1 event-triggered reporting for concurrent gaps non-overlap with SSB-based measurements in both inter-frequency layers
Editor's Note: This test case is incomplete in following aspects:
· Concurrent gap configuration is missing in Annex Table H.3.1-6
· TT analysis is missing.
· Message contents contain []
6.6.18.1.1	Test purpose
The purpose of this test is to verify UE’s ability to make a correct reporting for concurrent gaps non-overlap with SSB-based measurement in both inter-frequency layers within inter-frequency cell search requirements in TS 38.133 [6] clause 9.3.4.
<< Skip unchanged texts >>
6.6.18.2	NR SA FR1 event-triggered reporting for concurrent gaps partially-overlap with SSB-based measurements in both inter-frequency layers
Editor's Note: This test case is incomplete in following aspects:
· Concurrent gap configuration is missing in Annex Table H.3.1-6
· TT analysis is missing.
· Message contentscontain []
6.6.18.2.1	Test purpose
The purpose of this test is to verify UE’s ability to make a correct reporting for concurrent gaps partially-overlap with SSB-based measurement in both inter-frequency layers within inter-frequency cell search requirements in TS 38.133 [6] clause 9.3.4.
<< Skip unchanged texts >>
F.1.1.2	Measurement of RRM requirements
This clause defines the maximum test system uncertainty for the RRM requirements. The maximum uncertainty values allowed for the typical RRM measurement uncertainty contributors is defined in Table F.1.1.2-1 and Table F.1.1.2-2. Unless explicitly stated for a particular test case, these maximum uncertainty values should be used as starting point to perform the test tolerance analysis in TR 38.903 [22] for each of the test cases. Specific test cases might require a tighter measurement uncertainty value for some of the contributors. Exceptions to the general values in Table F.1.1.2-1 and Table F.1.1.2-2 shall be handled case by case.
<< Skip unchanged texts >>
Table F.1.1.2-4 Maximum test system uncertainty for RRM requirements for SA FR1 test cases
	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	6.1.1.1 NR SA FR1 cell re-selection
	Noc ±1.5 dB
Ês1 / Noc ±0.3 dB
Ês2 / Noc ±0.3 dB
	Note:
Ês1 / Noc is the ratio of cell 1 signal / AWGN
Ês2 / Noc is the ratio of cell 2 signal / AWGN

	6.1.1.2 NR SA FR1-FR1 cell re-selection
	Noc1 ±1.5 dB
Ês1 / Noc1 ±0.3 dB
Noc2 ±1.5 dB
Ês2 / Noc2 ±0.3 dB
	Note:
Noc1 is the AWGN on cell 1 frequency
Ês1 / Noc1 is the ratio of cell 1 signal / AWGN
Noc2  is the AWGN on cell 2 frequency
Ês2 / Noc2 is the ratio of cell 2 signal / AWGN

	6.1.1.3 NR SA FR1 cell re-selection for UE fulfilling low mobility relaxed measurement criterion
	Same as 6.1.1.1
	Same as 6.1.1.1

	6.1.1.4 NR SA FR1 cell re-selection for UE fulfilling not-at-cell edge relaxed measurement criterion
	Same as 6.1.1.1
	Same as 6.1.1.1

	6.1.1.5 NR SA FR1-FR1 cell re-selection for UE fulfilling low mobility relaxed measurement criterion
	Same as 6.1.1.2
	Same as 6.1.1.2

	…
	…
	…

	6.6.8.1 NR SA FR1 CSI-RS based CMR and no dedicated IMR L1-SINR measurement in DRX
	Average Noc ±1.5 dB
Average Ês0 / Noc ±0.3 dB
Average Ês1 / Noc ±0.3 dB
Meas PRB Noc ±1.5 dB
Meas PRB Ês0 / Noc ±0.3 dB Meas PRB Ês1 / Noc ±0.3 dB
	Noc is the AWGN on Cell 1 frequency
Ês0 / Noc is the SNR for the CSI-RS#0
Ês1 / Noc is the SNR for the CSI-RS#1

Meas PRB is the measurement PRB for CSI-SINR #RB0 to RB275

	6.6.8.2 NR SA FR1 SSB based CMR and dedicated IMR L1-SINR measurement in non-DRX
	Average Noc ±1.5 dB
Average Ês0 / Noc ±0.3 dB
Average Ês1 / Noc ±0.3 dB
Meas PRB Noc ±1.5 dB
Meas PRB Ês0 / Noc ±0.3 dB Meas PRB Ês1 / Noc ±0.3 dB
	Noc is the AWGN on Cell 1 frequency
Ês0 / Noc is the SNR for the SSB#0
Ês1 / Noc is the SNR for the SSB#1

Meas PRB is the measurement PRB for SS-SINR #RBJ to RBJ+19

	6.6.8.3 NR SA FR1 CSI-RS based CMR and dedicated IMR L1-SINR measurement in non-DRX
	Average Noc ±1.5 dB
Average Ês0 / Noc ±0.3 dB
Average Ês1 / Noc ±0.3 dB
Meas PRB Noc ±1.5 dB
Meas PRB Ês0 / Noc ±0.3 dB Meas PRB Ês1 / Noc ±0.3 dB
	Noc is the AWGN on Cell 1 frequency
Ês0 / Noc is the SNR for the CSI-RS#0
Ês1 / Noc is the SNR for the CSI-RS#1

Meas PRB is the measurement PRB for CSI-SINR #RB0 to RB275

	6.6.9.1 NR SA FR1 Idle mode CA/DC measurement for FR1
	Average Noc1 ±1.5 dB
Average Noc2 ±1.5 dB
Average Ês1 / Noc1 ±0.3 dB
Average Ês2 / Noc2 ±0.3 dB
Meas PRB Noc1 ±1.5 dB
Meas PRB Noc2 ±1.5 dB
Meas PRB Ês1 / Noc1 ±0.3 dB Meas PRB Ês2 / Noc2 ±0.3 dB
	Noc1 is the AWGN on NR freq1
Noc2 is the AWGN on NR freq2
Ês1 / Noc1 is the ratio of cell 1 signal / AWGN
Ês2 / Noc2 is the ratio of cell 2 signal / AWGN

Meas PRB are the measurement PRB for SS-RSRP #RBJ to RBJ+19

	6.6.15.1 NR SA FR1 Idle Mode measurements of inter-RAT CA candidate cells for early reporting
	Average Noc1 ±1.5 dB
Average Noc2 ±1.5 dB
Average Ês1 / Noc1 ±0.3 dB
Average Ês2 / Noc2 ±0.3 dB
Meas PRB Noc1 ±1.5 dB
Meas PRB Noc2 ±1.5 dB
Meas PRB Ês1 / Noc1 ±0.3 dB Meas PRB Ês2 / Noc2 ±0.3 dB
	Noc1 is the AWGN on NR freq1
Noc2 is the AWGN on LTE freq2
Ês1 / Noc1 is the ratio of cell 1 signal / AWGN
Ês2 / Noc2 is the ratio of cell 2 signal / AWGN

Meas PRB are the measurement PRB for SS-RSRP #RBJ to RBJ+19

	6.6.18.1 NR SA FR1 event-triggered reporting for concurrent gaps non-overlap with SSB-based measurements in both inter-frequency layers
	Average Noc1 ±1.5 dB
Average Noc2 ±1.5 dB
Average Noc3 ±1.5 dB
Average Ês1 / Noc1 ±0.3 dB
Average Ês2 / Noc2 ±0.3 dB
Average Ês3 / Noc3 ±0.3 dB
Meas PRB Noc1 ±1.5 dB
Meas PRB Noc2 ±1.5 dB
Meas PRB Noc3 ±1.5 dB
Meas PRB Ês1 / Noc1 ±0.3 dB
Meas PRB Ês2 / Noc2 ±0.3 dB Meas PRB Ês3 / Noc3 ±0.3 dB
	Noc1 is the AWGN on NR freq1
Noc2 is the AWGN on NR freq2
Noc3 is the AWGN on NR freq3
Ês1 / Noc1 is the ratio of cell 1 signal / AWGN
Ês2 / Noc2 is the ratio of cell 2 signal / AWGN
Ês3 / Noc3 is the ratio of cell 3 signal / AWGN

Meas PRB are the measurement PRB for SS-RSRP #RBJ to RBJ+19

	6.6.18.2 NR SA FR1 event-triggered reporting for concurrent gaps partially-overlap with SSB-based measurements in both inter-frequency layers
	Same as 6.6.18.1
	Same as 6.6.18.1

	6.6.20.1 UE Rx-Tx time difference measurement with PRS for RTT-based PDC in FR1 SA
	Average Noc1 ±1.5 dB
Average Ês1 / Noc1 ±0.3 dB
Meas PRB Noc1 ±1.5 dB
Meas PRB Ês1 / Noc1 ±0.3 dB
	Noc1 is the AWGN on NR freq
Ês1 / Noc1 is the ratio of cell 1 signal / AWGN
Meas PRB are the measurement PRB for SS-RSRP #RBJ to RBJ+19

	6.6.21.1 UE Rx-Tx time difference measurement with TRS for RTT-based PDC in FR1 SA
	Average Noc1 ±1.5 dB
Average Ês1 / Noc1 ±0.3 dB
Meas PRB Noc1 ±1.5 dB
Meas PRB Ês1 / Noc1 ±0.3 dB
	Noc1 is the AWGN on NR freq1
Ês1 / Noc1 is the ratio of cell 1 signal / AWGN
Meas PRB are the measurement PRB for SS-RSRP #RBJ to RBJ+19

	6.7.1.1.1 NR SA FR1 SS-RSRP absolute measurement accuracy
	Average Noc ±1.5 dB
Average Ês1 / Noc ±0.3 dB 
Average Ês2 / Noc ±0.3 dB

meas PRB Ês1 / Noc ±0.3 dB meas PRB Ês2 / Noc ±0.3 dB 
	Noc is the AWGN on NR freq1
Ês1 / Noc is the cell 1 SNR 
Ês2 / Noc is the cell 2 SNR

meas PRB is the measurement PRB for SS-RSRP #RBJ to RBJ+19

	6.7.1.1.2 NR SA FR1 SS-RSRP relative measurement accuracy
	Same as 6.7.1.1.1
	Same as 6.7.1.1.1

	6.7.1.2.1 NR SA FR1-FR1 SS-RSRP absolute measurement accuracy
	Average Noc1 ±1.5 dB 
Average Noc2 ±1.5 dB 
Average Ês1 / Noc1 ±0.3 dB 
Average Ês2 / Noc2 ±0.3 dB

meas PRB Ês1 / Noc1 ±0.3 dB meas PRB Ês2 / Noc2 ±0.3 dB 
	Noc1 is the AWGN on NR freq1
Noc2 is the AWGN on NR freq2
Ês1 / Noc1 is the cell 2 SNR 
Ês2 / Noc2 is the cell 3 SNR

meas PRB is the measurement PRB for SS-RSRP #RBJ to RBJ+19

	6.7.1.2.2 NR SA FR1-FR1 SS-RSRP relative measurement accuracy
	Same as 6.7.1.2.1
	Same as 6.7.1.2.1

	…
	…
	…

	6.7.9.3.1 NR SA FR1 CSI-RS based CMR and dedicated IMR L1-SINR absolute measurement accuracy
	Same as 6.7.9.1.1
	Same as 6.7.9.1.1

	6.7.9.3.2 NR SA FR1 CSI-RS based CMR and dedicated IMR L1-SINR relative measurement accuracy
	Same as 6.7.9.1.1
	Same as 6.7.9.1.1



[bookmark: _Hlk134452801]<< Skip unchanged texts >>
F.1.3.2	Measurement of RRM requirements
Because the relationships between the test system uncertainties and the test tolerances are often complex, it is not always possible to give a simple derivation of the test requirement in this document. The analysis is recorded in 3GPP TR 38 903 [22].
The derivation of the test requirements for the EN-DC FR1 test cases in chapter 4 is defined in Table F.1.3.2-1.
The derivation of the test requirements for the NE-DC FR1 test cases in chapter 4 is defined in Table F.1.3.2-1a.
The derivation of the test requirements for the NR/5GC FR1 test cases in chapter 6 is defined in Table F.1.3.2-2.
The derivation of the test requirements for the EN-DC FR2 test cases in chapter 5 is defined in Table F.1.3.2-3.
The derivation of the test requirements for the NR/5GC FR2 test cases in chapter 7 is defined in Table F.1.3.2-4.
The derivation of the test requirements for the E-UTRA – NR inter-RAT with E-UTRA serving cell test cases in chapter 8 is defined in Table F.1.3.2-5.
The derivation of the test requirements for the FR1 NR sidelink test cases in chapter 9 is defined in Table F.1.3.2-6.
The derivation of the test requirements for the NR/5GC FR1 test cases for RedCap in chapter 16 is defined in Table F.1.3.2-7. 
The derivation of the test requirements for the NR/5GC FR2 test cases for RedCap in chapter 17 is defined in Table F.1.3.2-8.
The derivation of the test requirements for the E-UTRA – NR inter-RAT with E-UTRA serving cell test cases for RedCap in chapter 18 is defined in Table F.1.3.2-9.
<< Skip unchanged texts >>
Table F.1.3.2-2: Derivation of test requirements for NR SA FR1 RRM tests
	Test
	Minimum requirement in TS 38.133 [6]
	Test tolerance
(TT)
	Test requirement in TS 38.533

	6.1.1.1 NR SA FR1 cell re-selection
	During T1:
Noc: -98dBm/15kHz
Ês1 / Noc: +16dB
Ês2 / Noc: -infinity

During T2:
Noc: -98dBm/15kHz
Ês1 / Noc: +13dB
Ês2 / Noc: +16dB

During T3:
Noc: -98dBm/15kHz
Ês1 / Noc: +16dB
Ês2 / Noc: +13dB
	During T1:
0dB
0dB
0dB

During T2:
0dB
0dB
0.45dB

During T3:
0dB
0.45dB
0dB
	During T1:
Noc: -98dBm/15kHz
Ês1 / Noc: +16dB
Ês2 / Noc: -infinity

During T2:
Noc: -98dBm/15kHz
Ês1 / Noc: +13dB
Ês2 / Noc: +16.45dB

During T3:
Noc: -98dBm/15kHz
Ês1 / Noc: +16.45dB
Ês2 / Noc: +13dB

	6.1.1.2 NR SA FR1-FR1 cell re-selection
	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +14dB
Ês2 / Noc2: -4dB

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +14dB
Ês2 / Noc2: -infinity

During T3:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +14dB
Ês2 / Noc2: +12dB
	During T1:
0dB
-2dB
1.6dB
0.4dB

During T2:
0dB
0dB
1.6dB
0dB

During T3:
0dB
0dB
1.6dB
1.6dB
	During T1:
Noc1: -98dBm/15kHz
Noc2: -100dBm/15kHz
Ês1 / Noc1: +15.6dB
Ês2 / Noc2: -3.6dB

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +15.6dB
Ês2 / Noc2: -infinity

During T3:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +15.6dB
Ês2 / Noc2: 13.6dB

	…
	…
	…
	…

	6.6.9.1 NR SA FR1 Idle mode CA/DC measurement for FR1
	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +7dB
Ês2 / Noc2: -infinity

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +7dB
Ês2 / Noc2: 0dB

During T3:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +7dB
Ês2 / Noc2: 0dB

Reported SS-RSRP and SS-RSRQ
	During T1:
0dB
0dB
0dB
0dB

During T2:
0dB
0dB
0dB
0dB

During T3:
0dB
0dB
0dB
0dB

Via mapping
	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +7dB
Ês2 / Noc2: -infinity

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +7dB
Ês2 / Noc2: 0dB

During T3:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +7dB
Ês2 / Noc2: 0dB

Configuration 1 and 2:
Cell 1:
RSRP_54 to RSRP_77
RSRQ_55 to RSRQ_72

Cell 2:
RSRP_47 to RSRP_70
RSRQ_51 to RSRQ_67

Configuration 3:
Cell 1:
RSRP_57 to RSRP_80
RSRQ_55 to RSRQ_72

Cell 2:
RSRP_50 to RSRP_73
RSRQ_51 to RSRQ_67


	6.6.15.1 NR SA FR1 Idle Mode measurements of inter-RAT CA candidate cells for early reporting
	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +5dB
Ês2 / Noc2: +5dB

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +5dB
Ês2 / Noc2: +5dB

During T3:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +5dB
Ês2 / Noc2: -3dB

During T4:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +5dB
Ês2 / Noc2: +8dB

During T5:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +5dB
Ês2 / Noc2: +5dB

Thresh_X_HighP 48dB

Reported SS-RSRP and SS-RSRQ
	During T1:
0dB
0dB
0dB
0dB

During T2:
0dB
0dB
0dB
0dB

During T3:
0dB
0dB
0dB
0dB

During T4:
0dB
0dB
0dB
0dB

During T5:
0dB
0dB
0dB
0dB

+4dB

Via Mapping
	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +5dB
Ês2 / Noc2: +5dB

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +5dB
Ês2 / Noc2: +5dB

During T3:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +5dB
Ês2 / Noc2: -3dB

During T4:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +5dB
Ês2 / Noc2: +8dB

During T5:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +5dB
Ês2 / Noc2: +5dB

52dB

Configuration 1 and 2:
Cell 1:
RSRP_52 to RSRP_75
RSRQ_54 to RSRQ_71

Cell 2:
RSRP_39 to RSRP_62
RSRQ_6 to RSRQ_27

Configuration 3:
Cell 1:
RSRP_55 to RSRP_78
RSRQ_54 to RSRQ_71

Cell 2:
RSRP_39 to RSRP_62
RSRQ_6 to RSRQ_27

	6.6.18.1 NR SA FR1 event-triggered reporting for concurrent gaps non-overlap with SSB-based measurements in both inter-frequency layers
	During T1:
Freq 1 Noc1: -98dBm/15kHz
Freq 2 Noc2: -98dBm/15kHz
Freq 3 Noc3: -98dBm/15kHz
Freq 1 Ês1 / Noc1: +4.00dB
Freq 2 Ês2 / Noc2: -infinity
Freq 3 Ês3 / Noc3: -infinity

During T2:
Freq 1 Noc1: -98dBm/15kHz
Freq 2 Noc2: -98dBm/15kHz
Freq 3 Noc3: -98dBm/15kHz
Freq 1 Ês1 / Noc1: +4.00dB
Freq 2 Ês2 / Noc2: +7.00dB
Freq 3 Ês3 / Noc3: +7.00dB
	During T1:
0dB
0dB
0dB
0dB
0dB
0dB

During T2:
0dB
0dB
0dB
0dB
0dB
0dB
	During T1:
Freq 1 Noc1: -98dBm/15kHz
Freq 2 Noc2: -98dBm/15kHz
Freq 3 Noc3: -98dBm/15kHz
Freq 1 Ês1 / Noc1: +4.00dB
Freq 2 Ês2 / Noc2: -infinity
Freq 3 Ês3 / Noc3: -infinity

During T2:
Freq 1 Noc1: -98dBm/15kHz
Freq 2 Noc2: -98dBm/15kHz
Freq 3 Noc3: -98dBm/15kHz
Freq 1 Ês1 / Noc1: +4.00dB
Freq 2 Ês2 / Noc2: +7.00dB
Freq 3 Ês3 / Noc3: +7.00dB

	6.6.18.2 NR SA FR1 event-triggered reporting for concurrent gaps partially-overlap with SSB-based measurements in both inter-frequency layers
	Same as 6.6.18.1
	Same as 6.6.18.1
	Same as 6.6.18.1

	6.6.20.1 UE Rx-Tx time difference measurement with PRS for RTT-based PDC in FR1 SA
	TEST CONFIGURATION 1, 2
	
	

	
	During T1:
Noc : -98dBm/15kHz
Ês / Noc: infinity

During T2:
Noc: -98dBm/15kHz
Ês / Noc: -2dB
	During T1:
0 dB
0 dB

During T2:
0 dB
0 dB
	During T1:
Noc : -98dBm/15kHz
Ês / Noc: infinity

During T2:
Noc: -98dBm/15kHz
Ês / Noc: -2dB

	
	TEST CONFIGURATION 3
	
	

	
	During T1:
Noc: -95dBm/30kHz
Ês / Noc: infinity

During T2:
Noc1: -95dBm/30kHz
Ês1 / Noc1: -2dB
	During T1:
0 dB
0 dB

During T2:
0 dB
0 dB
	During T1:
Noc: -95dBm/30kHz
Ês / Noc: infinity

During T2:
Noc1: -95dBm/30kHz
Ês1 / Noc1: -2dB

	6.6.21.1 UE Rx-Tx time difference measurement with TRS for RTT-based PDC in FR1 SA
	TEST CONFIGURATION 1, 2
	
	

	
	During T1:
Noc : -98 dBm/15kHz
Ês / Noc: infinity

During T2:
Noc: -98 dBm/15kHz
Ês / Noc: -3 dB
	During T1:
0 dB
0 dB

During T2:
0 dB
0 dB
	During T1:
Noc : -98 dBm/15kHz
Ês / Noc: infinity

During T2:
Noc: -98 dBm/15kHz
Ês / Noc: -3 dB

	
	TEST CONFIGURATION 3
	
	

	
	During T1:
Noc: -95 dBm/30kHz
Ês / Noc: infinity

During T2:
Noc1: -95 dBm/30kHz
Ês1 / Noc1: -3 dB
	During T1:
0 dB
0 dB

During T2:
0 dB
0 dB
	During T1:
Noc: -95 dBm/30kHz
Ês / Noc: infinity

During T2:
Noc1: -95 dBm/30kHz
Ês1 / Noc1: -3 dB

	…
	…
	…
	…

	6.7.7.1 NR SA FR1 – E-UTRAN RS-SINR absolute measurement accuracy
	Test 1:
Noc: -88dBm/15kHz
Ês / Noc: -1.75dB
Reported RS-SINR values: ±3.0dB
(±1.0dB additionally for extreme conditions)

Test 2:
Noc: -108.5dBm/15kHz
Ês / Noc: 20.0dB
Reported RS-SINR values: ±3.0dB
(±1.0dB additionally for extreme conditions)

Test 3:
Noc: -119.5dBm/15kHz+ ΔBG_offset
Ês / Noc: -4.0dB
Reported RS-SINR values: ±3.5dB
(±0.5dB additionally for extreme conditions)
	Test 1:
0dB
0dB
Via mapping


Test 2:
0dB
0dB
Via mapping


Test 3:
0dB
0.8dB
Via mapping
	Test 1:
Noc: -88dBm/15kHz
Ês / Noc: -1.75dB
SINR_35 to SINR_51


Test 2:
Noc: -108.5dBm/15kHz
Ês / Noc: 20.0dB
SINR_79 to SINR_94



Test 3:
Noc: -119.5dBm/15kHz+ ΔBG_offset
Ês / Noc: -3.2dB
SINR_32 to SINR_49


	6.7.8.1 NR SA FR1 SRS-RSRP measurement accuracy
	Test Configuration 1:
Test 1:
Noc = -106dBm/15kHz
Ês / Noc = +1dB
Reported SRS-RSRP values: ±3dB

Test 2:
Noc = -88dBm/15kHz
Ês / Noc = +1dB
Reported SRS-RSRP values: ±6.5dB

Test 3:
Noc = -114+ΔBG_offset dBm/15kHz
Ês / Noc = +1dB

Reported SRS-RSRP values: ±3dB





Test Configuration 2:
Test 1:
Test 1 is not used when configuring SCS 30kHz

Test 2:
Noc = -91dBm/15kHz
Ês / Noc = +1dB
Reported SRS-RSRP values: ±7dB

Test 3:
Noc = -114+ ΔBG_offset dBm/15kHz
Ês / Noc = +1dB

Reported SRS-RSRP values: ±3.5dB
	Test Config 1:
Test 1:
0dB
+0.5dB
Via mapping

Test 2:
0dB
+0.5dB
Via mapping

Test 3:
0dB
+0.75dB for BG_A
+0.5dB otherwise
Via mapping





Test Config 2:
Test 1:
N/A

Test 2:
0dB
+0.5dB
Via mapping

Test 3:
0dB
+1.25dB for BG_A
+0.5dB otherwise
Via mapping
	Test Config 1:
Test 1:
Noc = -106dBm/15kHz
Ês / Noc = +1.5dB
Reported SRS-RSRP: 30 to 41

Test 2:
Noc = -88dBm/15kHz
Ês / Noc = +1.5dB
Reported SRS-RSRP: 45 to 62

Test 3:
Noc = -114+ΔBG_offset dBm/15kHz
Ês / Noc = +1.75dB for BG_A
Ês / Noc = +1.5dB otherwise
Reported SRS-RSRP:
  BG_A: 23 to 33
  BG_C: 23 to 34
  BG_D: 24 to 34
  BG_E: 24 to 35

Test Config 2:
Test 1:
N/A

Test 2:
Noc = -91dBm/15kHz
Ês / Noc = +1.5dB
Reported SRS-RSRP: 44 to 63

Test 3:
Noc = -114+ΔBG_offset dBm/15kHz
Ês / Noc = +2.25dB for BG_A
Ês / Noc = +1.5dB otherwise
Reported SRS-RSRP:
  BG_A: 26 to 37
  BG_C: 26 to 37
  BG_D: 26 to 38
  BG_E: 27 to 38

	6.7.9.1.1 NR SA FR1 CSI-RS based CMR and no dedicated IMR configured and CSI-RS resource set with repetition off L1-SINR absolute measurement accuracy

	Test Configuration 1,2,4,5
	Same as 4.7.7.1
	Same as 4.7.7.1
	Same as 4.7.7.1

	Test Configuration 3,6
	Same as 4.7.7.1
	Same as 4.7.7.1
	Same as 4.7.7.1

	6.7.9.2 NR SA FR1 SSB based CMR and dedicated IMR L1-SINR absolute measurement accuracy

	Test Configuration 1,2,4,5
	Same as 4.7.7.2
	Same as 4.7.7.2
	Same as 4.7.7.2

	Test Configuration 3,6
	Same as 4.7.7.2
	Same as 4.7.7.2
	Same as 4.7.7.2

	6.7.9.3 NR SA FR1 CSI-RS based CMR and dedicated IMR L1-SINR measurement accuracy

	Test Configuration 1,2,4,5
	Same as 4.7.7.3
	Same as 4.7.7.3
	Same as 4.7.7.3

	Test Configuration 3,6
	Same as 4.7.7.3
	Same as 4.7.7.3
	Same as 4.7.7.3



<< End of changes >>

