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<< Unchanged sections omitted >>
6.5D.3.2.4.2	Test procedure
1	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 6.5D.3.2.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC. The PDCCH DCI format 0_1 is specified with condition 2TX_UL_MIMO in 38.508-1 [5] subclause 4.3.6.1.1.2.
2.	Send continuously uplink power control "up" commands in the uplink scheduling information to the UE until the UE transmits at PUMAX level.
3.	Measure the power of the transmitted signal at each UE antenna connector with a measurement filter of bandwidths according to table 6.5.3.2.3-1. The centre frequency of the filter shall be stepped in contiguous steps according to table 6.5.3.2.3-1. The measured power shall be verified for each step. The measurement period shall capture the active time slots. During measurement the spectrum analyser shall be set to 'Detector' = RMS.
6.5D.3.2.4.3	Message contents
Message contents are according to TS 38.508-1 [5] subclause 4.6 ensuring Table 4.6.3-182 with condition 2TX_UL_MIMO.
[bookmark: _Toc27478322][bookmark: _Toc36227036][bookmark: _Toc44324321][bookmark: _Toc52990515][bookmark: _Toc60823739][bookmark: _Toc60825660]6.5D.3.2.5	Test requirement
Test requirements for Spurious Emissions UE Co-existence are the same as the minimum requirements and are not repeated in this section.
The measured average power of spurious emission, derived in step 3 at each UE antenna connector, shall not exceed the described value in clause 6.5.3.2.3 according to the following rule:
The release of the requirements for the UE depends on vendor declaration, and shall not be less than the UE release.Table 6.5.3.2.3-1.
If there is no vendor declaration, the default release of requirements is same as UE release (if UE support a band from a later release compare to UE release, the release of requirements is the earliest release where requirements for this band are defined).
[bookmark: _Toc27478323][bookmark: _Toc36227037][bookmark: _Toc44324322][bookmark: _Toc52990516][bookmark: _Toc60823740][bookmark: _Toc60825661][bookmark: _Toc69306343][bookmark: _Toc69310008][bookmark: _Toc76020333][bookmark: _Toc83720821]6.5D.3.3	Additional spurious emissions for UL MIMO
<< End of changes >>
