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<< Unchanged sections omitted >>
6.6.3E.2.5	Test requirement 
Test requirements for Spurious Emissions UE Co-existence are the same as the minimum requirements and are not repeated in this section.
The measured average power of spurious emission, derived in step 3, shall not exceed the described value in clausetable 6.6.3E.2.3-1 according to the following rule:
The release of the requirements for the UE depends on vendor declaration, and shall not be less than the UE release.The requirements for the UE are release specific and can be found in Tables 6.6.3E.2.3-1. If the UE support a band, which is not defined in the table corresponding UE’s release, the requirements for this band are taken from the table of earliest release where requirements for this band are defined. This has been described in following Table 6.6.3E.2.5-1.
If there is no vendor declaration, the default release of requirements is same as UE release (if UE support a band from a later release compare to UE release, the release of requirements is the earliest release where requirements for this band are defined).
Table 6.6.3E.2.5-1: UE Requirements according to UE E-UTRA release and supported E-UTRA bandVoid
	Band
	UE Requirements per release

	
	Rel-12

	2
	Table 6.6.3E.2.3-1

	3
	Table 6.6.3E.2.3-1

	4
	Table 6.6.3E.2.3-1

	5
	Table 6.6.3E.2.3-1

	8
	Table 6.6.3E.2.3-1

	13
	Table 6.6.3E.2.3-1

	20
	Table 6.6.3E.2.3-1

	39
	Table 6.6.3E.2.3-1

	41
	Table 6.6.3E.2.3-1



NOTE 1:	The following is applied to Note2 in Table 6.6.3E.2.3-1. For frequency with 2nd, 3rd or 4th harmonic spurious emissions, the measurements are covered in 6.6.3.1.
NOTE 2:	The restriction on the maximum uplink transmission to 36 RB in Notes 14 and 15 of tables in clause 6.6.3E.2.3Table 6.6.3E.2.5-1 is intended for conformance testing and may be applied to network operation to facilitate coexistence when the aggressor and victim bands are deployed in the same geographical area. The applicable spurious emission requirement of -15.5 dBm/5MHz is a least restrictive technical condition for FDD/TDD coexistence and may have to be revised in the future.
6.6.3E.3	Additional spurious emissions for UE category 0
<< Unchanged sections omitted >>
6.6.3EA.2.4.2	Test procedure
1.	SS sends uplink scheduling information for each UL HARQ process via MPDCCH DCI format 6-0A for C_RNTI to schedule the UL RMC according to Table 6.6.3EA.2.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
2.	Send continuously uplink power control "up" commands in the uplink scheduling information to the UE until the UE transmits at PUMAX level.
3.	Measure the power of the transmitted signal with a measurement filter of bandwidths according to 6.6.3EA.2.3table 6.6.3EA.2.3-1 to 6.6.3EA.2.3-1C. The centre frequency of the filter shall be stepped in contiguous steps according to 6.6.3EA.2.3table 6.6.3EA.2.5-1. The measured power shall be verified for each step. The measurement period shall capture the active time slots. During measurement the spectrum analyser shall be set to 'Detector' = RMS.
6.6.3EA.2.4.3	Message contents
Message contents are according to TS 36.508 [7] subclause 4.6 with the condition CEModeA. 
6.6.3EA.2.5	Test requirement 
Test requirements for Spurious Emissions UE Co-existence are the same as the minimum requirements and are not repeated in this section.
The measured average power of spurious emission, derived in step 3, shall not exceed the described value in clause 6.6.3EA.2.3table 6.6.3EA.2.3-1 to 6.6.3EA.2.3-1D according to the following rule:
The release of the requirements for the UE depends on vendor declaration, and shall not be less than the UE release.The requirements for the UE are release specific and can be found in Tables 6.6.3EA.2.3-1 to 6.6.3EA.2.3-1D. If the UE support a band, which is not defined in the table corresponding UE’s release, the requirements for this band are taken from the table of earliest release where requirements for this band are defined. This has been described in following Table 6.6.3EA.2.5-1.
If there is no vendor declaration, the default release of requirements is same as UE release (if UE support a band from a later release compare to UE release, the release of requirements is the earliest release where requirements for this band are defined).
Table 6.6.3EA.2.5-1: UE Requirements according to UE E-UTRA release and supported E-UTRA bandVoid
	Band
	
	UE Requirements per release

	
	Rel-13
	Rel-14
	Rel-15
	Rel-16
	Rel-17

	1
	Table 6.6.3EA.2.3-1
	Table 6.6.3EA.2.3-1A
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	2
	Table 6.6.3EA.2.3-1
	Table 6.6.3EA.2.3-1A
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	3
	Table 6.6.3EA.2.3-1
	Table 6.6.3EA.2.3-1A
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	4
	Table 6.6.3EA.2.3-1
	Table 6.6.3EA.2.3-1A
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	5
	Table 6.6.3EA.2.3-1
	Table 6.6.3EA.2.3-1A
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	7
	Table 6.6.3EA.2.3-1
	Table 6.6.3EA.2.3-1A
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	8
	Table 6.6.3EA.2.3-1
	Table 6.6.3EA.2.3-1A
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	11
	Table 6.6.3EA.2.3-1
	Table 6.6.3EA.2.3-1A
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	12
	Table 6.6.3EA.2.3-1
	Table 6.6.3EA.2.3-1A
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	13
	Table 6.6.3EA.2.3-1
	Table 6.6.3EA.2.3-1A
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	14
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	18
	Table 6.6.3EA.2.3-1
	Table 6.6.3EA.2.3-1A
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	19
	Table 6.6.3EA.2.3-1
	Table 6.6.3EA.2.3-1A
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	20
	Table 6.6.3EA.2.3-1
	Table 6.6.3EA.2.3-1A
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	21
	Table 6.6.3EA.2.3-1
	Table 6.6.3EA.2.3-1A
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	26
	Table 6.6.3EA.2.3-1
	Table 6.6.3EA.2.3-1A
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	27
	Table 6.6.3EA.2.3-1
	Table 6.6.3EA.2.3-1A
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	28
	Table 6.6.3EA.2.3-1
	Table 6.6.3EA.2.3-1A
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	31
	Table 6.6.3EA.2.3-1
	Table 6.6.3EA.2.3-1A
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	39
	Table 6.6.3EA.2.3-1
	Table 6.6.3EA.2.3-1A
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	41
	Table 6.6.3EA.2.3-1
	Table 6.6.3EA.2.3-1A
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	42
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	43
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	66
	Table 6.6.3EA.2.3-1A
	Table 6.6.3EA.2.3-1A
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D

	71
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1B
	Table 6.6.3EA.2.3-1C
	Table 6.6.3EA.2.3-1D


NOTE 1:	The following is applied to Note2 in Tables 6.6.3EA.2.3-1 to 6.6.3EA.2.3-1D. For frequency with 2nd, 3rd or 4th harmonic spurious emissions, the measurements are covered in 6.6.3.1.
NOTE 2:	The restriction on the maximum uplink transmission to 36 RB in Notes 14 and 15 of tables in clause 6.6.3EA.2.3Table 6.6.3EA.2.5-1 is intended for conformance testing and may be applied to network operation to facilitate coexistence when the aggressor and victim bands are deployed in the same geographical area. The applicable spurious emission requirement of -15.5 dBm/5MHz is a least restrictive technical condition for FDD/TDD coexistence and may have to be revised in the future.6.6.3EA.3	Additional spurious emissions for UE category M1
6.6.3EA.3	Additional spurious emissions for UE category M1
<< Unchanged sections omitted >>
6.6.3EC.2.4.2	Test procedure
1.	SS sends uplink scheduling information for each UL HARQ process via MPDCCH DCI format 6-0A for C_RNTI to schedule the UL RMC according to Table 6.6.3EC.2.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
2.	Send continuously uplink power control "up" commands in the uplink scheduling information to the UE until the UE transmits at PUMAX level.
3.	Measure the power of the transmitted signal with a measurement filter of bandwidths according to 6.6.3EC.2.3table 6.6.3EC.2.3-1 to 6.6.3EC.2.3-1A. The centre frequency of the filter shall be stepped in contiguous steps according to 6.6.3EC.2.3table 6.6.3EC.2.5-1. The measured power shall be verified for each step. The measurement period shall capture the active time slots. During measurement the spectrum analyser shall be set to 'Detector' = RMS.
6.6.3EC.2.4.3	Message contents
Message contents are according to TS 36.508 [7] subclause 4.6 with the condition CEModeA. 
6.6.3EC.2.5	Test requirement 
Test requirements for Spurious Emissions UE Co-existence are the same as the minimum requirements and are not repeated in this section.
The measured average power of spurious emission, derived in step 3, shall not exceed the described value in clause 6.6.3EC.2.3tables 6.6.3EA.2.3-1 to 6.6.3EC.2.3-1A according to the following rule:
The release of the requirements for the UE depends on vendor declaration, and shall not be less than the UE release.The requirements for the UE are release specific and can be found in Tables 6.6.3EA.2.3-1 to 6.6.3EC.2.3-1A. If the UE support a band, which is not defined in the table corresponding UE’s release, the requirements for this band are taken from the table of earliest release where requirements for this band are defined. This has been described in following Table 6.6.3EC.2.5-1.
If there is no vendor declaration, the default release of requirements is same as UE release (if UE support a band from a later release compare to UE release, the release of requirements is the earliest release where requirements for this band are defined).
Table 6.6.3EC.2.5-1: UE Requirements according to UE E-UTRA release and supported E-UTRA bandVoid
	Band
	UE Requirements per release
	UE Requirements per release
	UE Requirements per release
	UE Requirements per release

	
	Rel-14
	Rel-15
	Rel-16
	Rel-17

	1
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	2
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	3
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	4
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	5
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	7
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	8
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	11
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	12
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	13
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	14
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	18
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	19
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	20
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	21
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	25
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	26
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	27
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	28
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	31
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	39
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	40
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	41
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	42
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	43
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	66
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	70
	Table 6.6.3EC.2.3-1
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	71
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	72
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	73
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	74
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C

	85
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1A
	Table 6.6.3EC.2.3-1B
	Table 6.6.3EC.2.3-1C



NOTE 1:	The following is applied to Note2 in Table 6.6.3EC.2.3-1. For frequency with 2nd, 3rd or 4th harmonic spurious emissions, the measurements are covered in 6.6.3.1.
6.6.3EC.3	Additional spurious emissions for UE category M2
<< Unchanged sections omitted >>
6.6.3F.2.4.2	Test procedure
1.	SS sends uplink scheduling information via NPDCCH DCI format N0 for C_RNTI to schedule the UL RMC according to Table 6.6.3F.2.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC (UE should be already transmitting PUMAX after Initial Conditions setting).
2.	Measure the power of the transmitted signal with a measurement filter of bandwidths according to 6.6.3F.2.3tables 6.6.3F.2.3-1 to 6.6.3F.2.3-1C. The centre frequency of the filter shall be stepped in contiguous steps according to 6.6.3F.2.3table 6.6.3F.2.5-1. The measured power shall be verified for each step. The measurement period shall capture the active time slots. During measurement the spectrum analyser shall be set to 'Detector' = RMS.
NOTE 1:	For configuration IDs applicable to UE depending on UE capability in Test Configuration Table with different UL sub-carrier spacing, the SS shall release the connection through State 3A-NB and finally ensure the UE is in State 2A-NB with CP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5 using the appropriate UL subcarrier spacing in Random Access Response message.
NOTE 2:	For requirements under Note 39 in Tables 6.6.3F.2.3-1 to 6.6.3F.2.3-1D, Note 42 in Table 6.6.3F.2.3-1A to 6.6.3F.2.3-1D and Note 44 in Tables 6.6.3F.2.3-1B to 6.6.3F.2.3-1D, the resolution bandwidth is <=1 kHz to improve the measurement accuracy.
6.6.3F.2.4.3	Message contents
Message contents are according to TS 36.508 [7] subclause 8.1.6.
6.6.3F.2.5	Test requirement
Test requirements for Spurious Emissions UE Co-existence are the same as the minimum requirements and are not repeated in this section.
The measured average power of spurious emission, derived in step 2, shall not exceed the described value in clause 6.6.3F.2.3tables 6.6.3F.2.3-1 to 6.6.3F.2.3-1D according to the following rule:
The release of the requirements for the UE depends on vendor declaration, and shall not be less than the UE release.The requirements for the UE are release specific and can be found in Tables 6.6.3F.2.3-1 to 6.6.3F.2.3-1D. If the UE support a band, which is not defined in the table corresponding UE’s release, the requirements for this band are taken from the table of earliest release where requirements for this band are defined. This has been described in following Table 6.6.3F.2.5-1.
If there is no vendor declaration, the default release of requirements is same as UE release (if UE support a band from a later release compare to UE release, the release of requirements is the earliest release where requirements for this band are defined).
Table 6.6.3F.2.5-1: UE Requirements according to UE NB-IoT release and supported NB-IoT bandVoid
	Band
	UE Requirements per release

	
	Rel-13
	Rel-14
	Rel-15
	Rel-16
	Rel-17

	1
	Table 6.6.3F.2.3-1
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	2
	Table 6.6.3F.2.3-1
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	3
	Table 6.6.3F.2.3-1
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	4
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	5
	Table 6.6.3F.2.3-1
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	7
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	8
	Table 6.6.3F.2.3-1
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	11
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	12
	Table 6.6.3F.2.3-1
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	13
	Table 6.6.3F.2.3-1
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	14
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	17
	Table 6.6.3F.2.3-1
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	18
	Table 6.6.3F.2.3-1
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	19
	Table 6.6.3F.2.3-1
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	20
	Table 6.6.3F.2.3-1
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	21
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	25
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	26
	Table 6.6.3F.2.3-1
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	28
	Table 6.6.3F.2.3-1
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	31
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	42
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	43
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	65
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	66
	Table 6.6.3F.2.3-1
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	70
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1A
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	71
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	72
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	74
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	85
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D

	103
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1B
	Table 6.6.3F.2.3-1C
	Table 6.6.3F.2.3-1D



6.6.3G	Transmitter Spurious emissions for V2X
<< End of changes >>
