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<<< START OF CHANGES 1>>>
[bookmark: _Toc111062028][bookmark: _Toc368026216][bookmark: _Toc121162817][bookmark: _Toc31815][bookmark: _Toc13299][bookmark: _Toc120570025]6.2A.1	UE maximum output power for category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Annex F MU/TT is TBD
- Initial conditions and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
<<< END OF CHANGES 1>>>
<<< START OF CHANGES 2>>>
[bookmark: _Toc21685][bookmark: _Toc120570026][bookmark: _Toc10022][bookmark: _Toc121162818][bookmark: _Toc108616986][bookmark: _Toc111062032][bookmark: _Toc97562294][bookmark: _Toc104122521][bookmark: _Toc104205472][bookmark: _Toc104206679][bookmark: _Toc104503639][bookmark: _Toc106127570][bookmark: _Toc123057935][bookmark: _Toc124256628][bookmark: _Toc131734941][bookmark: _Toc137372718][bookmark: _Toc138885104][bookmark: _Toc120570048]6.2A.2	UE maximum output power reduction for category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Annex F MU/TT is TBD
- Initial conditions and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
<<< END OF CHANGES 2>>>
<<< START OF CHANGES 3>>>
[bookmark: _Toc10474][bookmark: _Toc120570027][bookmark: _Toc121162819][bookmark: _Toc17731]6.2A.3	UE additional maximum output power reduction for category M1 UE
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Test Points analysis is TBD
- Addition to applicability spec is pending
- Test configuration is TBD
- Annex F MU/TT is TBD
<<< END OF CHANGES 3>>>
<<< START OF CHANGES 4>>>
[bookmark: _Toc121162820][bookmark: _Toc14966][bookmark: _Toc19533][bookmark: _Toc120570028]6.2A.4	Configured transmitted Power for category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Annex F MU/TT is TBD
- Initial conditions and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
<<< END OF CHANGES 4>>>
<<< START OF CHANGES 5>>>
[bookmark: _Toc31560][bookmark: _Toc121162822][bookmark: _Toc4921][bookmark: _Toc120570030]6.2B.1	UE maximum output power for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Annex F MU/TT is TBD
- Initial conditions and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
<<< END OF CHANGES 5>>>
<<< START OF CHANGES 6>>>
[bookmark: _Toc20139][bookmark: _Toc120570031][bookmark: _Toc121162823][bookmark: _Toc2654]6.2B.2	UE maximum output power reduction for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Annex F MU/TT is TBD
- Initial conditions and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
<<< END OF CHANGES 6>>>
<<< START OF CHANGES 7>>>
[bookmark: _Toc18962][bookmark: _Toc120570032][bookmark: _Toc121162824][bookmark: _Toc7990]6.2B.3	UE additional maximum output power reduction for category NB1 and NB2 UE
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Annex F MU/TT is TBD
- Test requirement is TBD
- Test Points analysis is TBD
-Initial conditions and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
<<< END OF CHANGES 7>>>
<<< START OF CHANGES 8>>>
[bookmark: _Toc408323042][bookmark: _Toc120570033][bookmark: _Toc111062038][bookmark: _Toc16153][bookmark: _Toc121162825][bookmark: _Toc11912]6.2B.4	Configured transmitted Power for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Annex F MU/TT is TBD
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
<<< END OF CHANGES 8>>>
<<< START OF CHANGES 9>>>
[bookmark: _Toc121162828][bookmark: _Toc120570036][bookmark: _Toc25542][bookmark: _Toc159]6.3A.1	UE Minimum output power for category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<<< END OF CHANGES 9>>>
<<< START OF CHANGES 9b>>>
6.3A.2	Transmit OFF power for category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<<< END OF CHANGES 9b>>>
<<< START OF CHANGES 10>>>
[bookmark: _Toc23608]6.3A.3.1	General ON/OFF time mask for category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<<< END OF CHANGES 10>>>
<<< START OF CHANGES 11>>>
[bookmark: _Toc1370]6.3A.3.2.1	PRACH time mask for UE category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<<< END OF CHANGES 11>>>
<<< START OF CHANGES 12>>>
[bookmark: _Toc26110]6.3A.3.2.2	SRS time mask for UE category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<<< END OF CHANGES 12>>>
<<< START OF CHANGES 13>>>
[bookmark: _Toc7597]6.3A.4.1	Power Control Absolute power tolerance for UE category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<<< END OF CHANGES 13>>>
<<< START OF CHANGES 14>>>
[bookmark: _Toc30330]6.3A.4.2	Power Control Relative power tolerance for UE category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<<< END OF CHANGES 14>>>
<<< START OF CHANGES 14b>>>
[bookmark: _Toc14296]6.3A.4.3	Aggregate power control tolerance for UE category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<<< END OF CHANGES 14b>>>
<<< START OF CHANGES 15>>>
6.3B.1	UE Minimum output power for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<<< END OF CHANGES 15>>>
<<< START OF CHANGES 16>>>
[bookmark: _Toc18703][bookmark: _Toc121162834][bookmark: _Toc111062043][bookmark: _Toc27821][bookmark: _Toc120570042]6.3B.2	Transmit OFF power for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<<< END OF CHANGES 16>>>
<<< START OF CHANGES 17>>>
[bookmark: _Toc5354]6.3B.3.1	General ON/OFF time mask for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<<< END OF CHANGES 17>>>
<<< START OF CHANGES 18>>>
[bookmark: _Toc5727]6.3B.3.2	NPRACH time mask for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<<< END OF CHANGES 18>>>
<<< START OF CHANGES 19>>>
[bookmark: _Toc13196]6.3B.4.1	Power Control Absolute power tolerance for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<<< END OF CHANGES 19>>>
<<< START OF CHANGES 20>>>
[bookmark: _Toc5148]6.3B.4.2 Power Control Relative power tolerance for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<<< END OF CHANGES 20>>>
<<< START OF CHANGES 21>>>
[bookmark: _Toc23380]6.3B.4.3 Aggregate power control tolerance for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<<< END OF CHANGES 21>>>
<<< START OF CHANGES 22>>>
[bookmark: _Toc120570095][bookmark: _Toc121162887][bookmark: _Toc17005][bookmark: _Toc6246]7.4A	Maximum input level for category M1
[bookmark: _Hlk126672194]Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<<< END OF CHANGES 22>>>
<<< START OF CHANGES 23>>>
[bookmark: _Toc24320][bookmark: _Toc12814]7.4B	Maximum input level for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<<< END OF CHANGES 23>>>
<<< START OF CHANGES 24>>>
[bookmark: _Toc9490][bookmark: _Toc120570098][bookmark: _Toc121162890][bookmark: _Toc28721]7.5A	Adjacent Channel Selectivity for category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<<< END OF CHANGES 24>>>
<<< START OF CHANGES 25>>>
[bookmark: _Toc23620][bookmark: _Toc24723]7.5B	Adjacent Channel Selectivity for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<<< END OF CHANGES 25>>>
<<< START OF CHANGES 26>>>
[bookmark: _Toc121162895][bookmark: _Toc20472][bookmark: _Toc120570103][bookmark: _Toc28297]7.6A.2	In-band blocking for category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<<< END OF CHANGES 26>>>
<<< START OF CHANGES 27>>>
[bookmark: _Toc121162900][bookmark: _Toc21503][bookmark: _Toc120570108][bookmark: _Toc12368]7.6B.2	In-band blocking for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<<< END OF CHANGES 27>>>



