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<< Start of changes >>
13.4.3.1	HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE Category NB1 Standalone mode in Normal Coverage
Editor's Note: This test case is incomplete in following aspects:
TT analysis is missing.
· Initial condition and call setup procedure support satellite access are TBD.
· Different configuration between NGSO and GSO is FFS.
13.4.3.1.1	Test purpose
The purpose of this test is to verify that the HD-FDD category NB1 UE properly detects the out of sync for the purpose of monitoring downlink radio link quality of the NB-IoT SAN PCell. This test will partly verify the NB-IoT HD-FDD radio link monitoring requirements in TS 36.133 [4] clause 7.23A.
<< Skip unchanged texts >>
13.4.3.1.5	Test requirement
Table 13.4.3.1.5-1: nCell1 specific test parameters for HD-FDD Radio Link Monitoring Test for out-of-sync in DRX for UE Category NB1 Standalone mode in normal coverage
	Parameter
	Unit
	nCell 1

	
	
	T1
	dT
	T2
	dT
	T3
	dT
	T4

	BWchannel
	kHz
	200

	OCNG Pattern as defined in D.3.3 Note 1 
	
	NOP.3 FDD

	NPDCCH parameters as defined in A.10.1.2
	
	R.30 HD-FDD

	NPBCH_RA
	dB
	-4

	NPBCH_RB
	dB
	

	NPSS_RA
	dB
	

	NSSS_RA
	dB
	

	NPDCCH_RA
	dB
	

	NPDCCH_RB
	dB
	

	NPDSCH_RA
	dB
	

	NPDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1
	dB
	

	

	dBm/15 kHz
	-98+TT

	SNR Note 4, 5
	dB
	-2.8-3.1+TT
	Note 6
	-8.8-9.1+TT
	Note 7
	-14.4-14.1+TT
	Note 8
	-2.8-3.1+TT

	Propagation condition
	
	AWGN

	Antenna Configuration
	
	1x1

	Note 1:	OCNG shall be used such that the cell is fully allocated, and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	Void
Note 3:	Void
Note 4:	SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.
Note 5:	The SNRs in time periods T1, T2, T3 and T4 are denoted as SNR1, SNR2, SNR3 and SNR1 respectively in figure 13.4.3.1.4-1.
Note 6:	The Test system shall reduce its transmit power in steps of ((SNR2-SNR1) / (10*dT)) dB every 100ms until SNR2 is achieved at the end of dT.
Note 7:	The Test system shall reduce its transmit power in steps of ((SNR3-SNR2) / (10*dT)) dB every 100ms until SNR3 is achieved at the end of dT.
Note 8:	The Test system shall increase its transmit power in steps of ((SNR1-SNR3) / (10*dT)) dB every 100ms until SNR1 is achieved at the end of dT.



Table 13.4.3.1.5-2: DRX-Configuration for HD-FDD Radio Link Monitoring Test for out-of-sync in DRX for UE Category NB1 Standalone mode in normal coverage
	Field
	Value
	Comment

	onDurationTimer
	pp1
	As specified in clause 6.7.3 in TS 36.331 [5]

	drx-InactivityTimer
	pp0
	

	drx-RetransmissionTimer
	pp0
	

	drx-StartOffset
	0
	



Table 13.4.3.1.5-3: TimeAlignmentTimer -Configuration for HD-FDD Radio Link Monitoring Test for out-of-sync in DRX for UE Category NB1 Standalone mode in normal coverage
	Field
	Value
	Comment

	TimeAlignmentTimer
	infinity
	As specified in clause 6.3.2 in TS 36.331 [5]



The UE behaviours in each test shall be as follows:
-	The UE shall complete the NPUSCH transmission during T2 according to the received UL grant.
-	The UE shall not conduct any NPUSCH transmission during T4.
A correct event is defined as UE behaves correctly in all above steps. The correct events observed during repeated tests shall be at least 90% with a confidence level of 95%.
13.4.3.2	HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE Category NB1 Standalone mode in Enhanced Coverage
Editor's Note: This test case is incomplete in following aspects:
TT analysis is missing.
· Initial condition and call setup procedure support satellite access are TBD.
· Different configuration between NGSO and GSO is FFS.
13.4.3.2.1	Test purpose
The purpose of this test is to verify that the HD-FDD category NB1 UE properly detects the out of sync for the purpose of monitoring downlink radio link quality of the NB-IoT SAN PCell. This test will partly verify the NB-IoT HD-FDD radio link monitoring requirements in TS 36.133 [4] clause 7.23A.
<< Skip unchanged texts >>
13.4.3.2.5	Test requirement
Table 13.4.3.2.5-1: nCell1 specific test parameters for HD-FDD Radio Link Monitoring Test for out-of-sync in DRX for UE Category NB1 Standalone mode in enhanced coverage
	Parameter
	Unit
	nCell 1

	
	
	T1
	dT
	T2
	dT
	T3
	dT
	T4

	BWchannel
	kHz
	200

	OCNG Pattern as defined in D.3.3 Note 1 
	
	NOP.3 FDD

	NPDCCH parameters as defined in A.10.1.2
	
	R.30 HD-FDD

	NPBCH_RA
	dB
	-3

	NPBCH_RB
	dB
	

	NPSS_RA
	dB
	

	NSSS_RA
	dB
	

	NPDCCH_RA
	dB
	

	NPDCCH_RB
	dB
	

	NPDSCH_RA
	dB
	

	NPDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1
	dB
	

	

	dBm/15 kHz
	-98+TT

	SNR Note 4, 5
	dB
	-5.9-6.3+TT
	Note 6
	-11.1-11.4+TT
	Note 7
	-17.7-17.4+TT
	Note 8
	-5.9-6.3+TT

	Propagation condition
	
	AWGN

	Antenna Configuration
	
	1x1

	Note 1:	OCNG shall be used such that the cell is fully allocated, and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	Void
Note 3:	Void
Note 4:	SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.
Note 5:	The SNRs in time periods T1, T2, T3 and T4 are denoted as SNR1, SNR2, SNR3 and SNR1 respectively in figure 13.4.3.2.4-1.
Note 6:	The Test system shall reduce its transmit power in steps of ((SNR2-SNR1) / (10*dT)) dB every 100ms until SNR2 is achieved at the end of dT.
Note 7:	The Test system shall reduce its transmit power in steps of ((SNR3-SNR2) / (10*dT)) dB every 100ms until SNR3 is achieved at the end of dT.
Note 8:	The Test system shall increase its transmit power in steps of ((SNR1-SNR3) / (10*dT)) dB every 100ms until SNR1 is achieved at the end of dT.



Table 13.4.3.2.5-2: DRX-Configuration for HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category NB1 Standalone mode in enhanced coverage
	Field
	Value
	Comment

	onDurationTimer
	pp1
	As specified in clause 6.7.3 in TS 36.331 [5]

	drx-InactivityTimer
	pp0
	

	drx-RetransmissionTimer
	pp0
	

	drx-StartOffset
	0
	



Table 13.4.3.2.5-3: TimeAlignmentTimer -Configuration for HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category NB1 Standalone mode in enhanced coverage
	Field
	Value
	Comment

	TimeAlignmentTimer
	infinity
	As specified in clause 6.3.2 in TS 36.331 [5]



The UE behaviours in each test shall be as follows:
-	The UE shall complete the NPUSCH transmission during T2 according to the received UL grant.
-	The UE shall not conduct any NPUSCH transmission during T4.
A correct event is defined as UE behaves correctly in all above steps. The correct events observed during repeated tests shall be at least 90% with a confidence level of 95%.
<< Skip unchanged texts >>
13.4.3.7	HD-FDD Radio Link Monitoring Test for Out-of-sync without DRX for UE Category NB1 Standalone mode in Normal Coverage
Editor's Note: This test case is incomplete in following aspects:
TT analysis is missing.
· Initial condition and call setup procedure support satellite access are TBD.
· Different configuration between NGSO and GSO is FFS.
13.4.3.7.1	Test purpose
The purpose of this test is to verify that the HD-FDD category NB1 UE properly detects the out of sync for the purpose of monitoring downlink radio link quality of the NB-IoT SAN PCell. This test will partly verify the NB-IoT HD-FDD radio link monitoring requirements in TS 36.133 [4] clause 7.23A.
<< Skip unchanged texts >>
13.4.3.7.5	Test requirement
Table 13.4.3.7.5-1: nCell1 specific test parameters for HD-FDD Radio Link Monitoring Test for out-of-sync without DRX for UE Category NB1 Standalone mode in normal coverage
	Parameter
	Unit
	nCell 1

	
	
	T1
	dT
	T2
	dT
	T3
	dT
	T4

	NB-IoT Channel Bandwidth (BWchannel)
	kHz
	200

	OCNG Pattern as defined in D.3.3 Note 1 
	
	NOP.3 FDD

	NPDCCH parameters as defined in A.10.1.2
	
	R.30 HD-FDD

	NPBCH_RA
	dB
	-3

	NPBCH_RB
	dB
	

	NPSS_RA
	dB
	

	NSSS_RA
	dB
	

	NPDCCH_RA
	dB
	

	NPDCCH_RB
	dB
	

	NPDSCH_RA
	dB
	

	NPDSCH_RB
	dB
	

	OCNG_RA Note 1
	dB
	

	OCNG_RB Note 1 
	dB
	

	

	dBm/15 KHz
	-98+TT

	SNR Note 4,5
	-
	-2.8-3.1+TT
	Note 6
	-8.8-9.1+TT
	Note 7
	-14.4-14.1+TT
	Note 6
	-2.8-3.1+TT

	Propagation Condition 
	-
	AWGN

	Antenna Configuration
	-
	1x1

	Note 1:	OCNG shall be used such that the cell is fully allocated, and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	Void
Note 3:	Void
Note 4:	SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.
Note 5:	The SNRs in time periods T1, T2, T3 and T4 are denoted as SNR1, SNR2, SNR3 and SNR1 respectively in figure 13.4.3.7.4-1.
Note 6:	The Test system shall reduce its transmit power in steps of ((SNR2-SNR1) / (10*dT)) dB every 100ms until SNR2 is achieved at the end of dT.
Note 7:	The Test system shall reduce its transmit power in steps of ((SNR3-SNR2) / (10*dT)) dB every 100ms until SNR3 is achieved at the end of dT.
Note 8:	The Test system shall increase its transmit power in steps of ((SNR1-SNR3) / (10*dT)) dB every 100ms until SNR1 is achieved at the end of dT.



The UE behaviours in each test shall be as follows:
-	The UE shall complete the NPUSCH transmission during T2 according to the received UL grant.
-	The UE shall not conduct any NPUSCH transmission during T4.
A correct event is defined as UE behaves correctly in all above steps. The correct events observed during repeated tests shall be at least 90% with a confidence level of 95%.
13.4.3.8	HD-FDD Radio Link Monitoring Test for Out-of-sync without DRX for UE Category NB1 Standalone mode in Enhanced Coverage
Editor's Note: This test case is incomplete in following aspects:
TT analysis is missing.
· Initial condition and call setup procedure support satellite access are TBD.
· Different configuration between NGSO and GSO is FFS.
13.4.3.8.1	Test purpose
The purpose of this test is to verify that the HD-FDD category NB1 UE properly detects the out of sync for the purpose of monitoring downlink radio link quality of the NB-IoT SAN PCell. This test will partly verify the NB-IoT HD-FDD radio link monitoring requirements in TS 36.133 [4] clause 7.23A.
<< Skip unchanged texts >>
13.4.3.8.5	Test requirement
Table 13.4.3.8.5-1: nCell1 specific test parameters for HD-FDD Radio Link Monitoring Test for out-of-sync without DRX for UE Category NB1 Standalone mode in enhanced coverage
	Parameter
	Unit
	nCell 1

	
	
	T1
	dT
	T2
	dT
	T3
	dT
	T4

	BWchannel
	kHz
	200

	OCNG Pattern as defined in D.3.3 Note 1 
	
	NOP.3 FDD

	NPDCCH parameters as defined in A.10.1.2
	
	R.30 HD-FDD

	NPBCH_RA
	dB
	-3

	NPBCH_RB
	dB
	

	NPSS_RA
	dB
	

	NSSS_RA
	dB
	

	NPDCCH_RA
	dB
	

	NPDCCH_RB
	dB
	

	NPDSCH_RA
	dB
	

	NPDSCH_RB
	dB
	

	OCNG_RA Note 1
	dB
	

	OCNG_RB Note 1 
	dB
	

	

	dBm/15 KHz
	-98+TT

	SNR Note 4,5
	-
	-5.9-6.3+TT
	Note 6
	-11.1-11.4+TT
	Note 7
	-17.7-17.4+TT
	Note 8
	-5.9-6.3+TT

	Propagation Condition 
	-
	AWGN

	Antenna Configuration
	-
	1x1

	Note 1:	OCNG shall be used such that the cell is fully allocated, and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	Void
Note 3:	Void
Note 4:	SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.
Note 5:	The SNR in time periods T1, T2, T3 and T4 is denoted as SNR1, SNR2, SNR3 and SNR1 respectively in figure 13.4.3.8.4-1.
Note 6:	The Test system shall reduce its transmit power in steps of ((SNR2-SNR1) / (10*dT)) dB every 100ms until SNR2 is achieved at the end of dT.
Note 7:	The Test system shall reduce its transmit power in steps of ((SNR3-SNR2) / (10*dT)) dB every 100ms until SNR3 is achieved at the end of dT.
Note 8:	The Test system shall increase its transmit power in steps of ((SNR1-SNR3) / (10*dT)) dB every 100ms until SNR1 is achieved at the end of dT.



The UE behaviours in each test shall be as follows:
-	The UE shall complete the NPUSCH transmission during T2 according to the received UL grant.
-	The UE shall not conduct any NPUSCH transmission during T4.
A correct event is defined as UE behaves correctly in all above steps. The correct events observed during repeated tests shall be at least 90% with a confidence level of 95%.
<< Skip unchanged texts >>
F.1.2	Measurement of RRM requirements
Table F.1.2-1: Maximum Test System Uncertainty for RRM Requirements
	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	4.2.1 E-UTRA FDD - FDD cell re-selection intra frequency
	Noc ±1.0 dB averaged over BWConfig
Ês1 / Noc ±0.3 dB averaged over BWConfig
Ês2 / Noc ±0.3 dB averaged over BWConfig
	NOTE:
Ês1 / Noc is the ratio of cell 1 signal / AWGN
Ês2 / Noc is the ratio of cell 2 signal / AWGN

	4.2.2 E-UTRA TDD - TDD cell re-selection intra frequency
	Same as 4.2.1
	

	4.2.3 E-UTRA FDD - FDD cell re-selection inter frequency
	Noc1 ±1.0 dB averaged over BWConfig
Ês1 / Noc1 ±0.3 dB averaged over BWConfig
Noc2 ±1.0 dB averaged over BWConfig
Ês2 / Noc2 ±0.3 dB averaged over BWConfig
	NOTE:
Noc1 is the AWGN on cell 1 frequency 
Ês1 / Noc1 is the ratio of cell 1 signal / AWGN
Noc2 is the AWGN on cell 2 frequency
Ês2 / Noc2 is the ratio of cell 2 signal / AWGN

	4.2.4 E-UTRA FDD - TDD cell re-selection inter frequency
	Same as 4.2.3
	

	4.2.5 E-UTRA TDD - FDD cell re-selection inter frequency
	Same as 4.2.3
	

	…
	…
	…

	12.1.1 V2X UE Transmission Timing Accuracy Test for eNB as Timing Reference
	synchronization source
Noc ±3.0 dB averaged over BWConfig
Ês / Noc ±0.3 dB
±3Ts Uplink signal transmit timing relative to GNSS


	NOTE:
Ês / Noc is the ratio of cell 1 signal / AWGN


TS = 1/(15000 x 2048) seconds, the basic timing unit defined in 3GPP TS 36.211 [9]



	12.1.2 V2X UE Transmission Timing Accuracy Test for SyncRef UE as Timing Reference
	Noc ±3.0 dB averaged over BWConfig
Ês / Noc ±0.3 dB
±3Ts Uplink signal transmit timing relative to downlink


	NOTE:
Ês / Noc is the ratio of cell 1 signal / AWGN

TS = 1/(15000 x 2048) seconds, the basic timing unit defined in 3GPP TS 36.211 [9]


	12.2.1 Initiation/Cease of SLSS Transmission with V2X Sidelink Communication for eNB as Timing Reference
	Noc ±1.0 dB averaged over BWConfig
Ês / Noc ±0.3 dB averaged over BWConfig
	NOTE:
Ês / Noc is the ratio of cell 1 signal / AWGN

	12.2.2 Initiation/Cease of SLSS Transmission with V2X Sidelink Communication for SyncRef UE as Timing Reference
	Noc ±1.5 dB averaged over BWConfig
Ês / Noc ±0.3 dB averaged over BWConfig
	NOTE:
Ês / Noc is the ratio of SyncRef UE signal / AWGN

	12.3.1 V2X Synchronization Reference Selection/Reselection Tests for GNSS configured as the highest priority
	Noc2 ±1.0 dB averaged over BWConfig
SCH Ês1 / Noc ±0.3 dB averaged over BWConfig
SCH Ês2 / Noc ±0.3 dB averaged over BWConfig
	NOTE:
Ês1 / Noc is the ratio of SyncRef UE 1 signal / AWGN
Ês2 / Noc is the ratio of SyncRef UE 2 signal / AWGN

	12.3.2 V2X Synchronization Reference Selection/Reselection Tests for eNB configured as the highest priority
	Noc2 ±1.0 dB averaged over BWConfig
SCH Ês1 / Noc ±0.3 dB averaged over BWConfig
SCH Ês2 / Noc ±0.3 dB averaged over BWConfig
	NOTE:
Ês1 / Noc is the ratio of SyncRef UE 1 signal / AWGN
Ês2 / Noc is the ratio of SyncRef UE 2 signal / AWGN

	12.4 Congestion Control Measurement Test for V2X UE
	Noc ±1.5 dB averaged over BWConfig
Ês / Noc ±0.3 dB averaged over BWConfig
	NOTE:
Ês / Noc is the ratio of Active UE signal / AWGN

	12.5 Interruptions due to V2X Sidelink Communication
	Noc ±1.0 dB averaged over BWConfig
Ês / Noc ±0.3 dB averaged over BWConfig
	NOTE:
Ês / Noc is the ratio of Active Sidelink UE signal / AWGN

	12.6.1 V2X UE Autonomous Resource Selection/Reselection Tests for PSSCH-RSRP measurements
	Noc ±1.0 dB averaged over BWConfig
Ês / Noc ±0.3 dB averaged over BWConfig
	NOTE:
Ês / Noc is the ratio of Active Sidelink UE signal / AWGN

	12.6.2 V2X UE Autonomous Resource Selection/Reselection Tests for S-RSSI measurements
	Noc ±1.0 dB averaged over BWConfig
Ês / Noc ±0.3 dB averaged over BWConfig
	NOTE:
Ês / Noc is the ratio of Active Sidelink UE signal / AWGN

	13.4.3.1 HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category NB1 Standalone mode in normal coverage
	Noc ±3.0 dB averaged over BWConfig
Ês / Noc ±0.3 dB averaged over BWConfig
	NOTE:
Ês / Noc is the ratio of active cell signal / AWGN


	13.4.3.2 HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category NB1 Standalone mode in enhanced coverage
	Same as 13.4.3.1
	Same as 13.4.3.1

	13.4.3.7 HD-FDD Radio Link Monitoring Test for Out-of-sync without DRX for UE Category NB1 Standalone mode in Normal Coverage
	Same as 13.4.3.1
	Same as 13.4.3.1

	13.4.3.8 HD-FDD Radio Link Monitoring Test for Out-of-sync without DRX for UE Category NB1 Standalone mode in Enhanced Coverage
	Same as 13.4.3.1
	Same as 13.4.3.1

	In addition, the following Test System uncertainties and related constraints apply.
Any additional constraints are defined in the specific tests.
	

	AWGN Bandwidth
	≥ 1.08MHz, 2.7MHz, 4.5MHz, 9MHz, 13.5MHz, 18MHz;
NRB x 180kHz according to BWConfig

	AWGN absolute power uncertainty
	Test-specific

	AWGN flatness and signal flatness, max deviation for any Resource Block, relative to average over BWConfig
	±2 dB

	AWGN peak to average ratio
	≥10 dB @0.001%

	Signal-to noise ratio uncertainty
	Test-specific

	Fading profile power uncertainty
	±0.5 dB

	Fading profile delay uncertainty, relative to frame timing
	±5 ns (excludes absolute errors related to baseband timing)



<< Skip unchanged texts >>
F.3.2	Measurement of RRM requirements
Because the relationships between the Test system uncertainties and the Test Tolerances are often complex, it is not always possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 36 903 [20].
Table F.3.2-1: Derivation of Test Requirements (RRM tests)
	Test
	Minimum Requirement in 3GPP TS 36.133
	Test Tolerance
(TT)
	Test Requirement in 3GPP TS 36.521-3

	4.2.1 E-UTRA FDD - FDD cell re-selection intra frequency
	During T1:
Noc: -98dBm/15kHz
Ês1 / Noc: +16.00dB
Ês2 / Noc: -infinity

During T2:
Noc: -98dBm/15kHz
Ês1 / Noc: +13.00dB
Ês2 / Noc: +16.00dB

During T3:
Noc: -98dBm /15kHz
Ês1 / Noc: +16.00dB
Ês2 / Noc: +13.00dB
	During T1:
0dB
0dB
0dB

During T2:
0dB
0dB
+0.45dB

During T3:
0dB
+0.45dB
0dB
	During T1:
Noc: -98dBm/15kHz
Ês1 / Noc: +16.00dB
Ês2 / Noc: -infinity

During T2:
Noc: -98dBm/15kHz
Ês1 / Noc: +13.00dB
Ês2 / Noc: +16.45dB

During T3:
Noc: -98dBm /15kHz
Ês1 / Noc: +16.45dB
Ês2 / Noc: +13.00dB

	4.2.2 E-UTRA TDD - TDD cell re-selection intra frequency
	Same as 4.2.1
	Same as 4.2.1
	Same as 4.2.1

	4.2.3 E-UTRA FDD - FDD cell re-selection inter frequency
	During T0:
Noc1: -98dBm/15kHz
Ês1 / Noc1: -4.00dB
Noc2: -98dBm/15kHz
Ês2 / Noc2: +14.00dB

During T1:
Noc1: -98dBm/15kHz
Ês1 / Noc1: +14.00dB
Noc2: -98dBm/15kHz
Ês2 / Noc2: -4.00dB

During T2:
Noc1: -98dBm/15kHz
Ês1 / Noc1: +14.00dB
Noc2: -98dBm/15kHz
Ês2 / Noc2: -infinity

During T3:
Noc1: -98dBm /15kHz
Ês1 / Noc1: +14.00dB
Noc2: -98dBm/15kHz
Ês2 / Noc2: +12.00dB
	During T0:
-1.35dB
+0.3dB
-1.35dB
+0.4dB

During T1:
-1.35dB
+2.4dB
-1.35dB
+0.3dB

During T2:
-1.35dB
+2.4dB
-1.35dB
0dB

During T3:
-1.35dB
+2.4dB
-1.35dB
+2.4dB
	During T0:
Noc1: -99.35dBm/15kHz
Ês1 / Noc1: -3.70dB
Noc2: -99.35dBm/15kHz
Ês2 / Noc2: +14.40dB

During T1:
Noc1: -99.35dBm/15kHz
Ês1 / Noc1: +16.40dB
Noc2: -99.35dBm/15kHz
Ês2 / Noc2: -3.70dB

During T2:
Noc1: -99.35dBm/15kHz
Ês1 / Noc1: +16.40dB
Noc2: -99.35dBm/15kHz
Ês2 / Noc2: -infinity

During T3:
Noc1: -99.35dBm /15kHz
Ês1 / Noc1: +16.40dB
Noc2: -99.35dBm/15kHz
Ês2 / Noc2: +14.40dB

	…
	…
	…
	…

	12.4 Congestion Control Measurement Test for V2X UE
	During T1:
Noc: -106dBm/15kHz
PUCCH Ês / Noc: +7.19dB

During T2:
Noc: -106dBm/15kHz
PUCCH Ês / Noc: +13.19dB
	During T1:
0dB
-2.3dB

During T2:
0dB
1.7dB
	During T1:
Noc: -106dBm/15kHz
PUCCH Ês / Noc: +4.89dB

During T2:
Noc: -106dBm/15kHz
PUCCH Ês / Noc: +14.89dB

	12.5 Interruptions due to V2X Sidelink Communication
	During T1, T2 and T3:
Noc: -98dBm/15kHz
Ês / Noc: 16dB
	During T1:
0dB
0dB
	During T1, T2 and T3:
Noc: -98dBm/15kHz
Ês / Noc: 16dB

	12.6.1 V2X UE Autonomous Resource Selection/Reselection Tests for PSSCH-RSRP measurements
	During T1:
Noc: -103dBm/15kHz
PSSCH Ês / Noc: 2dB

During T2:
Noc: -113dBm/15kHz
PSSCH Ês / Noc: 2dB
	During T1:
0dB
4.1dB

During T2:
0dB
-4.1dB
	During T1:
Noc: -103dBm/15kHz
PSSCH Ês / Noc: 6.1dB

During T2:
Noc: -113dBm/15kHz
PSSCH Ês / Noc: -2.1dB

	12.6.2 V2X UE Autonomous Resource Selection/Reselection Tests for S-RSSI measurements
	During T1:
Noc: -105dBm/15kHz
PSSCH Ês / Noc: 2dB
	During T1:
0dB
0dB
	During T1:
Noc: -105dBm/15kHz
PSSCH Ês / Noc: 2dB

	13.4.3.1 HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category NB1 Standalone mode in normal coverage
	During T1:
SNR1: -3.1dB

During T2:
SNR2: -9.1dB

During T3:
SNR3: -14.1dB

During T4:
SNR1: -3.1dB
	During T1:
+0.3dB

During T2:
+0.3dB

During T3:
-0.3dB

During T4:
+0.3dB
	During T1:
SNR1: -2.8dB

During T2:
SNR2: -8.8dB

During T2:
SNR3: -14.4dB

During T3:
SNR1: -2.8dB

	13.4.3.2 HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category NB1 Standalone mode in enhanced coverage
	During T1:
SNR1: -6.3dB

During T2:
SNR2: -11.4dB

During T3:
SNR3: -17.4dB

During T4:
SNR1: -6.3dB
	During T1:
+0.4dB

During T2:
+0.3dB

During T3:
-0.3dB

During T4:
+0.4dB
	During T1:
SNR1: -5.9dB

During T2:
SNR2: -11.1dB

During T2:
SNR3: -17.7dB

During T3:
SNR1: -5.9dB

	13.4.3.7 HD-FDD Radio Link Monitoring Test for Out-of-sync without DRX for UE Category NB1 Standalone mode in Normal Coverage
	Same as 13.4.3.1
	Same as 13.4.3.1
	Same as 13.4.3.1

	13.4.3.8 HD-FDD Radio Link Monitoring Test for Out-of-sync without DRX for UE Category NB1 Standalone mode in Enhanced Coverage
	Same as 13.4.3.2
	Same as 13.4.3.2
	Same as 13.4.3.2



<< End of changes >>
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