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<<Start of changes >>
6.3A.3.1.4.3	Message contents
Message contents are according to TS 38.508-1 [5] subclause 4.6 with following exceptions.
<<SKIP UNCHANGED >>
Table 6.3A.3.1.4.3-5: PUSCH-Config
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-118 with condition TRANSFORM_PRECODER_ENABLED



Table 6.3A.3.1.4.3-6a: FrequencyInfoUL
	Derivation Path: TS 38.508-1 [5] Table 4.6.3-61 FrequencyInfoUL

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	20
	
	Inter-band CA




[bookmark: _Hlk70609196]Table 6.3A.3.1.4.3-6: FrequencyInfoUL-SIB
	Derivation Path: TS 38.508-1 [5] Table 4.6.3-62 FrequencyInfoUL-SIB

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	20
	
	Inter-band CA

	
	19
	
	intra-band contiguous for CA_n48B

	
	18
	
	intra-band contiguous for CA_n41C

	
	17
	
	intra-band contiguous for CA_n77C

	
	[16]
	
	intra-band non-contiguous 2 UL CA PC3 (MPRIM3 to meet -13dBm/MHz)

	
	[8]
	
	intra-band non-contiguous 2 UL CA PC3 (MPRIM3 to meet -30dBm/MHz)



<<end of changes >>

