

	
3GPP TSG-RAN5 Meeting #101	R5-236067
Chicago, US, 13th Nov 2023 – 17th Nov 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.521-3
	CR
	1667
	rev
	-
	Current version:
	18.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	FR2 MUs - Editor notes updates for Tx test cases in 38.521-3

	
	

	Source to WG:
	Keysight Technologies UK Ltd

	Source to TSG:
	R5

	
	

	Work item code:
	TEI15_Test, 5GS_NR_LTE-UEConTest
	
	Date:
	2023-10-27

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	Based on the progress made in the FR2 MU and TT analysis for FR2 SA test cases defined in 38.521-2, Editor’s notes of certain FR2 NSA test cases need to be updated accordingly in 38.521-3.

	
	

	Summary of change:
	Editor’s notes updated for the clauses listed below.

	
	

	Consequences if not approved:
	Test specification will remain inconsistent.

	
	

	Clauses affected:
	6.2B.1.4D.1, 6.2B.1.4D.2, 6.5B.3.4.1, 6.5B.3.4.1a, 6.5B.3.4.2, 6.5B.3.4.2a 

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


<<< START OF CHANGES >>>

[bookmark: _Toc106872657][bookmark: _Toc146906164]6.2B.1.4D.1	UE Maximum Output Power for Inter-Band EN-DC including FR2 for UL MIMO
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.2D.1.1 in TS 38.521-2 [9] is incomplete for ETC.



<<< Skip unchanged sections >>>
[bookmark: _Toc106872658][bookmark: _Toc146906165]6.2B.1.4D.2	UE Maximum Output Power for Inter-Band EN-DC including FR2 for UL MIMO- Spherical coverage
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.2D.1.2 in TS 38.521-2 [9] is incomplete


<<< Skip unchanged sections >>>

[bookmark: _Toc27475824][bookmark: _Toc29495347][bookmark: _Toc36116392][bookmark: _Toc36118441][bookmark: _Toc36560556][bookmark: _Toc43977073][bookmark: _Toc52213649][bookmark: _Toc60743114][bookmark: _Toc68206302][bookmark: _Toc75972103][bookmark: _Toc85051539][bookmark: _Toc90493558][bookmark: _Toc90494198][bookmark: _Toc100094239][bookmark: _Toc106872914][bookmark: _Toc146906447]6.5B.3.4.1	General Spurious Emissions for Inter-band including FR2 (1 NR CC)
Editor’s Note:
-	This clause is complete for Band n257, n258, n260 and n261 and for power class 1 and 3.
-	The referred test case 6.5.3.1 in TS 38.521-2 [9] is incomplete for frequency above 80 GHz.	For n259, measurement uncertainty is TBD in the range 80 GHz < f <= 87 GHz. Up to 80GHz, for n259 and PC3 this clause is complete.


<<< Skip unchanged sections >>>

[bookmark: _Toc146906448]6.5B.3.4.1a	General Spurious Emissions with Power Boost for Inter-band including FR2 (1 NR CC)
Editor’s note: This clause is complete for Band n257, n258, n260 and n261 for PC1 and PC3. The following aspects of the clause are for future consideration:
-	The referred test case 6.5.3.1_1 in TS 38.521-2 [9] is incomplete for frequency above 80 GHz.For n259, measurement uncertainty is TBD in the range 80 GHz < f <= 87 GHz. Up to 80GHz, for n259 and PC3 this clause is complete.


<<< Skip unchanged sections >>>

[bookmark: _Toc52213652][bookmark: _Toc60743117][bookmark: _Toc68206305][bookmark: _Toc75972106][bookmark: _Toc85051543][bookmark: _Toc90493562][bookmark: _Toc90494202][bookmark: _Toc100094243][bookmark: _Toc106872924][bookmark: _Toc146906458]6.5B.3.4.2	Spurious emission band UE co-existence for Inter-band including FR2 (1 NR CC)
Editor's note:	The following aspects are either missing or not yet determined:
-	The referred test case 6.5.3.2 in TS 38.521-2 [9] is incomplete for PC1, PC2 and PC4.


<<< Skip unchanged sections >>>

[bookmark: _Toc146906459]6.5B.3.4.2a	Spurious emission band UE co-existence with Power Boost for Inter-band including FR2 (1 NR CC)
Editor's note:	The following aspects are either missing or not yet determined:
-	The referred test case 6.5.3.2_1 in TS 38.521-2 [9] is incomplete for PC1, PC2 and PC4.


<<< END OF CHANGES >>>



