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<<< Start of change>>>>
6.5.3.9	SNPN / cell reselection / SNPN to PLMN
6.5.3.9.1	Test Purpose (TP)
(1)
with { UE in SNPN access mode is in limited service state and supports accessing a PLMN }
ensure that {
  when { UE needs to make an emergency call and there is no available SNPN supporting emergency services }
    then {  UE stops operating in SNPN access mode and attempts to camp on a cell of a PLMN  }
            }

6.5.3.9.2	Conformance requirements
References: The conformance requirements covered in the current TC are specified in: TS 23.122, clause 5.2.83.5. Unless otherwise stated these are Rel-17 requirements.
[TS 23.122, clause 3.5]
There are a number of situations in which the MS is unable to obtain normal service from a PLMN or SNPN. These include:
a)	Failure to find a suitable cell of the selected PLMN or of the selected SNPN;
…
When in the limited service state, with the exception of performing an initial registration for emergency services, no LR requests are made until a valid entry of the "list of subscriber data" is present and either a suitable cell is found or a manual network reselection is performed. In the limited service state, the presence of the MS need not be known to the SNPN on whose cell it has camped. If the MS needs to make an emergency call, the MS supports accessing a PLMN, and there is no available SNPN supporting emergency services, the MS shall stop operating in SNPN access mode and attempt to camp on a cell of a PLMN so that emergency calls can be made. After an emergency call is released, the MS may re-start operating in SNPN access mode and perform SNPN selection.
There are also other conditions under which only emergency calls or access to RLOS may be made if the MS does not operate in SNPN access mode. These are shown in table 2 in clause 5. ProSe communications can be initiated in case of PLMN if necessary (see 3GPP TS 24.334 [51] or 3GPP TS 24.554 [80]) when in the limited service state due to items a) or c) or f). V2X communication over PC5 can be initiated if necessary (see 3GPP TS 24.386 [59] or 3GPP TS 24.587 [75]) when in the limited service state due to items a) or c) or f).

<<< End of change>>>>

