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In addition to the requirements specified in TS 36.523-3 [27] clause 8.1 and TS 34.229-3 [28] clause 7 the codec requirements of table 8.1-1 shall be applied. 
Table 8.1-1: Codec requirements
	Type definitions
	Codec requirements
	Encoding rule in TTCN-3

	MIKEY_TypeDefs
	RFC 3830 [64] clause 6 with extensions in RFC 6509 [65] and RFC 6043 [66]
	"MIKEY-Codec"

	MIKEY_MCX_Extension_TypeDefs
	TS 33.180 [43] Annex E.6
	"Key Parameter Payload Types"

	MCDataMessage_TypeDefs
	TS 24.282 [57] clause 15
	"MCData Messages"

	MCPTT_MediaControl_TypeDefs
	
	

	  FloorControl_Group
	TS 24.380 [10] clause 8.2
	"FloorCtrlCodec"
(NOTE 1)

	  PreestablishedSessionControl_Group
	TS 24.380 [10] clause 8.3
	"PreestablishedSessionCtrlCodec"
(NOTE 1)

	MCVideo_TransmissionControl_TypeDefs
	TS 24.581 [56] clause 9
	"TransmissionCtrlCodec"
(NOTE 1)

	JSON, JSON_AliasDefinitions
	ES 201 873-11 [70] annex B, B.2
	"JSON"

	NOTE 1:	The TTCN-3 type definitions of floor control and transmission control messages are record types with the order of the fields being the same as specified in TS 24.380 [10] clause 8 and TS 24.581 [56] clause 9. Nevertheless according to TS 24.380 [10] and TS 24.581 [56] "With the exception of the three first 32-bit words the order of the fields are irrelevant". Therefore codec implementations shall be able to decode messages with fields being in a different order than in the TTCN-3 types and shall encode the messages with the fields being in the order given by the TTCN-3 types.
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