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<Start of modified section>
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	8
	RRC
	
	
	

	8.1
	NR RRC
	
	
	

	8.1.1
	RRC connection management procedures
	
	
	

	8.1.1.1
	Paging
	
	
	

	8.1.1.1.1
	RRC / Paging for connection / Multiple paging records
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.1.2
	RRC / Paging for connection / Shared network environment
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.1a
	Paging Early Indication and Subgrouping
	
	
	

	8.1.1.1a.1
	Paging Early Indication with Subgrouping / RRC_IDLE / lastUsedCellOnly not configured / Subgroup ID selection
	Rel-17
	C224
	UEs supporting 5G Core and PEI

	8.1.1.1a.2
	Paging Early Indication with Subgrouping / RRC_INACTIVE / lastUsedCellOnly configured
	Rel-17
	C239
	UEs supporting 5G Core and RRC_INACTIVE and PEI

	8.1.1.1a.3
	Paging Early Indication without Subgrouping / RRC_IDLE
	Rel-17
	C224
	UEs supporting 5G Core and PEI

	8.1.1.2
	RRC connection establishment
	
	
	

	8.1.1.2.1
	RRC connection establishment / Return to idle state after T300 expiry
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.2.2
	Void
	
	
	

	8.1.1.2.3
	RRC connection establishment / RRC Reject with wait time
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.2.4
	RRC connection establishment / Extended and spare fields in SI
	Rel-15 and Rel-16 only
	C21
	UEs supporting 5G Core

	8.1.1.3
	RRC release
	
	
	

	8.1.1.3.1
	RRC connection release / Redirection to another NR frequency
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.3.2
	RRC connection release / Redirection from NR to E-UTRA
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	8.1.1.3.3
	RRC connection release / Success / With priority information
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.3.4
	RRC connection release / Success / With priority information / E-UTRA
	Rel-15
	C26
	UEs supporting 5GS and E-UTRA

	8.1.1.3.5
	Void
	
	
	

	8.1.1.3.6
	Void
	
	
	

	8.1.1.3.7
	RRC connection release / Success / Deprioritisation / Frequency / T325 expiry
	Rel-15
	C133
	UEs supporting 5G Core and RRC connection release with Deprioritisation

	8.1.1.3.7a
	RRC connection release / Success / Deprioritisation / NR / T325 expiry
	Rel-15
	C148
	UEs supporting 5G Core and E-UTRA and RRC connection release with Deprioritisation

	8.1.1.3.7b
	RRC connection release / Success / Deprioritisation / Deletion of Stored deprioritisation request
	Rel-15
	C161
	UEs supporting 5G Core and RRC connection release with Deprioritisation and ManualModeNetworkSelectionException

	8.1.1.3.8
	RRC connection release / Redirection to another NR frequency / MPS Priority Indication
	Rel-16
	C274
	UEs supporting 5G Core and RRC Connection release with MPS priority indication

	8.1.1.3.10
	RRC connection release / Redirection from NR to E-UTRA / MPS Priority Indication
	Rel-16
	Cxxx
	UEs supporting 5G Core and E-UTRA and RRC Connection release with MPS priority indication

	8.1.1.4
	RRC resume
	
	
	

	8.1.1.4.1
	RRC resume / Suspend-Resume / RNA update / Success
	Rel-15
	C109
	UEs supporting 5G Core and RRC_INACTIVE

	8.1.1.4.2
	RRC resume / Suspend-Resume / RRC setup / T319 expiry
	Rel-15
	C109
	UEs supporting 5G Core and RRC_INACTIVE

	8.1.1.4.3
	Void
	
	
	

	8.1.1.4.4
	RRC resume / Suspend-Resume / RRC reconfiguration / Active MCG SCell addition / Intra-band Contiguous CA
	Rel-16
	C154
	UEs supporting 5G Core and intra-band contiguous CA and RRC_INACTIVE and direct NR MCG SCell activation

	8.1.1.4.5
	RRC resume / Suspend-Resume / RRC reconfiguration / Active MCG SCell addition / Intra-band non-Contiguous CA
	Rel-16
	C155
	UEs supporting 5G Core and intra-band non-contiguous CA and RRC_INACTIVE and direct NR MCG SCell activation

	8.1.1.4.6
	RRC resume / Suspend-Resume / RRC reconfiguration / Active MCG SCell addition / Inter-band CA
	Rel-16
	C156
	UEs supporting 5G Core and inter-band CA and RRC_INACTIVE and direct NR MCG SCell activation

	8.1.1.4.7
	RRC resume / Suspend-Resume / RRC reconfiguration / Active SCG SCell addition / Intra-band Contiguous CA
	Rel-16
	C221
	UEs supporting 5G Core and intra-band contiguous CA and RRC_INACTIVE and direct NR SCG SCell activation and NR-DC

	8.1.1.4.8
	RRC resume / Suspend-Resume / RRC reconfiguration / Active SCG SCell addition / Intra-band non-Contiguous CA
	Rel-16
	C222
	UEs supporting 5G Core and intra-band non-contiguous CA and RRC_INACTIVE and direct NR SCG SCell activation and NR-DC

	8.1.1.4.9
	RRC resume / Suspend-Resume / RRC reconfiguration / Active SCG SCell addition / Inter-band CA
	Rel-16
	C223
	UEs supporting 5G Core and inter-band CA and RRC_INACTIVE and direct NR SCG SCell activation and NR-DC

	8.1.2
	RRC reconfiguration
	
	
	

	8.1.2.1
	Radio bearer establishment / reconfiguration / release
	
	
	

	8.1.2.1.1
	RRC reconfiguration / DRB / SRB / Establishment / Modification / Release / Success
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.2.1.2
	RRC reconfiguration / RRC bearer establishment / uplinkTxDirectCurrentList
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.2.1.3
	Void
	
	
	

	8.1.2.1.4
	RRC reconfiguration / Dedicated RLF timer
	Rel-15
	C21
	UEs supporting 5GCore

	8.1.2.1.5
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success
	
	
	



<End of modified section>
<Start of modified section>
4.2	Protocol conformance test cases Applicability Condition
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	…
	
	

	C293
	IF A.4.3.2-1/118 THEN R ELSE N/A
	UEs supporting repetition of TB processing over multi-slot PUSCH

	C294
	IF A.4.1-5/1 AND A.4.3.13-1/1 AND A.4.3.13-1/6 AND A.4.3.13-1/7 THEN R ELSE N/A
	UEs supporting 5G Core and Multi-SIM features and MUSIM related assistance information

	Cxxx
	IF A.4.1-5/1 AND ([10] A.4.1-1/1 OR [10] A.4.1-1/2) AND A.4.4-1/26 THEN R ELSE N/A  
	UEs supporting 5G Core and E-UTRA and RRC Connection release with MPS priority indication


<End of modified section>
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