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<Start of modified section 1>
–	FeatureCombination
Table 4.6.3-56D: FeatureCombination
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	FeatureCombination-r17 ::= SEQUENCE {
	
	
	

	  redCap-r17
	Not present
	
	

	  smallData-r17
	Not present
	
	

	  nsag-r17
	Not present
	
	

	  nsag-r17  SEQUENCE (SIZE (1..maxSliceInfo-r17)) OF NSAG-ID-r17{
	n entries 
	n is the number of NSAG values associated with the preambles indicated in FeatureCombinationPreambles
	Slice_RACH

	    NSAG-ID-r17[k, k=1..n]
	Set to the corresponding NSAG value used in the test case
	entry [k, k=1..n]

	

	  }
	
	
	

	  msg3-Repetitions-r17
	Not present
	
	

	
	true
	
	MSG3_REP

	}
	
	
	



	Condition
	Explanation

	Slice_RACH
	Slice specific RACH configuration

	MSG3_REP
	Msg.3 repetition configuration



–	FeatureCombinationPreambles
Table 4.6.3-56E: FeatureCombinationPreambles
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	FeatureCombinationPreambles-r17 ::= SEQUENCE {
	
	
	

	  featureCombination-r17
	FeatureCombination-r17
	
	

	  startPreambleForThisPartition-r17
	FFS0
	
	

	  numberOfPreamblesPerSSB-ForThisPartition-r17
	FFS8
	
	FR1

	
	4
	
	FR2

	  ssb-SharedRO-MaskIndex-r17
	Not present
	
	

	  groupBconfigured-r17 
	Not present
	
	

	  separateMsgA-PUSCH-Config-r17
	Not present
	
	

	  msgA-RSRP-Threshold-r17
	RSRP-Range 
	
	

	  rsrp-ThresholdSSB-r17
	RSRP-Range 
	
	

	  deltaPreamble-r17 
	Not present
	
	

	}
	
	
	



<End of modified section 1>
