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Table 4.3.1.1.2.2-1: Inter-band NR CA configurations within FR1 (three bands)
	NR CA
configuration
(Note 3)
	Uplink NR CA
configuration
	NR CA downlink configuration band 1
(Note 4)
	NR CA downlink configuration band 2
	NR CA downlink configuration band 3
	NR CA uplink configuration band 1
	NR CA uplink configuration band 2
	NR CA uplink configuration band 3
	Applicable for protocol testing
(Note 2)

	CA_n1A-n3A-n78A
	CA_n1A-n3A
	n1A
	n3A
	n78A
	n1A
	n3A
	-
	No

	
	CA_n1A-n78A
	n1A
	n78A
	n3A
	n1A
	n78A
	-
	No

	
	CA_n3A-n78A
	n3A
	n78A
	n1A
	n3A
	n78A
	-
	No

	CA_n2A-n5A-n48A
	CA_n2A-n5A
	n2A
	n5A
	n48A
	n2A
	n5A
	-
	No

	
	CA_n2A-n48A
	n2A
	n48A
	n5A
	n2A
	n48A
	-
	No

	
	CA_n5A-n48A
	n5A
	n48A
	n2A
	n5A
	n48A
	-
	No

	CA_n2A-n5A-n77A
	CA_n2A-n5A
	n2A
	n5A
	n77A
	n2A
	n5A
	-
	No

	
	CA_n2A-n77A
	n2A
	n77A
	n5A
	n2A
	n77A
	-
	No

	
	CA_n5A-n77A
	n5A
	n77A
	n2A
	n5A
	n77A
	-
	No

	CA_n2A-n48A-n66A
	CA_n2A-n48A
	n2A
	n48A
	n66A
	n2A
	n48A
	-
	No

	
	CA_n2A-n66A
	n2A
	n66A
	n48A
	n2A
	n66A
	-
	No

	
	CA_n48A-n66A
	n66A
	n48A
	n2A
	n66A
	n48A
	-
	No

	CA_n2A-n48A-n77A
	CA_n2A-n48A
	n2A
	n48A
	n77A
	n2A
	n48A
	-
	No

	
	CA_n2A-n77A
	n2A
	n77A
	n48A
	n2A
	n77A
	-
	No

	CA_n2A-n66A-n77A
	CA_n2A-n66A
	n2A
	n66A
	n77A
	n2A
	n66A
	-
	No

	
	CA_n2A-n77A
	n2A
	n77A
	n66A
	n2A
	n77A
	-
	No

	
	CA_n66A-n77A
	n66A
	n77A
	n2A
	n66A
	n77A
	-
	No

	CA_n5A-n48A-n66A
	CA_n5A-n48A
	n5A
	n48A
	n66A
	n5A
	n48A
	-
	No

	
	CA_n5A-n66A
	n5A
	n66A
	n48A
	n5A
	n66A
	-
	No

	
	CA_n48A-n66A
	n66A
	n48A
	n5A
	n66A
	n48A
	-
	No

	CA_n5A-n48A-n77A
	CA_n5A-n48A
	n5A
	n48A
	n77A
	n5A
	n48A
	-
	No

	
	CA_n5A-n77A
	n5A
	n77A
	n48A
	n5A
	n77A
	-
	No

	CA_n5A-n66A-n77A
	CA_n5A-n66A
	n5A
	n66A
	n77A
	n5A
	n66A
	-
	No

	
	CA_n5A-n77A
	n5A
	n77A
	n66A
	n5A
	n77A
	-
	No

	
	CA_n66A-n77A
	n66A
	n77A
	n5A
	n66A
	n77A
	-
	No

	CA_n26A-n66A-n70A
	CA_n26A-n66A
	n26A
	n66A
	n70A
	n26A
	n66A
	-
	No

	
	CA_n26A-n70A
	n26A
	n66A
	n70A
	n26A
	-
	n70A
	No

	CA_n26A-n66(2A)-n70A
	CA_n26A-n66A
	n26A
	CA_n66(2A)
	n70A
	n26A
	n66A
	-
	No

	
	CA_n26A-n70A
	n26A
	CA_n66(2A)
	n70A
	n26A
	-
	n70A
	No

	CA_n28A-n41A-n79A
	CA_n28A-n41A
	n28A
	n41A
	n79A
	n28A
	n41A
	
	No

	CA_n28A-n41A-n79A
	CA_n28A-n79A
	n28A
	n41A
	n79A
	n28A
	
	n79A
	No

	CA_n28A-n41A-n79A
	CA_n41A-n79A
	n28A
	n41A
	n79A
	
	n41A
	n79A
	No

	CA_n29A-n66A-n70A
	-
	n29A (Note1)
	n66A
	n70A
	-
	-
	-
	No

	CA_n29A-n66B-n70A
	-
	n29A (Note1)
	CA_n66B
	n70A
	-
	-
	-
	No

	CA_n29A-n66(2A)-n70A
	-
	n29A (Note1)
	CA_n66(2A)
	n70A
	-
	-
	-
	No

	CA_n41A-n66A-n71A
	-
	n41A
	n66A
	n71A
	-
	-
	-
	No

	CA_n48A-n66A-n70A
	CA_n48A-n66A
	n48A
	n66A
	n70A
	n48A
	n66A
	-
	No

	
	CA_n48A-n70A
	n48A
	n66A
	n70A
	n48A
	-
	n70A
	No

	CA_n48A-n66A-n71A
	CA_n48A-n66A
	n48A
	n66A
	n71A
	n48A
	n66A
	-
	No

	
	CA_n48A-n71A
	n48A
	n66A
	n71A
	n48A
	-
	n71A
	No

	
	CA_n66A-n71A
	n48A
	n66A
	n71A
	-
	n66A
	n71A
	No

	CA_n48A-n66A-n71(2A)
	CA_n48A-n66A
	n48A
	n66A
	CA_n71(2A)
	n48A
	n66A
	-
	No

	
	CA_n48A-n71A
	n48A
	n66A
	CA_n71(2A)
	n48A
	-
	n71A
	No

	
	CA_n66A-n71A
	n48A
	n66A
	CA_n71(2A)
	-
	n66A
	n71A
	No

	CA_n48A-n66(2A)-n70A
	CA_n48A-n66A
	n48A
	CA_n66(2A)
	n70A
	n48A
	n66A
	-
	No

	
	CA_n48A-n70A
	n48A
	CA_n66(2A)
	n70A
	n48A
	-
	n70A
	No

	CA_n48A-n66(2A)-n71A
	CA_n48A-n66A
	n48A
	CA_n66(2A)
	n71A
	n48A
	n66A
	-
	No

	
	CA_n48A-n71A
	n48A
	CA_n66(2A)
	n71A
	n48A
	-
	n71A
	No

	
	CA_n66A-n71A
	n48A
	CA_n66(2A)
	n71A
	-
	n66A
	n71A
	No

	CA_n48A-n66A-n77A
	CA_n48A-n66A
	n66A
	n48A
	n77A
	n66A
	n48A
	-
	No

	
	CA_n66A-n77A
	n66A
	n77A
	n48A
	n66A
	n77A
	-
	No

	CA_n48A-n70A-n71A
	CA_n48A-n70A
	n48A
	n70A
	n71A
	n48A
	n70A
	-
	No

	
	CA_n48A-n71A
	n48A
	n70A
	n71A
	n48A
	-
	n71A
	No

	
	CA_n70A-n71A
	n48A
	n70A
	n71A
	-
	n70A
	n71A
	No

	CA_n48A-n70A-n71(2A)
	CA_n48A-n70A
	n48A
	n70A
	CA_n71(2A)
	n48A
	n70A
	-
	No

	
	CA_n48A-n71A
	n48A
	n70A
	CA_n71(2A)
	n48A
	-
	n71A
	No

	
	CA_n70A-n71A
	n48A
	n70A
	CA_n71(2A)
	-
	n70A
	n71A
	No

	CA_n48B-n66A-n70A
	CA_n48A-n66A
	CA_n48B
	n66A
	n70A
	n48A
	n66A
	-
	No

	
	CA_n48A-n70A
	CA_n48B
	n66A
	n70A
	n48A
	-
	n70A
	No

	CA_n48B-n66A-n71A
	CA_n48A-n66A
	CA_n48B
	n66A
	n71A
	n48A
	n66A
	-
	No

	
	CA_n48A-n71A
	CA_n48B
	n66A
	n71A
	n48A
	-
	n71A
	No

	
	CA_n66A-n71A
	CA_n48B
	n66A
	n71A
	-
	n66A
	n71A
	No

	CA_n48B-n70A-n71A
	CA_n48A-n70A
	CA_n48B
	n70A
	n71A
	n48A
	n70A
	-
	No

	
	CA_n48A-n71A
	CA_n48B
	n70A
	n71A
	n48A
	-
	n71A
	No

	
	CA_n70A-n71A
	CA_n48B
	n70A
	n71A
	-
	n70A
	n71A
	No

	CA_n48(2A)-n66A-n70A
	CA_n48A-n66A
	CA_n48(2A)
	n66A
	n70A
	n48A
	n66A
	-
	No

	
	CA_n48A-n70A
	CA_n48(2A)
	n66A
	n70A
	n48A
	-
	n70A
	No

	CA_n48(2A)-n66A-n71A
	CA_n48A-n66A
	CA_n48(2A)
	n66A
	n71A
	n48A
	n66A
	-
	No

	
	CA_n48A-n71A
	CA_n48(2A)
	n66A
	n71A
	n48A
	-
	n71A
	No

	
	CA_n66A-n71A
	CA_n48(2A)
	n66A
	n71A
	-
	n66A
	n71A
	No

	CA_n48(2A)-n70A-n71A
	CA_n48A-n70A
	CA_n48(2A)
	n70A
	n71A
	n48A
	n70A
	-
	No

	
	CA_n48A-n71A
	CA_n48(2A)
	n70A
	n71A
	n48A
	-
	n71A
	No

	
	CA_n70A-n71A
	CA_n48(2A)
	n70A
	n71A
	-
	n70A
	n71A
	No

	CA_n66A-n70A-n71A
	CA_n66A-n71A 
	n66A
	n70A
	n71A
	n66A
	-
	n71A
	No

	
	CA_n70A-n71A
	n66A
	n70A
	n71A
	-
	n70A
	n71A
	No

	CA_n66A-n70A-n71(2A)
	CA_n66A-n71A 
	n66A
	n70A
	CA_n71(2A)
	n66A
	-
	n71A
	No

	
	CA_n70A-n71A
	n66A
	n70A
	CA_n71(2A)
	-
	n70A
	n71A
	No

	CA_n66B-n70A-n71A
	CA_n66A-n71A 
	CA_n66B
	n70A
	n71A
	n66A
	-
	n71A
	No

	
	CA_n70A-n71A
	CA_n66B
	n70A
	n71A
	-
	n70A
	n71A
	No

	CA_n66(2A)-n70A-n71A
	CA_n66A-n71A
	CA_n66(2A)
	n70A
	n71A
	n66A
	-
	n71A
	No

	
	CA_n70A-n71A
	CA_n66(2A)
	n70A
	n71A
	-
	n70A
	n71A
	No

	Note 1:	This band cannot be used as PCell.
Note 2:	Protocol testing is limited to NR CA configurations with 3CC.
Note 3:	The band with the lowest UL frequency is used as PCell if nothing else is specified for in the table or in the test case for the specific configuration.
Note 4:	PCell is configured on this band unless otherwise stated.
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